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PEEFACE TO NEW EDITION. 



Almost a quarter century has passed since my humble 
treatise on Farm Drainage was written. The Publishers 
from time to time have printed from the plates as many 
copies as were asked for, and kindly reminded me of my 
authorship by transmitting a check for a moderate amount. 
Until within a few weeks, I have not seen a copy of the 
book for years. 

Still all the time I have been conscious, not to say proud, 
of Deing its author, as a father is conscious and proud of a 
son of whom he hears good words spoken here and there 
by strangers. My business for half a century has been in 
my profession, and when I was young I had innocent vis- 
ions of future fame as a lawyer or a judge. My amuse- 
ment always has been with my farm and garden, and every- 
body knows how much more faithful we all are to our 
amusements than to our business. A grove or a lawn, or 
even the rippling outfall of a tile-drain, has always seemed 
to me more charming than the knottiest question of law, 
or the sentence of the most diabolical criminal. 

For several years I have been in the Civil Service of our 
country, sitting, as it were, at the receipt of custom, but 
all the time I have felt, for more reasons than one, like the 
apostle who sat there of old, that my calling might any 
day take me back to a more congenial if not a more profit- 
able work. To be sure there is not on my farm in Con- 

(J) 



TI PEEJACE TO STEW EDITION'. 

cord, Mass., the home of the philosophers, a spot now 
left where an additional drain-tile could be placed, but 
there in that best of New England towns, is my home on 
my farm, and there are my good neighbors, who are also 
good farmers, and who recognize me as an old and faith- 
ful member of the Parmer's Club. No, my little book has 
not been a failure. It has been read and appreciated, and 
nas brought me a recognition where I least expected it. 

Whether in remote corners of our country, or in my of- 
fice, however my oiRcial title or position may fail to suggest 
to strangers the faintest idea of my personal identity, as 
distinguished from mankind in general, when conversation 
turns upon agriculture, it dawns upon my fellow man that 
he has heard my name before, and he exclaims '^you are 
the author of Farm Drainage, now I know who you are." 
This indeed is fame, but modesty forbids further discus- 
sion in this direction. 

The Publishers suggested revision of the book, and a 
new edition. With that view I have looked it carefully 
through, and although I find some things that might be 
omitted, there is really little to add, and for this simple 
reason, that the treatise, so far as relates to practical rules 
for drainage, is a compilation from English authorities, 
which are exhaustive of the subject. I travelled in Europe 
in 1857, and made drainage a subject of special investiga- 
tion. In England it had already been reduced to a science, 
and extensive works upon large estates had been executed 
under the direction of professional engineers. There was, 
it is true, no general treatise on the subject, even in Eng- 
land, but the whole art and mystery of drainage had been 
minutely discussed, and the claims of rival systems ablv 
set forth, not only by theorists, but also by practical men 
who were in charge of grand schemes of drainage. In fact, 
the science and practice of farm drainage was as well un- 
derstood in England twenty-five years ago, as they are at 
the present time. The subject, however, was then almost 
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new in this country of land so cheap and fertile, that it 
cost less to buy good land drained by nature, than to ex- 
pend the labor necessary for the artificial drainage of that 
which was too wet for profitable cultivation. 

The work, however, had been then well begun. The 
leading agricultural papers were advocating thorough 
drainage, not only for reclaiming wet lands, but also for 
improving moist land, already under the plow. Some en- 
thusiastic advocates even went so far as to maintain that 
all land, however dry, would be benefited by under drain- 
ing. Many attempts had been made here and there to 
drain with open ditches, and some with stones, either with 
covered waterways, or by filling ditches partially or wholly 
with small stones. 

These attempts at first seemed successful, but as such 
drains were usually shallow, and from their nature insecure, 
generally resulted in failure and disappointment. The 
true apostles of the system, like John Johnston, of Seneca 
County, ]Sr. Y., were already illustrating their faith by 
their works, and showing their neighbors that draining 
with tiles was a process paying well in the increase of crops, 
even on much of the good wheat soil of Western New 
York. A Scotchman by birth, Mr. Johnston, as early as 
1835, had imported patterns of tiles from Scotland, and 
caused tiles to be made by hand for use on his estate. In 
1848, John Delafield, President of the Seneca Agricultural 
Society, had imported a tile machine. Tiles were not then 
in general use in this country, although manufactured in 
several places in New York, Massachusetts, Ohio, and Mich- 
igan, and perhaps in other States. The first ever used in 
New Hampshire, I believe, were brought to Exeter, N. H., 
by Wm. Conner, in 1854. The next year I used on my es- 
tate, in that town, a few thousand two-inch tiles which I 
bought in Albany at twelve dollars a thousand, and paid 
the freight on them by rail more than two hundred and 
fifty miles. I then procured a tile-machine, and supplied 
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the small demand by having them baked in a potter's fur- 
nace. From this small beginning, regular tile-works soon 
sprang up in Exeter, which in 1857 manufactured forty 
thousand tiles, and have continued to the present time to 
supply what has now become a large and constant demand. 

Prom that time the demand for tiles has steadily and 
rapidly increased. The excellent treatises by Mr. Klippart 
and Col. Waring, the constant iteration of the agricul- 
tural papers of the importance of drainage, and of the 
superiority of tiles over other devices, and the common ob- 
servation by farmers of its good results, have maintained a 
constant interest in the subject. It is difficult to ascertain 
accurately the quantity of land now annually improved by 
the process. 

The " Drainage and Farm Journal," of August, 1883, 
gives a table showing the extent and increase of the manu- 
facture and use of drain-tile in the United States, from 
January 1, 1880, to July 1, 1883. From this table it ap- 
pears that the number of tile-factories has in that period 
increased from one thousand one hundred and forty, to 
on3 thousand nine hundred and thirty-four, that the num- 
ber of tiles manufactured in 1879, was something more 
than one hundred and thirty-seven millions, and in 1882, 
about two hundred and seventy millions. This is a suffi- 
cient number to lay more than fifty thousand miles of 
drains, one foot to each tile. With the drains thirty-six 
feet apart, each mile of tiles will drain about about forty- 
three and a half acres, and fifty thousand miles will drain 
two million one hundred and seventy-five thousand acres. 

As I have already said, certain general principles govern 
all plans for farm drainage, varying only in their applica- 
tion to different localities, and to different conformations 
of the grounds. Among these are the following : 

That the direction of drains should be in the line of the 
greatest descent ; that the depth should be below frost and 
below disturbance by the deepest tillage, say in general 
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it under all reasonable conditions, and with economy, as 
compared with hand-power. 

As to the permanency of tile-drainage, sufficient time 
has elapsed to bear witness to my own work on my Exeter 
farm. Drains laid thirty years ago are operating perfectly 
to-day. Through an orchard where the tiles were laid four 
feet deep, they have been occasionally obstructed by fibrous 
roots of the apple trees, requiring, howerer, but slight 
labor at a few points to set them right. No care or skill 
can entirely prevent such obstructions with common tiles. 
The use of collars affords the best protection, though at 
some increase of cost. On the whole, after wide observa- 
tion, I am prepared to assert anew, that tile-drainage will 
endure forever if the work be properly done. 

I wish also to renew my recommendations as to the 
drainage of the cellars of country houses and farm build- 
ings. A wet cellar or a wet foundation to a house, is a 
sure cause of ill-health to its inmates. The whole site 
should be thoroughly drained, so that the bottom of the 
cellar shall not be even damp. Otherwise, those fiends 
whose name is legion, in the form of rheumatism, malaria, 
diphtheria, neuralgia, and typhoid fever, will rise up and 
seize upon the inmates in spite of all the devices, of sani- 
tary engineers for ventilation and getting rid of sewer gas. 

The system indicated in Chapter 33, at pages 357-8, has 
been since successfully applied in many instances to cut off 
water flowing in the soil into the basement or cellar of 
country houses. A single case in point will illustrate how 
a very slight application of skill and labor may cure and 
prevent a serious evil. 

The good man to whom this book is dedicated, was, I 
think, a trustee of the now somewhat famous almshouse at 
Tewksbury, Mass. He informed me some twenty years 
ago that a new dining hall had been constructed in the 
basement of one of the principal buildings, and that just as 
it was completed the water had risen so as to cover the 
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macliine has come into general use for excavating trenches 
deep enough for tiles, while it gives hope that the next 
season ■will see in operation two machines, either of which 
will perform the desired work. " Man never is, but always 
to be, blest," applies admirably to this subject. For twenty 
years we have been promised just the machine we need, 
and many successful experiments have been j)erformed, but 
Mr. Cleveland, whose profession of landscape architect 
takes him over all the country, has not until recently seen 
a machine in which he has faith. A macliine that finishes 
the trench to the depth of at least four feet in one passage 
over the ground, is what is desired. A machine which 
cuts but a few inches at a time, and must pass many times 
over the ground to cut the required de^Dth, is objectionable, 
because much time is required in turning upon short 
drains, and because repeated tramping of the team makes 
the ground miry, and causes the sides of the ditch to cave. 
Of the two machines referred to, one is operated by 
steam, the other by horse-power applied to a windlass, one 
or two horses being suflBcient. Mr. Cleveland has seen 
both in operation, and says either of them will excavate 
and finish in any soil, not too stony, a trench from four to 
four and a half feet deep, and eleven inches wide, in better 
style than can be done by hand. The steam-machine will 
do one hundred to one hundred and twenty rods in a day, 
and costs one thousand five hundred dollars ; the horse- 
power machine seventy-five to one hundred rods, and costs 
six hundred dollars. I do not give the names of these ma- 
chines, because I deem it hardly fair to other inventors to 
do so, as I have statements from several other patentees, 
supported by strong evidence, that their inventions accom- 
plish all that is desired. The only satisfactory proof on 
this all-important subject is the thorough trial of the ma- 
chme, not for mere experiment upon selected ground, but 
in actual every day use, which shall demonstrate that it 
can not only execute the required work, but that it can do 
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about four feet ; that the distance apart depends somewhat 
on the depth, somewhat on the average rain-fall of the 
place, and somewhat on the character of the soil — in gen- 
eral from forty to sixty feet ; that the size depends upon 
the same conditions as the distance, with a minimum bore 
of about two inches, which is suflBcieut to prevent the usual 
obstructions. The tables of rain-fall, evaporation, filtra- 
tion, capacity of pipes, number to tlio acre at different dis- 
tances, were prepared by competent experts, and are suffi- 
ciently accurate for all time. 

The practical directions for the arrangement of drains, 
for ojiening ditches, for levelling, for laying the tiles, for 
securing the points, junctions, and outlebs, admit of little 
improvement. They are at best only suggestions which 
every drainer will consider in their application to the 
special work in hand. 

As to implements, it may be said that all the work of 
drainage may in general be performed with the ordinary 
farm tools, with the addition of a spade four inches wide, 
and a levelling instrument of simple form to smooth the 
bottom of the trench. Drainage tools, so-called, of which 
agricultural houses are full, a,re of little or no practical use. 

In the book it is said, " The man who can invent and 
construct a machine that shall be capable of cutting four- 
foot ditches for pipe drains with facility, will deserve well 
of his country." 

This challenge, I think, has not yet been met. Ditch- 
ing machines almost without number have been invented 
and patented, and some of them have proved successful in 
soft and homogeneous soils. Huge dredges are successfully 
worked by engineers in excavating canals, but no machine 
wliich can do the work proposed economically on ordinary 
farms, has come to my knowledge, though diligently sought. 

A paper by H. W. S. Cleveland, an authority on this 
subject as high as any in this country, just published in 
the '' Country Gentleman," confirms my statement that no 



XII PEEFACE TO NEW EDITION. 

floor. It was proposed to remove the flooring and cover 
the ground and wall with cement, and he asked me if I 
thought that method, which was quite expensive, would be 
successful in excluding the water. I had already seen the 
experiment tried in the cellar of a private house, where the 
pressure of the water had lifted a heavy coating of cement 
and gravel, breaking it into fragments like ice, raised by a 
freshet in a river. We visited the place, and found the 
house midway of a gradual slope of large extent. The land 
was full of water which stood in a well some rods above the 
building, within t^vo or three feet of the surface. It was 
evident that the flow of water under the surface was in the 
same direction as upon the surface, towards the house. The 
remedy was obvious. A single drain parallel with the build- 
ing, three feet lower than its foundation, and as near as it 
could be dug without endangering it, with one line of four- 
inch tiles was laid at right angles with the slope. The 
trench was filled with coarse gravel, so that it acted as a 
catch-water. There was plenty of fall close by, and a few 
days of " the pauper labor of Europe," with ten dollars 
worth of drain tiles, proved sufficient to render the dining 
hall permanently dry, without disturbing a board in the 
floor. 

In the light in which the subject is thus presented, it 
seems quite unnecessary to do more than has been already 
done in presenting this treatise once more to the public. 
Many of those who were active in the cause of agriculture 
and horticulture twenty-five years ago have awakened in 
Paradise, but many remain and still contribute to make a 
'Paradise on earth. Not unmindful of the dead, I salute 
the living, who during all these years have never ceased to 
do homage to their Maker, by laboring with him to make 
the wilderness and the solitary place glad, and the desert 
to rejoice and blossom as the rose. It has been said 
" whom the gods love die young," and it is true of such 
men that their pui'suits seem to give them a perpetual 
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fouth, and though they liye to fourscore, they can neyer 
grow old. Already in their lives they have built them- 
selves monuments more durable than brass. Wherever 
over this broad land we see waving fields of grain on soil 
reclaimed from the floods, or gardens laden with fruit or 
fragrant with flowers, or smooth green lawns, sloping to 
the water or the street, or cottages shaded with trees and 
sheltered with vines, we are reminded of those through 
whose labors the world has thus been made fruitful and 
beautiful. They may ir-deed well share the inscription to 
Sir Christopher Wren in St. Paul's : " Si monumentum 
qucBris, circumspice." If you seek his monument, look 
around you. 

Washingtojst, D. C, April, 1884. 
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The Agriculture of America has seemed to me to de- 
mand some light upon the subject of Drainage ; some 
/rork, which, with an exposition of the various theories, 
should give the simplest details of the practice, of draining 
land. This treatise is an attempt to answer that demand, 
and to give to the farniers of our country, at the same 
time, enough of scientific principles to satisfy intelligent 
inquiry, and plain and full directions for exe eating work 
in the field, according to the best known rules. It has 
been my endeavor to show what lands in America require 
drainage, and how to drain them best, at least expense ; 
to explain how the theories and the practice of the Old 
World require modification for the cheaper lands, the 
dearer labor, and the various climate of the New ; and, 
finally, to suggest how, through improved implements and 
processes, the inventive genius of our country may make 
the brain assist and relieve the labor of the hand. 

With some hope that my humble labors, in a field so 
broad, may not have entirely failed of their object, this 
work is offered to the attention of American farmers. 

H. F. F. 

TBI FiRB, ExiRB, K. H., March, 1869. 
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A Book upon Farm Drainage 1 What can a person 
find on such a subject to write a book about ? A friend 
suggests, that in order to treat any one subject fully, it is 
necessary to know everything and speak of everything, 
because all knowledge is in some measure connected. 

With an earnest endeavor to clip the wings of imagiiv 
ation, and to keep not only on the earth, but to burrow, 
like a mole or a sub-soiler, in it, with a painful apprehen- 
sion lest some technical term in Chemistry or Philosophy 
ehould falsely indicate that we make pretensions to the 
character of a scientific farmer, or some old phrase ot 
law-Latin should betray that wo know something besidei 
agriculture, and so, are not worthy of the confidence of 
practical men, we have, nevertheless, by some means, 
got together more than a bookfuU of matter upon oni 
subject. 
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Our publisher says our book must be so large, and uo 
.arger-— and we all know that an authur is but as a grass- 
hopper in the hands of his publisher, and ought to be 
very thankful to be allowed to publish his book at all. 
So we have only to say, that if there is any chapter in 
this book not sulficiently elaborate, or any subject akin to 
Ihat of drainage, that ought to have been embraced in 
our plan and is not, it is because we have not space for 
further expansion. The reader has our heartfelt sympathy, 
if it should liappen that the very topic which most in- 
terests him, is entirely omitted, or imperfectly treated; 
and we can only advise him to write a book himself, by 
way of showing proper resentment, and put into it every- 
thing that everybody desires most to know. 

A book that shall contain all that we do not know on 
the subject of drainage, would be a valuable acquisition 
to agricultural literature, and we bespeak an early copy 
Df it when published. 

Ireigation is a subject closely connected with drainage, 
and, although it would require a volume of equal size with 
this to lay it properly before the American public, who 
know so little of water-meadows and liquid-manuring, and 
even of the artificial application of water to land in any 
way, we feel called upon for an apology for its omission. 

Lieutenant Maury, whose name does honor to his nation 
over all the civilized world, and on whom the blessings 
of every navigator upon the great waters, are constantly 
•howered, in a letter which we had the honor recently to 
receive from him, thus speaks of this subject : 

" I was writing to a friend some months ago upon the 
subject of drainage in this country, and I am pleased to infer 
from your letter, that our opinions are somewhat similar. 
The climate of England is much more moist than this, 
though the amount of rain in many parts of this country, 
is much G;reater than the amount of rain there. It drizzles 
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there more than it does here. Owing to the high dew 
point in England, but a small portion only — that is, com- 
paratively small — of the rain that falls can be evaporated 
again ; consequently, it remains in the soil until it is 
drained off Here, on the other hand, the clouds pour it 
down, and the sun sucks it up right away, so that the 
perfection of drainage for this country would be the very 
reverse, almost, of the drainage in England. If, instead 
of leading the water off into the water-veins and streams 
of the country, as is there done, we could collect it in 
pools on the farm, so as to be used in time of drought for 
irrigation, then your system of drainage would be worth 
untold wealth. Of course, in low grounds, and all places 
where the atmosphere does not afford sufficient drainage 
by evaporation, the English plan will do very well, and 
much good may be done by a treatise which shall enable 
owners to reclaim or improve such places." 

Indeed, the importance of this subject of drainage, 
seems all at once to have found universal acknowledge- 
ment throughout our country, not only from agriculturists 
but from philosophers and men of general science. 

Emerson, whose eagle glance, piercing beyond the sight 
of other men, I'ecognizes in so-called accidental heroes the 
" Representative men" of the ages, and in what to others 
seem but caprices and conventionalisms, the " Traits" of 
a nation, yet never overlooks the practical and every-day 
wants of man, in a recent address at Concord, Mass., the 
place of his residence, thus characteristically alludes to 
our subject : 

" Concord is one of the oldest towns in the country — 
far on now in its third century. The Select-men have 
once in five years perambulated its bounds, and yet, in 
this year, a very large quantity of land has been dis- 
covered and added to the agricultural land, and without 
a mnrmur of complaint from any neighbor. By drainage. 
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we have gone to the subsoil, and we have a Concord undei 
Concord, a Middlesex under Middlesex, and a basement- 
story of Massachusetts more valuable than all the super- 
structure. Tiles are political economists. They are so 
many Young-Americans announcing a better era, and a 
day of fat things." 

John H. Klippart, Esq., the learned Secretary of the 
Ohio Board of Agriculture, expresses his opinion upon 
the importance of our subject in his own State, in this 
emphatic language : 

" The agriculture of Ohio can make no farther marked 
progress until a good system of under-drainage has been 
adopted." 

A writer in the Country Gentleman, from Ashtabula 
County, Ohio, says : — " One of two things must be done 
by us here. Clay predominates in our soil, and we must 
under-drain our land, or sell and move west." 

Professor Mapes, of New York, under date of January 
17, 1859, says of under-draining : 

" I do not believe that farming can be pursued witli 
full profit without it. It would seem to be no longer a 
question. The experience of England, in the absence of 
all other proof, would be sufficient to show that capital 
may be invested more safely in under-draining, than in 
any other way ; for, after the expenditure of many millions 
by English farmers in this way, it has been clearly proved 
that their increased profit, arising from this cause alone, 
is sufficient to pay the total expense in full, with interest, 
within twenty years, thus leaving their farms increased 
permanently to the amount of the total cost, while the 
income is augmented in a still greater ratio. It is quite 
doubtful whether England could at this time sustain her 
increased population, if it were not for her system of 
thorough-drainage. In my own practice, the result has 
been such as to convince me of its advantages, and I 
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Bhonid be unwilling to enter into any new cultiyation 
without ttorough drainage." 

B. P. Johnson, Secretary of the New York Board of 
Agriculture, in answer to some inquiries upon the subject 
of drainage with tiles, writes us, under date of December, 
1.858, as follows : 

"I have given much time and attention to the subject 
of drainage, having deemed it all-important to the im- 
provement of the farms of our State. I am well satisfied, 
from a careful examination in England, as well as from 
my observation in this country, that tiles are far pre- 
ferable to any other material that I know of for drains, 
and this is the opinion of all those who have engaged 
extensively in the work in this State, so far as 1 have 
information. It is gratifying to be assured, that during 
the year past, there has been probably more land-draining 
than during any previous year, showing the deep interest 
which is taken in this all-important work, so indispensable 
to the success of the farmer." 

It is ascertained, by inquiry at the Land Office, that 
more than 52,000,000 acres of swamp and overflowed 
lands have been selected under the Acts of March 2d, 
1849, and September 28tli, 1850, from the dates of those 
grants to September, 1856 ; and it is estimated that, when 
the grants shall have been entirely adjusted, they wib 
amount to 60,000,000 acres. 

Grants of these lands have been made by Congress 
from the public domain, gratuitously, to the States in 
which they He, upon the idea that they were not only 
worthless to the Government, but dangerous to the health 
of the neighboring inhabitants, with the hope that the 
State governments might take measures to reclaim them 
for cultivation, or, at least, render them harmless, by the 
removal of their surplus water. 

Governor Wright, of Indiana, in a public address. 
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estiDjated tlie marshy lands of that State at 3,000,000 
acres. " These lands," he says, " were generally avoided 
by early settlers, as being comparatively worthless ; but, 
when drained, they become eminently fertile." He further 
gays : " I know a farm of 160 acres, which was sold five 
years ago for $500, that by an expenditure of less than 
$230, in draining and ditching, has been so improved, 
that the owner has refused for it an offer of $3,000." 

At the meeting of the United States Agricultural 
Society, at "Washington, in January, 1857, Mr. G. W. P. 
Custis spolie in connection with the great importance of 
this subject, of the vast quantity of soil — the richest con- 
ceivable — now lying waste, to the extent of 100,000 acres, 
along the banks of the Lower Potomac, and which he 
denominates by the old Virginia title of pocoson. The 
fertility of this reclaimable swamp he reports to be 
astonishing; and he has corroborated the opinion by 
experiments which confounded every beholder. " These 
lands on our time-honored river," he says, " if brought 
into use, would supply provisions at half the present cost, 
and would in other respects prove of the greatest ad 
vantage." 

The drainage of highways and walks, was noted as a 
topic kindred to our subject, although belonging more 
properly perhaps, to the drainage of towns and to land- 
scape-gardening, than to farm drainage. This, too, was 
tound to be beyond th? scope of our proposed treatise, 
and has been left to some abler hand. 

So, too, the whole subject of reclaiming lands from the 
sea, and from rivers, by embankment, and the drainage 
of lakes and ponds, which at a future day must attract 
great attention in this country, has proved quite too exten- 
eive to be treated here. The day will soon come, when 
on our Atlantic coast, the ocean waves will be stayed, 
and all along our great rivers, the Spring floods, and the 
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Summer freshets, will be held within artificial baniers, 
and the enclosed lands be kept dry by engines propelled 
by steam, or some more efficient or economical agent. 

The half million acres of fen-land in Lincolnshire, pro- 
dueing the heaviest wheat crops in England ; and Harlaem 
Lake, in Holland, with its 40,000 acres of fertile land, far 
lelow the tides, and once covered with many foot of 
water, are examples of what science and well-directed 
labor may accomplish. But this department of drainage 
demands the skill of scientific engineers, and the employ- 
ment of combined capital and effort, beyond the means of 
American farmers ; and had we ability to treat it pro- 
perly, would afford matter rather of pleasing speculation, 
than of practical utility to agricultural readers. 

With a reckless expenditure of paper and ink, we had 
already prepared chapters upon several topics, which, 
though not essential to farm-drainage, were as near to our 
subject as the minister usually is limited in preaching, or 
the lawyer in argument ; but conformity to the Procrus- 
tean bed, in whose sheets we had in advance stipulated 
to sleep, cost us the amputation of a few of our least im- 
portant heads. 

" Don't be too English," suggests a very wise and politic 
friend. We are fully a'^vare of the prejudice which still 
exists in many minds in our country, against what is 
peculiarly English. Because, forsooth, our good Mother 
England, towards a century ago, like most fond mothers, 
thought her transatlantic daughter quite too young and 
inexperienced to set up an establishment and manage it 
for herself, and drove her into wasteful experiments of 
wholesale tea-making in Boston harbor, by way of illus- 
trating her capacity of entertaining company from beyond 
seas ; and because, near half a century ago, we had some 
sharp words, spoken not through the mouths of prophets 
»nd sages, but through the mouths of great guns, touching 
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the right of car venerated parent to examine the ii terna- 
economy of our merchant-ships on the sea — ^because of 
reminiscences like these, we are to forswear all that is 
English ! And bo we may claim no kindred in literature 
with Shakspeare and Milton, in jurisprudence, with Bacon 
and Mansfield, in statesmanship, with Pitt and Fox ! 

Wlxtinee came the spirit of independence, the fearless 
love of liberty of which we boast, but from our English 
blood ? Whence came our love of territorial extension, 
our national ambition, exhibited under the affectionate 
name of annexation ? Does not this velvet paw with 
which we softly play with our neighbors' heads, conceal 
some long, crooked talons, which tell of the ancestral 
blood of the British Lion ? 

The legislature of a New England State, not many 
years ago, appointed a committee to revise its statutes. 
This committee had a pious horror of all dead languageSj 
and a patriotic fear of paying too high a compliment to 
England, and so reported that all proceedings in courts of 
'aw should be in the American language 1 An inquiry 
by a waggish member, whether the committee intended 
to allow proceedings to be in any one of the three hundred 
Indian dialects, restored to the English language its 
appropriate name. 

Though from some of our national traits, we might 
possibly be supposed to have sprung from the sowing of 
the dragon's teeth by Cadmus, yet the uniform record of 
all American families which goes back to the " three 
brothers who came over from England," contradicts this 
theory, and connects us by blood and lineage with that 
country. 

Indeed, we can hardly consent to sell our birthright foi 
BO poor a mess of pottage as this petty jealousy offers. 
A teachaltle soirit in matters of which we are ignorant, 
is usually as profitable and respectable as abundant sel'' 
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conceit, and rendering to Csesar the things that art Caesar'a, 
quite as honest as to pocket the coin as our own, notwith- 
standing the " image and superscription." 

We make frequent reference to English writers anc 
to English opinions upon our subject, because drainage is 
understood and practiced better in England than any- 
where else in the world, and because by personal inspec- 
tion of drainage-works there, and personal acquaintance 
and correspondence with some of the most successful 
drainers in that country, we feel some confidence of ability 
to apply English principles to American soil and climate. 

To J. Bailey Denton, Engineer of the General Land 
Drainage Company, and one of the most distinguished 
practical and scientific drainers in England, we wish 
publicly to acknowledge our obligations for personal 
favors shown us in the preparation of our work. 

We claim no great praise of originality in what is here 
offered to the public. Wherever we have found a person 
of whom we could learn anything, in this or other coun- 
tries, we have endeavored to profit by his teachings, and 
whenever the language of another, in book or journal, lias 
been found to express forcibly an idea which we deemed 
worthy of adoption, we have given full credit for both 
thought and words. 

Our friends, Messrs. Sliedd and Edson, of Boston, whose 
experience as draining engineers entitles them to a high 
rank among American authorities, have been in constant 
communication with us throughout our labors. The 
chapter upon Evaporation, Rain fall, &c., which we deem 
of great value as a contribution to science in general, will 
be seen to be in part credited to them, as are also the 
tables showing the discharge of water through pipes of 
rariops capacity. 

Drainage is a new subject in America, not well -mdei- 
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Btood, and we have no man, it is believed, peculiarly fitted 
to teach its theory and practice ; yet the farmers every- 
where are awake to its importance, and are eagerly 
seeking for information on the subject. Many are already 
engaged in the endeavor to drain their lands, conscious of 
their want of the requisite knowledge to effect their object 
in a profitable manner, while others are going resolutely 
forward, in violation of all correct principles, wasting 
their labor, unconscious even of their ignorance. 

In New England, we have determined to dry the springy 
hill sides, and so lengthen our seasons for labor ; we have 
found, too, in the valleys and swamps, the soil which has 
been washed from our mountains, and intend to avail our- 
selves of its fertility in the best manner practicable. On 
the prairies of the great West, large tracts are found just 
a little too wet for the best crops of corn and wheat, and 
die inquiry is anxiously made, how can we be rid of this 
surplus water. 

There is no treatise, English or American, which meets 
the wants of our people. In England, it is true, laud 
drainage is already reduced to a science ; but their system 
has grown up by degrees, the first principles being now 
too familiar to be at all discussed, and the points now in 
controversy there, quite beyond the comprehension of be^ 
ginners. America wants a treatise wliich shall be ele- 
mentary, as well as thorough — that shall teach the 
alphabet, as well as the transcendentalism, of draining 
land — that shall tell the man who never saw a drain-tile 
what thorough drainage is, and shall also suggest to those 
who have studied the subject in English books only, the 
differences in climate and soil, in the prices of labor and 
of products, which must modify our operations 

"With some practical experience on his own land, with 
careful observation in Europe and in America of the 
details of drainage operations, with a somewhat critical 
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examination of publiBhed books and papers on all topicB 
connected with the general subjoct, the author has endes^ 
v^ored to turn the leisure hours of a laborious professional 
life to some account for the farmer. Although, as the 
lawyers say,, the "presumptions" are, perhaps, strongly 
against the idea, yet a professional man may understand 
practical farming. The profession of the law has made 
some valuable contributions to agricultural literature. 
Sir Anthony Fitzherbert, author of the "Boke of Husban- 
drie," published in 1523, was Chief Justice of the Com- 
mon Pleas, and, as he says, an " experyenced farmer of 
more than 40 years." The author of that charming little 
book, " Talpa," it is said, is also a lawyer, and there is such 
wisdom in the idea, so well expressed by Emerson as a 
fact, that we commend it by way of consolation to men 
of all the learned professions : " All of us keep the farm in 
reserve, as an asylum where to hide our poverty and oui 
solitude, if we do not succeed in society." 

Besides the prejudice against what is foreign, we meet 
everywhere the prejudice against what is new, though far 
less in this country than in England. " No longer ago 
than 1835," says the Quatierly Review, " Sir Robert Peel 
presented a Farmers' Club, at Tamworth, with two iron 
plows of the best construction. On his next visit, the old 
plows, with the wooden mould-boards, were again at 
work. * Sir,' said a member of the club, ' we tried the 
iron, and we be all of one mind, that they make the weeds 
grow 1' " 

American farmers have no such ignorant prejudice aa 
tliis. They err rather by having too much faith in them- 
selves, than by having too little in the idea of progress, 
and will be more likely to " go ahead " in the wrong direo- 
slon, than to remain quiet in their old position. 
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CHAPTER n. 

HISTOBT OF THE ART OF DEAINING. 

Draining as Old as the Deluge. — Romin Aatbors.— Walter Bligh in 1680.— 
' No thorough drainage till Smith of Deaastoa. — No mention of tiles in th« 
"Compleat Body of Husbandry," 1768.— Tiles found 100 years old.— 
Elkington's System. — Johnstone's Puns and Peripatetics. — Draining 
Springs. — Bletonism, or the Faculty of Perceiving Subterranean Water.— 
Beanston System. — Viewo of Mr. Parkea. — Keythorpe System. — Wham 
cliffe System. — Introduction of tiles into America. — John Johnston, and 
Mr. Delafield, of New York. 

The art of removing superfluous water from land, must 
be as ancient as the art of cultivation ; and from the time 
when Noah and his family anxiously watched the sub- 
siding of the waters into their appropriate channels, to 
the present, men must have felt the ill efiiects of too much 
water, and adopted means more or less eft'ective, to re- 
move it. 

The Eoman writers upon agriculture, Cato, Columella, 
and Pliny, all mention draining, and some of them give 
miniite directions for forming drains with stones, branches 
of trees, and straw. Palladius, in his De Aqum Ductibuf; 
mentions earthen-ware tubes, used however for af}ue- 
ducts, rather for conveying water from place to plac«. 
than for draining lands for agriculture. 

Nothing, however, like the systematic drainage of the 
present day, seems to have been conceived of in England^ 
until about 1650, when Captain Walter Bligh published 
a work, which is interesting, as embodying and boldly 



mSTOKT OF DEAISINQ. 25 

advocating the theory of deep-drainage as applied by 
him to water-meadows and swamps, and as applicable to 
the drainage of all other moist lands. 

We give from the 7th volume of the Journal of thg 
Royal Agi-icultural Society, in the language of that 
eminent advocate of deep-drainage, Josiah Parkes, an 
account of this rare book, and of the principles which it 
advocates, as a fitting introduction to the more modern 
and more perfect system of thorough drainage : 

'' The author of this work was a Captain Walter Bligh, signing 
himself, ' A Lover of Ingenuity.' It is quaintly entitled, ' The English 
Improver Improved.; or, the Survey of Husbandry Surveyed;' with 
•everal prefaces, but specially addressed to ' The Right Honorable the 
Lord General Cromwell, and the Right Honorable the Lord President, 
and the rest of the Honorable Society of the Council of State.' In his 
instructions for forming the flooding and draining trenches of water- 
meadows, the author says of the latter :- ' And for thy drayning- 
trench, it must be made so deep, that it goe w the bottom of the cold 
spewing moyst water, that feeds the flagg and the rush; for the wide- 
nesse of it, use thine own liberty, but be sure to make it so wide as 
thou mayest goe to the bottom of it, which must be so low as any 
moysture lyeth, which moysture usually lyeth under the over and 
second swarth of the earth, in some gravel or sand, or else, where 
some greater stones are mixt with clay, under which thou must goe 
half one spade's graft deep at least. Yea, suppose this corruption that 
feeds and nourish eth the rush or flagg, should lie a yard or four-foot 
deepe ; to the bottom of it thou must goe, if ever thou wilt drayn it to 
purpose, or make the utmost advantage of either floating or drayning, 
without which the water cannot have its kindly operation ; for though 
the water fatten naturally, yet still this coldnesse and moysture lies 
gnawing within and not being taken clean away, it eates out what tho 
water fattens ; and so the goodnesse of the water is, as it were, riddled, 
screened, and strained out into the land, leaving the richnesse and the 
leanesse sliding away from it.' In another place, he replies to the 
objectors of floating, that it will breed the rush, the flagg, and mare- 
blab ; ' only make thy drayning-trenches deep enough, and not too far 
off thy floating course, and I'le warrant it they drayn away that uuder- 
moysture, fylth, and venom as aforesaid, that maintains them, and 
then believe me, or deny Scripture, which I hope thou doust not, a* 
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Bildad said unto Job, " Can the rugh gro-w without mire, or the flagg 
without water 7" Job viii. 12. That interrogation plainly showes that 
the rush cannot grow, the water' being taken from the root; for it ii 
not the moystnesse upon the surface of the land, for then every shower 
■hould increase the rush, but it is that which lieth at the root, which, 
drayned away at the bottom, leaves it naked and barren of relief.' 

" The author frequently returns to this charge, explaining over and 
over again the necessiity of removing what we call bottom-water, and 
which he well designates as 'filth and venom.' 

" In the course of my operations as a drainer, I have met with, or 
beard of, so many instances of swamp-dramage, executed precisely 
according to the plans of this author, and sometimes in a superior 
manner — the conduits being tbrmed of walling stone, at a periud 
long antecedent to the memory of the living — that I am disposed to 
•onsider the practice of deep drainage to have originated with Captain 
Bligh, and to have been preserved by imitators in various parts of the 
country; since a book, which passed through three editions in the time 
of the Commonwealth, must necessarily have had an extensive circu- 
lation, and enjoyed a high renown. Several complimentary autograph 
rerses, written by some imitators and admirers of the ingenious Bligh 
are bound up with the volume. I find also, not unfrequently, very 
ancient deep drains in arable fields, and some of them still in good con- 
dition ; and in a case or two, I have met with several ancient drains 
six feet deep, placed parallel with each other, but at so great a distance 
asunder, as not to have commanded a perfect drainage of the inter- 
mediate space. The author from whom I have so largely quoted, is 
the earliest known to me, who has had the sagacity to distinguish 
between the transient effect of rain, and the constant action of stag- 
nant bottom- water in maintaining land in a wet condition." 

Dr. Stier, editor of " Davy's Agricnltural Chemistry," 
Bays, " The history of drainage in Britain may be briefly 
told. Till the time of Smith, of Deanston, draining was 
generally regarded as the means of freeing the land from 
springs, oozes, and under-water, and it was applied only 
to lands palpably wet, and producing rushes and other 
aquatic plants." 

He then proceeds to give the principles of Elkington, 
Smith, Parkes, and other modern writers, of which W9 
shall speak more at large. 
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The work published in England, not far from Captain 
VJligh's time, under the title " A Complete Body of Hus- 
bandry," undertakes to give directions for all sorts of farm- 
ing processes. A Second Edition, in four octavo volumes, 
of which we have a copy, was published in 1758. It pro- 
fesses to treat of " Draining in General," and then of the 
draining of boggy land and of fens, but gives no intima- 
tion that any other lands require drainage. 

Directions are given for filling drains with " rough 
stones," to be covered with refuse wood, and over that, 
some of the earth that was thrown out in digging. " By 
this means," says the writer, " a passage will be left free 
for all the water the springs yield, and there will be none 
of these great openings upon the surface." 

He thus describes a method practiced in Oxfordshire oi 
draining with bushes : 

" Let the trenches be out deeper than otherwise, suppose three foot 
deep, and two foot over. As soon as they are made, let the bottoms of 
them be covered with fresh-cut blackthorn bushes. Upon these, throw 
in a quantity of large refuse stones j over these let there be another 
covering of straw, and upon this, some of the earth, so as to make the 
surface level with the rest. These trenches will always keep open." 

No mention whatever is made in this elaborate treatise 
of tiles of any kind, which affords very strong evidence 
that they were not in use for drainage at that time, lu a 
Dote, however, to Stephen's " Draining and Irrigation," we 
find the lollowing statement and opinion : 

" In draining the park at Grimsthorpe, Lincolnshire, about threa 
fears ago, some drains, made with tiles, were found eight feet below 
the surface of the ground. The tiles were similar to what are now used, 
and in as good a state of preservation as when first laid, although they 
must have remained therp obove one hundred years." 

elkington's system of DKAINAGB. 
It appears, that, in 1795, the British Parliament, at the 
request of the Board of Agriculture, voted to Joseph 
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Elkington a reward of £1000, for his valuable aiscoTeriei 
in the drainage of land. Joseph Elkington was a War- 
wickshire farmer, and Mr. Gisborne says he was a man ol 
considerable genius, but he had the misfortune to be illit- 
erate. His discovery had created such a sensation in the 
agricultural world, that it was thought important to record 
its details ; and, as Elkington's health was extremely pre- 
carious, the Board resclved to send Mr. John Johnstone 
to visit, in company with him, his principal works of 
drainage, and to transmit to posterity the benefits of his 
knowledge. 

Accordingly, Mr. John Johnstone, having carefuUj 
studied Elkington's system, under its author, in the peri- 
patetic method, undertook, like Plato, to record the say- 
ings of his master in science, and produced a work, enti- 
tled, " An Account of the Most Approved Mode of Drain- 
ing Land, According to the System Practised by Mr. 
Joseph Elkington." It was published at Edinburgh, in 
1797. Mr. Gisborne says, that Elkington found in John- 
stone " a very inefficient exponent of his opinions, and oi 
the principles on which he conducted his works." 

" Every one," says he, " who reads the work, which is popularly 
called ' Elkington on Draining,' should be aware, that it is not Joseph 
who thinks and speaks therein, but John, who tells his readers what, 
according to his ideas, Joseph would have thought and spoken." 

Again — 

" Johnstone, measured by general capacity, is a very shallow 
drainer ! He delights in exceptional cases, of which he may have met 
with some, but of which, we suspect the great majority to be prodiictM 
of his own ingenuity, and to be put forward, with a view to display t)ii 
ability with which he could encounter them." 

Johnstone's report seems to have undergone several re 
visions, and to have been enlarged and reproduced in 
other forms than the original, for we find, that, in 1838, it 
was published in the T'nited States, at Petersburg, Vir 
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paia, as a Bupplement to the Farmer's Register, by 
Edmund Euffin, Esq., editor, a reprint " fronj the third 
British Edition, revised and enlarged," under the follow- 
ing title : 

"A Systematic Treatise on the Theory and Practice of Drainini 
Land, &c., according to the most approved methods, and adapted to tht 
various situations and soils of England and Scotland ; also on sea, river, 
and lake embankments, formation of ponds and artiflcial pieces ol 
water, with an appendix, containing hints and directions for the culture 
and improvement of bog, morass, moor, and other unproductive ground, 
after being drained ; the whole illustrated by plans and sections appli- 
cable to the various situations and forms of construction. Inscribed tc 
the Highland and Agricultural Society of Scotland, by John Johnstone 
Land Surveyor." 

Mr. Ruffin certainly deserves great credit for his enter- 
prise in republishing in America, at so early a day, a work 
of which an English copy could not be purchased for less 
than six dollars, as well as for his zealous labors ever since 
in the cause of agriculture. 

There is, in this work of Johnstone, a quaintness which 
ho, probably, did not learn from Elkington, and which 
ilJ astrates the character of his mind as one not peculiarly 
adapted to a plain and practical history of another man's 
system and labors. For instance, in speaking of the 
arrangement of his subject into parts, he says, in a note. 
" The subject being closely connected with cutting, section 
is held as a better division, than chapter 1" 

Again, he speaks of embanking, and says he has some 
experience on that head. Then he adds the following 
note, lest a possible pun should be lost : " An embank- 
ment is often termed a ' head,' as it makes head, or resist- 
ance, against the encroachment of high tide or river 
floods." 

There is some danger that a mind which scents a whim- 
sical analogy of meaning like this, may entirely lose the 
main track of pursuit ; but Johnstone's special mission 
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was to ascertain Elkington's method, and his account of it 
is, therefore, the best authority we have on the subject. 

He gives the following statement of Elkington's discov 
ery : 

" In the year 1763, £lkington was left by his father in the possession 
of a farm called Prince-Thorp, in the parish of Stretton-upon-Dunsmore, 
mnd county of Warwick. The soil of this farm was so poor, and, in 
fna.ny places, so extremely wet, that it was the cause of rotting several 
hundreds of his sheep, which first induced him, if possible, to drain it 
This he begun to do, in 1764, in a field of wet clay soil, rendered 
almost a swamp, or shaking bog, by the springs which issued from an 
adjoining bank of gravel and sand, and overflowed the surface of the 
ground below. To drain this field, which was of considerable extent, 
he cut a trench about four or five feet deep, a, little below the upper 
side of the bog, where the wetness began to make its appearance ; and, 
after proceeding with it in this direction and at this depth, he found it did 
not reach the principal body of subjacent water from which the evil arose. 
On perceiving this, he was at a loss how to proceed, when one of his ser" 
vants came to the field with an iron crow, or bar, for the purpose of 
making holes for fixing sheep hurdles in an adjoining part of the farm, 
as represented on the plan. Having a suspicion that his drain was not 
deep enough, and desirous to know what strata lay under it, he took 
the iron bar, and having forced it down about four feet below the bottom 
of the trench, on pulling it out, to his astonishment, a great quantity 
of water burst up through the hole he had thus made, and ran along 
the drain. This led him to the knowledge, that wetness may be often 
produced by water confined farther below the surface of the ground than 
it was possible for the usual depth of drains to reach, and that an auger 
would be a useful instrument to apply in sucli oases. Thus, chance wag 
the parent of this discovery, as she often is of other useful arts ; and 
fortunate it is for society, when such accidents happen to those who 
have sense and judgment to avail themselves of hints thus fortuitously 
given. In this manner he soon accomplished the drainage of his whole 
farm, and rendered it so perfectly dry and sound, that none of h s flock 
was ever after affected with disease. 

" By the success of this experiment, Mr. Elkington's fame, as a 
drainer, was quickly ?nd widely extended ; and, after having success- 
fully drained several farms in his neighborhood, he was, at last, very 
generally employed for that purpose in various parts of the kingdom, 
till ationt thirty years ago. when the cfint"^' h?-! t\-e ~ns^~ne^-\}-- r.r^i-. 
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to regret his loss. From his long practice and experience, he becama 
■o successful in the works he undertook, and so skillful in judging of the 
internal strata of the earth and the nature of springs, that, with remark- 
able precision, he could ascertain where to And water, and trace tha 
eonrse of springs that made no appearance on the surface of the ground, 
[hiring his practice of more than thirty years, he , drained in various 
part» of England, particularly in the midland counties, many thousand 
Bcret of land, which, from being originally of little or no value, soon 
became as useful as any in the kingdom, by producing the most valu- 
able kinds of grain and feeding the best and healthiest species of stock. 
Many have erroneously entertained an idea that Elkington's skill 
lay solely in applying the auger for the tapping of springs, without attach- 
ing any merit to his method of conducting the drains. The accidental cir- 
cumstance above stated gave him the first notion of using an auger, and 
directed his attention to the profession and practice of draining, in the 
course of which he made various useful discoveries, as will be after- 
wards explained. With regard to the use of the auger, though there is 
every reason to believe that he was led to employ that instrument frcin 
the circumstance already stated, and did not derive it from any other 
source of intelligence, yet there is no doubt that others might have hit 
upon the same idea without being indebted for it to him. It has hap. 
pened, that, in attempts to discover mines by boring, springs have beec 
tapped, and ground thereby drained, either by letting the water dowa 
or by giving it vent to the surface ; and that the auger has been like- 
wise used in bringing up water in wells, to save the expense of deeper 
digging ; but that it had been used in draining land, before Mr. Elking- 
to/n made that discovery, no one has ventured to assert." 

Begging pardon of the shade of John Johnstone for the 
iiberty, we will copy from Mr. Gisborne, as being more 
c.early expressed, a summary explanation of Elkington'i 
eystem, as Mr. Gisborne has deduced it from Johnstone' 
report, with two simple and excellent plans . 

" A slight modifloation of Johnstone's best and simplest plan, with a 
few sentences of explanation, will sufficiently elucidate Elkington'i 
mystery, and will comprehend the case of all simple superficial springs. 
Perhaps in Agricultural Britain, no formation is more common tbao 
moderate elevations of pervious material, such as chalk, gravel, and 
tmperfeot stone y rock of various kinds, resting upon more horizontal 
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beds of clay, or other material less pervious than themselres, and at 
their inferior edge overlapped by it. For this overlap geological reason* 
are given, into which we cannot now enter. In order to make our 
explanation simple, we use the words, gravel and clay, aa generic for 
pervious and impervious material. 
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Fig. 1. 

" Our drawing is an attempt to combine plan and section, which will 
probably be sufficiently illustrative. From A to T is the overlap, 
which is, in fact, a dam holding up the water in the gravel. In thii 
dam there is a weak place at S, through which water issues per 
manently (a superficial spring), and runs over the surface from S to O 
This issue has a tendency to lower the water in the gravel to the lin« 
M m. But when continued rains overpower this issue, the water in 
the gravel rises to the line A a, and meeting with no impediment al 
the point A, it flows over the surface between A and S. In additiop 
to these more decided outlets, the water is probably constantly squeezing 
m a slow way, through the whole dam. Elkington undertakes to draip 
the surface from A to 0. He cuts a drain from O to B, and then h« 
puts down a bore-hole, an Artesian well, from B to Z. His hole enterf 
ike tail of the gravel; the water contained therein rises up it; and 
the tendency of this new outlet is to lower the water to the line B b. 
If so lowered that it can no longer overflow at A or at S, and lh« 
jurface from A to is drained, so far as the springs are concerned, 
though our section can only represent one spring, and one summiV 
overflow, it is manifest that, however long the horizontal line of junc- 
tion between the gravel and clay may be, however numerous the weak 
places (springs) in the overlap, or dam, and the summit-overflowg, 
they will all be stopped, provided they lie at a higher level than the 
line B b. If Elkington had driven his drain forward from B to n, he 
•onld, at least, cquallv have attained his object ; but the bore-hole -«■/ 
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Iwg expeniive. He escapes the deepest and most costly portion of hii 
drain. At x, he might have bored to the centre of the earth without 
ever realizing the water in this gravel. His whole success, therefore, 
depended upon his sagacity in hitting the point Z. Another simple 
and very common case^ first successfully treated by Elkington, is 
illuitrated by our second arawiug. 
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" Between gravel hills lies a dish-shaped bed of clay, the gravel 
being continuous under the dish. Springs overflow at A and B, and 
wet the surface from A to 0, and from B to O. D is a drain four or 
five feet deep, and having an adequate outlet ; D Z a bore-hole. The 
water in the gravel rises from Z to D, and is lowered to the level D m 
and D n. Of course it ceases to flow over at A and B. If Elkington'* 
heart had failed him when he reached X, he would have done no good 
All his success depends on his reaching Z, however deep it may lis 
Elkington was a discoverer. We do not at all believe that his dis- 
coveries hinged on the accident that the shepherd walked across the 
field with a crow-bar in his hand. When he forced down that crow- 
bar, he had more in his head than was ever dreamed of in Johnstone'i 
philosophy. Such accidents do not happen to ordinary men. Elking- 
ton's subsequent use of his discovery, in which no one has yet excelled 
him, warrants our supposition that the discovery was not accidental. 
He was not one of those prophets who are without honor in their own 
country ; he created an immense sensation, and received a parliamentary 
grant of one thousand pounds. One writer compares his auger to 
Vniinpr sneculates. whether though worthy to 
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be rewarded by millerg on one side of the hill for iuoreasing theii 
Btream, he was not liable to an action by those on the other tol 
diminishing theirs " 

Johnstone sums up this system as follows : 

*' Draining according to Elkington's principles depends chiefly upoi 
Sree things • 

" 1. Upon discovering ^-e main spring, or source of the evil. 

" 2. Upon taking the subtorraneous bearings : and, 

" 3dly. By making use of the auger to reach and tap the springt, 
when the depth of the drain is not sufBcient for that purpose. 

"The first thing, therefore, to be observed is, by examining th» 
adjoining high grounds, to discover what strata they are composed of ; 
and then to ascertain, as nearly as possible, the inclination of thest 
strata, and their connection with the ground to be drained, and thereby 
to judge at what place the level of the spring comes nearest to where 
the water can be cut off, and most readily discharged. The surest way 
of ascertaining the lay, or inclination, of the different strata, is, by 
examining the bed of the nearest streams, and the edges of the banks 
that are cut through by the water; and any pits, wells, or quarries 
that may be in the neighborhood. After the main spring has been 
thug discovered, the next thing is, to ascertain a line on the same level, 
to one or both sides of it, in which the drain may be conducted, which 
is one of the most important parts of the operation, and one on which 
the art of draining in a scientific manner essentially depends. 

" Lastly, the use of the auger, which, in many cases, is the sine qua 
non of the business, is to reach and tap the spring when the depth of 
the drain does not reach it ; where the level of the outlet will not 
admit of its being cut to a greater depth ; and where the expense of 
such cutting would be great, and the execution of it difficult. 

Acooraing to these principles, this system of draining has been 
»ttended with extraordinary consequences, not only in laying thf land 
dry in the vicinity of the drain, but also springs, wells, and wet ground 
at a considerable distance, with which there was no apparent con- 

DEAINAGE OF SPRINGS. 

Wherever, from any cause, water bursts out from a 
hill's side, or from below, in a well defined spring, in any 
eonsiderahle quantity, the Elkington method of cutting a 
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deep drain directly into the seat of the evil, and so lower- 
ing the water that it may he carried away below the sur- 
face, is obviously the true and common-sense remedy. 
There may be cases where, in addition to the drain, it may 
fce expedient to bore with an auger in the course of the 
drain. This, however, would be useful only where, from 
the peculiar formation, water is pent up upon a retentive 
subsoil in the manner already indicated. Elkington'a 
method of draining by boring is illustrated in the follow- 
ing cut. 

In studying the liistory of 
Elkington's discovery, and es- 
.pecially of his own application 
of it, it would seem that he must 
have possessed some peculiar 
faculty of ascertaining the sub- 
terranean currents of water, not 
possessed or even claimed by 
modern engineers. 

Indeed, Mr. Denton, who may 
rightly claim as much skill as a 
draining engineer, perhaps, as 
any man in England, expressly 
says, " It does not appear that 
any person now will undertake 
to do what Elkington did sixty 
years back." 

In the Patent Office Keport 
for 1851, at page 14, may be 
found an article entitled, " Wei 
digging," in which it is gravely 
contended, and not without a 
fair show of evidence, that cer 
tain persons possess the power 

of indicating, by means of a sort of divining rod of hazel 
or willow, subterraneous currents or springs of water. 
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This pC'Werhas been called BletomBm, which is defined bj 
Webster to be, " the faculty of perceiving and indicating 
subterraneous springs and currents by sensation — so 
called from one Bleton, of France, who possessed this 
faculty." 

Under the authority of Webster, and of Mr. Ewbank, 
the Commissioner of Patents, in whose report the article 
in question was published by the Government of the 
United States, it will not be considered, perhaps, as put- 
ting faith in " water-witchery," to suggest that, possibly, 
Elkington did really possess a faculty, not common to all 
mankind, of detecting running water or springs, even far 
below the surface. We have the high authoritj' of Tam 
o' Shanter for the opinion, that witches cannot cross a 
stream of water ; for, when pursued by the " hellish legion" 
from Kirk-Alloway, he put his "glide mare Meg" to do 
her " speedy utmost '" for the bridge of Doon, knowing 
that, 

" A running etream they darena cross." 

If witches are thus affected by flowing water, there is 
no reason to doubt that others, of peculiar organization, 
may possess some sensitiveness at its presence. 

It would not, probably, be useful to pursue more into 
detail the method of Mr. Elkington. The general prin 
ciples upon which he wrought have been sufficiently ex 
plained. The miracles performed under his system seem 
to have ceased with his life, and, until we receive some 
new revelation as to the mode of finding the springs 
hidden in the earth, we must be content with the moderate 
results of a careful application of ordinary science, and not 
be discouraged in our attempts to leave the earth the better 
for our having lived on it, if we do not, like Elkington, 
succeed in draining, by a single ditch and a few augei 
holes, sixty statute acres of land. 
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James Smith, Esq., of Deanston, Sterlingshire, in Soot 
land, next after Elkington, in point of time, is the promi- 
nent leader of drainage operations in Great Britain. Hig 
peculiar views came into general notice about 1832, and, 
in 1844, we find published a seventh edition of his " Ke- 
marks on Thorough Draining." Smith was a man of edu- 
cation, and seems to be, in fact, the first advocate of any 
system worthy the name of thorough drainage. 

Instead of the few very deep drains, cut with reference 
to particular springs or sources of wetness, adopted by 
Elkington, Smith advocated and practiced a systematic 
operation over the whole field, at regular distances and 
shallow depths. Smith states, that in Scotland, much 
more injury arises from the retention of rain water, than 
from springs ; while Elkington's attention seems to have 
been especially directed to springs, as the source of the 
evil. 

The characteristic views of Smith, of Deanston, as stated 
by Mr. Denton, were : 

" 1st. Frequent drains at intervals of from ton to twenty-four feet. 

" 2nd. Shallow depth — not exceeding thirty inches — designed for the 
tingle purpose of freeing that depth of soil from stagnant and injurious 
water. 

" 3rd. ' Parallel draitu: at regular distances carried throughout the 
whole field, without reference to the wet and dry appearance of por- 
tions of the field,' in order ' to provide frequent opportunities for the 
water, rising from below and falling on the surface, to pass freely and 
completely off. 

" 4th. Direction of the minor drains ' down the steep,' and that ol 
the mains along the bottom of the chief hollow , tributary mains being 
provided for the lesser hollows 

" The reason assigned for the minor drams following the line o< 
iteepest descent, was, that ' the stratification generally lies in sheets al 
kn angle to the surface.' 

" fith As tt material— SioTMs preferred to tiles and pipes." 
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Mr. Smith somewhat modified his views during the last 
years of his life, especially as to the depth of drains, and, 
instead of shallow drains, recommended a depth of three 
feet, and even more in some cases ; but continued, to the 
time of his death, which occurred about 1854, to oppose 
any increased intervals between the drains, and the ex- 
treme depth of four feet and more advocated by others 
The peculiar points insisted on by Smith were, that drains 
should be near and parallel. His own words are : 

" The drains should be parallel with each other and at regular dis- 
tances, and should he carried throughout the whole field, without regard 
to the wet and dry appearance of portions of the field — the principle of 
this system being the providing of frequent opportunities for the water 
rising from below, or falling on the surface, to pass freely and com- 
pletely off." 

Mr. Smith called it the " frequent drain system," and 
Mr. Denton says, that, " for distinction sake, I have ven- 
tured to christen this ready-made practice, the gridiron 
system^'' a name, by the way, which will, probably, seem 
to most readers more distinctive than respectful. What- 
ever may be the improvements on the Deanston method 
of draining, the name of Mr. Smith deserves, and, indeed, 
has already obtained, a high place among the improvers 
of agriculture. 

VIEWS OF MB. PAEKES. 

About the year 1846, when the first Act of the Britiel 
Parliament authorizing "the advance of public money t( 
promote the improvement of land by works of diainage' 
was passed, a careful investigation of the whole subject 
was made by a Committee of the House of Lords, and it 
was found that the best recorded opinions, if we except 
the peculiar views of Elkington, were represented by, if 
not merged into, those of Smith, of Deanston, which have 
already been stated, or those of Josiah Parkes. Mr, 
Parkea is the author of " Essays on the Philosophy and 



mSTOBT OF DBAININO. '6a 

Art of Land Drainage," and of many valuable papers on 
the same subject, published in the journal of the Eoyal 
Agricultural Society, of which he was consulting engineer 
He is spoken of by Mr. Denton as " one whoso philo- 
sophical publications on the same subject gave a scientific 
bearing to it, quite irreconcilable with the more mechan- 
ical rules laid down by Mr. Smith." 

The characteristic views of Mr. Parkes, as set forth at 
that time, as compared with those of Mr. Smith, are — 

" 1st Less frequent drains, at intervals varying from twenty-one tc 
fifty feet, with preference for wide intervals. 

" 2nd. Deeper drains at a minimum depth of four feet, designed with 
the two-fold object of not only freeing the active soil from stagnant and 
injurious water, but of converting the water falling on the surface into 
an agent for fertilizing ; no drainage being deemed efficient that did not 
both remove the water falling on the surface, and ' keep down the sub- 
terranean water at a depth exceeding the power of capillary attraction 
to elevate it to near the surface.' 

" 3rd. Parallel arrangement of drains, as advocated by Smith, of 
Deanston. 

" 4th. The advantage of increased depth, as compensating for increased 
width between the drains. 

" 5th. Pipes of an inch bore, the ' best known conduit ' for the parallel 
drains. (See Kvidence before Lerds' Committee on Entailed Estates, 
1845, Q. 67.) 

" 6th. The cost of draining uniform clays should not exceed £3 per 
acre." 

Tlio most material dififerences between the views of 
these two leaders of what have been deemed rival systemB 
of drainage, will be seen to be the following. Smith 
advocates drains of two to three feet in depth, at from 
ten to twenty-four feet distances ; while Parkes contends 
for a depth of not less than four feet, with a width between 
of from twenty-one to fifty feet, the depth in some measure 
compensating for the increased distance. 

Mr. Parkes advocated the use of pipes of one inch bore 
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which Mr. Smith contemptuously denominated " pencL' 
cases,"' and •which subsequent experience has shown to be 
quite too small for prudent use. 

The estimate of Mr. Parkes, based, in part, upon hii 
wide distances and small pipes, that drainage might' be 
eiFected generally in England at a cost of about fifteen 
dollars per acre, was soon found to be far below the 
average expense, which is now estimated at nearly double 
that sum. 

The Enclosure Commissioners, after the most careful 
inquiry, adopted fully the views of Mr. Parkes as to the 
depth of drains. Mr. Parkes himself, saw occasion to 
modify his ideas, as to the cost of drainage, upon further 
investigation of the subject, and fixed his estimates as 
ranging from $15 to $30 per acre, according to soil and 
other local circumstances. 

It has been well said by a recent English writer, of Mr. 
Parkes : 

" That gentleman's services in the cause of drainage, have been in- 
estimable, and his high reputation will not be affected by any remarks 
which experience may suggest with reference to details, so long as the 
philosophical principles he first advanced in support of deep drainage 
are acknowledged by thinking men. Mr. Parkes' practice in 1854, will 
be found to differ very considerably from his anticipations of 1845, but 
the influence of his earlier writings and sayings continues to this day.' 

THE KETTHOEPE SYSTEM. 

Lord Berners having adopted a method of drainage ob 
his estate at Keythorpe, differing somewhat from any of 
the regular and more uniform modes which have been 
considered, a sharp controversy as to its merits has arisen, 
and still continues in England, which, like most contro- 
versies, may be of more advantage to others than to the 
parties immediately concerned. 

The theory of the Keythorpe system seems to have been 
invented by Mr. Joshua Trimmer, a distinguished geologist 



mSTOBT OF DBAtNmO. 4l 

cf England, who, about 1854, produced a paper, wLach 
was published in the journal of the Royal Agricultural 
Society, on the " Keythorpe System." He states that iiia 
own theory was based entirely on his knowledge of the 
geological structure of the earth, which will be presently 
given in his own language, and that he afterwards ascer- 
tained that Lord Berners, who had no special theory to 
vindicate, had, by the " tentative process," or in plain 
English, by trying experiments, hit upon substantially 
the same system, and found it to work admirably. 

Most people in the United States have no idea of what 
it is to be patronized by a lord. In England, it is thought 
by many to be the thing needful to the chance, even, of 
success of any new theory, and accordingly, Mr. Trimmer, 
without hesitation, availed himself of the privilege of 
being patronized by Lord Berners ; and the latter, before 
he was aware of how much the agricultural world was 
indebted to him for his valuable discoveries, suddenly 
found himself at the head of the " Keythorpe System of 
Drainage." 

His lordship was probably as much surprised to ascer- 
tain that he had been working out a new system, as some 
man of whom we have heard, was, to learn that he had 
been speaking _pwse all his life I At the call of the public, 
however, his lordship at once gave to the world the facta 
in his possession, making no claim to any great discovery, 
and leaving Mr. Trimmer to defend the new system as 
best he might. The latter, in one of his pamphlets pub- 
lished in defence of the Keythorpe system, states its claims 
as follows : 

" The peculiarities of the Keythorpe system of draining consist in 
this — that the parallel drains are not equidistant, and that they cross 
the line of the greatest descent. The usual depth is three and a half 
feet, but some are as deep as five and six feet. The depth and width 
of interval are determined by digging trial-holes, in order to ascertain 
M)t only the denth ai -which the bottom water is reached, but the height 
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to whicii the water rises in the holes, and the distance at which a draii 
wilJ lay the hole dry. In sinking these holes, clay-banks are founl 
wivh hollows or furrows between them, which are filled with a mor» 
mous soil, as represented in the annexed sectional diagram. 
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Fig. 4. 

»a Trial-holes. 
& Clay-banks of lias or of bonlder-clay. 
c A more porous warp-drift filling furrows between the clay-banks. 

" The next object is to connect these furrows by drains laid acrosi 
'hem. The result is, that as the furrows and ridges here run along 
the fall of the ground, which I have observed to be the case generally 
elsewhere, the submains follow the fall, and the parallel drains cross 
it obliquely. 

" The intervals between the parallel drains are irregular, varying, in 
the same field, from 14 to 21, 31, and 59 feet. The distances are de- 
termined by opening the diagonal drains at the greatest distance from 
the trial-holes at which experience has taught the practicability of its 
draining the hole. If it does not succeed in accomplishing the object, 
mother drain Js opened in the interval. It has been found, in many 
eases, that a drain crossing the clay-banks and furrows takes the water 
from holes lying lower down the h"U ; that is to say, it intercepts the 
water flowing to them through these subterranean channels. The par 
allel drains, however, are not invariably laid across the fall. The ei^ 
oeptions are on ground where the fall is very slight, in which case they 
•re laid along the line of greatest descent. On such grounds there are 
few or no day-banks and furrows." 

It would seem highly probable that the mode of dmn- 
age adopted at Keythorpe, is indebted for its success 
at that place, to a geological formation not often met with 
At a public discussion in England, Mr. T. Scott, a gentle- 
man of large experience in draining, stated that "he 
Dover, in his practice, had met with such a geological 



HISTOET OF DRAIKISO. 43 

formation as was said to exist at Keythorpe, except in 
Buch large areas as to admit of their being drained in the 
usual gridiron or parallel fashion." 

It is claimed for this system by its advocates, that it is 
far clieaper than any other, because drains are only laid 
in the places where, by careful examination beforehand 
by opening pits, they are found to be necessary ; and Oi&\ 
is a great saving of expense, when compared with the 
system of laying the drains at equal distances an.' depths 
over the field. 

Against what is urged as the Keythorpe system, several 
allegations are brought. 

In the first place, that it is in fact no system. Mr. Den- 
ton, having carefully examined the Keythorpe estate, and 
the published statements of its owner, asserts, that the 
Irains there laid have no uniformity of depth — part of the 
Jles being laid but eighteen inches deep, and others four 
feet and more, in the same field. 

Secondly, that there is no uniformity as to direction — 
part of the drains being laid across the fall, and part with 
the fall, in the same fields — with no obvious reason for the 
difference of direction. 

Thirdly, that there is no uniformity as to materials — a 
part of the drains being wood, and a part tiles, in the 
same field. 

Finally, it is contended that there is no saving of 
expense in the Keythorpe draining, over the ordinary 
mode, when all points are considered, because the pre- 
tended saving is made by the use of wood, where true 
economy would require tiles, and shallow drains are used 
where deeper ones would in the end be cheaper. 

In speaking of this controversy, it is due to Lord 
Berners to say, that he expressly disclaims any invention 
or novelty in his operations at Keythorpe. 

- ^,, -„.,-.!^ ^T+Vion<»i-> a -wTorV n,t the presout day 
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which shDuld pass over, without consideration, the claimi 
of the Keythorpe system, would be quite incomplete in iti 
history of the subject, yet the facts elicited with regard 
to it are perhaps chiefly valuable, as tending to show the 
danger of basing a general principle upon an isolated 
case. 

The discussion of the claims of that system — if such it 
may be called — may be valuable in America, where 
novelty is sure to attract, by showing that one more form 
of error has already been tried and " found wanting ;" 
and so save us the trouble of proving its inutility by 
experiment. 

THE WHAENCLIFFE SYSTEM. 

Lord WharncliflFe, Avith a view to effect adequate drain- 
age at less expense than is usual in thorough drainage, 
has adopted upon his estate a sort of compromise system, 
which he has brought to the notice of the public in the 
Journal of the Royal Agricultiiral Society. 

Upon Fontenelle's idea, that " mankind only settle into 
the right course after passing through and exhausting all 
the varieties of error," it is well to advise our readers of 
this particular form of error also — to show that it has 
already been tried — so that no patent of invention can bo 
claimed upon it by those perverse persons who are not 
satisfied without constant change, and who seem to imagine 
that the ten commandments might be improved by a new 
edition. 

Lord Wharncliffe states his principles as follows, and 
calls his method the combined system of deep and shallow 
drainage : 

" In order to secure the full effect of thorough drainage in clays, it u 
necessary that there should be not only well-laid conduits for the watei 
which reaches them, but also subsidiary passages opensd through th« 
substance of the close subsoil, by means of atmospheric heat, (Kid th6 
•outractiou wliich ensues 
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fKm this action, are reckoned upon as a certain and essential part of 
the procees. 

" To give efficiency, therefore, to a system of deep drains beneath a 
■tiff clay, these natural channels are required. To produce them, there 
must he a continued action of heat and evaporation. If we draw off 
effectually and constantly the bottom water from beneath the clay and 
from its substance, as far as it admits of percolation, and by some other 
means provide a vent for the upper water, which needs no more than 
ihis facility to run freely, there seems good reason to suppose that the 
object may be completely attained, and that we shall remove the 
moisture from both portions as effectually as its quantity and the sub- 
stance will permit. Acting upon this view, then, after due considera- 
tion, I determined to combine with the fundamental four-feet drains a 
system of auxiliary ones of much less depth, which should do their 
work above, and contribute their share to the wholesome discharge, 
while the under-current from their more subterranean neighbors should 
\)e steadily performing their more difficult duty. 

" I accomplished this, by placing my four-feet drains at a distance of 
from eighteen to twenty yards apart, and then leading others into them, 
sunk only to about two feet beneath the surface (which appeared, upon 
consideration, to be sufficiently below any conceivable depth of culti- 
vation), and laying these at a distance from each other of eight yards. 
These latter are laid at an acute angle with the main-drains, and at 
their mouths are either gradually sloped downwards to the lower level, 
or have a few loose stones placed in the same intervals between the two, 
sufficient to ensure the perpendicular descent oi the upper stream 
through that space, which can never exceed, or, indeed, strictly equal, 
the additional two feet." 

There are two reasons why this mode of drainage can- 
not be adopted iu the northern part of the United States. 

First : The two-foot drains would be liable to be frozen 
Qp solid, every winter. 

Secondly: The subsoil plow, now coming into use 
among our best cultivators, runs to so great a depth as to 
be likely to entirely destroy two-foot drains at the first 
operation, even if it were not intended to run the sub- 
Boiler to a greater general depth than eighteen inclies. 
Any one who has had experience in holding a subsoil- 
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plow, must know that it is an implement somewhat un 
manageable, and liable to plunge deep into soft spots like 
the covering over drains ; so that no skill or care could 
render its use safe over two-foot drains. 

The history of drainage in America, is soon given. It 
begins here, as it must begin everywhere, when practiced 
as a general system, with the introduction of tiles. 

In 1835, Mr. John Johnston, of Seneca County, New 
York, a Scotchman by birth, imported from Scotland pat- 
terns of drain-tiles, and caused them to be made by hand- 
labor, and set the example of their use on his own farm. 
The effects of Mr. Johnston's operations were so striking, 
that in 1848, John Delafield, Esq., for a long time Pre 
sident of the Seneca County Agricultural Society, im- 
ported from England one of Scragg's Patent Tile machines. 
From that time, tile-draining in that county, and in tha 
neighboring counties, has been diligently and profitably 
pursued. Several interesting statements of successful ex- 
periments by Mr. Johnston, Mr. Delafield, Mr. Theron G. 
Yeomans of Wayne County, and others, have been pub- 
lished, from time to time, in the " New York Transactions." 
Indeed, most of our information of experimental draining 
in this country, has come from that quarter. 

Mr. Johnston, for more than twenty years, has made 
himself useful to the country, and at the same time gained 
a wide reputation for himself, by occasional publication* 
on the subject of drainage. 

In addition to this, his practical knowledge of agri 
culture, and especially of the subject of drainage, has 
gained for him a competence for his declining years. In 
this we rejoice; and trust that in these, his latter years, 
he may be made ever to feel, that even they among us 
of the friends of agriculture who have not known him 
personally, are not unmindul of their obligations to him an 
tin leader of a most beneficent enterprise. 
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Tile-works have since been established at various p'jt'AS* 
in New York, at several places in Massachusetts, Ohio, 
Michigan, and many other States. The first drain-tileg 
used in New-Hampshire, wero brought from Albany, in 
1854, by Mr. William Conner, and used on his farm in 
Exeter, that year; and the foJlowing year, the writer 
brought some from Albany, and laid them on his farm, i» 
the same town. 

In 1857, tile-works were put in operation at Exeter 
and some 40,000 tiles were made that year. 

The horse-shoe tiles, we understand, have been gen 
erally used in New York. At Albany, and in Massa- 
chusetts, the sole-tile has been of late j'^ea^'s preferred. 
We cannot learn that cylindrical pipes have ever been 
manufactured in this country until the Sumn-er of 1858^ 
when the engineers of the New York Central Park pro- 
cured them to be made, and laid them, with collars, in 
their drainage-works there. This is believed to bo the 
first practical introduction into this country of round pipes 
and collars, which are regarded in England as the most 
perfect means of drainage. 

Experiments all over the country, in reclaiming bog- 
meadows, and in draining wet lands with drains of stone 
and wood, have been attempted, with various success. 

Those attempts we regard as merely efforts in the right 
direction, and rather as evidence of a general conviction 
of the want, by the American farmer, of a cheap and efli 
cient mode of drainage, than as an introduction of a 
system of thorough drainage ; for — as we tliink will ap- 
pear in the course of this work — no system of drainage 
can be made sufficiently cheap and efficient for general 
adoption, with other materials than drain-tiles. 
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CHAPTER m. 

BAIN, EVAPOEATION, AND FILTRATION. 

PsrtUiziDg Substances in Rain Water. — Amount of Rain Fall in Unite! 
States — in England. — Tables of Rain Fall. — Number of Kainy Days, and 
Quantity of Rain each Montli. — Snow, how Computed as Water. — Pro- 
portion of Rain Evaporated. — What Quantity of Water Dry Soil will Hold, 
— Dew Point. — How Evaporation Cools Bodies. — Artificial Heat ^nde^ 
ground. — Tables of Filtration and Evaporation. 

Although we usually regard drainage as a means of 
lendering laud sufficiently dry for cultivation, that is bj 
no means a comprehensive view of the objects of the 
operation. 

Rain is the principal source of moisture, and a sur- 
plus of moisture is the evil against which we contend in 
draining. But rain is also a principal source of fertility, 
not only because it aifords the necessary moisture to di» 
solve the elements of fertility already in the soil, but also 
because it contains in itself, or brings with it from the 
atmosphere, valuable fertilizing substances. In a learned 
article by Mr. Caird, in the Cyclopedia of Agriculture, on 
the Rotation of Crops, he says : 

" The surprising eifects of a fallow, even when unaided by any 
manure, has received some explanation by the recent discovery of Mr. 
Barral, that rain-water contains within itself,and conveys into the soil, 
fertilizing substances of the utmost importance, equivalent, in a fall of 
rain of 24 inches per annum, lo the quantity of ammonia contained m 
3 fflwt. of Peruvian guano, with 1 50 lbs of nitrogeneous matter beside* 
all suited to the nutrition of our crops.' 
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About 42 inches of rain may be tajten as a fair general 
average of the rain-fall in the United States. If this sup- 
plies as much ammonia to the soil as 3 cwt. of Peruvian 
guano to the acre, which is considered a liberal manuring, 
and which is valuable principally for its ammonia, we at 
ouce see the importance of retaining the rain-water long 
enough upon our fields, at least, to rob It of its treasures. 
But rain-water has a farther value than has yet been sug- 
gested : 

" Rain-water always contains in solution, air, carbonic acid, and am- 
monia. The two first ingredients are among the most powerful disin- 
tegrators of a soil. The oxygen of the air, and the carbonic acid being 
both in a highly condensed form, by being dissolved, possess very 
powerful affinities for the ingredients of the soil. The oxygen attacks 
and oxydizes the iron ; the carbonic acid seizing the lime and potash 
and other alkaline ingredients of the soil, produces a further disintegra- 
tion, and renders available the locked-up ingredients of this magazine of 
nutriment. Before these can be used by plants, they must be rendered 
soluble ; and this is only affected by the free and renewed access of 
rain and air. The ready passage of both of these, therefore, enables the 
soil to yield up its concealed nutriment." 

We see, then, that the rains of heaven bring us not only 
water, but food for our plants, and that, while we would 
remove by proper drainage the surplus moisture, we 
ehould take care to first conduct it through the scil far 
enough to fulfill its mission of fertility. We cannot sup- 
pose that all rain-water brings to our fields precisely th« 
same proportion of the elements of fertility, because the 
foreign properties with which it is charged, must contin- 
ually vary with the condition of the atmosphere through 
which it falls, whether it be the thick and murky cloud 
which overhangs the coal-burning city, or the transparent 
ether of the mountain tops. We may see, too, by the 
tables, that the quantity of rain that fiills, varies much, 
not only with the varying seasons of the year, and witD 
the difPerent seasons of different years, bbt with the dis- 
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tance from the equator, the diversity of mountain and 
river; and lake and wood, and especially vith locality as 
to the ocean. Yet the average results of nature's opera- 
tions through a series of years, are startlingly constant 
and uniform, and we may deduce from tables of rain-falls, 
as from bills of mortality and tables of longevity, conclu- 
sions almost as reliable as from mathematical premises^ 

The quantity of rain is generally increased by the 
locahty ol mountain ranges. "Thus, at the Edinburgh 
Water Company's works, on the Pentland Hills, there fell 
in 1849, nearly twice as much rain as at Edinburgh, 
although the distance between the two places is only 
seven miles." 

Although a much greater quantity of rain falls in 
mountainous districts (within certain limits of elevation) 
than in the plains, yet a greater quantity of rain falls at 
the surface of the ground than at an elevation of a few 
hundred feet. Thus, from experiments which were care- 
fully made at York, it was ascertained that there fell 
eight and a half inches more rain at the surface of the 
ground, in the course of twelve months, than at the top 
of the Minster, which is 212 feet high. Similar results 
have been obtained in many other places. 

Some observations upon this point may also be foimd 
in the Keport of the Smithsonian Institution for 1855, at 
p. 210, given by Professor C. W. Morris, of New Tork. 

Again, the evaporation from the surface of water being 
much greater than from the land, clouds that are wafted 
by the winds from the sea to the land, condense theii 
vapor upon the colder hills and mountain sides, and yield 
rain, so that high lands near the sea or other large bodies 
of water, from -which the winds generally blow, have a 
greater proportion of rainy days and a greater fall of rain 
than lands more remote from water. The annual rain- 
fall in the lake districts in Cumberland Countv, in Eni^ 
^nd, sometimes amo mahdp* rhr^^^ f ; < ■ --' 
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With A (Ix^sire to contribute as much as possible to the 
Bl.jck of accurate knowledge on this subject, we availed 
ourselves of the kindly offered services of our friends, 
Shedd and EJson, in preparing a carefully considered 
article upon a part of our general subject, which has 
much engaged their attention. Neither the article itself, 
nor the observations of Dr. Hobbs, which form a part of 
its basis, has ever before been published, and we believe 
our pages cannot be better occupied than by giving them 
in tlie language of our friends : 

" All vegetables, in the various stages of growth, re- 
quire warmth, air, and moisture, to support life and 
health. 

Below the surface of the ground there is a body of 
stagnant water, sometimes at a great depth, but in reten- 
tive soils usually within a foot or two of the surface. 
This stagnant water not only excludes the air, but ren- 
ders the soil much colder, and, ' being in itself of no 
benefit, without warmth and air, its removal to a greater 
depth is very desirable. 

A knowledge of the depth to which this water-table 
should be removed, and of the means of removing it, con- 
stitutes the science of draining, and in its discussion, a 
knowledge of the rain-fall, humidity of the atmosphere, 
and amount of evaporation, is very important. 

Tlie amount jf rain fall, as shown by the hyetal, or 
rain-chart, of North America, by Lorin Blodget, is thirty 
inches vertical depth in the basin of the great lakes ; 
thirty-two inches on Lake Erie and Lake Champlain ; 
thirty-six inches in the valley of the Hudson, on the head 
waters of the Ohio, through the middle portions of Penn- 
sylvania and Virginia, and western portion of North 
Carolina ; forty inches in the extreme eastern and the 
northei-n portion of Maine, northern portions of New 
Hampsliire and Vermont, south eastern counties of Massa 



52 FABU DBAINAOB. 

chiisetts, Central New York, north-east portion of i'enn 
sylvania, south-east portion of New Jersey and Delaware; 
also, on a narrow belt running down from the western 
portion of Maryland, through Virginia and North Caro- 
lina, to the north-western portion of South Carolina ; 
thence, up through the western portion of Virginia, north- 
east portion of Ohio, Northern Indiana and Illinois, to 
Prairie du Chien ; forty-two inches on the east coast of 
Maine, Eastern Massachusetts, Rhode Island, and Con- 
necticut, and middle portion of Maryland ; thence, on a 
narrow belt to South Carolina ; thence, up through Eastern 
Tennessee, through Central Ohio, Indiana, and Illinois, 
to Iowa ; thence, down through Western Missouri and Texas 
to tho Gulf of Mexico; forty-five inches from Concord, 
New Hampshire, through Worcester, Mass., Western 
Connecticut, and the City of New York, to the Susque- 
hanna River, just north of Maryland ; also, at Rich- 
mond, Va., Raleigh, N. C, Augusta, Geo., Knoxville, 
Tenn., Indianopolis, Ind., Springfield, 111., St. Louis, Mo. ; 
thence, through Western Arkansas, across Red River to 
the Gulf of Mexico. From the belt just described, the 
rain-fall increases inland and southward, until at Mobile, 
Ala., the rain-fall is sixty-three inches. The same amount 
also falls in tlie extreme southern portion of Florida. 

In England, the average rain-fall in the eastern portion 
is represented at twenty inches ; in the middle portion, 
twenty-two inches ; in the southern and western, thirty 
inches ; in the extreme south-western, forty-five inches ; 
and in Wales, fifty inches. In the eastern portion of Ire- 
land, it is twenty-five inches ; and in the western, forty 
inches. 

Observations at London for forty years, by Dalton, 
gave average fall of 20.69 inches. ■ Observations at New 
Bedioid, Mfss., for forty-three years, by S. Rodman, gave 
average tV 41.03 inches — about double the amount in 
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London The mean quantity for each month, at both 
places, is as follows : 

Jftw Setybrd. london. 

January.. 3.36 1.46 

February 3.S2 1.25 

March 3.44 1.17 

April 3.60 1.28 

May 3.63 1.64 

June 2.71 1.74 

July 2.86 2.45 

August 3.61 1.81 

September 3.33 1.84 

October '..46 2.09 

November 3.97 2.S2 

December 3.74 1.74 



Spring 10.67 4.09 

Summer 9.18 6.00 

Autumn 10.76 6.15 

Winter 10.42 4.45 



Year 41.03 20.69 



Another very striking difference between the two conn- 
tries is shown by a comparison of the quantity of water 
falling in single days. The following table, given in the 
Eadcliffe Observatory Keports, Oxford, England, 15tb 
volume, shows the proportion of very light rains thefo. 
The observation was in the year 1854. Rain fell on 156 
days : 

73 days gave less than 05 inch. 

30 " between that and 10 " 

ar " between .10 " 20 " 

9 « « .20 " 30 " 

9 « " .30 " 40 " 

4 " « .40 « 60 " 

1 g»Te «0 " 

1 « ^ 80 '• 

I « #". 1.00 « 
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Keaiiy half the number gave less fall than five-hun 
dredths of an inch, and more than four-fifths the numbei 
gav6 less than one-fifth of an in oh, and none gave over an 
inch. 

Thfere is more rain in the United States, by a large 
measure, than there ; but the amount falls in less time, and 
the average of saturation is certainly much loss here. 
From manuscript records, furnished us by Dr. Ilobbs, of 
Waltham, Mass., we find, that the quantity falling in the 
year 1854, was eq^ial to the average quantity for thirty 
years, and that rain fell on ffty-four days, in the propo^ 
tion as follows : 

Number of rainy days, 64 ; total rain-fall, 41.29. 
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No rain-fall gave less than five hundredths of an iichj 
uid more than one -fourth the number of days gave mora 
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than one inch. In 1850, four years earliei, the rain- fall 
for the year, in Waltham, was 62.13 inches, the greatest 
recorded by observations kept since 1824. It fell as shown 
ia the table : 
Number of rainy days, 58; total rain-fall, 62.13. 

3 days gave between .05 and .10 inchM, 

4 " .10 " 20 " 

6 " .20 " 30 " 

3 « .30 « 40 " 

5 " .40 « 50 " 

8 " .50 " 60 " 

3 « .60 " ro " 

S " .70 " 80 " 

S « .80 " 90 " 

1 « .90 " 1.00 " 

3 " 1.00 " 1.10 " 

7 " 1.20 " 1.30 « 

1 « 1.80 " 1.90 " 

1 " 1.90 " 2.00 " 

S « 2.00 " 2.10 " 

a « 2.10 " 2.20 " 

1 «» 2.30 " 2.40 " 

1 « 2.50 " 2.60 " 

1 « 2.60 " 2.70 " 

1 « 2.80 " 2.90 " 

1 " 3.60 " 3.70 " 

1 " 4.50 " 4.60 " 

Sept. 7th and 8th, in 24 hours, 6.88 inches of rain fell, 
the greatest quantity recorded in one day 

In 1846 — still earlier by four years — the rain-fall in 
Waltham was 26.90 inches — the least recorded by th« 
same observations. It fell, as shown in the table : Num- 
ber of rainy days, 49 ; total rain-fall, 26.90. 

i» days gave between .05 and 10 inchM. 

y " .10 " 20 " 

10 " .20 " 30 " 

« « .30 " -.. .40 «■ 

i « .40 " ^. M " 
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i day« gare between .50 and 6C inoha 
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Tlie rain-fall in 1852 was very near the average fot 
thirty years ; and the quantity falling in single storms, on 
sixty- three different occasions, as registered by Dr. Hobbs, 
was as follows : Number of storms, 63 ; total rain-fall, 
42.24. 
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These tables are sufficient to show that provision must 
be made to carry off much greater quantities of water 
from lands in this country than in England. "We add a 
table of the greatest fall of rain in any one day, for each 
month, and for the vea-, from April, 1824, to 1st January, 
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1859. It also was abstracted from the manuscript of 
observ ations by Dr. Hobbs, and will be, we think, quite 
useful : 
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The following table shows the record of rain fall, a* 
kept for one year ; it was selected as a representative year, 
the total quantity falling being equal to the average. For 
the year 1840 : Number of rainy days, 60 ; total rain-fall, 
42.00. 
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The average quantity of rain which has fallen in Wal- 
tham, during the important months of vegetation, from 
1824 to 1858 inclusive — a period of thirty-five years — is 
for— 

April. May. Juns. July. Aug. Stpt. 

3.96 3.71 3.18 3.38 4.50 3.52 

Average for the six months, 22.25. 

It will be noticed, that the average for the month of 
August is about 33 per cent, larger than for June and 
July. The quantity of rain falling in each month, as re- 
gistered at the Cambridge Observatory, is as follows : 

MEAN or OBSERVATIONS FOR TWELVE TEARS. 

/<M. Tti. Jfar. Apr. May. Jime, JvJ/y. Aug. Stpt. OeU Hbv. Dm. 

2.39 3.19 3.47 3.64 3.74 3.13 2.57 5.47 4.27 3.73 4.57 4.31 

Spring. Summer, Autumn. Winter, 

10.85 11.17 12.57 9.89 

Average quantity per year, 44.48. 

The quantity falling from January to July, is much less 
than falls from July to January. 

The great quantity of snow which falls in New England 
during the Winter months, and is carried off mainly in the 
Spring, usually floods the low lands, q.'^d should be taken 
into account in establishing the size cf pipe to be used in 
a system of drainage. The following cbsv^rvations of the 
average depth of snow, have been made at the places 
cited, and arc copied,, by Blodget, from vaaoas published 
nctices • 

OxfordCo.,Me .t2 y«mis. SO if^cher prr year 

Dover,N.H 10 " 



Montreal '0 

Burlington, Vt 10 

Worcester, Mass 19 

Amherst, " 7 

Hartford, Conn 24 

Lamhertville, N. J. . . 8 

Cincinnati.......... 16 ^' 

Burl'-jten, Iowa .... 4 " 

Heloit. Wisooniic.„. 3 ' 
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One-tenth the depth of snow is taken as its equivalent 
in water, for general purposes, though it gives too small a 
quantity of water in soutJiern latitudes, and in extreme 
latitudes too great a quantity. The rule of reduction of 
»now to water, in cold climates, is one inch of water to 
•welve of snow. 

The proportion of the annual downfall of rain which ia 
uoileotable into reservoirs — or, in other words, the per 
oentage of the rain-fall which drains off— is well shown in 
a table used by EUwood Morris, Esq., 0. E., in an article 
on " The Proposed Improvement of the Ohio Kiver" (Jour. 
Frank. Inst., Jan., 1858), in which we find, that, in eighteen 
series of observations in Great Britain, the ratio, or per 
cent, of the rain-fall which drains off is 65^, or nearly two- 
thirds the rain-fall. 

Seven series of observations in America are cited as 
follows : 
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Reservoirs 

Eaton Brook 


36 
34 


18 
23 


50 
6fi 


Morris and Smith. 
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Madison Brook. 


35 


18 
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Patroon's Brook 


46 


25 


55 


• McAipine. 


6 


tl u 
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42 




6 


Long Pond 


40 
36 


18 

14 


44 
40 
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West Fork Eeservoir. 


W. Milnor Roberts. 




Totals 


269 
38 


134 
19 


347 
60 






Averages 





These examples show an average rain-fall of thirty- 
eight vertical inches, and an annual amount, collectable 
in reservoirs, of nineteen inches, or fifty per cent. 

The percentage of wate'* of drmnsKrm from lon/i ^-.-^a^- 
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irained with tile, would be greatei than that which ia 
collectable in reservoirs from ordinary gathering-grounds. 

If a soil were perfectly saturated with water, that is, 
held as much water in suspension as possible to liold 
without draining off, and drains were laid at a proper 
depth from the surface, and in sufficient number to take 
off all surplus water, then tlie entire rain-fall upon the 
surface would be water of drainage — presuming, of coursa, 
the land to be level, and the air at saturation, so as to 
prevent evaporation. The water coming upon the surface, 
would force out an equal quantity of water at the bottom, 
through the drains — the time occupied by the process, 
varying according to the porous or retentive nature of the 
soil ; but in ordinary circumstances, it would be, perhaps, 
about forty-eight hours. Drains usually run much longer 
than this after a heavy rain, and, in fact, many run con- 
stantly through the year, but they are supplied from lands 
at a higher level, either near by or at a distance. 

If, on the other hand, the soil were perfectly dry, hold- 
ing no water in suspension, then there would be no water 
of drainage until the soil had become saturated. 

Evaporation is constantly carrying off great quantities 
of water during the warm months, so that under-drained 
soil is seldom in the condition of saturation, and, on 
account of the supply by capillary attraction and by dew, 
is never thoroughly dry ; but the same soil will, at different 
times, be at various points oetween saturation and dry- 
ness, and the water of drainage will be consequently a 
greater or less per centage of the rain-fall. 

An experiment made by the writer, to ascertain what 
quantity of water a dry soil would hold in suspension, 
resulted as follows : A soil was selected of about average 
porosity, so that the result might be, as nearly as possible, 
a mean for the various kinds of soil, and dried by several 
JnTTo' KdlriTiD'. The a antity of soil then being carefully 
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measured, a measured quantity of water was supplied 
slowly, until it began to escape at the bottom. Thg 
quantity draining away was measured and deducted from 
the total quantity supplied. It was thus ascertained that 
one cubic foot of earth held 0.4826 + cubic feet of water, 
which is a little more than three and one-half gallons. A 
dry soil, four feet deep, would hold a body of water equal 
to a rain-fall of 23.17 inches, vertical depth, which is more 
than would fall in six months. 

The quantity which is not drained away is used for 
vegetation or evaporated ; and the fact, that the water of 
drainage is so much greater in proportion to the rain-fall 
in England than in this country, is owing to the humidity 
of that climate, in which the evaporation is only about 
half what it is in this country. 

The evaporation from a reservoir surface at Baltimore, 
during the Summer months, was assumed by Colonel 
Abert to be to the quantity of rain as tvi^o to one. 

Dr. Holyoke assigns the annual quantity evaporated at 
Salem, Mass., at fifty-six inches ; and Colonel Abert quotes 
several authorities at Cambridge, Mass., stating the quan- 
tity at iifty-six inches. These facts are given by Mr. 
Blodget, and also the table below. 

QUANTITY OF WATER EVAPORATED, IN INCHES, VERTICAL DEPTH. 

Jan, Feb. Har. Apr. Uitf. June. July. Aug. Sept. Ott. JViw. Dee Year. 

'^meanTeVmrl'™?: ["-^^ !•"* ^'^ ^'^ ^'^^ *•"** ^-"^ ^-^ 8-12 1.93 1.82 1.09 80.08 
Ogiensburg, N.Y.,lyr. 1.65 0.82 2.07 1,68 7.10 6.74 7.79 B.41 T.40 8.95 5.66 1.15 49.87 
■yracuM, N. T., 1 yonr 0.67 1.48 2.24 8.42 7.81 7.60 9.08 6.85 5.88 8.02 1.83 1.86 50.20 

The quantity for Whitehaven, England, is reported by 
J. F. Miller. It was very carefully observed, from ] 843 
to 1848 — the evaporation being from a copper vessel, pro- 
tected from rain. The district is one of the wettest ol 
England — the mean quantity of rain, for the same time, 
Laving been 45.25 inches.. 

This shows a great difference in the capacity of the aii 
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to absorb moisture in England and the United States ; and 
as evaporation is a cooling process, there is greater neces- 
sity for under-draining in this country than in England, 
Bupposing circumstances in other respects to be similar 

Evaporation takes place at any point of temperature 
from 32", or lower, to 212° — at which water boils. It ia 
increased by heat, but is not caused solely by it — for a 
north-west wind in New-England evaporates water, and 
dries the earth more rapidly than the heat alone of a Sum- 
mer's day ; and when, under ordinary circumstances, eva- 
poration from a water-surface is slow, it becomes quite 
active when brought in close pi-oximity to sulphuric acid, 
or other vapor-absorbing bodies. 

The cold which follows evaporation is caused by a loss 
f the hba,t which is required for evaporation, and which 
passes off with the vapor, as a solution, in the atmospliere ; 
and as heat leaves the body to aid evaporation, it is evi 
dent that that body cannot be cooled by the process, below 
the dew-point at which evaporation ceases. The popular 
notion that a body may be cooled almost to the freezing- 
point, in a hot Summer day, by the action of heat alone, 
is, then, erroneous. But still, the amount of heat which 
is used up in evaporating stagnant water from undrained 
land, tha'; might otherwise go towards warming the land 
and the roots of crops, is a very serious loss. 

The difference in the temperature of a body, resulting 
from evaporation, may reach 25° in the desert interior of 
the American continent ; but, in the Eastern States, it ia 
not often more than 15°. 

The temperature of evaporation is the reading of a wet- 
bulb-thermometer (the bulb being covered with moistened 
gauze) exposed to the natural evaporation ; and the dif- 
ference between that reading and the reading of a dry- 
thermometer, is the expression of the cold resulting from 
evaporation. 
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When the air is nearly saturated, the temperature of th* 
air rarely goes above 74° ; but, if so, the moisture in the 
air prevents the passing away of insensible perspiration, 
and the joint action of heat and humidity exhauits the 
vital powers, causing sun-stroke, as it is called. At New 
York city, August 12th to llth, 1853, the wet-thermo 
meter stood at 80° to 84° ; the air, at 90° to 94°. The 
mortality, from this joint effect, was very great — over two 
hundred persons losing their lives in the two days, in that 
city. 

From very careful observations, made by Lorin Blodgetj 
in 1853, at Washington, it was found that the difference 
between the wet and dry thermometer was 18^° at 4 P. M., 
June 30th, and 16° at 2 P. M. on July 1st — the tempera- 
ture of the air being 98° on the first day, and 95° on the 
second; but such excesses are unusual. 

The following table has been compiled from Mr. 
Blodget's notice of the peculiarities of the Summer oJ 
1853: 

The dates are such as were selected to illustrate the ex- 
treme temperatures of the month, and the degrees repre 
Bent the differences between the wet and dry thermometer 
The observations were made at 3 P. M. : 

Locality. Daltt, JHffermce*. 
June, 185a 

Burlington, Vt 14th to 30th ranged from 8° to 17* 

Montreal 14th to 30th " 6 to 17 

Poultney, Iowa 10th to 30th " 9 to 16 

Washington 20th to 30th " 8.5 to 16 

Baltimore 13th to 30th " 7.4 to 20.2 

Savannah 13th to 30th " 5 2 to 17.3 

Austin, Texas 10th to 30th ' 4 to 24 

Clarkesville, Tenn, 4th to 30th ** 10.3 to 20..') 

AcomT. 

Bloomfield, N. J... 9th to 14th ... •' 5 to 15 

Austin, Texas . 6th to 1 2th .. . " o to 19 

Philadelphia 10th to 15th " 8 to 14 

Jacksonville, Fla.. lOt;^ ;:;, ;;'~ - ■■• 
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Observations by Lieut. Gillis, at ■Washington, give 
mean diflFerences between wet and dry thermometers, from 
March, 1841, to June, 1842, as follows : 

Observations at 3 P. M. : 

/an, feb. Mar. Apr. May. Jwn». July. Aiig. StpL Oet, Nov. Dttt. 
»'.08 4°. 40 6°.47 5°.S7 7°.(J5 8°.03 8°.8<- 5° 29 6°.6S 4°.61 i'.ll 2*.08 

A mean of observations for twenty-five years at the 
E.adcliffe Observatory, Oxford, England, gives a difference 
betweer the wet and dry thermometer equal to about two- 
thirds the difference, as observed by Lieutenant Gillis, at 
Washington. 

On the 12th day of August, 1853, in Austin, Texas, the 
air was perfectly saturated at a temperature of 76°, which 
was the dew-point, or point of the thermometer at which 
dew began to form. The dew-point varies according to 
the temperature and the humidity of the atmosphere ; it 
is usually a few degrees lower than the temperature of 
evaporation — never higher. 

From observations made at Girard College, by Prof. A. 
D. Bache, in the years 1840 to 1845, we find, that for 
April, 1844, the dew-point ranged from 4° to 16° lower 
than the temperature of the air ; in May, from 4° to 14° 
lower ; in June, from 6° to 20° lower ; in July, from 4° to 
17°; in August, from 6° to 15° lower; and in Septem- 
ber, from 6° to 21° lower. The dew-point is, then, during 
the important months of vegetation, within about 20° oi 
Mie temperature of the air. The temperature of the dew- 
point, as observed by Prof. Bache, was highest in August, 
1843, being 66°, and lowest in January, 1844, beiiig 18° ; 
in July, 1844, it was 64°, and in February, 1845, it was 
25°. Its liourly changes during each day are quite marked, 
ani follow, with some degree of regularity, the changes in 
the temperature of the air; their greatest departure from 
each other being at the hottest hour of the day, which ia 
two or three hours after noon, and the least at the coldest 
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hour which is four or five hours after midnight. The 
average temperature of the dew-point in April, May, and 
June, 18ir4, was, at midnight, 50^°, air, 57° ; five h ura 
after midnight, dew-point, 49°, air 54° ; three hours after 
noon, dew-point, 54°, air, 63J°. The average temperature 
for July, August and September, was, at midnight, dew 
point, 581°, air, 65° ; £ve hours after midi ight, dew-point, 
58°, air, 62''' ; three hours after noon, dew point, 60J°, air, 
78°. The average temperature for the year was, at mid- 
night, dew-point, 42°, air, 48° ; five hours after midnight, 
dew-point, 41°, air, 46° ; three hours after noon, dew-point, 
44?°, air, 59°. 

The relative humidity of the atmosphere, or the amount 
of vapor held in suspension in the air, in proportion to tho 
amount which it might hold, was, in the year 1858, aa 
given in the journal of the Franklin Institute, for 

FhUadelphta. Somtrttt Oo. 

April 49 percent, — 2 P.M. 

May 59 " 72 " 

Jane 55 " 63 " 

July 50 " 61 " 

August 55 " 68 

September 50 " 57 " 

The saturation often falls to 30 per cent., but with great 
variability. Evaporation goes on most rapidly when the 
per centage of saturation is lowest ; and, as before ob- 
served, the cause of the excess of evaporation in this 
country over that of England is the excessive humidity of 
that climate and the dryness of this. It has also been said 
that there is greater need for drainage in the United Sf atea 
on this account ; and, as the warmth induced by draining 
is somewhat, in its eifect a merchantable product, it may 
be well to consider it for a moment in that light. 

First The drained land comes into condition foi 
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working, a week or ten days earlier in the Spring than 
other ilands. 

Secondly : The growth of the crops is quickened all 
through the Summer by an increase of several degrees in 
the temperature of the soil. 

Thirdly : The injurious effects of frost are kept off 
leveral days later in tlie Fall. 

Of the value of these conditions, the farmer, who has lost 
his crops for lack of a few more warm days, may make 
his own estimates. In Eoxbury, Mr. I. P. Rand heats up 
a portion of his land, for the purpose of raising early 
plants for the market, by means of hot water carried by 
iron pipes under the surface of tlie ground. In this man 
ner he heats an area equal to 100 feet by 12 feet, by burn- 
ing about one ton of coal a month. The increase of tempera- 
ture which, in this case, is caused by that amount of coal, 
can, in the absence of direct measurement, only be esti- 
mated ; but it, probably, will average about 30°, day and 
night, throughout the tnontli. In an acre the area is 36.4 
times as great as that heated by one ton of coal ; the cost 
being in direct proportion to the area, 36.4: tons of coal 
would be required to heat an acre ; which, at $6 per ton, 
would cost $217.40. To heat an acre through 10°, would 
cost, then, $72.47. It may be of interest to consider how 
much coal would be required to evaporate from an un- 
drained field that amount of water which might be car- 
ried off by underdrains, but which, without them, is evap- 
orated from the surface. It may be taken as an approx- 
imate estimate, that the evaporation from the surface 
of an undrained retentive field, is equal to two inches 
vertical depth of water for each of the months of May, 
June, July, and August; which is equal to titty-four thou- 
sand three hundred and five gallons, or eiglit Iiundred and 
sixty -two hogsheads per acre for each month. If this quan- 
tity of water were evaporated by means of a coal fire, 
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about 22| tons of coal would be consumed, wbich, at |6 « 
ton, would cost $136. The cost of evaporating the amount 
of water which would pass off in one day from an acre 
would be about $4.53. It is probable that about halt aa 
much water would be evaporated from thorough-drained 
land, though, by some experiments, the proportion baa 
been made greater — in which case the loss of heat result- 
ing from an excess of moisture evaporated from undrained 
retentive land, over that which would be evaporated from 
drained land, would be equal to that gained by 11^ tons 
of coal, which would cost $68 ; and this for each acre, in 
each of the three months. At whatever temperature a 
liquid vaporizes, it absorbs the same total quantity of 
heat. 

The latent heat of watery vapor at 212° is 972° ; tha* 
is, when water at 212° is converted into vapor at the same 
temperature, the amount of heat expended in the process 
is 972°. This heat becomes latent, or insensible to the 
thermometer. The heat rendered latent by converting 
ice into water is about 140°. There are 7.4805 gallons in 
a cubic foot of water which weighs 62.38 lbs." 

"We have seen that a sea of water, more than three feet 
deep over the whole face of the land, falls annually from 
the cIducIs, equal to 4,000 tons in weight to every acre. 
We would use enough of this water to dissolve the ele 
ments of fertility in the soil, and fit them for the food of 
plants. We would retain it all in our fields, long enough 
to take from it its stores of fertilizing substances, brought 
from reeking marshes and steaming cities on cloud-wings 
to our farms. We would, after taking enough of its 
moisture to cool the parched earth, and to fit the soil for 
germination and vegetable growth, discharge the surplus, 
which must otherwise stagnate in the subsoil, by rapid 
drainage into the natural streams and rivers. 

Evaporation proceeds more rapidly from a eurfaoe of 
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w-ater, than from a surface of land, unless it be a saturated 
surface. It proceeds more rapidly in the sun than in the 
shade, and it proceeds again more rapidly in warm than 
in cold weather. It varies much with the culture of the 
field, whether in grass, or tillage, or fallow, and with its 
condition, as to being dry or wet, and with its formation, 
whether level or hilly. Yet, with all these variations, 
very great reliance may be placed upon the ascertained 
results of the observations already at our command. 

We have seen that evaporation from a water surface is, 
in general, greater than from land, and here we may 
observe one of those grand compensating designs of 
Providence which exist through all nature. 

If the same quantity of water fell upon the sea and the 
land, and the evaporation were the same from both, then 
all the rivers running into the sea would soon convey to 
it all the water, and the sea would be full. But though 
nearly as much water falls on the sea as on the land, yet 
evaporation is much greater from the water than from 
land. 

About three feet of rain falls upon the water, while the 
evaporation from a water surface far exceeds that amount. 
In the neighborhood of Boston, evaporation from water 
surface is said to be 56 inches in the year, and in the State 
of New York, about 50 inches ; while, in England, it ia 
put by Mr. Dalton at 44.43 inches, and, by others, much 
lower. 

Again, about three feet of water annually falls upon 
the land, while the evaporation from the land is but little 
more than 20 inches. K this water fell upon a flat 
surface of soil, with an impervious subsoil of rock or 
clay, we should have some sixteen inches of water in the 
course of the year more than evaporates from the lana. 
If a given field be dish-shaped, so as to retain it all, it 
must become a pond, and so remain, except in Summer, 
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when greater evaporation from a water surface mtj 

! educe it to a swamp or marsh. 

With 16 or 13 inches more water falling annually od 
all our cultivated fields than goes off by evaporation, i* 
it not wise to inquire by what process of Nature or art 
this vast surplus shall escape ? 

Experiments have been made with a view to deteririne 
the proportion of evaporation and filtration, upon well- 
drained land, in different months. From an able article 
in the N. Y. Agricultural Society for 1854, by Gtsorge 
Geddes, we copy the following statement of valuable 
observations upon these points. 

It will be observed that, in the different observations 
collected in this chapter, results are somewhat various. 
They have been brought together for comparison, and 
will be found sufficiently uniform for all practical pur- 
poses in the matter of drainage. 

"The experiments upon evaporation and drainage, made en Mr. 
Dalton's plan, were in vessels three feet deep, filled with soil just in 
the condition to secure perfect freedom from excess of water, and tha 
drainage was determined by the amount of water that passed out of 
the tube at the bottom. These experiments have been most perfectly 
made in England by Mr. John Dickinson. The following table exhibit! 
the mean of eight years : 





October to March. 


April to September. 


Total of •ach yecr. 


Tub. 


Rala. 


Filtra- 


Per cent 


Eain. 


Filtra- 


Per cent 


Rain. 


Filtra- 


Per cMit 




tion. 


filtered. 


tion. 


filtered. 


tion. 


flltoreA 


1836.. 


18.80 


15.55 


82.7 


12.20 


2.10 


17.3 


31.00'l7.65 


56. 9 


1837.. 


11.30 


6.85 


60.6 


9.80 


0.10 


1.0 


21.10, 6.95 


32 9 


J83S.. 


12.32 


8.45 


68.8 


10.81 


0.12 


1.2 


23.13 


8.57 


37 


1839.. 


13.87 


12.31 


88.2 


17.41 


2.60 


15.0 


31.28 


14.91 


47 6 


1840.. 


11.76 


8.19 


69.6 


9.68 


0.00 


0.0 


21.44 


8.19 


38 2 


1841.. 


16.84 


14.19 


84.2 


15.26 


0.00 


0.0 


32.10 


14.19 


44.2 


1842.. 


14.28 


10.46 


73.2 


12.15 


1.30 


10.7 


26.43 


11.76 


44.4 


1843.. 


12.43 


7.11 


57.2 


14.04 


0.99 


7.1 


26.47 


8.10 


36. C 


Mean . 


13.95 


10.39 


74.6 


12.67 


0.90 


7.1 


26.61 


11.29 


42 % 

7= 
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A lOii that holds no water for the use of plants below six inohei, 
«rill suffer from drouth in ten days in June, July, or August. If the 
loil is in suitable condition to hold water to the depth of three feet, it 
would supply sufficient moisture for the whole months of June, July, 
and August. 

'' M. de la Hire has shown that, at Paris, a vessel, sixteen inches deep, 
filled with sand and loam, discharged water through the pipe at the 
bottom until the 'herbs' were somewhat grown, when the discharge 
ceased, and the rains were insufficient, and it was necessary to water 
them. The fall of water at Paris is stated, in this account, at twenty 
inches in the year, which is less than the average, and the experiment 
must have been made in a very dry season ; but the important pomt 
proved by it is, that the plants, when grown up, draw largely from the 
ground, and thereby much increase the evaporation from a given surface 
of earth. The result of the experiment is entirely in accordance with 
what would have been expected by a person conversant with the laws 
of vegetation. 

" The mean of each month for the eight years is : 



UOBTBS. 



January . . 
February . 
March ... 

April . 

May 

June ..... 

July 

August 

September 

October 

November . 
December . 




" The filtration from April to September is very small — practicallj 
nothing; but during those months we have 12.67 inches of rain — that 
IB, we have two inches a month for evaporation besides the quantity in 
the earth on the first day of April. From October to March we have 
10.39 inches filtered out of 13.95 inches, the whole fall. 'Of thi 
Winter portion of 10.39, we must allow at least six inches for floods 
running away at the time of the rain, and then we have only 4.3* 
Inches left for the supply of riverf and wells.' (Breadmore, p. 34.) 
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" It is calculated in England that the ordinary Summer run of 
Jtreams does not exceed ten cubic feet per minute per square mile, and 
that the average for the whole year, due to springs and ordinary rain.s, 
IS twenty feet per minute per square mile, exclusive of floods — and 
EBsuming no very wet or high mountain districts (Breadmore, p, 34) — 
which is equal to about four inches over the whole surface. If we add 
to this the six inches that are supposed to run off in freshets, we have 
ten inches discharged in the course of the year by the streams. Tho 
whole filtration was 11.29 inches — 10.39 in the Winter, and.9(iin the 
Summer. The reraaiader, 1 29 inches, is supposed to be consumed by 
wells and excessive evaporation from marshes and pools, from which 
the discharge is obstructed, by animals, and in various other ways. 
These calculations were made from experiments running through eight 
years, in which the average fall of water was only 26.61 inches per 
annum. When the results derived from them are applied to our 
average fall of 35.28 inches, we have for the water that constitutes the 
Summer flow of our streams 13.25 cubic feet per minute per mile of 
the country drained, and for the average annual flow, exclusive of 
fresliets, 26.50 cubic feet per mile per minute. That is to say, of the 
35.28 inches of water that fall in the course of the year, 5.30 run 
away in the streams as the average annual flow, 7.95 run away in the 
freshets, and 20.47 evaporate from the earth's surface, leaving 1.56 for 
consumption in various ways. In the whole year the drainage is 
nearly equal to one cubic foot per second per square mile (.976), no 
allowance being made for the 1 56 inches which is lost as before stated. 
These calculations are based upon English experiments. Mr. McAlpine, 
late State engineer and surveyor, in making his calculations for sup- 
olyiiig the ■jity of Albany with water (page 22 of his Report to the 
Water Commissioners), takes 45 per cent of the fall as available for 
the use of the city. Mr. Henry Tracy, in his Report to the Canal 
Board of 1849 (page 17), gives the results of the investigations in the 
valleys of Madison Brook, in Madison County, and of hong Pond, neat 
Boston, Mass., as follows : 



Tiii. 


Name of valley. 


Fall of rain 
and 8now 
in valley. 


Water ran off 

in 

inches. 


Evaporaticn 

from surface 

of ground. 


Batia 
of 

Iralnage. 


1835 

1837 

1838 


Madison Brook. 

Long Pond 

Do 


35.26 
26.65 
38.11 


15.83 
11.70 
16.62 


19.43 
14.95 
21.49 


0.449 
0.439 
0.436 


Mean. .. 










0.441 
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' Madison Brook drains 6,000 acres, and Long Pond 11,400 acres. 
Mr. Tracy makes the following comment on this table : ' It appear* 
that the evaporation from the surface of the ground in the valley of 
Long Pond was about 44 per cent more in 1S38 than it was in 1837, 
while the ratio of the drainage differed less than one per cent the .°ain« 
year».' 

" Dr. Hale states the evaporation from water-surface at Boston to be 
S6 inches in a year. (Senate Doc, No. 70, for 1853.) 

" The following table contains the results arrived at by Mr. Coffin, 
at Ogdensburgh, and Mr. Conkey, at Syracuse, in regard to the eva- 
poration from water-surface : 





CoFFiK, at Ogdensburgh, In 1888. 


GoNEBY, at Syracuse, in 1S52. 




Eain. 


Evaporation. 


Bain. 


Evaporation. 


January 

February 

March 

April 

May 


2.36 
0.97 
1.18 
0.40 
4.81 
3.57 
1.88 
2.55 
1.01 
2.73 
2.07 
1.08 


1.652 
0.817 
2.067 
1.625 
7.100 
6.745 
7.788 
5.415 
7.400 
3.948 
3.659 
1.146 


3.673 
1.307 
3.234 
3.524 
4.491 
3.773 
2.887 
2.724 
2.774 
4.620 
4.354 
4.112 


0.665 
1.489 
• 2.239 
3.421 
7.309 


June 


7.600 


July 


9.079 


August 

September 

October 

November 

December 


6.854 
6.334 
3.022 
1.325 
1.863 


Total 


24.61 


49.362 


41.473 


50.200 



" The annual fall of water in England, is stated, by Mr. Dalton, to be 
32 inches. In this State, it is 35.28 inches. The evaporation from 
vater-surface in England, is put, by Mr. Dalton, at 44.43 inches. The 
fall is less, and the evaporation is less, in England than here ; and the 
fall, in each case, bears the same proportion to the evaporation, verj 
nearly; and it appears that the experiments made on the two sides of 
the ocean, result in giving very nearly the same per centage of drain- 
age. In England, it is 42.4 per cent.; in this State, it is 44.1. In 
England, the experiments were made on a limited scale compared with 
ours ; but the results agree so well, that great confidence may safely be 
placed in them." 

In reviewiig the whole subject of rain, and of evapor- 
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ation and liltration, we Beem to have evidence to justify 
the opinion, that with considerable more raiii in tliia 
country than in England, and with a greater evaporation, 
because of a clearer sky and greater heat, we have a 
larger quantity of surplus ■water to be disposed of by 
drainage. 

The occasion for thorough-drainage, however, is greatei 
IE the Nortliern part of the United States than in England, 
upon land of the same character ; because, as we have 
already seen, rain falls far more regularly there than Iiere, 
and never in such quantities in a single day ; and because 
there the land is open to be worked by the plough nearly 
every day in the year, while here for several months out 
fields are locked \vp in frost, and our labor for the Spring 
crowded into a few days. There, the water which falls in 
Winter passes into the soil, and is drained off as it falls; 
while here, the snow accumulates to a great depth, and in 
thawing floods the land at once. 

Both here and in England, much of the land requires 
no under-draining, as it has already a subsoil porous 
enough to allow free passage for all the surplus water ; 
and it is no small part of the utility of understanding tlio 
principles of drainage, that it will enable farmers to dis- 
criminate — at a time when draining is somewhat of a 
fafihioiiable operation with amateurs — between land that 
does and land that does not require so expensive an 
->peratioa. 
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CHAPTER rV. 

DRAINAGE OF HIGH LANDS WHAT LANDS REQUIRE DRAINAOR 

What is High Land ? — Accidents to Crops from Water. — Do Lands nead 
Drainage in America ? — Springs. — Theory of Moieture, with Illustrations. 
— Water of Pressure. — Legal Rights as to Draining onr Neighbor's Wella 
and Land. — What Lands require Drainage? — Horace Greeley's Opinion. — 
Drainage more Necessary in America than in England ; Indications of too 
much Moisture. — Will Drainage Pay f 

By " high land," is meant land, the surface of which is 
not overflowed, as distinguished from swamps, marshes, 
and the like low lauds. How great a proportion of such 
lands would be benefitted by draining, it is impossible to 
estimate. 

The Committee on Draining, in their Report to the State 
Agricultural Society of New York, in 1848, assert that, 
" There is not one farm out of every seventy-five in thia 
State, but needs draining — yes, much draining — to bring 
it into high cultivation. Nay, we may venture to say, 
that every wheat-field Avould produce a larger and finer 
crop if properly drained." The committee further say : 
" It will be conceded, that no farmer ever raised a good 
ciop of grain on wet ground, or on a field where pools of 
water become masses of ice in the Winter. In such 
cases, the grain plants are generally frozen out and perish ; 
or, if any survive they ne"^er arrive at maturity, nor pro- 
duce a well-developed seed. In fact, every observing far- 
mer kn 3W8 that stagnant water, whether on the surface of 
his soil, or within reach of the roots of Lis plants, always 
does them ininr^ " 
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The late Mr. Delafield, one of the most distinguished 

agriculturists of New York, said in a public address : 

" We all well know that wheat and other grains, as well as grawes, 
are never fully developed, and never produce good seed, when the root! 
are soaked in moisture. No man ever raised good wheat from a wetoi 
moist subsoil. Now, the farms of this country, though at times during 
the Summer they appear dry, and crack open on the surface, are not, in 
fact, dry farms, for reasons already named. Ori the contrary, for nine 
months out of twelve, they are moist or wetj and we need no better 
evidence of the fact, than the annual freezing out of the plants, and 
consequent poverty of many crops." 

If we listen to the answers of farmers, when asked as to 
the success of their labors, we shall be surprised, perhaps, 
to observe how much of their want of success is attributed 
to accidents, and how uniformly these accidents result 
from causes which thorough draining would remove. The 
wheat-crop of one would have been abundant, had it not 
been badly frozen out in the Fall ; while another has 
lost nearly the whole of his, by a season too wet for his 
land. A, farmer at the West has planted his corn early, 
and late rains have rotted the seed in the ground ; while 
one at the East has been compelled, by the same rains, to 
wait so long before planting, that the season has been too 
short. Another has worked his clayey farm so wet, be- 
cause he had not time to wait for it to dry, that it could not 
be properly tilled. And so their cops have wholly or par- 
tially failed, and all because of too much cold water in the 
soil. It would seem, by the remarks of those who till the 
fcarth, as ./there were never a season just right — as if Provi 
dence had bidden us labor for bread, and yet sent down the 
rains of heaven so plentifully as always to blight our har- 
vests. It is rare that we do not have a most remarkable 
season, with respect to moisture, especially. Our pota- 
toes are rotted by the Summer showers, or cut ofl" by a 
Bummer drought; and when, as in the season of 1856, ir 
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Stw England, they are neither seriously diseased nor 
dried up, we find at harvest-time that the promise has be- 
lied the fulfillment ; that, after all the fine show above 
ground, the season has been too wet, and the crop is light. 
We frequently hear complaint that the season was too cold 
for Indian corn, and that the ears did not fill ; or that a 
sharp drought, following a wet Spring, has cut short the 
crop. We hear no man say, that he lacked skill to culti- 
vate his crop. Seldom does a farmer attribute his failure 
to the poverty of his soil. He has planted and cultivated 
in such a way, that, in a favorable season, he would have 
reaped a fair reward for his toil ; but the season has been 
too wet or too dry ; and, with full faith that farming will 
pay in the long run, he resolves to plant the same land in 
the same manner, hoping in future for better luck. 

Too much cold water is at the bottom of most of these 
complaints of unpropitious seasons, as well as of most of 
our soils ; and it is in our power to remove the cause of 
these complaints and of our want of success. 

" The fault, dear Brutus, is not in our stars, 
But in ourselves." 

We must underdrain all the land we cultivate, that 
Nature has not already underdrained, and we shall cease 
complaints of the seasons. The advice of Cromwell to his 
soldiers : " Trust God, and keep your powder dry," affords 
a good lesson of faith and works to the farmer. We shall 
seldom have a season, upon properly drained land, that is 
too wet, or too cold, or even too dry ; for thorough draia- 
ing is almost as sure a remedy for a drought, as for a 
flood. 

Do lands need underdraining in America f It is a 
common error to suppose that, because the sun shines 
more brightly upon this country than upon England, and 
because almost every Summer brings such a drought here 
as ia unknown there, her system of thorough drainage caa 
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have no place m agriculture on this side of the Atlantia 
It is true that we have a clearer sky and a drier climate 
than are experienced in England ; but it is also true that, 
although we have a far less number of showers and of 
rainy days, we have a greater quantity of rain in the 
year. 

The necessity of drainage, however, does not depend so 
much upon the quantity of water which falls or flows upon 
land, nor upon tlie power of the sun to carry it off by 
evaporation, as u})on the character of the subsoil. The 
vast quantity of water which Nature pours upon every 
acre of soil annually, were it all to be removed by evapor- 
ation alone, would render the whole country barren ; but 
Nature herself has kindly done the work of draining upon 
a large proportion of our land, so that only a healthful 
proportion of the water which falls on the earth, passes ofl 
at the surface by the influence of the sun. 

If the subsoil is of sand or gravel, or of other porous 
earth, that portion of the water not evaporated, passes off 
below by natural drainage. If the subsoil be of clay, rock, 
or other impervious substances, the downward course of 
*.he water is checked, and it remains stagnant, or bursts 
i>ut upon the surface in the form of springs. 

As the primary object of drainage is to remove surplup 
w^ater, it may be well to consider with some care 

THB SOURCES OF MOISTUEE. 

Springs. — These are, as has been suggested, merely the 
water of rain and snow, impeded in its downward percola- 
tion, and collected and poured forth in a perennial flow 
at a lower level. 

The water which faZls in the form of rain and snow upon 
the soil of the whole territory of the United States, east 
of the Rocky Mountains, each year, is sufficient to cover 
It to the depth of more thaa 3 feet. It comes upon th* 
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earth, not daily in gentle dews to wate» the plants, bat 
at long, unecinal intervals, often in storms, tempests, ana 
showers, pouring out, sometimes, in a single day, more 
than usually falls in a whole month. 

What becomes of all this moisture, is an inquiry esp& 
cially interesting to the agriculturist, upon whose fruitful 
fields this flood of water annually descends, and whose 
labor in seed-time would be destroyed by a single Summer 
shower, were not Nature more thoughtful than he, of his 
welfare. Of the water which thus falls upon cultivated 
fields, a part runs away into the streams, either upon the 
surface, or by percolation through the soil ; a part is taken 
up into the air by evaporation, while a very small pro- 
portion enters into the constitution of vegetation. The 
proportion which passes off by percolation varies accord- 
ing to the nature of the soil in the locality where it falls. 

Usually, we find the crust of the earth in our cultivated 
fields, in strata, or layers: first, a surface-soil of a few 
inches of a loamy nature, in which clay or sana pre- 
dominates ; and then, it may be, a layer of sand or gravel, 
freely admitting the passage of water ; and, pei-hape, next, 
and within two or three feet of the surface, a stratum ot 
clay, or of sand or gravel cemented with some oxyd of 
iron, through which water passes very slowly, or not at all. 
These strata are sometimes regular, extending at an equal 
depth over large tracts, and having a uniform dip, or in- 
clination, Oftener, however, in hilly regions especially, 
they are quite irregular — the impervious stratum fre- 
quently having depressions of greater or less exten":, and 
holding water, like a bowl. Not unfrequently, as we cut 
a ditch upon a declivity, we find that the dip of the strata 
below has no correspondence with the visible surface of 
the field, but that the different strata lie nearly level, oi 
are much broken, while the surface has a regular inclins 
tioa. 
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Underlying all soils, at greater oi less depth, is fonnj 
lome bed of rock, or clay, impervious to water, usaally at 
but few feet below the surface — the descending water 
meeting with obstacles to its regular descent. The ten 
dency of the rain-water which falls upon the earth, is 
to sink directly downward by gravitation. Turned aside, 
however, by the laany obstacles referred to, it often 
passes obliquely, or almost horizontally, through the soil. 
The drop which falls upon the hill-top sinks, perhaps, a few 
inches, meets with a bed of clay, glides along upon it for 
many days, and is at last borne out to be drunk up by the 
sun on some far-off slope ; another, falling upon the sand- 
plain, sinks at once to the " water-line," or line of level 
water, which rests on clay beneath, and, slowly creeping 
along, helps to form a swamp or bog in the valley. 

Sometimes, the rain which falls upon the high land is 
collected together by iissures in the rocks, or by seams or 
••uptures in the impervious strata below the surface, and 
finds vent in a gushing spring on the hill-side. 

We feel confident that no better illustration of the 
theory of springs, as connected with our subject, can be 
found, than that of Mr. Girdwood, in the Cyclopedia of 
Agriculture — a work from which we quote the more 
liberally, because it is very expensive and rare in America: 

" When rain falls on u. tract of country, part of it flows over the sur- 
face, and makes its escape by the numerous natural and artificial 
courses which may exist, while another portion is absorbed by the soil 
and the porous strata which lie under it. 

" Let the following diagram represent such a Iraot of country, and lot 
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I'ghler portions represent layers of gravel, sand, or chalk, permitting a 
free passage to water. 

" When rain fa.ls in such a district, after sinking tlirough llie surface- 
layer (represented in the diagram by a narrow band), it reaches th» 
stratified layers beneath. Through these it still further sinks, if they 
are porous, uutil it reaches some impervious stratum, which arrests its 
directly-downward course, and compels it to find its way along its upper 
surface. Thus, the rain which falls on the space represented between B 
and D, is compelled, by the impervious strata, to flow towards C. Here 
it is at once absorbed, but is again immediately arrested hy the imper 
vious layer E : it is, therefore, compelled to pass through the porous 
stratum C, along the surface of E to A, where it pours forth in a foun- 
tain, or forms a morass or swamp, proportionate in size or extent to the 
tract of country between B and D, or the quantity of rain which falls 
upon it. In such a case as is here represented, it will be obvious that 
the spring may often be at a great distance from the district from which 
it derives its supplies ; and this accounts for the fact, that drainage- 
works on a large scale sometimes materially lessen the supply of water 
at places remote from the scene of operations. 

" In the instance given above, the water forming the spring is repre- 
sented as gaining access to the porous stratum, at a point where it crops 
out from beneath an impervious one, and as passing along to its point 
of discharge at a considerable depth, and under several layers of various 
characters. Sometimes, in an undulating country, large tracts may 
rest immediately upon some highly-porous stratum — as from B to C, in 
the following diagram — rendering the necessity for draining less ap- 
parent ; while the country from A to B, and from C to D, may be full oi 




Fig. 6. 
springs and marshes— arising, partly, from the rain itself, which tails id 
these latter districts, being unable 1o find a way of escape, and partlt 
from the natural drainage of the mere porous soils adjoinin? being dis- 
charged upon it. 

'• Again : the rocks lying under the surface are sometimes so fuJ of 
K..„^JL that, althoueh they themselves are iinpervi'.ous to water yet 
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•o completely do these fissures carry off rain, that, in some parts of th« 
county of Durham, they render the sinking of wells useless, and make it 
necessary for the farmers to drive their cattle many miles for water. It 
iometimes happens that these fissures, or cracks, penetrate to enormoui 
depths, and are of great width, and filled with sand or clay. These are 
termed faults by miners; and some, which we lately examined, at dis- 
tances of from three to four hundred yards from the surface, were from 
fiys to fifteen yards in width. These faults, when of clay, are generally 
the cause of springs appearing at the surface ; they arrest the progress 
of the water in some of the porous strata, and compel it to find an exit, 
by passing to the surface between the clay and the faces of the ruptured 
strata. When the fault is of sand or gravel, the opposite effect takes 
place, if it communicates with any porous stratum ; and water, which 
may have been flowing over the surface, on reaching it, is at once ab- 
sorbed In the following 




Fig. 7. 

diagram, let us suppose that B represents such a clay-fault as has been 
described, and that A represents a sandy one, and that C and D repre- 
sent porous strata charged with water. On the water reaching the fault 
at B, it will be compelled to find its way to the surface — there forming 
tt spring, and rendering the retentive soil, from B to A, wet; but, as 
soon as it reaches the sandy-fault at A, it is immediately absorbed, and 
again reaches the porous strata, along which it had traveled before 
ke'jig forced to the surface at B. It will be observed, that the strata at 
ihe points of dislocation are not represented as in a line with the 
portions from which they have been dissevered. This is termed the up- 
throw of the fault, as at B ; and the downthrow, as at A. For the sake 
of the illustration, the displacement is here shown as very slight ; but, 
in some cases, these elevations and depressions of the strata extend to 
many hundreds of feet — as, for instance, at the mines of the British 
Iron Company, at Cefn-Mawre, in North Wales, where the downthrow 
ttf the fault is 360 feet. 

" Sometimes the strata are disposed in the form of a basin, in thii 
oase, the water percolating through the more elevated ground— neai 
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irhat may be called the rim— collects in the lower parts of the »trat« 
towards the centre, there forcing its way to the surface, if the upper 
impervious beds be' thin ; or, if otherwise, remaining a concealed reser- 
voir, ready to yield its supplies to the shaft or boring-rod of the well- 
linker, and sometimes forming a living fountain capable of rising many 
fest above the surface. It is in this way that what are called Artesian 
wells are formed. The following diagram represents such a disposition 
•f the strata as has just been referred to. The rain which falls on the 







Fig. 8. 

tracts of country at A and B, gradually percolates towards the centre of 
the basin, where it may be made to give rise to an Artesian well, as at 
C, by boring through the superincumbent mass of clay ; or it may force 
itself to the surface through the thinner part of the layer of clay, as at 
D— there forming a sp)ing, or swamp. 

" Again : the higher parts of hilly ground are sometimes composed of 
rery porous and absorbent strata, while the lower portions are more 
impervious— the soil and subsoil being of a very stiff and retentive 
description. In this case, the water collected by the porous layers is 
prevented from finding a ready exit, when it reaches the impervious 
layers, by the stiff surface-soil. The water is by this means dammed 
np in some measure, and acquires a considerable degree of pressure, 
and, forcmg itself to the day at various places, it forms those extensive 
" ■weeping"-banks which have such an injurious effect upon many of 
our mountain-pastures. This was the form of spring, or swamp, to the 
removal of which Elkington principally turned his attention ; and the 
folic wing diagiam, taken from a, description of his system of drainiaj, 
Will eiplam ine stratification and springs referred to, more clearly. 
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• In some districts, where clay forms the staple of the soil, a bed ot 
sand or gravel, completely saturated with water, occurs at the depth of 
a few feet from the surface, following all the undulations of the 
country, and maintaining its position, in relation to the surface, over eon- 
siderahle tracts, here ana there pouring forth its waters in a spring, ci 
denoting its proximity, by ihe subaquatic nature of the herbage. Such a 
eonfiguration is represented in the following diagram, where A repre- 
«ents the surface-soil ; B, the impervious subsoil of clay ; C, the bed of 
«andy-clay or gravel ; and D, the lower bed of clay, resting upon the 
rocky strata beneatli. 




Fig. iO. 



" Springs sometimes communicate with lakes or pools, at higher levels 
In such cases, the quantity of water discharged is generally so great, ai 
to form at once a brook or stream of some magnitude. These, there- 
fore, hardly come under the ordinary cognizance of the land-drainer, 
and are, therefore, here merely referred to." 

THE WATER OF PEESSTJEE. 

Water that issues from the land, either constantly, 
periodically, or even intermittently, may, perhaps, be 
properly termed a spring. But there is often much wate? 
in the soil which did not fall in rain upon that particulai 
field, and which does not issue from it in any defined 
stream, but which is slowly passing through it by perco 
lation from a higher source, to ooze out into some stream, 
or to pass off by evaporation ; or, perhaps, farther on, to 
fall into crevices in the soil, and eventually form springs. 
As we find it i::: our field, it is neither rain-water, which 
has there fallen, nor spring-water, in any sense. It has 
been appropriately termed the water of pressure^ to dis- 
distinguish it from both rain and spring-water ; and the 
rec-gnition of this term will certainly be found oonv» 
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nient to all who are engaged in the discussion of 
drainage. 

The distinction is important in a legal point of view, as 
relating to the right of the land-owner to divert the 
soui-ces of supply to mill streams, or to adjacent lower 
lands. It often happens that an owner of land on a 
slope may desire to drain his field, while the adjaoent 
owner below, may not only refuse to join in the drainage, 
but may believe that he derives an advantage from the 
surface-washing or the percolation from his higher 
neighbor. He may believe that, by deep drainage 
above, his land will be dried iip an(d rendered worthless ; 
or, he may desire to collect the water which thus perco- 
lates, into his land, and use it for irrigation, or for a 
water-ram, or for the supply of his barn-yard. May the 
upper owner legally proceed with the drainage of his own 
land, if he thus interfere with the interests of the man 
below ? 

Again : wherever drains have been opened, we ah-eady 
bear complaints of their effects upon wells. In our good 
town of Exeter, there seems to be a general impression 
on one street, that the drainage of a swamp, formerly 
owned by the author, has drawn down the wells on that 
street, situated many rods distant from the drains. Those 
wells are upon a sandy plain, with underlying clay, aud 
the drains are cut down upon the clay, and into it, and 
may possibly draw off the water a foot or two lower 
through the whole village — if we can regard the water 
line running through it as the surface of a pond, and the 
Bwamp as a dam across its outlet. 

The rights of land-owners, as to running water ovei 
their premises, have been fruitful of litigation, but are 
now well defined. In general, in the .anguage of Judge 
Story, 

" Every proprietor upon each bank of a river, is entitled to the lanJ 
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covered with water in front of his bank to the middle thread of th« 
stream, &o. In virtue of this ownership, he has a right to the use of 
the water flowing over it in its natural current, without diminution or 
obstruction. The consequence of this principle is, that no proprietoi 
has a right to use the water to the prejudice of another. It is wholly 
immaterial whether the party be a proprietor above or below, in the 
course of the river, the right being common to all the proprietors on 
the river. No one has a right to diminish the quantity which will, 
according to the natural current, flow to the proprietor below, or to 
ihrow it back upon a proprietor above." 

Chief Justice Richardson, of New Hampshire, thus 
oriefly states the same position : 

" In general, every man has a right to the use o the water flowing 
In a stream through his land, and if any one divert the water from its 
natural channel, or throw it back, so as to deprive him of the use of it. 
the law will give him redress. But one man may acquire, by grant, a 
right to throw the water back upon the land of another, and long 
usage may be evidence of such a grant. It is, however, well settled 
that a man acquires no such right by merely being the first to make 
use of the water." 

We are not aware that it has ever been held by any 
court of law, or even asserted, that a land-owner may not 
intercept the percolating water in his soil for any pur- 
pose and at his pleasure ; nor have we in mind any case 
in which the draining out of water fron:. a well, by drain- 
age for agricultural purposes, has subjected the owner of 
the land to comuensatiou. 

It is believed that a land owner has the right to follow 
the rules of good husbandly in the drainage of his land, 
80 far as the water of pr'^ssure is concerned, without 
responsibility for remote consequences to adjacent owners, 
to the owners of distant wells or springs that may be 
affected, or to mill-owners. 

In considering the effect of drainage on streams and 
rivers, it appears that the results of such operations, so 
far as they can be appreciated, are, to lessen the value of 
water powers, by increasing the flow .if water in times of 
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freshets, and lessening it in times of drought. It is snp 
posed in this country, that clearing the land of timber has 
Benuibly affected the value of " mill privileges," by in- 
creasing evaporation, and diminishing the streams. No 
mill-owner has been hardy enough to contend that a land- 
owner may not legally cut down his own timber, whatever 
the effect on the streams. So, we trust, no court will ever 
be found, which will restrict the land-owner in the highest 
culture of his soil, because his drainage may affect the 
capacity of a mill-stream to turn the water-wheels. 

To return from our digression. It is necessary, in order 
to a correct apprehension of the work which our drains 
have to perfoj'm, to form a correct opinion as to how 
mu'jh of the surplus moisture in our field is due to each of 
the three causes to which we have referred — to wit, rain- 
water, which falls upon it ; springs, which burst up from 
below ; and water of pressure, stagnant in, or slowly per- 
colating through it. The rain-tables will give us informa- 
tion as to the first ; but as to the others, we must form 
GUi opinion from the structure of the earth around us, and 
observation upon the field itself, by its natural phenomei.a 
and by opening test-holes and experimental ditches. Hav- 
ing gained accurate knowledge of the sources of mois- 
ture, we may then be able to form a correct opinion whe- 
ther our land requires drainage, and of the aid wliich 
Nature requires to carry off the surplus water. 

WHAT LANDS REQUIEE DRAINAGE ? 

The mere cne studios the subject of drainage, the less 
inclined will he be to deal in general statements " Do 
you think it is profitable to underdrain land ?" is a ques- 
tion a tliousand times asked, and yet is a question 
that admits of no direct general answer. Is it profitable 
to fence land '( is it profitable to plow land? are questions 
of much the same character. The answers tc them all de 
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pend upon circumstances. There is land that may be 
profitably drained, and fenced, and plowed, and there m s 
great deal that had better be let alone. Whether drain- 
ing is profitable or not, depends on the value and character 
of the land in question, as well as on its condition as to 
water. "Where good land is worth one hundred dollars an 
acre, it might be profitably drained ; when, if the same 
land were worth but the Government price of $1.25 an 
acre, it might be better to make a new purchase in the 
iieiglil)orhood, than to expend ten times its value on a 
tract tliat cannot be worth the cost of tlie operation. 
Drainage is an expensive operation, requiring much labor 
and capital, and not to be thought of in a pioneer settle- 
ment by individual emigrants. It comes after clearing, 
after the building of log-houses and mills, and school-houses, 
and churches, and roads, when capital and labor are abun- 
dant, and when the good lands, nature-drained, have been 
all taken up. 

And, again, wliether drainage is profitable, depends not 
only on the value, but on the character of the soil as to 
productiveness when drained. There is much land vhat 
would be i"iproved by drainage, that cannot be profitably 
drained. It would improve almost any land in New Eng- 
land to apply to it a hundred loads of stable manure to 
the acre ; but whether such application would be profit- 
able, must depend upon the returns to be derived froro 
it. Horace Greeley, who has his perceptions of commcu 
affairs, and especially of all that relates to progress, wide 
awake, said, in an address at Peekskill, N. Y. : 

" My deliberate judgment is, that all lands which are worth plow- 
ing, which is not the case with all lands that are plowed, would be im- 
proved by draining ; but I know that our farmers are neither able noi 
ready to drain to that extent, nor do I insist that it would pay while 
land is so cheap, and labor and tile so dear as at present. Ultimatelj, 
I believe, we shall tile-drain nearly all our level, or moderately sloping 
lands, that are worth cultivation." 
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WLetLer land would be improved by drainage, is one 
question, and whether the operation will^ay, is quite ano- 
ther. The question whether it will pay, depends on the 
value of the land before drainage, the cost of the opera- 
tion, and the value of the land when completed. And 
the cost of the operation includes always, not only the 
money and labor expended in it, but also the loss to other 
land of the owner, by diverting from it the capital which 
would otherwise be applied to it. "Where labor and capi- 
tal are limited so closely as they are in all our new States, 
it is a question not only how can they be profitably ap- 
plied, but how can they be most profitably applied. A 
proprietor, who has money to loan at six per cent, interest, 
may well invest it in draining his land ; when a working 
man, who is paying twelve per cent, interest for all the 
capital he employs, might ruin himself by making the 
same improvement. 

DO ALL LANDS EEQUIEE DRAINAGE? 

Our opinion is, that a great deal of land does not in 
any sense require drainage, and we should differ with Mr. 
Greeley, in the opinion that all lands worth ploughing, 
would be improved by drainage. Nature has herself thor- 
oughly di-ained a large proportion of the soil. There is a 
great deal of finely-cultivated land in England, renting 
at from five to ten dollars per acre, that is thought there 
to require no drainage. 

In a published table of estimates by Mr. Denton, made 
in 1865, it is supposed that Great Britain, including Eng- 
land, Scotland, and "Wales, contain 43,958,000 acres of 
land, cultivated and capable of cultivation ; of which he 
sets down as ''wet land," or land -equiring drainage, 
22,890,004 acres, or about one half the whole quantity. 
His estimate is, that only about 1,365,000 acres had then 
been permanently drained, and that it would cost about 
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107 millions of pounds to complete the operation, eati- 
mating the cost at about twenty shillings, or five dollan 
per acre. 

These estimates are valuable in various views of our 
subject. They answer with some definiteness the question 
80 often asked, whether all lands require drainage, and 
they tend to correct the impression, which is prevalent in 
this country, that there is something in the climate of 
(irreat Britain that makes drainage there essential to good 
cultivation on any .and. Tlie fact is not so. There, as in 
America, it depends upon the condition and character 
of the soil, more than upon the quantity of rain, or any 
condition of climate, whether drainage is required or not. 
Generally, it will be found on investigation, that so far 
as climate, including of course the quantity and regularity 
of the rain-fall, is concerned, drainage is more necessary 
in America than in Great Britain — the quantity of rain 
being in general greater in America, and far less regular 
in its fall. This subject, however, will receive a more 
careful consideration in another place. 

If in America, as in Great Britain, one half the cul- 
tivable land require drainage, or even if but a tenth of 
that half require it, the subject is of vast importance, and 
it is no less important for us to apprehend clearly what 
part of our land does not require this expenditure, than 
to learn how to treat properly that which does require it. 

To resume the inquiry, what lands require drainage? it 
may be answered — 

ALT, LANDS OVERFLOWED m StJMMEE RBQUIEH DBAINAGB. 

Lands overflowed by the regular tides of the ocean 
require drainage, whether they lie upon the sea-shore, or 
upon rivers or bays. But th'.s drainage involves embank- 
ments, and a peculiar mode of procedure, of which it ii 
not now proposed to treat. 
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Again, all lands overflowed by Summer fiesliets, aa 
upon rivers and smaller streams, require drainage. These, 
too, usually require embankments, and excavations of 
channels or outlets, not within the usual scope of what is 
termed thorough drainage. For a further answer to the 
question — what lands require drainage 'i the reader is re- 
ferred to the chapters which treat of the eifect of drainage 
upon the soil. 

SWAMPS AND BOGS EEQUIEE DEAINAQK. 

No argument is necessary to convince rational men that 
the very extensive tracts of land, which are usually known 
as swamps and bogs, must, in some way, be relieved of 
their surplus water, before they can be rendered fit for 
cultivation. The treatment of this class of wet lands is 
so different fi-om that applied to what we term upland, 
that it will be found more convenient to pass the subject 
by with this allusion, at present, and consider it more 
systematically under a separate head. 

ALL HIGH LANDS THAT CONTAIN TOO M0GH WATER AT ANT 
SEASON, EEQUIKE DEAINA6E. 

Draining has been defined, " The art of rendering land 
not only so free of moisture as that no superfluous water 
shall remain in it, but that no water shall remain in it so 
long as to injure, or even retard the healthy growth ol 
plants required for the use of man and beast." 

Some plants grow in water. Some even spring' from 
the bottom of ponds, and have no other life than such a 
position aflFords. But most plants, useful to man are 
drowned by being overflowed even for a short time, and 
are injured by any stagnant water about their roots. Why 
this is so, it is not easy to explain. Most of our know- 
ledge on these points, is derived from observation. We 
know thai tishes live in water, and if we would propagate 
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them, we prepare ponds and streams for the purpose. Ou 
domestic ani'iials live on land, and we do not put then 
into fish-ponds to pasture. There are useful plants whicli 
thrive best in water. Such is the cranberry, notwithstand- 
ing all that has been said of its cultivation on upland. 
And there are domestic fowls, such as ducks and gecae, 
that require pools of water; but we do not hence infer 
that our hens and chickens would be better for daily im- 
mersion. All lands, then, require di-ainage, that contain 
too much water, at any season for the intended crops. 

This will be found to be an important element in oui 
rule. Land may require drainage for Indian corn, that 
may not require it for grass. Most of the cultivated 
grasses are improved in quality, and not lessened in quan- 
tity, by the removal of stagnant water in Summer ; but 
there are reasons for drainage for hoed crops, which do 
not apply to our mowing fields. In New England, wo 
have for a few weeks a perfect race with Nature, to get 
our seeds into the ground before it is too late. Drained 
land may be plowed and planted several weeks earlier 
than land undrained, and this additional time for prepara- 
tion is of great value to the farmer. Much of this same 
land would be, by the first of June, by the time the 
ordinary planting season is past, suflBciently drained by 
Nature, and a grass crop upon it would be, perhaps, not 
at all benefitted by thorough-drainage; so that it is often 
an important consideration with reference to this opera- 
tion, whether a gi ven portion of our farm may not be most 
piofitably kept in permanent grass, and maintained in fer- 
tility by top-dressing, or by occasional plowing and re- 
seeding in Autumn. It is certainly convenient to have 
all our fields adapted to our usual rotation, and it is for 
each man to balance for himself this convenience against 
the cost of drainage in each particular case. 

What particular crops are most injured b} stagnaut 
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water iu the soil, or by the too tardy percolaticji cf rain- 
water, may be determined by observation. How stagnant 
water injures plants, is not, as has been suggested, easily 
understood in all its relations. It doubtless retards the 
decomposition of the substances which supply their nutri- 
ment, and it reduces the temperature of the soil. It has 
been suggested, that it prevents or checks perspiration and 
iutrosusception, and it excludes the air which is essen- 
tial to the vegetation of most plants. Whatever the 
theory, the fact is acknowledged, that staignant water in 
as well as 07i the soil, impedes the growth of all our valu- 
able crops, and that drainage soon cures the evil, by re- 
moving the effect with its cause. And the remedy seems 
to be almost instantaneous ; for, on most upland, it is found 
that by the removal of stagnant water, the soil is in a 
single season rendered fit for the growth of cultivated 
crops. In low meadows, composed of peat and swamp 
mud, in many cases, exposure to the air for a year or two 
after drainage, is often found to enhance the fertility of 
the soil, which contains, frequently, acids which need cor- 
rection. 

INDICATIONS OF TOO MUCH MOISTURE. 

It has already been suggested, that motives of con 
venience may induce us to drain our lands — that we may 
have a longer season in which to work them ; and that 
there may be cases where the crop would flourish if 
plan< ed at precisely the right time, where yet we cannot 
well, without drainage, seasonably prepare for the crop. 
Generally, however, lands too wet seasonably to plant, 
will give indications, throughout the season, of hidden 
water producing its ill effects. 

If the land be in grass, we find that aquatic plants, like 
rushes or water grasses, spring up with the seeds we have 
sown, and, in a few years, have possession of the field, 
onrl -ara are soon compcUed to plow up the Bcd, and laj 
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it again to grass. If it be in wheat or other grain, we 
Bee the field spotted and uneven ; here a portion on eome 
slight elevation, tall and dark colored, and healthy ; and 
there a little depi-ession, sparsely covered with a low 
and sickly growth. An American traveling in England 
in the growing season, will always be struck with the 
perfect evenness of the fields of grain upon the well- 
drained soil. Journeying through a considerable portion 
of England and Wales with intelligent English farmers, 
we were struck with their nice perception on this point. 

Tlie slightest variation in the color of the wheat in the 
same or different fields, attracted their instant attention. 

" That field is not well-drained ; the corn is too light- 
colored." " There is cold water at the bottom there ; the 
corn cannot grow ;" were the constant criticisms, as we 
passed across the country. Inequalities that, in our more 
careless cultivation, we should pass by without observa- 
tion, were at once explained by reference to the condition 
of the land as to water. 

The drill-sowing of wheat, and the careful weeding it 
with tlie horse-hoe and by hand, are additional reasons 
why the English fields should present a uniform appear- 
ance, and why any inequalities should be fairly referable 
to the condition of the soil. 

Upon a crop of Indian corn, the cold water lurking 
below soon places its unmistakable mark. Tho blade 
comes up yellow and feeble. It takes courage in a few 
days of bright sunshine in June, and tries to look hopeful, 
but a shower or an east wind again checks it. It had 
already more trouble than it could bear, and turns pale 
again. Tropical July and August induce it to throw up a 
feeble stalk, and to attempt to spindle and silk, like other 
corn. It goes through all the forms of vegetation, and 
yields at last a single nubbin for the pig. Indian corn 
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nast have land that is dry in Summer, or it cannot repay 
the labor of cultivation. 

Careful attention to the subject will soon teach any 
farmer what parts of his land are injured by too much 
water; and having determined that, the next question 
should be, whether the improvement of it by drainage 
will justify the cost of the operation. 

WILL IT PAY? 

Drainage is a permanent investment. It is not an 
operation like the application of manure, which we should 
expect to see returned in tiie form of salable crops in one 
or two years, or ten at most, nor like the labor applied in 
cultivating an annual crop. The question is not whether 
drainage will pay in one or two years, but will it pay in 
the long run ? Will it, when completed, return to the 
farmer a fair rate of interest for the money expended? 
Will it be more profitable, on the whole, than an invest- 
ment in bank or railway shares, or the purchase of West- 
ern lands? Or, to put the question in the form in which 
an English land-owner would put it, will the rent of the 
land improved by drainage, be permanently increased 
enough to pay a fair interest on the cost of the improve- 
ment ? 

Let ns bring out this idea clearly to the American 
farmer by a familiar illustration. Your field is worth to 
you now one hundred dollars an acre. It pays you, in a 
series of years, through a rotation of planting, sowing, 
and orass, a nett profit of six dollars an acre, above all 
expenses of cultivation and care. 

Suppose, now, it will cost one- third of a hundred dol- 
lars an acre to drain it, and you expend on each three 
acres one hundred dollars, what must the increase of your 
crops be, to make this a fair investment ? Plad you ex- 
pended the hundred dollars in labor, to produce a crop of 
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eabbagos, you ought to get your money all back, with a 
fair profit, the first year. Had you expended it in guano 
or otlier special manures, whose beneficial properties are 
exhausted in some two or three years, your expenditure 
should be returned within that period. But the improve- 
ment by drainage is permanent ; it is done for all time to 
cjtne. If, therefore, your drained land shall pay you a 
fair rate of interest on the cost of drainage, it is a good 
investment. Six per cent, is the most common rate of in- 
terest, and if, therefore, each three acres of your drained 
land shall pay you an increased annual income of six dol 
lars, your money is fairly invested. This is at the rate of 
two dollars an acre. How much increase of crop will paj 
this two dollars ? In the common rotation of Indian corn, 
potatoes, oats, wheat, or barley, and grass, two or three 
bushels of corn, five or six bushels of potatoes, as manj 
bushels of oats, a bushel or two of wheat, two or three 
bushels of barley, will pay the two dollars. Who, tbat 
has been kept back in his Spring's work by the wetness of 
his land, or has been compelled to replant because his 
seed has rotted in the ground, or has experienced any oi 
the troubles incident to cold wet seasons, will not admit 
at once, that any land which Nature has not herseli 
thoroughly drained, will, in this view, pay for such im- 
provement ? 

But far more than this is claimed for dramage. In 
England, where such operat'ons have been reduced to a 
system, careful estimates have been made, not only of the 
cost of drainage, but of the increase of crops by reason 
of the operation. 

In answer to questions proposed by a Board of Commis- 
sioners, in 1848, to persons of the highest reputation for 
knowledge on this point, the increase of crops by drainage 
was variously stated, but in no case at less than a paying 
rate. One gentleman says: "A sixth of increase in 
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produce of grain crops may be taken as the very lowesl 
estimate, and, in actual result, it is seldom less than one- 
fourth. In very many cases, after some following culti 
vation, the produce is doubled, whilst the expense ol 
working the land is much lessened." Another says : " In 
many instances, a return of fully 25 per cent, on the ex- 
penditure is realized, and in some even more." A third 
remarks, " My experience and observation have chiefly 
been in heavy clay soils, where the result of drainage ia 
eminently beneficial, and where I should estimate the ir.- 
creased crop at six to ten bushels (wheat) per stati?*"* 
acre." 

These arc estimates made upon lands that had already 
been under cultivation. In addition to such lands as are 
merely rendered less productive by surplus water, we 
have, even on our hard New England farms — on side hills 
where springs bui-st out, or at tlie foot of declivities, where 
the land is flat, or in runs, which receive the natural 
drainage of higher lands — many places which are abso- 
lutely unfit for cultivation, and worse than useless, because 
they separate those parts of the farm which can be culti- 
vated. If, of these wet portions, we make by draining, 
good, warm, arable land, it is not a mere question of per 
centage or profit ; it is simply the question whether the 
land, when drained, is worth more than the cost of drain- 
age. If it be, how much more satisfactory, and how much 
more profitable it is, to expend money in thus reclaiming 
the waste places of our farms, and so uniting the detached 
fields into a compact, systematic whole, than to follow the 
natural bent of American minds, and " annex " our neigh 
bor's fields by purchasing. 

Any number of instances could be given of the ia- 
creased value of lands in England by drainage, but they 
are of little practical value. The facts, that the Govern- 
TO'mt has made large loans in aid of the process, that pri- 
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rate drainage companies are executing extensive worKi 
all over the kingdom, and that large land-holders are 
draining at their own cost, are conclusive evidence to any 
rational mind, that drainage in Great Britain, at least, well 
repays the cost of the operation. 

In anotlier chapter may be found accurate statements of 
American farmers of their drainage operations, in different 
States, from which the reader will be able to form a cor- 
rect opinion, whether draining in this country is likely to 
prove a profitable operation. 
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CHAPTER V. 

VAElOtrS METHODS OF DEAINAGB. 

Open Ditclx'9. —Slope of Banks. — Brush Drains. — Ridge and Furrow. — Plof- 
Draining. — Mole-Draining. — Mole-Plow. — Wedge and Shoulder Drains. — 
Larch Tubes. — Drains of Fence Rails, and Poles. — Peat Tiles. — Stoiui 
Drains Injured by Moles.— Downing's Giraffes. — Illustrations of Varioui 
Kinds of Stone Drains. 

OPEN DITCHES. 

The most obvious mode of getting rid of surface-water 
is, to cut a ditch on the surface to a lower place, and let it 
run. So, if the only object were to drain a piece of land 
merely for a temporary purpose — as, where land is too 
wet to ditch properly in the first instance, and it is neces- 
sary to draw off part of the surplus water before systematic 
operations are commenced — an open ditch is, perhaps, the 
cheapest method to be adopted. 

Again : where land to be drained is part of a large 
sloping tract, and water runs down, at certain seasons, in 
large quantities upon the surface, an open catch-water- 
ditch may be absolutely necessary. This condition of cir- 
cumstances is very common in mountainous districts, where 
the rain which falls on the hills flows down, either on 
the visible surface or on the rock-formation under the 
soil, and breaks out at the foot, causing swamps, often high 
up on the hill-sides. Often, too, in clay districts, where 
sand or loam two or three feet deep rests on tough clay, 
we see broad sloping tracts, which form our best grass- 
delds 

If we are attempting to dra n the lower part of such a 
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elope, we shall find that the water from the npper part 
flows down in large quantities upon us, and an open ditch 
may be most economical as a header, to cut off the down- 
flowing water ; though, in most cases, a covered drain may 
be as efficient. 

At the outlets, too, of our tile or stone drains, when we 
come down nearly to the level of the stream which re- 
ceives our drainage-water, we find it convenient, often, 
and indeed necessary, to use open ditches — perliaps only 
a foot or two deep — to carry off the water discharged 
These ditches are of great importance, and should be 
finished with care, because, if they become obstructed 
they cause back-water in the drains, and may ruin the 
whole work. 

Open drains are thus essential auxiliaries to the best 
plans of thorough drainage ; and, whatever opinion may 
be entertained of their economy, many farmers are so 
situated that they feel obliged to resort to them for the 
present, or abandon all idea of draining their wet lands. 
We will, therefore, give some hints as to the best manner 
of constructing open drains ; and then suggest, in the form 
of objections to them, such considerations as shall lead the 
proprietor who adopts this mode to consider carefully his 
plan of operations in the outset, with a view to obviate, 
as much as possible, the manifest embarrassments occa- 
sioned by them. 

As to the location of drains in swamps and peculiarly 
wet places, directions may be found in another chapter. 
We here propose only to treat of the mode of foi-ming 
open drains, after their location is fixed. 

The worst of all drains is an open Hitch, of equal width 
from top to bottom. It cannot stand a single season, in 
any climate or soil, without being seriously impaired by 
the frosts or the heavy rains. All open drains should be 
sloping; and it is ascertained, by experiment, what is th« 
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beet, or, as it is sometimes expressed, tne natural slope, on 
different kinds of soil. If earth be tipped from a cart 
down a bank, and be left exposed to the action of the 
weather, it will rest, and finally remain, at a regular angle 
or inclination, varying from 21° to 55° with the horizon, 
according to the nature of the soil. The natural slope of 
common earth is found to be about 33° 42' ; and this is 
the inclination usually adopted by railroad engineers for 
their embankments. 

If the banks of the open ditch are thus sloped, they will 
have the least possible tendency to wash away, or break 
down by frost. 

Again : where open ditches are adopted in mowing 
fields, they may, if not very deep, be sloped still lowei 
than the natural slope, and seeded down to the bottom ; 
so that no land will be lost, and so that teams may pass 
across them. 

This amounts, in fact, to the old lidge and furrow sys- 
tem, which was almost universal in England before tilea 
were used, and is sometimes seen practiced in this country 
The land, by tliat system, is back-furrowed in narrow 
lands, till it is laid up into beds, sloping from the tops, oi 
backs, to the furrows which constitute the drains. This 
mode of culture is very ancient, and is probably referred 
to in the language of the Psalmist, in the Scriptures: "Thou 
waterest the ridges thereof abundantly, thou settlest the 
furrows thereof, thou makest it soft with showers." 

The objections to open ditches, as compared with under- 
drains, may be briefly stated thus : 

1. They a/re eaypensive. The excavation of a sloping drain 
is much greater than that of an upright drain. An open 
drain must have a width of one or two feet at the bottom, 
to receive the earth that always must, to some extent, 
wash into it. An open drain requires to be cleaned out 
mce a year, to keep it in good order. There is a large 
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quantity of earth from an open drain to be disposed of, 
either by spreading or hauling away. Thus, a drain of 
this kind is costly at the outset, and requires constant 
labor and care to preserve it in working condition. 

2. They are not permanent. A properly laid under^ 
drain will last half a century or more, but an open drain, 
especially if deep, has a constant tendency to til. up. 
Besides, the action of frost and water and vegetation 
has a continual operation to obstruct open ditches. 
Rushes and water-grasses spring up luxuriantly in the 
wet and slimy bottom, and often, in a single season, 
retard the flow of water, so that it will stand mary 
inches deep where the fall is slight. The slightest acci- 
dent, as the treading of cattle, the track of a leaded cart, 
the burrowing of animals, dams up the water and lessens 
the effect of the drain. Hence, we so often see meadows 
which have been drained in this way going back, in a few 
years, into wild grass and rushes. 

3. They obstruct good husbandry. In the chaptei 
upon the effects of drainage on the condition of the soil, 
we suggest, in detail, the hindrances which open ditches 
present to the convenient cultivation of the land, and^ 
especially, how they obstruct the farmer in his plowing, 
his mowing, his raking, and the general laying out of his 
Land for convenient culture. 

4. They occupy too much land. If a ditch have an 
upright bank, it is so soft that cattle will not step within 
several feet of it in plowing, and thus a strip is lost for 
culture, or must be broken up by hand. If, indeed, we 
can get the plow near it, there being no land to rest 
against, the last furrow cannot be turned from the ditch, 
and if it be turned into it, must be thrown out by hand. 
If the banks be sloped to the bottom, and the land be 
thus laid into beds or ridges, tJie appearance of the field 
may, indeed, be improved, but there is still a loss of Boil 
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for the soil is all removed from the furrow, which will al- 
ways produce rushes and water-grass, and carried to the 
ridge, where it doubles the depth of the natural soiL 
Thus, instead of a Held of uniform condition, as to moist- 
ure and temperature and fertility, we have strips of wet, 
pold. and poor soil, alternating with dry, warm, and rich 
soil, establishing a sort of gridiron system, neither beau- 
tiful, convenient, nor profitable. 

5. Tloe manure washes off a/iid is lost. Tiie three or 
four feet of water which the clouds annually give us in rain 
and snow, must either go off by evaporation, or by filtra- 
tion, or run off upon the surface. Under the title of Ilaic 
and Evaporation, it will be seen that not much more than 
half this quantity goes off by evaporation, leaving a vast 
quantity to pass off thi-ough or upon the soil. If lands 
are ridged up, the manure and finer portions of the soil 
are, to a great extent, washed away into the open ditches 
and lost. Of the water which filters downwards, a large 
portion enteiB open ditches near the surface, before the 
fertilizing elements have been strained out ; whereas, in 
covered drains of proper depth, the water is filtered 
through a mass of soil sufiiciently deep to take from it 
the fertilizing substances, and discharge it, compar^itively 
pure, from the field. In a paper by Prof. Way (11th Jour 
Roy. Ag, Soc), on " The Power of Soils to retain Manure," 
will be found interesting illustrations of the filtering 
qualities of different kinds of soil. 

In addition to the above reasons for preferring covered 
drainn, it has been asserted by one of the most skillful 
drainers in the world (Mr. Parkes), "that aproper covered 
drain of the same depth as an open ditch, will drain 
a greater breadtli of land than the ditch can effect. The 
sides of the d'tch," he says, " become dried and plastered, 
and covered with vegetation ; and even while they are 
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free from vegetation, their absorptive power ts inferior tc 

the covered drain." 

Of the depth, direction, and distance of drains, our views 
will be found under the appropriate heads. They apply 
alike to open and covered drains. 

BRUSH DBAINS. 

Having a farm destitute of stones, before tilea were 
known among us, we made several experiments with cov- 
ered drains filled with brush. Some of those drains ope- 
rated well for eight or ten years ; others caved in and 
became useless in three or four years, according to the 
condition of the soil. 

In a wet swamp a brush drain endures much longer than 
in sandy land, which is dry a part of the year, because the 
brush decays in dry land, but will prove nearly imperisha- 
ble in land constantly wet. In a peat or muck swamp, we 
should expect that such drains, if carefully constructed, 
might last twenty years, but that in a sandy loum they 
would be quite unreliable for a single year. 

Our failure on upland with brush drains, has resulted, 
not from the decay of the wood, but from the entrance of 
sand, which obstructed the channel. Moles and iield-mice 
find these drains the very day they are laid, and occupy 
them as permanent homes ever after. 

Those little animals live partly upon earth-worms, which 
they find by burrowing after them in the ground, and 
partly upon insects, and vegetation above ground. They 
have a great deal of business, which reciuires convenienl 
passages leading from their burrows to the day-light, and 
drains in which they live will always be found perforated 
with holes from the surface. In the Spring, or in heavy 
showers, the water runs in streams into these holes, breaks 
down the soft soil as it goes, and finally the top begins to 
fail in, and the channel is choked up, and the work ruined 
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Wu hare tried many precautions against this kini of 
accident, but none that was effectual on light land. 

The general mode of construction is this: Open the 
trench to the depth required, and about 12 inches wide at 
the bottom. Lay into this poles of four or five incliei 
diameter at the butt leaving an open passage between. 
Then lay in brush of any size, the coarsest at the bottom, 
filling the drain to within a foot of the surface, and cover- 
ing with pine, or hemlock, or spruce boughs. Upon these 
lay turf, carefully cut, as close as possible. The brush 
should be laid but-end up stream, as it obstructs the water 
less in this way. Fill up with soil a foot above the sur- 
face, and tread it in as hard as possible. The weight of 
earth will compress the brush, and the surface will settle 
very much. "We have tried placing boards at the sides, 
and upon the top of the brush, to prevent the caving in, 
but with no great success. Although our drains thus laid, 
have generally continued to discharge some water, yet 
they have, upon upland, been dangerous traps and pit-falls 
for our horses and cattle, and have cost much labor to fill 
up the holes, where they have fallen through by washing 
away below. 

In clay, brush drains might be more durable. In the 
English books, we have descriptions of drains filled with 
thorn cuttings from hedges and with gorse. When well 
laid in clay, they are said to last about 15 years. When 
the thorns decay, the clay will still retain its form, and 
leave a passage for the water, 

A writer in the Cyclopedia sums up the matter as to 
this kind of drains, thus : 

" Although m some districts they are still employed,they can only 
be looked upon as a clumsy, and superflcial plan of doing that which can 
be executed in a permanent and satisfactory manner, at a very small 
additional expense, now Shat draining-tiles are so cheap and plentiful.'' 

Draining-tiles are not yet either cheap or plentiful in 
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this country ; but we have full faith that they will become 
lo very soon. In the mean time it may be profitable for ua 
to use such of the Fubstitutes for them as may lie withm 
oar reach, selecting one or another according as material 
u convenient. 

FLUG-DKAINING 

has never been, tliat we are aware, practiced in America. 
Our knowledge of it is limited to what we learn from 
English books. We, therefore, content ourselves with 
giving from Morton's Cyclopedia the following descrip- 
tion and illustrations. 

" Plug-draining., like mole-draming, does not require the use of any 
foreign material — the channel for the water being wholly formed of 
clay, to which this kind of drain, like thatlast mentioned is alone suited. 

" This method of draining requires a particular set of tools for its 
execution, consisting of, first, a common spade, by means of which the 
first spit is removed, and laid on one side ; second, a smaller-sized 
spade, by means of which the second spit is taken out, and laid on the 
opposite side of the trench thus formed ; third, a peculiar instrument 
called a bitting iron (Fig. 11), consisting of a narrow spade, three and a 




Fig. 11. 
half feet m length, and one and a half inches wide at the mouth and 
sharpened like a chiiel ; the mouth, or blade, being half an mch in 
thickness in order to give the necessary strength to so slender an imple- 
ment. From the mouth, a, on the right-hand side, a ring of steel, 6, 
liz inches long and two and a half broad, projects at right angles ; and 
on the loft, at fourteen inches from the mouth, a tread, c, three inchci 
long, is fitted. 

"A number of blocks of wood, each one foot long, six inches high 
»nd two inches thick at the bottom, and two and a half at the top, are 
next required. From four to six of these are joined together by piecei 



»CETH0D8 OF DEAINAGE. 107 

e( hoop-iron let into their sides by a saw-draught, a small space being 
left between their ends, so that when completed, the whole forms a 
somewhat flexible bar, as shown in the cut, to one end of v/hich a 




Ftg. 12.— Ploo Dbaihaos. 

■tout chain is attached. These blocks are wetted, and placed with the 
narrow end undermost, in the bottom of the trench, which should be 
cut so as to fit them closely ; the clay which has been dug out is then 
to be returned, by degrees, upon the blocks, and ' rammed down with " 
wooden rammer three inches wide. As soon as the portion of the 
trench above the blocks, or plugs, has been filled, they are drawn for- 
ward, by means of a lever thrust through a link of the chain, and into 
the bottom of the drain for a fulcrum, until they are all again exposed, 
except the last one. The further portion of the trench, above the blocks, 
is now filled in and rammed, and so on the operations proceed until the 
whole drain is finished." 

MOLE URAINraO. 

We hear of an implement, in use in Ulinois and othe» 
Western States, called the Gopher Plow, worked by 
a capstan, which drains wet land by merely drawing 
through it an iron shoe, at about two and a half feet ia 
depth, without the use of any foreign substance. 

We hear reports of a mole plow, in use in the same 
State, known by the name of Marcus and Emerson's 
Patent Subsoiler, with which, an informant sava, drains 
Wti made also in the manner above named. This machina 
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IB worked by a windlass power, by a horse or yoke of 
oxen, and the price charged is twenty-eight cents a lod 
for the work. These machines are, from description, 
modifications of the English Mole Plow, an implement 
long ago known and used in Great Britain. 




Fig. 18.— MoLB Plow. 

The following description is from Morton's Cyclopedia : 

" Mole-Drains are the simplest of all the forms of the covered drains. 
Tliey are formed by means of a machine called the mole plow. This 
machine consists of a long wooden beam and stilts, somewhat in the 
form of the subsoil plow ; but instead of the apparatus for breaking up 
the subsoil in the latter, a short cylindrical and pointed bar of iron is 
attached, horizontally, to the lower end of the broad coulter, which can 
be raised or lowered by means of a slot in the beam. The beam itself 
is sheathed with iron on the under side, and moves close to the ground , 
thus keeping the bar at the end of the coulter at one uniform depth. 
This machine is dragged through the soft clay, which is the only kind 
of land on which it can be used with propriety, by means of a, chain and 
capstan, worked by horses, and produces a hollow channel very similar 
to a mole-run, from which it derives its name." 

A correspondent of the JVew York Trihune thus de- 
scribes the operation and utility of a mole plow, which he 
saw on the farm of Major A. B. Dickinson, of Hornby, 
Steuben Couuty, New York : 

" I believe there U not a rod of tile laid on this farm, and not a doiM 
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fods of ooirered stone drain. But the major has a home-made, or, at 
least, home-devised, 'bull plow,' consisting of a sharp-pointed iron 
wedge, or roller, surmounted by a broad, sharp shank nearly four feet 
liigh, with a still sharper cutter in front, and with a beam and handles 
above all. With five yoke of oxen attached, this plow is put down 
through the soil and subsoil to an average depth of three feet^in the 
course which the superfluous water is expected and desired to take — and 
the field thus plowed through and through, at intervals of two rods, 
down to three lee*, as the ground is more or less springy and saturated 
with water. The cut made by the shank closes after the plow and is 
soon obliterated, while that made by the roller, or wedge, at the bottom, 
becomes the channel of a stream of water whenever there is any ex- 
cess of moisture above its level, which stream tends to clear itself and 
father enlarge its channel. From ten to twenty acres a day are thus 
drained, and Major D. has such drains of fifteen to twenty years' stand- 
ing, which still do good service. In rocky soils, this mode of draining 
is impracticable ; in sandy tracts it would not endure ; but here it doci 
very well, and, even though it should hold good in the average but ten 
years, it would many times repay its cost." 

Major Dickinson himself, in a recent address, thus speaks 
'»t' what he calls his 

8HANGHAE PLOW. 

" I will take the poorest acre of stubble ground, and if too wet for 
corn m the first place, I will thoroughly drain it with a Shanghae plow 
and four yoke of oxen in three hours. 

" I will suppose the acre to be twenty rods long and eight rods wide. 
To thoroughly drain the worst of your clay subsoil, it may require a drain 
once iu eight feet, and they can be made so cheaply that I can afford to 
make them at that distance. To do so, will require the team to trav^el 
sixteen times over the twenty rods lengthwise, or one mile in three 
hours ; two men to drive, one 1o hold the plow, one to ride the beam, 
and one to carry the crowbar, pick up any large stones thrown out by 
going to the right or left, and to help to carry around the plow, which 
is too heavy for the other two to do quickly. 

" '''he plow is quite simple in its construction, consisting of a round 
piece or u-on three and a half or four inches in diameter, drawn down 
to a point, with a furrow cut in the top one and a half inches deep ; a 
plato, eighteen inches wide and three feet long, with one end welded 
iiitn th» furrow of the round bar, while the other if fastened to th« 
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beam. Ttie coulter is six inches in width, and is fastened to the beam 
at one end, and at the otiier to the point of the round bar. The couliei 
and plate are each three-fourths of an inch thick, which is the entire 
width of the plow above the round iron at the bottoi.i. 

" It would require much more team to draw this plow on some soils 
than on yours. The strength of team depends entirely on the character 
of the subsoil. Cast-iron, with the exception of the coulter, for an easy 
soil would be equally good ; and from eighteen to twenty-four inches is 
•ufficiently deep to run the plow. I can as thoroughly drain an acre of 
ground in this way as any that can be found in Seneca County.'' 

From the best information we can gather, it would seem, 
that on certain soils with a clay subsoil, the mole plow, 
as a sort of pioneer implement, may be very useful. The 
above account certainly indicates that on the farm in 
question it is very cheap, rapid, and effectual in its opera- 
t'on. 

Stephens gives a minute description of the mole plow 
figured above, in his Book of the Farm. Its general struc- 
ture and principle of operation may be easily understood 
by what has been already said, and any person desirous ol 
constructing one may find in that work exact directions, 

WEDGE AND SHOULDER DRAINS. 

These, like the last-mentioned kind of drains, are mere 
channels formed in the subsoil. They have, therefore, the 
same fault of want of durability, and are totally unfitted for 
land under the plow. In forming wedge-drains, the first 
spit, with the turf attached, is laid on one side, and the 
earth removed from the remainder of the trench is laid on 
the other. The last spade used is very narrow, and tapers 
rapidly, so as to form a narrow wedge-shaped cavity for 
the bottom of the trench. The turf first removed is then 
cut into a wedge, so much lai'ger than the size of the 
lower part of the drain, that when rammed into it with the 
grassy side undermost, it leaves a vacant space in the bot- 
tom six or eight inches in depth, as iu Fig. 14. 

The shoulder-drain does not differ verv materially from 
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the wedge-drain. Instead of the whole trench forming a 
giadnally tapering wedge, tlie upper portion of the shoul- 
der-drain has the sides of the trench nearly perpendicular, 
and of considerable width, the last spit only being taken 
out with a narrow, tapering spade, by which means a 
ghoulder is left on either side, from which it takes its name 
After the trench has been finished, the first spit, having 
the grassy side undermost as in the former case, is placed 
hi the trench, and pushed down till it rests upon the shoul- 
ders already mentioned ; so that a narrow wedge-shaped 
channel is again left for the water, as shown in Fig. 15. 
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Fig. 14.— Wkdge-Deais. Fig. 15.- SHOruJEB-DEAis. 

These drains may be formed in almost any kind of land 
which is not a loose gravel or sand. They are a very 
3heap kind of drain ; for neither the cost of cutting nor 
filling in, much exceeds that of the ordinary tile drain, 
while the expense of tiles or other materials is altogether 
saved. Still, such drains cannot be recommended, for 
they are very liable to injury, and, even under the most 
favorable circumstances, can only last a very limited time. 



LARCH TUBES. 



These have been used in Scotland, in mossy or swampy 
soils, it is said, with economy and good results. The tube 
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represented below presents a square of 4 inches outside 
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Fig. IS. — Laboe TuBE-DBAni. 

with a clear water-way of 2 inches. Any other dnrabie 
wood will, of course, answer the same purpose. The 
tube is pierced with holes to admit the water. In wet 
meadows, these tubes laid deep would be durable 
and efficient, and far more reliable than brush or even 
stones, because they may be better protected from the 
admission of sand and the ruinous working of vermin. 
Their economy depends upon the price of the wood and 
the cost of tiles — which are far better if tliey can be rea- 
sonably obtained. 

Near Washington, D. 0., we know of drainage tolerably 
well performed by the use of common fence-rails. A 
trench is opened about three inches wider at bottom than 
two rails. Two rails are then laid in the bottom, leaving 
a space of two or three inches between them. A third 
rail is then laid on for a cover, and the whole carefully 
covered with turf or straw, and then filled up with earth, 
Poles of any kind may be used instead of rails, if more 
convenient. 

In clay, these drains would be efficient and durable ; in 
sand, they would be likely to be filled up and become 
useless. This is an extravagant waste of timber, except 
in the new districts where it is of no value. 

Mr. J. F. Anderson, of Windham, Maine, has adopted 
a mode of draining with poles, which, in regions where 
wood is cheap and tiles are dear, may be adopted with 
advantage. 

Two poles, of from 3 to 6 inches diameter, are laid at 
the bottom of the ditch, witii a water-way of half their 
diame+er between them. Upon these, a third pole is laid. 
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thus forming a duct of the desired dimensions. Tho 
security of this drain will depend upon 
the care with which it is protected by a 
covering of turf and the like, to prevent 
the admission of earth, and its perma- 
nency will depend much upon its being 
placed low enough to be constantly wet, 
as such materials are short-lived when 
frequently wet and dried, and nearly 
imperishable if constantly wet. It is 
unnecessary to. place brush or stones 
over such drains to make them draw, as 
it is called. The water will find admis- 
sion fast enough, and take with it earth 
enough to destroy the work, unless 
great care is used. 
In Ireland, and in some parts of England and Scotland, 
peat-tiles are sometimes used in draining bogs. They axe 
cheap and very durable in such localities, but, probably, 
will not be used in this country. They are formed some- 
what like pipes, of two pieces of peat. Two halves are 
formed with a peculiar tool, with a half circle in each. 




Fig. 17.— Pou-Drain. 




Fig. 18.— Tool foe PEAT-Tnjsi 




Fig. 10.— PEAT-Titra. 

When well dried, they are placed together, thus making a 
round opening. 
In draining, the object being merely to form a diTHblo 
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opening in the soil at suitable depth, which will receive 
and conduct away the water which filters through the 
s^r., it is obvious that a thousand expedients may be 
resorted to, to suit the peculiar circumstances of persons, 
In general, the danger to be apprehended is from obstruc- 
tion of the water way. Nothing, except ^ tight tube of 
metal or wood, will be likely to prevent the admission of 
water. 

Economy ami durability are, perhaps, the main consid- 
erations. Tiles, at fair prices, combine these qualities 
Detter than anything else. Stones, however, are both 
cheap and durable, so far as the material is concerned ; 
but the durability of the material, and the durability of 
the drains, are quite different matters. 

DRAINS OF STONES. 

Providence has so liberally supplied the greater part of 
New England with stones, that it seems to most inex- 
perienced persons to be a work of supererogation, almost, 
to manufacture tiles or any other draining material for 
our farms. 

We would by no means discourage the use oi stones, 
where tiles cannot be used with greater economy. Stone 
drains arc, doubtless, as efficient as any, so long as the 
Tuater-way can be kept open. The material is often close 
at hand, lying on the field and to be removed as a 
Buisance, if not used in drainage. In such cases, true 
economy may dictate the use of them, even where tiles 
can be jirooured ; thougn, we believe, tiles will be found 
generally cheaper, all things considered, where made in 
the neighborhood. 

In treating of the cost of drainage, we have undertaken 
to give fair estimates of the comparative cost of different 
materials. 

Every famier is capable of making estimates for him 
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self, and of testing those made by us, and so of determiD 
ing what is true economy in his particular case. 

The various modes of constructing drains of stone e, may 
»e readily shown by simple illustrations: 





Fig. 20. 



Fig. 21. 





Fig. 22. 



Fig. 23. 



If stone-drains are decided upon, the mode of construct- 
ing them will depend upon the kind of stone at hand. In 
some localities, round pebble-stones are found scattered 
over the surface, or piled in heaps upon our farms; in 
others, flat, slaty stones abound, and in others, broken stones 
from anarries may be more convenient. Of these, probably, 
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the least reliable is the drain filled with pebble-Btones, oi 
broken stones of maall size. They are peculiarlj liable to be 
obstriicted, because there is no regular water-way, and the 
flow of th« water must, of course, be very slow, impeded 
B£ it is by friction at all points with the irregular surfaces. 

Sand, and other obstructing substances, which find their 
»ay, more or less, into all drains, are deposited among the 
Btoues — the water having no force of current sufficient to 
carry them forward — and the drain is soon filled up at 
Bome point, and ruined. 

Miles of such drains have been laid on many New 
England farms, at shoal depths, of two or two and a half 
feet, and have in a few years failed. For a time, their effect, 
to those unaccustomed to under- drain age, seems almost 
miraculous. The wet field becomes dry, the wild grass 
gives place to clover and herds-grass, and the experiment 
is pronounced successful. After a few years, however, 
the wild grass re-appears, the water again stands on the 
surface, and it is ascertained, on examination, that the 
drain is in some place packed solid with earth, and is filled 
with stagnant water. 

The fault is by no means wholly in the material. In 
clay or hard pan, such a drain may be made durable, with 
proper care, but it must be laid deep enough to be beyond 
the effect of the treading of cattle and of loaded teams, 
and the common action of frost. They can hardly be laid 
I&w enough to be beyond the reach of our great enemy, 
the mole, which follows relentlessly all our operations. 

We recollect the remarks of Mr. Downing about the 
complaints in New England, of injury to fruit-trees by th« 
gnawing of field-mice. 

He said he should as soon think of danger from injury 
by giraffes as field-mice, in his own neighborhood, though 
he had no doubt of their depredations elsewhere! 

It may seem to many, that we lay too much stress on 
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this point, of danger from moles and mice. We know 
whereof we do testify in this matter. We verily believe 
that we never finished a drain of brush or stones, on our 
farm, ten rods long, that there was not a colony of these 
varmint in the one end of it, before we had finished the 
.>ther. If these drains, however, are made three or four 
feet deep, and the solid earth rammed hard over the turf 
«fhich covers the stones, they will be comparatively safe. 
The figures 24 and 25 below, represent a mode of laying 
stone drains, practiced in Ireland, which will be found 
probably more convenient and secure than any other 
method, for common small drains. A flat stone is set 
upright against one side of the ditch, which should be 
near the bottom, perpendicular. Another stone is set 
eaning against the first, with its foot resting against the 
opposite bank. If the soil be soft clay, a flat stone may be 
placed first on the bottom of the ditch, for the water to flow 
upon ; but this will be found a great addition to the labor, 
unless flat stones of peculiarly uniform shape and thick- 
ness are at hand. A board laid at the bottom will be usu- 
ally far cheaper, and less liable to cause obstructions. 
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Figs. 24, ZSi,— Stoke Dkaiik. 

Iflgure 26 represents the di*^cli without the small tXwiM 




J 18 FARM DRAINAGE. 

above tho duct. These small stones are, in nine cases Id 
ten, worse than useless, for they are not only unnecessai'j 
to admit the water, but furnish a harbor for mice and 
other vermin. 

Drawings, representing a tilling of small stones abj\e 
the duct, have been copied from one work to another for 
generations, and it seems never to have occurred, ovon 
to modern writers, that the small stones might be omitted. 
Any one, who knows anything of the present system 
of draining with tiles, must pei'ceive at once that, if we 
have the open triangular duct or the square culvert, the 
water cannot be kept from finding it, by any filling over 
it with such earth as is usually found in ditching. For- 
merly, when tiles were used, the ditch was filled above 
the tiles, to the height of a foot or more, with broken 
stones ; but this practice has been everywhere abandoned 
as expensive and useless. 

An opening of any form, equal to a circle of two or 
three inches diameter, will be sufficient in most cases 
though the necessary size of the duct must, of couree. 
depend on the quantity of water which may be expected 
to flow in it at the time of the greatest flood. 

Whatever the form of the stone drain, care should be 
taken to make the joints as close as possible, and turf, 
shavings, straw, tan, or some other material, should be 
carefully placed over the joints, to prevent the washing 'ii 
of sand, which is the worst enemy of all drains. 

It is not deemed necessary to remark particularly upon 
the mode of laying large drains for water-courses, with 
abutments and covering stones, forming a square duct, 
because it is the mode universally known and practiced. 
For small drains, in thorough-draining lands, il may, how- 
ever, be remarked, that this is, perh'aj)S, the most expen- 
sive of all modes, because a much greater width of exca- 
vation is necessarv in order ^o place in position the two 
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side stones and leave the requisite space between them. 
That mode of drainage which requires tiie least excavation 
and the least carriage of materials, and consequently the 
least filling up and levelling, is usually the cheapest. 

Our conclusion as to stone drains is, that, at present, 
they may be, in many cases, found useful and economical ; 
and even where tiles are to be procured at present prices 
stones may well be used, where materials a^-e at hand, fCT 
the largest drauui. 
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CHAPTER VL 

DBAINAOB WITH TILES. 

Wlut «re Drain-Tiles f— Forms of Tiles. — Pipes. — ^Horse-slioe Hies.— Sol» 
Tiles. — Form of Wate)>PasBage. — Collars and their Use. — Size of Pipes.— 
Velocty. — Friction. — Discharge of Water through Pipes. — Tables of 
Capacity. — How Water enters Tiles. — Deep Drains run soonest and 
longest. — Pressure of Water on Pipes. — Durability of Tile Drains.— 
Drain-Bricks 100 years old. 

WHAT ARK DRAIN-TILES? 

This would be an absurd question to place at the head 
of a division in a work intended for the English public, 
lor tiles are as common in England as bricks, and their 
forms and uses as familiar to all. But in America, though 
tiles are used to a considerable extent in souie localities, 
probably not one farmer in one hundred in the whole 
country ever saw one. 

The author has recently received letters o{ inquiry 
about the use and cost of tiles, from which it is manifest 
that the writei'S have in their mind as tiles, ihe square 
bricks with which our grandfathers used to lay their 
hearths. 

In Johnstone's Report to the Board of Agricultwre on 
Elkington's System of Draining, published in England in 
1797, the only kind of tiles or clay conduits described or 
alluded to by him, are what he calls "draining-bricks," of 
which he gives drawings, which we transfer to our pages 
precisely as found in the American edition. It will be 
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ieen to be as clumsy a contrivance as could well be 
devised. 




2 in. 6 inches. 2 in. 



Fig. 26.— Deai»ing-Beiok». 



So lately as 1856, tiles were brought from Albany, 
N. Y., to Exeter, N. H., nearly 300 miles, by railway, at 
a cost, including freight, of $25 a thousand for two-inch 
pipes, and it is believed that no tiles were ever made in 
New Hampshire till the year 1857. These facts will soon 
become curiosities in agricultural literature, and so are 
worth preserving. They furnish excuse, too, for what 
iiay appear to learned agriculturists an unnecessary par- 
ticularity in what might seem the well-known facts 
relative to tile-drainage. 

Drain-tiles are made of clay of almost any quality that 
will make bricks, moulded by a machine into tubes, or 
into half-tube or horse-shoe forms, usually fourteen iuchoB 
long before drying, and burnt in a furnace or kilr to be 
about as hard as what are called hard-burnt bricks They 
are usually moulded about half an inch in thickness, 
varying with the size and form of the tile. The sizes 
vary from one inch to six inches, and sometimes larger, in 
the diameter of the bore. The forms are also very 
rarions ; and as this is one of the most essential matten*, 
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as aflFecting the efficiency, the cost, and the diirabilit_f of 
til«^draiuage, it will be well to give it critical attention. 

THE FORMS OF TILK8. 

The sitiiplest, cheapest, and best form of drain-tile ii 
the cylinder, or merely a tube, round outside and with t 
ronnd bore. 




FlgB. 27, 28, 2».— EoiTHD Pipes. 

Tiles of this form, and all others which are tubular, are 
called pipes, in distinction from those with open bottoms, 
like those of horse-shoe form. 

About forty years ago, as Mr . Gisborne informs us, 
small pipes for land-drainaj^e were used, concurrently, by 
persons residing in the counties of Lincoln, Oxford, and 
Kent, who had, probably, no knowledge of each other's 
operations. Most of those pipes were made with eyelet- 
holes, to admit the water. Pipes for thorough-draining 
excited no general attention till they were exhibited by 
John Kead at the show at Derby, in the year 1843. A 
medal was awarded to the exhibitor. Mr. Parkes wae 
one of the judges, and brought the pipes to the special 
notice of the council. From this time, inventions and im 
provements were rapid, and soon, collars were introduced, 
knd the use of improved machines to mould the pipes ; 
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and drainage, under the fosttring influence of the Roya- 
Agricultural Society, became a subject of general atten- 
tion throughout the kingdom. The round pipe, or the 
2'tj>e, as it seems, par excellence, to be termed by English 
drainers, though one of the latest, if not the last form of 
tiles introduced in England, has become altogether the 
most popular among scientific men, and is generally used 
in all works conducted under the charge of the Land 
Drainage Companies. This ought to settle the question 
for us, when we consider that the immense sura of twenty 
millions of dollars of public funds has been expended by 
them, in addition to vast amounts of private funds, aod 
that the highest practical talent of the nation is engaged 
in the work. 

After giving some idea of the various forms of tiles in 
use, it iS, however, proposed to examine the question 
upon its merits, so that each may judge for himself which 
is best. 

The earliest form of tiles introduced for the purpose of 
thorough-drainage, was the horse-shoe tile, so called from 
its shape. The horse-shoe tile has been sometimes used 
without any sole to form the bottom of the drain, thus 
leaving the water to run on the ground. There can hardly 
be a question of the false economy of this mode, for the 
hardest and most impervious soil softens under the con- 
stant action of running water, and then the edges of the 
tiles must sink, or the bo^^tom of the drain rise, and thus 
destroy the work. 

Various devices have been tried to save the expense ?." 
soles, such as providing the edges of the tiles with flanges 
or using pieces of soles on which to rest the ends of tha 
tiles. They all leave the bottom of the drain unprotected 
against the wearing action of the water. 

HoBSE-SHOE TILES, or " tops and bottoms " as they are 
called in some counties, are still much used in England ; 



124 KABM DBAINAOK. 

and in personal conversation with fanners there, the wniei 
found a strong opinion expressed in their favor. The ad- 
vantages claimed for the " tops and bottoms" are, that they 
lie firmly in place, and that they admit the water mora 
freely than others. 

The objections to them are, that they are more expen- 
B.V3 tliaii round pipes, and are not so strong, and are not 
Bo easily laid, and that they do not discharge water so 
well as tiles with a round bore. In laying them, they 
should be made to rest partly upon two adjoining soles, or 
to break bond, as it is called. The soles are made separate 
from the tiles, and are merely flat pieces, of sufHcient 
width to support firmly both edges of the tiles. Tlie solea 
ttre usually an inch wider than the tiles. 



Fig. 80 — HoESB-BHOB Tiles and Solss. 

The above figure represents the horse-shoe tiles and 
soles propeily placed. 

As this form of tile has been generally used by the most 
successful drainers in New York, it may be well to cite 
the high authority of Mr. Gisborne for the objections 
which have been suggested. It should be recollected in 
this connection, that the drainage in this country has been 
what in England would be called shallow, and that it is 
too recent to have borne the test of time. 

Mr. Gisborne says : 

'■ We shall shock and surprise many of our readers, when we state 
osnfidently that, lu average soils, and still more in those which are 
inclined to be tender, horse-shoe tiles form the weakest and most failing 
conduit which has ever been used for a deep drain. It is so, however • 
and a little thought, even if we had no experience, will tell us that it 
must be so. 

" A horse-8hoe tile, which may be a tolerably secure wonduit in ■ 
drain of 8 feet, in cue of 4 feet becomes an almoit certain failiira. km 
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10 the luigitudinal fracture, not only is the tile subject to be broken 
by one of those slips whieh are at troublesome in deep draining, and to 
which the lightly-filled material, even when the drain is completed, 
offers an imperfect resistance, but the constant pressure together of the 
sides, even when it does not produce a fracture of the soil, catches hold 
of the feet of the tile, and breaks it through the crown. When tha 
Regent's Park was first drained, large conduits were in fashion, and they 
were made circular by placing one horse-shoe tile upon another. It 
weuld be difficult to invent a weaker conduit. On re-drainage, innu- 
merable instances were found in which the upper tile was broken 
through the crown and had dropped into the lower. 

Aiiother form of tiles, called sole-tiles, or sole-pipet 
is much used in America, more indeed than any other, 
except perhaps the horse-shoe tile ; probably, because the 
first manufacturers fancied them the best, and offered no 
others in the market. 

In this form, the sole is solid with the tile. The bottom 
is flat, but the bore is round, or oval, or egg-shaped, with 
the small end of the orifice downward. 



Fig. 81— SOLI-TILB. 

The sole-pipe has considerable advantages theoretically. 
The opening or bore is of the right shape, the bottom lies 
fair and firm in place, and the drain, indeed, is perfect, if 
carefully and properly laid. 

The objections to the sole-pipes are, that they ai'e some- 
what more expensive than round pipes, and that they 
require great care in placing them, so as to make the 
passage even from one pipe to another. 

A slight depression of one side of a pipe of this kind, 
especially if the bore be oval or egg-shaped, throws the 
water passage out of line. In laying them, the author has 
taken the precaution to place under each joint a thin piece 
of wood, such as our honest shoe manufaoturei's use fo» 
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Btiffening in shoes, to keep the bottoms jf the pipes eT«ii, 
at least until the ground has settled compactly, and as 
much longer as they may escape " decay's effacing linger." 
Collars for tiles are used wherever a sudden descent 
occurs in the course of a drain, or where there is a loose 
Band or a boggy place, and by many persons they are used 
in all drains through sandy or gravelly land. 



Fig. 82. — Fifes and Collab. 

The above figure represents pipe-tiles fitted with collars. 
Collars are merely short sections of pipes of such size as 
to fit upon tlie smaller ones loosely, covering the joint, and 
holding the ends in place, so that they cannot slip past 
each other. In very bad places, small pipes may be en- 
tirely sheathed in larger ones; and this is advisable in 
steep descents or fiowing sands. 

A great advantage in round pipes is, that there is no 
wrong-side-up to them, and they are, therefore, more 
readily placed in position than tiles of any other form. 

Again : all tiles are more or less warped in drying and 
burning ; and, where it is desired to make perfect work, 
round pipes may be turned so as to make better joints and 
a straighter run for the water — which is very important. 

If collars are used, there is still less difficulty in adjust- 
ing the pipes so as to make the lines straight, and far less 
danger of obstruction by sand or roots. Indeed, it is be- 
lieved that no drain can be made more perfect than with 
round pipes and collars. 

As it is believed that few collars have ever yet been 
ased in this country, and the best drainers in England are 
not agreed as to the necessity of using them, we give the 
opinions of two or three distinguished gentlemen, in tlieii 
©wn language. Mr. Gisborne aays : 

" W« were astounded to find, at 'he ■oncluaion of Mr. Parke*' N** 
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castle Lecture, this sentence : ' It may be advisable for me to f ajr, that 
in clays, and other clean-cutting and Arm-bottomed soils, I do not find 
the collars to be indispensably necessary, although I always prefer their 
use.' This is a barefaced treachery to pipes, an abandonment of the 
strongest point in their case — the assured continuity of the conduit 
Every one may see how very small a disturbance at their point of 
■acijtion would dissociate two pipes of one inch diameter. One finds a 
joft place in the bottom of the drain and dips his nose into it one inch 
deep, and cocks up his other end. By tliis simple operation, the con- 
tinuity of the conduit is twice broken. An inch of lateral motion pro- 
duces the same efiect. Pipes of a larger diameter than two inches are 
generrlly laid without collars. This is a practice on which we do not 
look with much complacency ; it is the compromise between cost and 
security, to whicli the affairs of men are so often compelled. No doubt, 
a conduit from three to six inclies in diameter is much less subject to a 
breach in its continuity than one which is smaller ; but, when no col- 
lars are used, the pipes should be laid with extreme care, and the bed 
which is prepared for them at the bottom of the drain should be worked 
to their size and shape with great accuracy. 

" To one advantage which is derived from the use of collars we have 
not yet adverted — the increased facility with which free water existing 
in the soil can find entrance into the conduit 

" The collar for a one and a half inch pipe has a circumferenc* 
of nine inches. The whole space between the collar and the pipe, 
on each side of the collar, is open, and affords no resistance to the 
entrance of water ; while, at the same time, the superincumbent 
arch of the collar protects the junction of two pipes from the in- 
Vusion of particles of soil. We confess to some original misgivings, 
that a pipe resting only on an inch at each end, and lying hollow, 
might prove weak, and liable to fracture by weight pressing on it fronj 
above ; but the fear was illusory. Small particles of soil trickle down 
the sides of every drain, and the first flow of water will deposit them in 
the vacant space between the two collars. The bottom, if at all soft, 
will also swell up into any vacancy. Practically, if you re-open a 
drain well laid with pipes and collars, you will find them reposing in a 
beautiful nidus, which, when they are carefully removed, looks exactly 
as if it had been moulded for them." 

As to the danger of breaking the pipes, which might 
well be apprehended, we found by actual experiment, at 
the New York Central Park, that a one-inch Albany pipe 
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resting on collars npon a floor, with a bearing at etca end 
of but one inch, would support the weight of a man 
weighing 160 pounds, standing on one foot on the middle 
of the pipe. 

Mr. Parkes sums up his opinion upon the subject of co. 
lars, in these words : 

" It may be advisable for me to say, that in clays, and other clean 
autting and firm-bottomed soils, I do not find collars to be at all neces- 
sary ; but that they are essential in all sandy, loose, and soft strata." 

In draining in the neighborhood of trees, collars are also 
supposed to be of great use in preventing the mtrusion ot 
roots into the pipes, although it may be impossible, even 
in this way, to exclude the roots of water-loving trees. 

From the most careful inquiry that the writer was able 
to make, as to the practice in England, he is satisfied that 
collars are not generally used there in the drainage of 
clays, but that the pipes are laid in openings shaped for 
them at the bottom of the drains, with a tool which forms 
a groove into which tlie pipes fall readily into line, and 
very little seems to be said of collars in the published 
estimates of the cost of drainage. 

On this subject, we have the opinion of Mr. Denton, 
tlins expressed : 

" The use of collars is by no means general, although those -who have 
used them speak highly of their advantages. Except m sandy soils, 
and in those that are subject to sudden alteration of character, in some 
of the deposits of red sand-stones, and in the clayey subsoils of tha 
Bagshot sand district, for mstance, collars are not found to be essential 
to good drainage. In the north of England they are used but seldom, 
•ud, in my opinion, much less than they ought to be ; but this opinion. 
it is right to state, is opposed, in numerous instances of successfu. 
drainage, by men of extensive practice ; and as every cause of increas- 
ed outlay is to be avoided, the value of collars, as general appliances, 
remains an open question. In all the more porous subsoils in which 
collars have not been used, the more successful draineis increase the 
•ize of the pipes in the minor drains to a minimum size of two inohef 
bore." 
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The form of the here, or water jpassage. in tiles, is a point 
of more importance than at first appears. At one of our 
colleges, certain plank sewers, in the ordinary square form, 
were often obstructed by the sediment from the dirty 
water. " Tui-n them coruerwisej" suggested the professor 
of Natural Philosophy. It was done, and ever after they 
kept in order. The pressure of water depends on its height, 
or head. Everybody knows that six feet of water carries 
a mill-wheel better than one foot. The same principle oper- 
ates on a small scale. An inch head of water presses harder 
than a half inch. The velocity of water, again, depends 
much on its height, "Whether there be much or little 
water passing through a drain, it has manifestly a greater 
power to make its way, to drive before it sand or other 
obstructions, when it is heaped up in a round passage, 
than when wandering over the flat surface of a tile sole. 
Any one who has observed the discharge of water from 
flat-boNtomed and round tiles, will be satisfied that the 
quantity of water which is sufficient to run in a rapid 
stream of a half or quarter inch diameter from a round 
tile, will lazily creep along the flat bottom of a sole tile, 
with liardly force suflicient to turn aside a grain of sand, 
or to bring back to light an enterprising cricket that may 
have entered on an exploration. On the whole, solid tiles, 
with flat-bottomed passages, may be set down among the 
inventions of the adversary. They have not the claims 
even of the horse-shoe form to respect, because they do 
not admit water better than round pipes, and are not united 
by a sole on which the ends of the adjoining tiles rest. 
ITiey combine the faults of all other forms, with the peca- 
liar -irtues of none. 



Fig. 88 — FUT-BOTTOUET PiPE-TtUI. 
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From an English report on the diainage of lownB, thi 
loUowhig, which illustrates this point, is taken : 

" It was found that a large proportion of sewers were constructed 
with flat bottoms, which, when there was a small discharge, spread the 
water, increased the friction, retarded the flow, and accumulated de- 
posit. It was ascertained, that by the substitution of circular sewers 
of the same width, with the same inclination and the same run af 
water, the amount of deposit was reduced more than one-half." 

THE SIZE OF TILES 

Is a matter of much importance, whether we regard the 
efliciency and durability of our work, or economy in 
completing it. The cost of tiles, and the freight of them, 
increase rapidly with their size, and it is, therefore, well 
to use the smallest that will effect the object in view. 
Tiles should be large enough, as a lirst proposition, tc 
carry off, in a reasonable time, all the surplus water that 
may fall upon the land. Here, the English rules will not 
be safe for us ; for, although England has many more rainj 
days thj-n we liave, yet we have, in general, a greater fal 
of rain -more inches of water from the clouds in the year. 
Inste ,d of their eternal drizzle, we have thunder showers 
in Pammer, and in Spring and Autumn north-east storms, 
w) en the windows of heaven arfe opened, and a deluge 
e'.cept in duration, bursts upon ns. Then, at the North 
'xie Winter snows cover tlie fields until April, when thej 
tuddenly dissolve, often under heavy showers of rain, and 
planting time is at once upon us. It is desirable that all tho 
snow and rain-water should pass through the soil into the 
drains, instead of overflowing the surface, so as to save the 
elements of fertility with which such water abounds, and 
also to prevent the washing of the soil. We require, 
then, a greater capacity of dramage, larger tiles, than do 
the Englisli, for our drain" must do a greater work than 
theirs, and in less tJ"ia- 
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There are several other general consider atioLs that 
should be noticed, before we attempt to define the j>articu- 
lar ejze for any location. Several small drains are usually 
dischai'ged into one main dra n. This main should have 
sufficient capacity to conduct all the water that may be 
expected to enter it, and no more. If the small dritina 
OTerflow it, the main will be liable to be burst, or the land 
about it tilled with water, gushing from it at the joints ; 
especially, if the small drains come down a hill side, so as 
to give a great pressure, or head of water. On the other 
hand, if the main be larger than is necessary, there is the 
useless expense of larger tiles than were required. The 
capacity of pipes to convey water, depends, other things 
being equal, upon their size ; but here the word size has 
a meaning which should be kept clearly in mind 

The capacity of round water-pipes is in proportion t« 
the squares of their diameters. 

A one-inch pipe carries one inch. (circular, not square) 
of water, but a two-inch pipe carries not two inches only, 
but twice two, or four inches of water ; a three-inch pipe 
carries three times three, or. nine inches ; and a four-inch 
pipe, sixteen inches. Thus we see, that under the same 
conditions as to fall, directness, smoothness, and the like, 
a four-inch pipe carries just four times as much water as 
a two-inch pipe. In fact, it will cany more than this 
proportion, because friction^ which is an important ele- 
ment in all such calculations, is greater in proportion to 
the smaller size of the pipe. 

Velocity is another essential element to be noticed in 
determining the amount of water which may be dis- 
charged through a pipe of given diameter. Telocity, 
again, depends on several conditions. Water runs fiister 
down a steep hill than down a gentle declivity. Tliis is 
due to the weight of the water, or, in other words, to 
gravitation, and operates whether the water be at large od 
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the ground, or confined in a pipe, and it operates alike 
■whether the water in a pipe fill its bore or not. 

But, again, the velocity of water in a pipe depends on 
the pressure, or head of water, behind it, and there is, per- 
haps, no deiinite limit to the quantity of water that may 
be forced through a given orifice. More water, for 
instance, is often forced through the pipe of a fire-engine in 
full play, in ten minutes, than would -m through a pipe 
of the same diameter, lying neariy , rel in the ground, in 
ten hours. 

In ordinary aqueducts, for supplying water, and net for 
drainage, it is desirable to have a higli pressure upon ttie 
pipes to ensure a rapid flow ; but in drainage, a carefn" 
distinction must be made between velocity induced by grav- 
itation , and velocity induced by pressure. If induced by the 
former merely, the pipe through which the water is swiftly 
running, if not quite full, may still receive water at every 
joint, while, if the velocity be induced by pressure, the 
pipe must be already full. I. can then receive no mors, 
and must lose water at the joints, and wet tlie land through 
which it passes, instead of draining it. 

So that although we should find that the mains migh 
carry a vast quantity of water admitted by minor drains fron 
high elevations, yet we should bear in mind, that drains 
when full can perform no ordinary office of drainage. If 
there is more than the pressure of four feet head of water 
behind ; the pipes, if they passed through a pond of water, 
at four feet deep, must lose and not receive water at th« 
joints. 

The capacity of a pipe to convey water depends, then, 
not only on its size, but on its inclination or fall — a pipe 
running down a considerable descent having much greater 
capacity than one of the same size lying nearly level. 
This fact should be borne in mind even in laying single 
draine ; for it is obvious that if the diain lie along a sand^ 
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plaiu, for instance, extending down a springy hill-side, 
and then, as is usually the case, along a lower plain 
again, to its outlet at some stream, it may collect as much 
water as will fill it before it reaches the lower level. Its 
stream rushes swiftly down the descent, and when it 
roaches the plain, there is not sufficient fall to carry it 
away by its natural gravitation. It will still rush onward 
to its outlet, urged by the pressure from behind ; but, with 
such pressure, it will, as we Lave seen, instead of drainmg 
the land, suffuse it with water. 

FEICTION, 

As lias already been suggested, is an element that much 
interferes with exact calc"'ations as to the relative capa 
city of water-pipes of various dimensions, and this de- 
pends upon several circumstances, such as smoothness, and 
exactness of form, and directness. The smoother, the 
more regular in form, and the straighter the drain, the 
more water will it convey. Thus, in some recent English 
experiments, 

" it was found that, with pipes of the same diameter, exactitude of 
form was of more importance than smoothness of surface ; that gltt«» 
pipes, which ':iad a wavy surface, discharged less water, at the sam* 
inclinations, than Staffordshire stone-ware clay pipes, which were of 
perfectly exact construction. By passing pipes of the same clay — the 
common red clay — under a second pressure, obtained by a machine at 
an extra expense of about eighteen pence per thousand, whilst the 
pipe was half dry, very superior exactitude of form was obtained, ani, 
by means of this exactitude, and with nearly the same diameters, ar 
increased discharge of water of one- fourth was effect »d within the same 
time." 

So all sudden turns or angles increase friction and 
retard velocitv, and thus lessen the capacity of tlie drain 
— a topic which inay be more properly considered Tinder 
the head of the junction of drains. 

" On a large scale, it was found that when equal quantities of water 
were ruuui:ig direct, at a rate of 90 seconds, with a turn at right-angle* 
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the discharge was only jffected in 140 seconds ^ whilst, with b turn \A 
junction with a gentle curve, the discharge was effected in lOOseeundir " 

We are indebted to Messrs. Shedd & Edson for the fol- 
lowing valuable tables showing the capacity of «rater- 
pipes, with the accompanying suggestions: 

"discharge op water through pipes. 

" The following tables of discharge are founded on the experinieBti 
made by JVlr. Smeaton, and have been compared with those by Henry 
Law, and with the rules of Weisbach and D'Aubuisson. The eondi 
tions under which such experiments are made may be so essentially 
different in each case, that few experiments give results coincident with 
each other, or with the deductions of theory ; and in applying thesa 
tables to practice, it is quite likely that the discharge of a pipe of a cer- 
tain area, at a certain inclination, may be quite unlik'3 tlw dischargt 
found to be due to those conditions by this table, and that di(r;renoe may 
be owing partly to greater or less roughness on the insid'j of the pipe, 
unequal flow of water through the joints into the pipe, crookedness of 
the pipes, want of accuracy in their being placed, so that the fall may 
not be uniform throughout, or the ends of the pipes may be shoved I 
little to one side, so that the continuity of the channel is partially 
broken; and, indeed, from various other causes, all of which mayoccui 
in any practical case, unless great care is taken to avoid it, and some 
jf which may occur in almost any case. 

" We have endeavored to so construct the tables that, in the ordinary 
practice of draining, the discharge given may approximate to the truth 
for a well laid drain, subject even to considerable friction. The exper- 
iments of Mr. Smeaton, which we have adopted as the basis of these 
tables, gave a less quantity discharged, under certain conditions, than 
given under similar conditions by otlier tables. This result is probably 
due to a greater amount of friction in the pipes used by Smeaton Th« 
curves of friction resemble, very nearly, parabolic curves, f<ut are not 
quite so sharp near the origin. 

" We propose, during the coming season, to institute some careful 
experiments, to ascertain the friction due to our own drain-pipe. Watei 
can get into the drain-pipe very freely at the joints, as may be seen by 
a simple calculation. It is impossible to place the ends so cIospIv to- 
gether, in laying, as to make a tight jomt on account of roushness ib 
the clay, twisting in burning, &c. ; and the opening thus made will u»u- 
illy average abcit one-tenth of an inch on the whole oircumfereno* 
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irhioh 18, on the inside ot a two-inch pipe, six inches — making siz-tenthi 
of a square inch opening for the entrance of water at each joint. 

" In a lateral drain 200 feet long, the pipes being thirteen inches long, 
there will be 184 joints, each joint having an opening of six-tenth 
square inch area; in 184 joints there is an aggregate area of 11'^ 
squire inches ; the area of the opening at the end of a two-inch pipe is 
about three inches; 110 square inches inlet to three inches outlet; 
thirty-seven times as much water can flow in as can flow out. There 
IS, then, no need for the water to go through the pores of the pipe ; and 
the fact is, we think, quite fortunate, for the passage of water through 
the pores would in no case be sufficient to benefit the land to much ex- 
tent. We tried an experiment, by stopping one end of an ordinary 
drain-pipe and filling it with water. At the end of sixty-five hours, 
water still stood in the pipe three-fourths of an inch deep. About half 
the water first put into the pipe had run out at the end of twenty-four 
hours. If the pipe was stopped at both ends and plungec 'nur feet 
deep in water, it would undoubtedly fill in a short time ; but such a test 

s an unfair one. for no drain could be doing service, over which watei 

ould collect to the depth of four feet.' 

1|-1N0H DEAIN-PIPE. 
Area : 1 .76709 inches. 



Fall 

In 

100 feet 


Vklooitt 

per second 

In feet 


DnCHABSE 

in galloDB 
In 21 houiB. 


Fall 
In 

100 feet 


Velocity 

per Beoond 

In feet 


BiSOHAKex 

in gallons 
In 24 honra. 


ft. i„. 
0.3 


0.71 


5630.87 


/*. in. 

5.3 


3.75 


29704.51 


0.6 


1.04 


8248.03 


5.6 


3.84 


30454.28 


0.9 


1.29 


10230.73 


5.9 


3.93 


31168.06 


1.0 


1.52 


12054.81 


6.0 


4.00 


31723.21 


1.3 


1,74 


13799.59 


6.3 


*4.10 


32516.36 


1.6 


1.91 


15147.83 


6.6 


4.18 


33150 76 


1.9 


2.10 


16654.68 


6.9 


4.25 


33705.91 


2.0 


2.26 


17923.61 


7.0 


4.33 


34340.38 


2.3 


2.41 


19113.23 


7.3 


4.41 


34974. 8c 


Z.6 


2.56 


20302.86 


7.6 


4.49 


35609.30 


2.9 


2.69 


21333.86 


7.9 


4.56 


36154.45 


3.0 


8.83 


22444.17 


8.0 


4.65 


36878.23 


3.3 


2.94 


23150 71 


8.3 


4.71 


37354.08 


3.6 


3.06 


24268.25 


8.6 


4.79 


37988.55 


3.9 


3.16 


25061.34 


8.9 


4.85 


38464.40 


4.0 


3.28 


26013.03 


9.0 


4.91 


38940.25 


4.3 


3.38 


2680R.11 


9.3 


4.98 


39495.. 5» 


4.6 


3.46 


27440.58 


9.6 


5.04 


39971.24 


4.9 


3.56 


28233.66 


9.9 


5.10 


40447.10 


6.0 


3.65 


28947.43 


10.0 


5.16 


40922.93 
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2- 


INCH DEAIN-PIPE. 


3-INCH DEAIN-PTPE. 


Fall 

In 

100 feet 


Velooitt 

per eecond 

in feet 


Disohakgb 

In gallons 
In 24 hours. 


Fall 

In 

100 feet 


Tbloottt 

per second 

in feet 


DiacQAun 

in gallonB 

In 24 honn. 


0.3 


0.79 


10575.4 


ft. .-,.. 
0.3 


0.90 


24687.2 


0.6 


1.16 


15528.4 


0.6 


1.3C 


36482.2 


0.9 


1.60 


20079.9 


0.9 


1.66 


45534.2 


1.0 


1.71 


22891.1 


1.0 


1.94 


53214.7 


1.3 


1.94 


25970.0 


1.3 


2.19 


60072.2 


1.6 


2.16 


28915.1 


1.6 


2.43 


66655.6 


1.9 


2.35 


31458.5 


1.9 


2.63 


72141.* 


2.0 


2.53 


3d868.1 


2.0 


2.83 


77627.6 


2.3 


2.69 


36009.9 


2.3 


3.00 


82290.7 


2.6 


2.83 


37884.0 


2.6 


3.16 


86679.6 


2.9 


2.97 


39758.2 


2.9 


3.31 


90794.) 


3.0 


3.11 


41632.4 


3.0 


3 47 


95182.9 


3.3 


3.24 


43372.6 


3.3 


3.60 


98748.9 


3.6 


3.36 


44979.0 


3.6 


3.74 


102589.1 


3.9 


3.48 


46585.4 


3.9 


3.87 


106156.0 


4.0 


3.59 


48057.9 


4.0 


3.99 


109446.7 


4.3 


3.70 


49530.5 


4.3 


4.11 


112738.3 


4.6 


3.80 


60869.1 


4.6 


4.23 


116029.9 


4.9 


3.91 


52341.6 


4.9 


4.34 


119047.3 


5.0 


4.02 


53814.1 


6.0 


4.46 


122338.9 


5.3 


4.11 


55018.9 


6.3 


4.57 


126356.2 


6.6 


4.22 


56491.5 


5.6 


4.68 


128373.8 


5.9 


4.31 


57696.3 


6.9 


4.78 


'31116. 6 


6.0 


1.40 


68901.1 


6.0 


4.89 


134133.9 


6.3 


4.49 


60105.9 


6.3 


4.98 


136602.6 


6.6 


4.58 


61309.7 


6.6 


5.08 


139346.6 


6.9 


4.66 


62381.6 


6.9 


5.18 


142088.'' 


7.0 


4.74 


63452.6 


7.0 


6.27 


.'44557.4 


7.3 


4.83 


64667.3 


7.3 


6.37 


147306 4 


7.6 


4.91 


65728.3 


7.6 


6.46 


150069.1 


7.9 


4.99 


66799.2 


7.9 


6.55 


152237.8 


S.l 


5.07 


67870 1 


8.0 


5.64 


154706.6 


8.3 


5.15 


68941.0 


8.3 


5.73 


157176.3 


8.6 


6.23 


70011.9 


8.6 


5.82 


159644 


8.9 


6.31 


7108-2.8 


8.9 


5.91 


162112.7 


9.0 


6 38 


72019.9 


9.0 


6.99 


164313.2 


9.3 


5.46 


73090.9 


9.3 


6.07 


166501.6 


9.6 


5.53 


74027.9 


9.6 


6.16 


168970.3 


9.9 


5.60 


74965.0 


9.9 


6.24 


171164.7 


10.0 


5.67 


75902.0 


10.0 


6.32 


173369. t 
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I'i 



i- 


INCH DEAIN-PIPE. 


6- 


INCH DRAIN-PIPE. 


Fau 


VllOOlTT 


Dibchahgb 


Fall 


Tklooitt 


DuOHABeV 


In 


per Moond 


in gallons 


in 


per second 


tn gallons 


100 feet 


In feet. 


In 24 hiurs. 


100 feet 


in feet 


in S4 honi*. 


« m. 

0.3 


1.08 


43697.6 


0.3 


1.13 


99584.2 


0.6 


1.50 


60691.2 


0.6 


1.57 


138362.4 


0.9 


1.83 


74043.2 


0.9 


1.90 


167442.6 


1.0 


2.13 


86181.4 


1.0 


2.20 


193881.0 


1.3 


2.38 


96296.6 


1.3 


2.45 


216912.9 


1.6 


2.61 


105602.6 


1.6 


2.70 


237944.9 


1.9 


2.81 


113694.8 


1.9 


S.90 


255569.5 


S.O 


3.00 


121382.3 


2.0 


3.10 


273195.9 


8.3 


3.19 


129089.9 


2.3 


3.29 


289940.1 


1.6 


3.36 


136948.2 


2.6 


3.46 


304921.9 


2.9 


3.53 


142826.5 


2.9 


3.64 


320784.9 


3.0 


3.68 


148895.7 


3.0 


3.80 


334885.4 


3.3 


3.82 


154560.2 


3.3 


3.96 


3'48974.8 


3.6 


3.96 


160224.7 


3.6 


4.11 


362204.9 


3.9 


4.10 


165889.2 


3.9 


4.26 


376424.1 


4.0 


4.24 


171553.7 


4.0 


4.40 


387762.1 


4.3 


4.37 


176813.6 


4.3 


4.52 


398337.5 


4.6 


4.50 


182073.5 


4.6 


4.66 


410675.3 


4.9 


4.62 


186928.3 


4.9 


4.78 


421250.6 


5.0 


4.75 


192188.7 


5.0 


4.90 


430825.0 


5.3 


4.86 


196639.4 


5.3 


5.02 . 


442401.3 


5.6 


4.97 


201090.1 


5.6 


5.14 


452976.6 


5.9 


5.09 


205945.3 


5.9 


5.25 


462670.6 


6.0 


5.20 


210396.0 


6.0 


5.37 


473246.0 


6.3 


5.30 


214442.1 


6.3 


5.49 


483820.4 


6.6 


5.41 


21S892.8 


6.6 


5.60 


493514 6 


6.9 


5.51 


222938.8 


6.9 


5.70 


502327 4 


7.0 


5.61 


226984.9 


7.0 


5.80 


511140 -2 


7.3 


5.71 


231031.0 


7.3 


5.90 


520052.3 


7.6 


5.81 


235077.1 


7.6 


6.00 


628766.5 


7.9 


5.91 


239123.2 


7.9 


6.10 


''37578.7 


8.C 


6.01 


243169.2 


8.0 


6.20 


546391,5 


8.3 


6. It 


246810.7 


8.3 


6.30 


555204.5 


8.6 


6.1£ 


250452.2 


8.6 


6.40 


564017.0 
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8-INOH DEAIN-riPE. 
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"HOW WATER ENTERS THE TILES. 

How water enters the tiles, is a question which all per- 
sons uiiaccnstomed to the operation of tile-draining usually 
ask at the outset. In brief, it may be answered, that it 
enters both at the joints and through the pores of llif 
burnt clay, but mostly at the joints. 

Mr. Parkes expresses the opinion, based upon carclul 
observation, that live hundred times as much water entera 
at the crevices as through the pores of the tiles I If this 
be 80, we may as well, for all practical purposes, regard 
Lhe water as ail entering at the joints. In several ei peri- 
ments which we have attempted, we have found the 
quantity of water that, enters tlirougli the pores to be 
quite loo small to be of much practical account. 

Tiles differ so much in •Dorosntv. ih.it it is difficult to 
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make experiments tliat can be satisfactory — soft-burnt tilea 
being, like pale bricks, quite pervious, and hard-burnt tilea 
being nearly or quite impervious. The amount of pressure 
upon the clay in moulding also affects the density and 
porosity of tiles. 

Water should enter at the bottom of the tiles, and not at 
the top. It is a well-known fact in draining, that the deep- 
est drain flows first and longest. A familiar illustration will 
make this point evident. If a cask or deep box be filled 
with sand, with one hole near the bottom and another half 
way to the top, these holes will represent the tiles in a 
drain. K water be poured into the sand, it will pass 
downward to the bottom of the vessel, and will not flow 
out of either hole till the sand be saturated up to the 
lower hole, and then it will flow out there. K, now, watei 
be poured in faster than the lower hole can discharge it, 
the vessel will be fllled higher, till it will run out at both 
holes. It is manifest, however, that it will first cease to 
flow from the upper orifice. There is in the soil a line of 
water, called the " water-line," or " water-table ;" and this, 
in drained land, is at about the level of the bottom oi the 
tiles. As the rain falls it descends, as in the vessel ; and 
as the water rises, it enters the tiles at the bottom, and 
never at the top, unless there is more than can pass out 
of the soil by the lower openings (the crevices and pores) 
into the tiles. It is well always to interrupt the direct 
descent of water by percolation from the surface to the top 
of the tiles, because, in passing so short a distance in the 
soil, the water is not sufficiently filtered, especially in soil 
BO recently disturbed, but is likely to carry with it not 
only valuable elements of fertility, but also particles of 
sand, which may obstruct the drain. This is prevented 
by j/lacing above the tiles (after they are covered a few 
inches with grave), sand, or otlier porous soil) compact 
clay, if couveuieut. If not, a furrow each aide of th« 
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drain, or a heaping-up of the soil over the drain, whei 
finished, will turn aside the surface-water, and prevcm 
such injury. 

In the estimates as to the area of the openings between 
pipes, it should be considered that the spaces between the 
pipes are not, in fact, clean openings of one-tenth of an 
inch, but are partially closed by earthy particles, and that 
water enters them by no means as rapidly as it would 
enter the clean pipes before they are covered. Although 
the rain-fall in England is much less, in quantity ana 
much more regular than in this country, yet it is believed 
that the use of two-inch pipes will be found abundantly 
sufficient for the admission and conveyance of any quan- 
tity of water that it may be necessary to carry off by 
drainage in common soils. In extraordinary cases, as 
where the land drained is a swamp, or reservoir for water 
which falls on the hills around, larger pipes must be used. 

In many places in England " tops and bottoms," or 
horse-shoe tiles, are still preferred by farmers, upon the 
idea that they admit the water more readily ; but their 
use is continued only by those who have never made trial 
of pipes. No scientific drainer uses any but pipes is 
England, and the million of acres well drained with them, 
is pretty good evidence of their sufficiency. In this coun- 
try, horse-shoe tiles have been much used in Western New 
York, and have been found to answer a good purpose ; aril 
BO it may be said of the sole-pipes. Indeed, it is belie r ed 
that no instance is to be found on record in America ci 
the failure of tile drains, from the inability of the wjtor to 
gain admission at the joints. 

It may be interesting in this connection to state, that 
water is 815 times heavier than air. Here is a drain at lour 
feet depth \n the ground, filled only with air, and open at the 
end so that the air can go out. Above this open space is foui 
feet of earth saturated with water. What is the pressure oi 
tbe water aoon the tiles ? 
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Mr. Thomas Arkell, in a communication to the Society 
of Arts, in England, says — 

" The pressure due to a head of water four or Ave feet, may 
be imagined from the force with which water will come througo 
the crevices of a hatch with that depth of water above it. Now, ther J 
is tlie same pressure of water to enter the vacuum in the pipe-drain as 
there is against the hatches, supposing the land to be full of water to 
the surface." 

It is difficult to demonstrate the truth of this theory ; 
but the same opinion has been expressed to the writer by 
persons of learning and of practical skill, based upon ob- 
servations as to the entrance of water into gas pipes, from 
which it is almost, if not quite, impossible to exclude it by 
the most perfect joints in iron pipes. Whatever be the 
theory as to pressure, or the difficulties as to the water 
percolating through compact soils to the tiles, there will 
be no doubt left on the mind of any one, after one experi- 
ment tried in the field, that, in common cases, all the sur- 
plus water that reaches the tiles is freely admitted. A 
gentleman, who has commenced draining his farm, recently, 
in New Hampshire, expressed to the author his opinion, 
that tiles in his land admitted the water as freely asahol* 
of a similar size to the bore of the tile would admit it, it 
it could be kept open through the soil without the tile. 

DUEABiLrrr of tile deains. 

How long will they last ? This is the first and most im 
portant question. Men, who have commenced with opes 
ditches, and, having become disgusted with the defor 
mity, the inconvenience, and the inefficiency of them* 
have then tried bushes, and boards, and turf, and found 
them, too, perishable ; and again have used stones, and 
after a time seen them fail, through obstructions caused 
by kjoles or frost — these men have the right to a well-con 
jidnred answer to this question. 
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Tho foolish fellow in the Grieek Reader, who, having 
heard that % crow would live a huadred years., pu: chased 
one to verLj the saying, probably did not live long enough 
to ascertain that it was true. How long a properly laid 
tile-drain of hard-burnt tiles will endure, has not been 
definitely ascertained, but it is believed that it will outlast 
the life of him who lays it. 

No tiles have been long enough laid in the United States 
to test this question by experience, and in England no fur- 
ther result seems to have been arrived at, than that the 
work is a permanent improvement. 

In another part of this treatise, may be found some ac 
^ 9unt of Land Drainage Companies, and of Government 
loans in aid of improvements by drainage in Great Bri- 
tain. One of these acts provides for a charge on the land 
for such improvements, to be paid in full in fifty years. 
That is to say, the expense of the drainage is an incum- 
brance like a mortgage on the land, at a certain rate of 
interest, and the tenant or occupant of the land, each yeai 
pays the interest and enough more to discharge the debt 
in just fifty years. Thus, it is assumed by the Govern- 
ment, that the improvement will last fifty years in its full 
operation, because the last year of the fifty pays precisely 
ihe same as every other year. 

It may therefore be considered as the settled conviction 
of all branches of the British government, and of all the 
best-informed, practical land-drainers in that country, that 

TILE-DEAINAGE WILL ENDURE FIFrV TBAES AT LEAST, if pro- 
perly executed. 

This is long ensugh to satisfy any American ; lor the 
migratory habits of our citizens, and the constant changeg 
of cultivated fields into village and city lots, prevent oio 
imagination even conceiving the idea that we or our pos- 
terity can remain for half a century upon the san.e farm. 

It is much easier, however, to lav tile-draina so thai 
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they will not be of use half of fifty years, than to make 
them permanent in their effect. Tile-drainage, it cannot 
be too much enforced, is an operation requiring great care 
an J considerable skill — altogether more care and skill than 
our common laborers, or even most of our farmers, are 
accubtomed to exercise in their farm operations. 

A blunder in draining, like the blunder of a physician, 
may be soon concealed by the grass that grows over it, 
but can never be corrected. Drainage is a new art in 
this country, and tile-making is a new art. Without 
good, hard-burnt tiles, no care or skill can make permanent 
work. 

Tile-drainage will endure so long as the tiles last, if the 
work be properly done. 

There is no reason why a tile should not last in the 
ground as long as a brick will last. Bricks will fall to 
pieces in the ground in a very short time if not hard- 
burnt, while hard-burnt bricks of good clay will last aa 
long as granite. 

Tiles must be hard-burnt in order to endure. But this 
is not all. Drains fail from various other causes than the 
crumbling of th« tiles. They are frequently obsti'ucted by 
mice, moles, frogs, and vermin of all kinds, i^ not pro- 
tected at the outlet. They are often destroyed by the 
treading of cattle, and by the deposit of mud at the out- 
let, through insufiicient care. They are liable to be tilled 
with sand, through want of care in protecting the joints 
in laying, and through want of collars, and other means 
of keeping them in line. They are liable, too, to till up by 
deposits of sand and the like, by being laid lower in some 
places than the parts nearer the outlet, so that the slack 
places catch and retain whatever is brought down, till the 
pipe is filled. 

Fkobt is an enemy which in this country we have to 
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contend with, more than in any other, where tile-drainage 
has been much practiced. 

[Jpan all these points, remarks will be found under the 
appropriate heads; and these suggestions are repeated 
here, because we know that haste and want of skill are 
likely to do much injury to the cause which we advocate. 
Any work that requires only energy and progress, is safe 
in A.nierican hands ; but cautious and slow operations are 
by no means to their taste. 

Dickens says, that on railways and coaches, wherever 
in England they say, " All right," the Americans use, in- 
stead, the phrase, " Go ahead." In tile-drainage, the 
motto, " All right," will be found far more safe than the 
motto, " Go ahead." 

Instances are given in England cf drains laid with hand- 
made tiles, which have operated well for thirty years, and 
have not yet failed. 

Mr. Parkes informs us : " That, about 1804, pipe-tiles 
made tapering, with one end entering the other, and two 
inches in the smallest point, were laid down in the park 
now possessed by Sir Thomas Whichcote, Aswarby, Lin- 
colnshire, and that they still act well." 

Stephens gives the following instance of the durabilitv 
of bricks used in draining : 

" Of the durability of common brick, when used in drains, there i« a 
remarkable instance mentioned by Mr. George Guthrie, factor to the 
Earl of Stair or Calhoun, Wigtonshire. Ii\ the execution of modern 
draining on that estate, some brick-drains, on being intersected, emitted 
water very freely. According to documents which refer to these drains, 
it appears that they had been formed by the celebrated Marshal, Earl 
suir, vf wards of a hundred years ago. They were found between the 
vegetable mould and the clay upon which it rested, between t^ie ' wet 
and the dry,' as the country phrase has it, and about thirty-one inche* 
below the surface. They presented two forms— one consisting of two 
bricks set asunder on edge, and the other two laid lengthways acroii 
them, leaving betweec them an opening of four inches square for water. 
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but having no soles. The bricks had not sunk in the least through the 
Bandy clay bottom upon which they rested, as they were three inches 
broad. The other form was of two bricks laid side by side, as a sele, 
with two others built or laid on each other, at both sides, upon the solid 
ground, and covered with flat stones, the building being packed on each 
side of the drain with broken bricks." 

In our chapter upon the " Obstruction of Drains," the 
various causes which operate against the permanency of 
draind, aie more fully considered. 
7 
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CHAPTEE VII. 

DIRECTION, DISTANCE, AND DEPTH OF DRAIWft 

DiBBcncN OF Drains. — Whence comes the Water? — Inclination ti Str«Ui.-» 
Drains across the Slope let Water out as well aa Receive it. — Defenca 
against Water from Higher Land. — Open Ditches. — Headers. — Silt-basins. 

Distance of Drains. — Depends on Soil, Depth, Climate, Prices, System. — 
Conclusions as to Distance. 

Depth of Drains. — Greatly Increases Cost. — Shallow Drains first tried in 
England. — 10,000 Miles of Shallow Drains laid in Scotland by way of Edu- 
cation. — Drains must be below Subsoi" plow, and Frost. — Effect of Frosl 
on Tiles and Aqueducts. 

DIEECTION OF DRAINS. 

Whether drains should run up and down the slope of 
the hill, or directly across it, or in a diagonal line as a 
compromise between the Urst two, are questions which 
beginners in the art and mystery of drainage usually 
discuss with great zeal. It seems so plain to one man, at 
the first glance, that, in order to catch the water that is 
running down under the soil upon the subsoil, from the 
top of the hill to the bottom, you must cut a ditch across 
the current, that he sees no occasion to examine the ques- 
tion farther. Another, whose idea is, to catch the water 
in his drain before it rises to the surface, as it is passing 
np from below or running along on the subsoil, and keep 
it from rising higher than the bottom of his ditch, thinks 
it quite as obvious that the drains should run up and down 
the slope, that the water, once entering, may remain in the 
drain, going directly down hill to the outlet. A third 
bits on the Kejthorpe system, and regarding the watei ai 
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flowing d jwn the slope, under the soil, in certain natural 
channels in the subsoil, fancies they may best be cut off 
by drains, in the nature of mains, running diigonally across 
the slope. 

These diff"erent ideas of men, if examined. Till be found 
to result mainly from their diflferent notions of the under- 
ground circulation of water. In considering the Theory 
of Moisture, an attempt was made to suggest the different 
causes of the wetness of land. 

To drain land effectually, we must have a correct idea 
of the sources of the water that makes the particular field 
too wet ; whether it falls from the clouds directly upon it ; 
or whether it falls on land situated above it and slopinj^; 
towards it, so that the water runs down, as upon a root, 
from other fields or slopes to our own ; or whetlier it gushes 
up in springs whicli find vent in particular spots, and so 
is diffused through the soil. 

If we have only to take care of the water that falls on 
our own field, from the clouds, that is quite a different 
matter from draining the whole adjoining region, and 
requires a different mode of operation. If your field is in 
the middle, or at the foot, of an undrained slope, from 
which the water runs on the surface over your land, or soaks 
through it toward some stream or swamp below, provi- 
sion must be made not only for drainage of your own 
field, but also for partial drainage of your neighbor's above, 
or at least for defence against his surplus of water. 

The first, and leading idea to be kept in mind, as gov- 
erning this question of the direction of drains, is the simple 
fact that water runs down hill y or, to express the fact more 
scientifically, water constantly seeks a lower level by the 
force of gravitation, and the whole object of drains is to 
opei lower and still lower passages, into which the water 
may fall lower and lowei until it is discharged from our 
field at a safe depth. 
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Water goes down, then, by its own weight, unless there 
is something through which it cannot readily pass, to 
^ring it out at the surface. It will go into tlie drains, 
only because they are lower than the land drained. It 
will never go upward to find a drain, and it will go 
toward a drain the more readily, in proportion as the 
descei.t is more steep toward it. 

To decide properly what direction a drain should have, 
it is necessary, then, to have a definite and a correct idea 
as to what oflice the drain is to perform, what water is to 
fall into it, what land it is to drain. 

Suppose the general plan to be, to lay drains forty feet 
apart, and four feet deep over the field, and the question 
now to be determined, as to the direction, whetJier across, 
or up and down the slope, there being fall enough to ren- 
der either course practicable. The first point of inquiry 
is, what is expected of each drain ? ITow much and what 
land should it drain? The general answer must be, forty 
feet breadth, either up and down tlie slope, or across it, 
according to the direction. But we must be more definite 
in our inquiry than even this. From what forty feet of 
land will the water fall into the drain ? Obviously, from 
jorae land in which tlie water is higher than the bottom 
of the drain. 

If, then, the drain run directly across the slope, most of 
the water that can fall into it, must come from the forty 
feet breadth of land between the drain in question, and 
the drain next above it. If the water were falling on an 
impervious surface, it would all run according to the 
slope of the surface, in which case, by the way, no drains 
but those across, could catch any of it except what fell 
upon the drains. But the whole theory of drainage ie 
otherwise, and is based on the idea that we change the 
course of the undergrround flow, by drawing out the water 
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tit given p>oint8 by our drains ; or, in other woids, thaf 
" the water seeks the lowest level in all directions." 

Upon the best view the writer has been able to take of 
the two systems as to the direction of drains, there is but 
a very small advantage in theory in favor of either ovei 
the other, iu soil which is homogeneous. But it must be 
borne in mind that homogeneous soil is rather the excep- 
tion in nature than the rule. 

Witliout undertaking to advance or defend any peculiai 
geological views of the structure of the earth, or of th« 
depositions or formations that compose its surface, it mb,y 
be said, that very often the first four feet of subsoil is com- 
posed of strata, or layers of earth of varying porosity. 

Beneath sand will be found a stratum of clay, or of com- 
pact or cemented gravel, and frequently these strata ai-e 
numerous and thin. Indeed, if there be not some stratum 
below the soil, which impedes the passage of water, it 
would pass downward, and the land would need no arti- 
ficial drainage. Quite often it will bo found that the dip 
or inclination of the various strata below the soil is differ- 
ent from that of the surface. 

The surface may have a considerable slope, while tho 
lower strata lie nearly level, as if they had been cut 
through by artificial grading. 

The following figure from the Cyclopedia of Agriculture, 
witli the explanation, fully illustrates this idea. 

" In many subsoils there are thin partings, or layer.s, of porous mate- 
rials, interspersed between the strata, which, although not of sufficient 
capacity to give rise to actual springs, yet exude sufficient water ta 
indicate their presence. These pai tings occasionally crop out, and give 
rise to those damp spots, which are to be seen diversifying the surface 
of fields, when the drying breezes of Spring have begun to act upon 
Ihem. In the following cut, the light lines represent such partings. 

" Now, it will be evident, in draining such land, that if the draini 
be disposed in a direction transversr kt ohlique to the slope, it will oftea 
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happen that the drains, no matter how skillfully planned, will not reach 
these partings at all, as at A. In this case, the water wil" continue 
to flow on in its accustomed channel, and discharge its waters at B. 




Fig. 84 — Drains aobosb the Slops. 

" Bui Again, even though it does reach these partings, as at C, a con- 
liderabls portion of water will escape from the drain itself, and flow 
to the lourer level of its old point of discharge at D. Whereas, a drain 
cut in the line of the slope, as from D to E, intersects all these partings, 
ind furnisnes an outlet to them at a lower level than their old ones." 

These reasons are, it is true, applicable only to land of 
peculiar structure ; but there are reasons for selecting the 
line of greatest fall for the direction of drains which are 
applicable to all lands alike. 

"The line of the greatest fall is the only line in which 
a drain is relatively lower than the land on either side of 
it." Whether we regard the surplus water as having 
recently fallen upon the field, and as being stopped near 
the surface by an impervious stratum, or as brought dowik 
on these strata from above, we have it to be disposed of 
as it rests upon this stratum, and is borne out by it to the 
Btirface. 

If there is a decided dip, or inclination, of this stratuir" 
outward down the slope, it is manifest that the wate/ 
caLnot pass backward to a cross drain higlier up the slf)pe. 
The course of the water must be downward upon the 
stratum on which it lies, and so all between two croM 
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drains must p.-iss to the lower one. The npper dra^n could 
take very little, if any, and the greater the inclination of 
this stratum, the less could flow backward. 

But in such case a drain down the slope gives to the 
water borne up by these strata, an outlet of the depth of 
the drain. K the drain be four feet deep, it cuts the 
water-bearing strata each at that depth, and takes oif the 
water. 

In these cases, the different layers of clay or other im- 
pervious " partings," are like the steps of a huge stair- 
way, with the soil filling them up to a regular grade. 
The ditch cuts through these steps, letting the water that 
rests on them fall off at the ends, instead of running over 
the edges. Drains across the slope have been significantly 
termed " mere catch-waters." 

If we wish to use water to irrigate lands, we carefully 
conduct it along the surface aci-oss the slope, allowing it 
to flow over and to soak through the soil. If we desire to 
carry the same water off the field as speedily as possible, 
we should ci'vry our surface ditch directly down the 
slope. 

Now, looking at the operation of drains across the slope, 
and supposing that each drain is draining the breadth 
next above it, we will suppose the drain to be running full 
01 water. What is there to prevent the water from pass- 
ing out of that drain in its progress, at every 2)oint ot the 
tiles, and so saturating the breadth below it ? Drain- 
pipes afford the same facility for water to soak out at 
the lowp" side, as to enter on the upper, and there ia 
the same law of gravitation to operate in each case. Mr. 
Denton gives instances in which he has observed, where 
drains were carried across the slope, in Warwickshire, 
lines of moistuio at a regular distance below the di'aina. 
Ue could ascertain, he says, the depth of the drain itself, 
Oy taking the difference of height between the l'- - f th« 
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drain at the surface, and that of the line of moisture b«- 
neath it. He says again : 

" I recently had an opportunity, in Scotland, of guaging the quantity 
of water traveling along an important drain carried obliquely across the 
fall, when I ascertained with certainty, that, although the land through 
which it passed was comparatively full of water, the drain actually lost 
mor6 than it gained in a passage of several chains through it." 

So far as authority goes, there seems, with the excep- 
tion of some advocates of the Key thorpe system, of wliich 
an account has been given, to be very little diflference 
of opinion. Mr. Denton says : 

" With respect to the direction of drains, I believe very little differ- 
ence of opinion exists. All the most successful drainers concur in the 
line of the steepest descent, as essential to effective and economical 
drainage. Certain exceptions are recognized in the West of England , 
but I believe it will be found, as practice extends in that quarter, that 
the exceptions have been allowed in error." 

In another place, he says : 

" The very general concurrence in the adoption of the line of greatest 
descent, as the proper course for the minor drains in soils free from 
rock, would almost lead me to declare this as an incontrovertible prin- 
ciple." 

Allusion has been made to cases where we may have to 
defend ourselves from the flow of water from higher un- 
drained lands of our neighbor. To arrest the flow of mere 
surface water, an open ditch, or catch-water, is tlie most 
effectual, as well as the most obvious iriode. There are 
many instaitces in New England, where lands upon the 
lowest slopes of hills are overflowed by water which fell 
high up upon the hill, and, after passing downward till 
arrested by rock formation, is borne out again to the sur- 
face, in such quantity as to produce, just at tlie foot of the 
hill, almost a swamp. This land is usually rich from the 
wash of the hills, but full of cold water. 
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To effect perfect drainage of a portion of this land, 
which we will suppose to be a gentle slope, the first object 
must be to cut off the flow of water upon or near the 
Burface. An open ditch across the top would most cer- 
tainly effect this object, and it may be doubtful whether 
any other drain would be sufiicient. This would depend 
upon the quantity of water flowing down. If the quan 
tity be very great at times, a part of it would be likely 
to flow across the top of an under-drain, from not having 
time to percolate downward into it. 

In all cases, it is advised, where our work stops upon a 
slope, to introduce a cross-drain, connecting the tops of all 
the minor-drains. This cross-drain is called a header. 
The object of it is to cut off the water that may be pass- 
ing along in the subsoil down the slope, and which would 
otherwise be likely to pass downward between the system 
of drains to a considerable distance before finding them. 
If we suppose the ground saturated with water, and our 
drains running up the slope and stopping at 4 feet depth, 
with no header connecting them, they, in effect, stop 
against 4 feet head of water, and in order to drain the 
land as far up as they go, must not only take their fair 
proportion of water which lies between them, but must 
draw down this 4 feet head beyond them. This they can- 
not do, because the water from a higher source, with the 
aid of capillary attraction, and the friction or resistance 
met with in percolation, will keep up this head of water 
far above the drained level. 

In railway cuttings, and the like, we often see a slope 
:f this kind cut through, without drying the land above 
the cutting ; and if the slope be disposed in alternate 
layers of sand or gravel, and clay, the water will continue 
to flow out high up on the perpendicular bank. Even in 
porous soils of homogeneous character, it will be found 
that the head of water, if we may use the expression, ia 
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siflfected but a short distance by a drain across its flow 
Indeed, the whole theory as to the distance of drains 
apart, rests upon the idea, that the limit to which drains 
may be expected eflFectually to operate, is at most but two 
or three rods. 

Whether, in a particular case, a header alcne will be 
sufficient to cut off the flow of water from the higher 
land, or whether, in addition to the header, an open 
catch-water may be required, must depend upon the 
C[uantity of water likely to flow through or upon the land. 
An under-drain might be expected to absorb any moder- 
ate quantity of what may be termed drainage-water, but 
it cannot stop a river or mill-stream; and if the earth 
above the tiles be compact, even water flowing through 
the soil with rapidity, might pass across it. If there is 
reason to apprehend this, an open ditch might be added 
to the header ; or, if this is not considered sufiiciently 
scientific or in good taste, a tile-drain of sufiicient capa- 
city may be laid, with the ditch above it carefully packed 
with small stones to the top of the ground. Such a drain 
would be likely to receive sand and other obstructing sub- 
stances, as well as a large amount of water, and should, 
for both reasons, be carried off independently of the small 
drains, which would thus be left to discharge their legiti- 
mate service. 

"Where it is thought best to connect an open, or surface 
drain, with a covered drain, it will add much to its secu 
rity against silt and other obstructions, to interpose a trap 
or silt-basin at the junction, and thus allow the water to 
pass off comparatively clean. Where, however, there ia 
a large flow of water into a basin, it will be kept so much 
in motion as to carry along with it a large amount of 
earth, and thus endanger the drain below, unless it bfl 
very large. 



DISTAKC3E OP DRAINS. . j5 

DISTANCES APART, OR FREQUENCY OF DRAINS. 

The reader, who has studied careful! j the rival systems 
of "deep drainage" and "thorough drainage," has seen 
that the distance of drains apart, is closely connected with 
that controversy. The' greatest variety of opinion is ex- 
pressed by different writers as to the proper distances, 
ranging all the way from ten feet apart to seventy, or 
even more. 

Many English writers have ranged themselves on one 
side or the other of some sharp controversy as to the 
merits of some peculiar system. Some distinguished geol- 
ogist has discovered, or thinks he has, some new law of 
creation by which he can trace the underground currents 
of water; or some noble noble lord has "patronized" into 
notice some caprice of an aspiring engineer, and straight- 
way the kingdom is convulsed with contests to set up or 
cast down these idols. By careful observation, it is said, 
we may find " sermons in stones, and good in everything;" 
and, standing aloof from all exciting controversies, we 
may often profit, not only by the science and wisdom of 
our brethren, but also by their errors and excesses. If, 
by the help of the successes and failures of our English 
neighbors, we shall succeed in attaining to their present 
standard of perfection in agriculture, we shall certainly 
make great advances upon our present position. 

As the distances of drains apart, depend manifestly ou 
many circumstances, which may widely vary in the diver- 
sity of soil, climate, and cost of labor and materials to be 
found in the United States, it will be convenient to 
arrange our remarks on the subject under appropriate 
heads. 

DISTANCES DEPEND UPON THE NATURE OF THE SOIL. 

Water runs readily through sand or gravel. In such 
aoUs it easily seeks and finds its leve« If it be drawn 
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out at one pointy it tends towards that point from all 
directions. In a free, open sand, you may draw out all 
the water at one opening, almost as readily as from an 
open pond. 

Yet, even such sands may require draining. A body of 
sandy soil frequently lies not only upon clay, but in a 
basin ; bo that, if the sand were removed, a pond wo*. .^ 
remain. In such a case, a few deep drains, rightly placfctf, 
might be sufficient. This, however, is a case not ofteu 
met with, though open, sandy soil upon clay is a common 
formation. 

Then there is the other extreme of compact clay, 
through which water seems scarcely to percolate at all. 
Yet it has water in it, that may probably soak out by the 
same process by which it soaked in. Very few soils, of 
even such as are called clay, are impervious to water, 
especially in the condition in which they are found in 
nature. To render them impervious, it is necessary to 
wet and stir them up, or, as it is termed, puddle them. 
Any soil, so far as it has been weathered — that is, ex- 
posed to air, water and frost — is permeable to water to 
a greater or less degree ; so that we niay feel confident that 
the upper stratum of any soil, not constantly under water 
will readily allow the water to pass through. 

And in considering the "Drainage of Stiff Clays," wa 
shall see that the most obstinate clays are usually bg 
affected by the operation of drainage, that they crack, and 
BO open passages for the water to the drains. 

All gravels, black mud of swamps, and loamy soils ol 
any kind, are readily drained. 

Occasionally, however — even in tracts ot easy drainage, 
as a whole — deposits are found of some combinations with 
iron, so firmly cemented together, as to be almost im- 
penetrable with the pick-axe, and apparently imperviou 
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to water. Exceptional cases of this nature must be care- 
fully sought for by the drainer. 

Whenever a wet spot is observed, seek for the cause, 
and be satisfied whether it is wet because a spring bursts 
up from the bottom ; or because the subsoil is impervious, 
and will not allow the surface-water to pass downwara. 
Ascertain carefully the cause of the evil, and then skill- 
fully doctor the disease, and not the symptoms merely. 
A careful attention to the theory of moisture, will go far 
to enable ns properly to determine the requisite frequency 
of drains. 

DISTANCES DEPEND UPON THE DEPTH OF THE DEAIN8. 

The relations of the depth and distance of drains will 
be more fully considered, in treating of the depth of drains. 
The idea that depth will compensate for frequency, in all 
cases, seems now to be abandoned. It is conceded that 
clay-soils, which readily absorb moisture, and yet are 
strongly retentive, cannot be drained with suflScient rapid- 
ity, or even thoroughness, by drains at any depth, unleM 
they are also within certain distances. 

In a porous soil, as a general rule, the deeper the drain, 
the further it will draw. The tendency of water is to 
lie level in the soil ; but capillary attraction and mechan- 
ical obstructions offer constant resistance to this tendency. 
The farther water has to pass in the soil, the longer time, 
other things being equal, will be required for the passage. 
Tlierefore, although a single deep drain might, in ten days 
lower the water-line as much as two drains of the saine 
depth, or, in other words, might draw the water all down 
to its own level, yet, it is quite evident that the two 
drains might do the work in less time — possibly, in five 
dajs. We have seen already the necessity of laying 
drains deep enough to be below the reach of the subsoil 
plow and below frost, so that, in the Northern States, th« 
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question of shallow drainage seems hardly debatahle 
Yet, if we adopt the conclusion that four feet is the least 
allowable depth, where an outfall can be found, there may 
be the question still, whether, in very open soils, a still 
greater depth may not be expedient, to be compensated 
by increased distance. 

DISTANCES DEPEND UPON CLIMATE. 

Climate includes the conditions of temperature and 
moisture, and so, necessarily, the seasons. In the chap.ter 
which treats of Rain, it will be seen that the quantity of 
rain which falls in the year is singularly various in differ- 
ent places. Even, in England, " the annual average raia 
fall of the wettest place in Cumberland is stated to be 141 
inches, while 19^ inches may be taken as the average fall 
in Essex. In Cumberland, there are 210 days in the year 
in which rain falls, and in Chiswick, near London, 
Dut 124." 

A reference to the tables in another place, will show us 
an infinite variety in the rain-fall at different points of 
our own country. 

If we expect, therefore, to furnisli passage for but two 
feet of water in the year, our drains need not be so 
numerous as would be necessary to accommodate twice that 
quantity, unless, indeed, the time for its passage may be 
different ; and this leads us to anotlier point which should 
ever be kept in mind in New England — the necessity of 
quick drainage. The more violent storms and showers of 
our country, as compared with England, have been spoken 
of when considering The Size of Tiles. The sudden 
transition from Winter to Summer, from the breaking up 
of deep snows with the heavy falls of rain, to our brief 
and hasty planting time, requires that our system of 
drainage should be efficient, not only to take off large 
quantities of water, but to take them off in a very short 
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time. How rapidly water may be expected to pass off by 
drainage, is not made clear by wiitei's on the subject. 

" One inch in depth," says an English writer, " is a very 
heavy fall of rain in a day, and it generally takes two 
days for the water to drain fully from deep drained land." 
Due inch of water over an acre is calculated to be some- 
thing mors than one hundred tons. This seems, in gross, 
to be a large amount, but we should expect that au inch, 
or even two inches of water, spread evenly over a field, 
would soon disappear from the surface ; and if not pre- 
vented by some impervious obstruction, it must continue 
downward. 

It is said, on good authority, that, in England, the 
smallest sized pipes, if the fall be good, will be sufficiently 
large, at ordinary distances, to carry off all the surplus 
water. In the author's own fields, where two-inch tiles 
are laid at four feet deptli and fifty feet apart, in an open 
soil, they seem amply sufficient to relieve the ground of 
all surplus water from rain, in a very few days. Most of 
them have never ceased to run every day in the year, but 
as they are carried up into an undrained plain, they prob- 
ably convey much more water than falls upon the land iff 
which they lie. 

So far as our own observation goes, their flow increases 
almost as soon as rain begins to fall, and subsides, after it 
ceases, about as soon as the water in the li^^tle river into 
which they lead, sinks back into its ordinary cliaimel, the 
freshet in the drains and in the stream being nearly simul- 
taneous. Probably, two-inch pipes, at fifty feet distances, 
will carry ofiT, with all desirable rapidity, any quantity of 
water that will ever fall, if the soil be such that the water 
can pass through it to the distance necessary to find the 
drains ; but it is equally probable that, in a compact clay 
goil, fiftj feet distance is auita too creat for sufficiently 
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rapid drainage, because the water cannot get to the draim 

with sufficient rapidity. 

DISTANCES DEPEXD UPON THE COMPAEATTVE PEI0K8 OF LABOB 
AND TILb«. 

The fact, that the last foot of a four-foot drain costs as 
much labor as the first three f-set, is shown in another 
chapter, and the deeper we go, the greater the comparar 
tive cost of the labor. With t'les at $10 per thousand, 
the cost of opening and filling a four-foot ditch is, in 
rounc". numbers, by the rod, equal to twice the cost of the 
tiles. In porous soils, therefore, where depth may be 
made to compensate for greater distance, it is always a 
matter for careful estimate, whether we shall practice 
true economy by laying the tiles at great depths, or at 
the smallest depth at which they will be safe from frost 
and the subsoil plow, and at shorter distances. The rule 
is manifest that, where labor is cheap and tiles are dear, 
it is true economy to dig deep and lay few tiles ; and, 
where tiles are cheap and labor is dear, it is economy to 
make the number of drains, if possible, compensate foi 
less depth. 

DISTANCES DEPEND UPON SYSTEM. 

While we would not lay down an arbitrary arrange- 
ment for any farm, except upon a particular examination, 
and while we would by no means advocate what has been 
called the gridiron system — of drains everywhere at equal 
depths and distances — yet some system is absolutely 
essential, in any operation that approaches to thorough 
drainage. 

If it be only desired to cut off some particular springs, 
or to assist Nature in some ravine or basin, a deep drain 
here and there may be expedient ; but when any consider- 
able surface is to be drained, there can be no good work 
without a connected plan of operations. 
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Mains must be laid from the outfall, Ihrongli the lowest 
parts ; aud into tlie mains the smaller drains must be con- 
ducted, upon such a system as that there may be the 
proper fall or inclination throughout, and that the whole 
field shall be embraced. 

Again, a Tpertect jplan of the completed work, accurately 
drawn on paper, should always be preserved for future 
reference. Now it is manifest, that it is impossible to lay 
out a given field, with proper mains and small drains, 
dividing the fall as equally as practicable between the 
different parts of an undulating field, preserving a system 
throughoiit, by which, with the aid of a plan, any drain 
may at any time be traced, without making distances con- 
form somewhat to the system of the wh''/le. 

It is easily demonstrable, too, that drains at right angles 
with the mains, and so parallel with each other, are the 
shortest possible drains in land that needs uniform drain- 
age. They take each a more uniform share of the water, 
and serve a greater breadth of soil than when laid at acute 
angles. While, therefore, it may«be supposed that in par- 
ticular parts of thf field, distances somewhat greater or 
less might be advisable, considered independently, yet in 
practice, it will be found best, usually, to pay becoming 
deference to order, " Heaven's first law," aud sacrifice 
something of the individual good, to the leading idea of 
the general welfare. 

In the letter of Mr. Denton, in another chapter, some 
remarks will be found upon the subject of which we are 
treating. The same gentleman has, in a published paper, 
illustrated the impossibility of strict adherence to any 
arbitrary rule in the distances or arrangement of drains, as 
follows : 

' The wetness of land, w-hich for distinction's sake, I have called ' th« 
water of pressure/ like the water of springs, to which it is nearly allied, 
can be effectually and cheaply removed only by drains devised for aurf 
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devoted to the object. Appropriate deep drains at B B B, for instaaot, 
M indicated in the dark vertical lines, are found U> do the service of 
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Fig. 85. — ^The vertical dotted lines show tlie position of parallel drains 

many parallel drains, which as frequently miss, as they hit, those fur- 
rows, or ' lips,' in the horizontal out-crop of water-hearing strata which 
continue to exude wetness after the higher portions are dry. 

" A consideration, too, ot the varying inclinations of surface, of whiol 
instances will frequently occur in the same field, necessitates a depar- 
tv.re from uniformity, not in direction only, but in intervals between 
diains. Take, for instance, the ordinary case of a field, in which a 
comparatively flat space ■win intervene between quickly rising ground 
BDd the out-fall ditch. It is clear that the soak of the hill will pervade 
tlie soil of the lower ground. let. the system of drainage adopted be what 
It may ; and, therefore, supposing the soil of the hill and flat to be pre- 
cisely alike, the existence of bottom water in a greater quantity in the 
lower lands thar, in the higher, will call for a greater number of 
drains. It is iound, too, that an independent discharge or relief of 
the water coming from the hill, at B, should always be provided, in 
~ldcr to avoid any impediment by the slower flow of the flatter drains. 

"Experience shows that, with few exceptions, hollows, or 'slacks,' 
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observable on the surface, as at B B, have a corresponding uudul* 
ticn of subsoil and that any system which does not provide a direct 
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te.eaoe for water, which would otherwise collect in ana draw towardi 
these spots, is imperfect and unsatisfactory. It is found to be much 
more safe to depend on relief drains, than on the cutting of draini 
sufficiently deep through the banks, at A A, t] gain a fall at a regular 
inclination. 

" Still, in spite of experience, we often observe a disregard of these 
facts, even in works which are otherwise well executed to a depth of 
four feet, but fettered by methodical rules, and I feel compelled to 
remark, that it has often occurred to me, when I have observed with 
what diligent examination the rules of depth and distance have been 
lestcd, that if more attention had been paid to the source of injury, and 
to the mode of securing an effective and permanent discharge of the 
iiijurious water, much greater service would be done." 

In conclusion, as to distdnces, we should advise great 
caution on the part of beginners in laying out their drains. 
Draining is too expensive a work to be carelessly or un- 
skillfuUy done. A mistake in locating drains too far 
apart, brings a failure to accomplish the end in view. A 
mistake in placing them too near, involves a great loss of 
labor and money. Consult, then, those whose experience 
has given them knowledge, and pay to a professional en- 
gineer, or some other skillful person, a small amount for 
aid, which will probably save ten times as much in the 
end. We have placed our own drains in porous, though 
very wet soil, at fifty feet distances, which, in most soils, 
might be considered extremely wide. "We are fully satis- 
fied that they would have drained the land as well at sixty 
feet, except in a few low places, where they could not be 
sunk four feet for want of fall. 

Ill most New England lands that require drainage, we 
relieve that from 40 to 50 feet distances, with four feet 
depth, will prove sufficient. Upon stiff clays, we have no 
experience if jur own of any value, although we have a 
field of the stiffost clay, drained last season at 40 feet distan- 
ces and four feet depth In England, this would, probably, 
prove insufficient, an*!, perhaps, it will proi^e so here. 
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One thiug is certain, that, at present, there is little laud 
in this country that will pay for drainage by hand labor, 
at the English distances in clay, of 16 or 20 feet. K our 
powerful Summer's sun will not somehow compensate in 
part for distance, we must, upon our clays, await the coming 
of draining plows and steam. 

DEPTH OF DRAINS. 

Cheap and temporary expedients in agriculture are tht 
characteristics of us Americans, who have abundance oi 
land, a whole continent to cultivate, and comparatively 
few hands and small capital with which to do the work. 
We erect temporary houses and barns and fences, hoping 
to find time and means at a future day, to reconstruct 
them in a more thorough manner. We half cultivate our 
new lands, because land is cheaper than labor ; and it pays 
best for the present, rather to rob our mother earth, than 
to give her labor for bread. 

The easy and cheap process in draining, is that into 
which we naturally fall. It is far easier and cheaper to 
dig shallow than deep drains, and, therefore, we shall not 
dig deep unless we see good reason to do so. If, however, 
we carefully study the subject, it will be manifest that 
superficial drainage is, in general, the result of superficial 
knowlege of the subject. 

Thorough-drainage does not belong to pioneer farming, 
nor to a cheap and temporary system. It involves capi- 
tal and labor, and demands skill and system. It cannot 
be patched up, like a brush fence, to answer the purpose, 
from year to year, but every tile must be placed where it 
will best peiform its oiRce for a generation. In England, 
the rule and the habit in all things, is thoroughness and 
permanency ; yet the first and greatest mistake there in 
drainage was shallowness, and it has required years of 
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experiments, and millions of money, to correct that mi* 
take. If we commit the same folly, as we are very likely 
to do, we cannot claim even the originality of the blmider, 
and shall be guilty of the folly of pursuing the crooked 
paths of their exploration, instead of the straight highway 
which they have now established. To be sure, the con- 
troversy as to the depth of drains has by no means ceased 
in England, but the question is reduced to this, whether 
the least depth shall be three feet or four ; one party con- 
tending that for certain kinds of clay, a three-foot drain is 
as effectual as a four-foot drain, and that the least effectual 
depth should be used, because it is the cheapest ; while 
the general opinion of the best scientific and practical 
men in the kingdom, has settled down upon four feet as 
the minimum depth, where the fall and other circum- 
stances render it practicable. At the same time, all admit 
that, in many cases, a greater depth than four feet is 
required by true economy. It may seem, at first, that a 
controversy, as to one additional foot in a system of drain- 
age, depends upon a very small point ; but a little reflec- 
tion will show it to be worthy of careful consideration. 
Without going here into a nice calculation, it may be 
stated generally as an established fact, that the excava- 
tion of a ditch four feet deep, costs twice as much as 
that of a ditch three feet deep. Although this may not 
seem credible to one who has not considered the point, 
yet it will become more probable on examination, and 
very clear, when the actual digging is attempted. Ditches 
for tiles are always opened widest at top, with a gradual 
narrowing to near the bottom, where they should barely 
admit the tile. Now, the addition of a foot to the depth, 
is not, as it would perhaps at first appear, merely the addi- 
tion of the lowest and narrowest foot, but rather of tiie 
topmost and widest foot. In other words, a four-fciot ditch 
.s precisely a three-foot ditch in size and form, with ao 



166 FAKM DRArNAOK. 

additional foot on the top of it, and not a three-foot ditch 
deepened an additional foot. 

The lowest foot of a four-foot ditch is raised one fool 
higher, to get it upon the surface, than if the ditch were 
but three feet deep. In clays, and most other soils, the 
'zarth grows harder as we go deeper, and this considera- 
tion, in practice, will be found important. Again : the 
small amount of earth from a three-foot ditch, may lie 
conveniently on one bank near its edge, while the addi- 
tional mass from a deeper one must be thrown further; 
and then is to be added the labor of replacing the addi- 
tional quantity in filling up. 

On the whole, the point may be conceded, that the 
labor of opening and finishing a four- foot drain is double 
that of a three-foot drain. 

"Without stopping here to estimate carefully the cost of 
excavation and the cost of tiles, it may be remarked, that, 
upon almost any estimate, the cost of labor, even in a 
three-foot di'ain in this country, yet far exceeds the cost 
of tiles : but, if we call them equal, then, if the addi- 
tional foot of depth costs as much as the first three feet, 
we have the cost of a four-foot tile-drain fifty per cent, 
more than that of a three-foot di'ain. In other words, 20C 
rods of four-foot drain will cost just as much as 300 rods 
of three-foot drain. This is, probably, as nearly accurate 
as any general estimate that can be made at jjreseut. Th« 
principles upon which the calculations depend, having 
been thus suggested, it will not be difficult to vary them 
so as to apply tliem to the varying prices of labor and 
tiies, and to the use of the plow or other implements pro- 
pelled by animals or steam, when applied to drainage in 
our country. 

The earliest experiments in thorough-drainage, in Eng- 
land, were at very small depths, two feet being, for a time 
considered very deep, and large tracts were underla'd 
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with tiles at a depth of eighteen, and even twelve inches. 
It is said, that 10,000 miles of drains, two feet deep and 
'ess, were laid in Scotland before it M'as found tliat this 
depth was not sufficient. Of course, the land thus treated 
was relieved of much water, and experimenters were often 
much gratified with their success ; but it may be safely said 
now, that there is no advocate known to the public, in 
England, for a system of drainage of less than three feet 
depth, and no one advocates a system of drainage of less 
than four feet deep, except upon some peculiar clays. 

The general principle seems well established, that depth 
will compensate for width ; or, in other words, that the 
deeper the drain, the farther it will draw. This principle, 
generally correct, is questioned when applied to peculiar 
clays only. As to them, all that is claimed is, that it is 
more economical to make the drains but three feet, because 
they must, even if deep, be near together — nobody doubt- 
ing, that if four feet deep or more, and near enough, they 
will drain the land. 

In speaking of clay soil, it should always be borne in 
mind, that clay is merely a relative term in agriculture. 
" A clay in Scotland," says Mr. Pusey, " would be a loam 
in the South of England." Professor Mapes, of our own 
country, in the Working Farmer, says, " We are convinced, 
that, with thorough subsoil plowing, no clay soil exists in 
this country which might not be underdrained to a depth 
of four feet with advantage." 

There can be no doubt, that, with four-foot drains at 
proper distances, all soils, except some peculiar clays, may 
be draiied, even without reference to the changes pro- 
duced in the mechanical structure of soil by the operation 
There is no doubt, however, that all soils are, by the ad 
missioi of air, which must always take the place of thb 
wate/ drawn out, and by the percolation of water through 
them, rendered gradually more porous. Added to this, 
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the subsoil plow, which will be the follower of drainage, 
will break up the soil to considerable depth, and thus 
make it more permeable to moisture. But there is still 
another and more effective aid which Nature affords to the 
land-drainer, upon what might be otherwise impracticable 
clays. 

This topic deserves a careful and distinct consideration, 
which it will receive under the title of " Drainage of Stifl 
Clays." 

In discussing the subject of the depth of drains, we are 
not unmindful of the fact that, in this country, the leaders 
iu the drainage movement, especially Messrs. Delaiield, 
Yeomans, and Johnston, of New York, have achieved their 
truly striking results, by the use of tiles laid at from two 
and a half to three feet depth. On the " Premium Farm" 
of E. J. Swan, of Rose Hill, near Geneva, it is stated 
that there are sixty-one miles of under-drains, laid from 
\vo and a half to three feet deep. That these lands thus 
drained have been changed in their character, from cold, 
wet, and unproductive wastes, in many cases, to fertile 
and productive fields of corn and wheat, sufficiently 
appears. Indeed, we all know of fields drained only with 
Btone drains two feet deep, that have been reclaimed from 
wild grasses and rushes into excellent mowing fields. In 
England and in Scotland, as we have seen, thousands of 
miles of shallow drains were laid, and were for years 
quite satisfactory. These facts speak loudly in favor of 
drainage in general. The fact that shoal drains produce 
results so striking, is a stumbling-block in the progress of 
a more thorough system. It may seem like presumption 
to say to those to whom we are so much indebted for 
their public spirit, as well as private enterprise, that they 
have not drained deep enough for the greatest advantage 
in the end. It would seem that they shoTild know their 
own farms and their own results better than others. We 
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propose to Btate, with all fairness, the results of their ex- 
periments, and to detract nothing from the credit which 
is due to the pioneers in a great work. 

We cannot, however, against the overwhelming weight 
of authority, and against the reasons for deeper drainage, 
which, to us, seem so satisfactory, conclude, that even 
three feet is, in general, deep enough for under-drains. 
Three-foot drains will produce striking results on almost 
any wet lands, but four-foot drains will be more secure 
and durable, will give wider feeding-grounds to the roots, 
better filter the percolating water, warm and dry the land 
earlier in Spring, furnish a larger reservoir for heavy 
rains, and, indeed, more effectually perform every office 
of drains. 

In reviewing our somewhat minute discussion of this 
essential point — the proper depth of drains — certain pro- 
positions may be laid down with considerable assurance. 

TILES MUST BB LAID BELOW TEE BEACH OF THE SDBSOII 

PLOW. 

Let no man imagine that he shall never use the subsoil 
plow ; for so surely as he has become already so much 
alive to improvement, as to thorough-drain, so surely will 
he next complete the work thus begun, by subsoiling his 
land. 

The subsoil plow follows in the furrow of another 
plow, and if the forward plow turn a furrow one foot 
deep, the subsoil may be run two feet more, making three 
feet in all. Ordinarily, the subsoil plow is run oi..> to 
the depth of 18 or 20 inches ; but if the intention were 
to run it no deeper than that, it would be liable to dip 
much deeper occasionally, as it came suddenly upon the 
ioft places above the drains. The tiles should lie far 
enough below the deepest path of the subsoil plow, not 
to be at all disturbed by its pressure in passing over the 
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drains. It is by no means improbable that fields that 
have already been drained in this country, may be, in the 
iifetime of their present occupants, plowed and subsoiled 
by means of steam-power, and stirred to as great a depth 
as shall be found at all desirable. But, in the present 
mode of using the subsoil plow on land free from stones, a 
depth less than tliree and a half or four feet would hardly 
be safe for the depth of tile-drains. 

TILES MUST BE LAID BELOW FROST. 

This is a point upon which we must decide for our 
selves. There is no country where drainage is practiced, 
where the thermometer sinks, as in almost every 
Winter it does in New England, to 20° below zero (Fah- 
renheit). 

All writers seem to assume that tile-drains must be in- 
jured by frost. What the effect of frost upon them ia 
supposed to be, does not seem very clear. If filled with 
water, and frozen, they must, of course, burst by the 
expansion of the water in freezing ; but it would prob- 
ably rarely happen, that drainage-water, running in cold 
weather, could come from other than deep sources, and 
it must then be considerably above the freezing point. 
Still, we know that aqueduct pipes do freeze at considera- 
able depths, though supplied from deep springs. Neither 
these nor gas-pipes are, in our New England towns, safe 
bf«low frost, unless laid four feet below the surface ; 
n. instances occur where they freeze at a mucli greater 
deplli, usually,. however, under the beaten paths of streets, 
or in exposed positions, where the snow is blown away, [n 
such places, the earth sometimes freezes solid to the depth 
of even six feet. It will be suggested at once that our 
fields, and especially our wet lands, do not freeze so deep, 
and this is true ; but it must be borne in mind, that the 
Fery reason v. hy our wet lands do not freeze deeper, may 
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be, that tliey are filled with the very spring- water which 
makes them cold in Summer, indeed, but is warmer than 
the air iu "Winter, and so keeps out the frost. Drained 
lands will freeze deeper than undrained lands, and the 
farmer must be vigilant upon this point, or he may have 
his work ruined in a single Winter. 

We are aware, that upon this, as every other point, as- 
certained facts may seem strangely to confiict. In the 
town of Lancaster, among the mountains iu the coldest 
part of New Hampshire, many of the liouses and barns 
of the village are supplied with water brought in aque- 
ducts from the hills. We observed that the logs which 
form the conduit are, in many places, exposed to view on 
the surface of the ground, sometimes partly covered with 
earth, but generally very little protected. There has not 
been a "Winter, perhaps in a half century, when the ther- 
mometer has not at times been 10° below Zero, and often 
it is even lower than that. Upon particular inquiry, we 
ascertained that very little inconvenience is experienced 
there fi-om the freezing of the pipes. The water is drawn 
irom deep springs in the mountains, and fills the pipes of 
from one to two-inch bore, passing usually not more than 
one or two hundred rods before it is discharged, and ita 
warmth is sufiicient, with the help of its usual snow cover- 
ing, to protect it from the frost. 

We have upon our own premises an aqueduct, which 
supplies a cattle-yard, which has never been covered more 
than two feet deep, and has never frozen in the nine years 
of its use. We should not, therefore, apprehend much 
danger from the freezing of pipes, even at shallow depths, 
if they carry all the Winter a considerable stream oi 
spring-water ; but in pipes which take merely the surface 
water that passes into them by percolation, we should ex- 
pect little or no aid from the water in preventing frost. 
The water filterins' downward in Winter must be nearly 
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at the freezing point ; and the pipes may be filled with 
Bolid ice, by the freezing of a very small quantity as it 
enters them. 

Neither hard-burnt bricks nor hard-burnt tiles will 
crumble by mere exposure to the "Winter weather above 
ground, though soft bricks or tiles will scarcely endure a 
single hard frost. Too much stress cannot be laid upon 
the importance of using hard-burnt tiles only, as the 
failure of a single tile may work extensive mischief. 
Writers seem to assume, that the freezing of tne ground 
about the drains will displace the tiles, and so destroy their 
continuity, and this may be so; though we find no evi- 
dence, perhaps, that at three or four feet, there is any dis- 
turbance of the soil by freezing. We dig into clay, or 
into our strong subsoils, and find the earth, at three feet 
deep, as solid and undisturbed as at twice that depth, and 
no indication that the frost has touched it, though it has 
felt the grip of his icy fingers every year since the Flood 
With these suggestions for warning and for encourage 
ment, the subject must be left to the sound judgment ol 
the farmer or engineer upon each farm, to make the mat- 
ter so safe, that the owner need not have an anxious 
thought, as he wakes in a howling Winter night, lest hia 
drains should be freezing. 

Finally, in view of the various considerations that have 
been suggested, as well as of the almost uniform authority 
of the ablest writers and practical men, it is safe to con- 
clude, that, in general, in this country, wherever sufficient 
outfall can be \aA^ four feet above the top of the tiles s hould 
he the. minimum depth of drains. 
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CHAPTER Vin. 

AKRANGEMENT OF DEAIN8. 

Neccauty ol fc/slem. — What Fall is Necessary. — Ameiican £xample« -Out 
lets. — Wells aud Relief-Pipes. — Peep holes. — How to secure Outlets. — Gate 
to Exclude Back- Water. — Gratings and Screens to keep out Frogs, Snakes, 
Moles, &c. — Mains, Submains, and Minors, how placed. — Capacity of Pipes. 
— Maius of Two Tiles. — Junction of Drains.— Effect of Curves and Ang'ea 
on Currents. — Branch Pipes. — Sraicing into Wells or Swallow Holes. — 
Letter from Mr. Denton. 

As every act is, or should be, a part of a great plan of 
iife, so every stake that is set, and every line laid in the 
field, should have relation not only to general principles, 
but also to some comprehensive plan of operations. 

Assuming, then, that the principles advocated in this 
treatise are adopted as to the details, that the depth pre- 
ferred is not less than four feet — that the direction preferred 
is up and down the slope — that the distance apart may 
range from fifteen to sixty feet, and more in some cases, 
according to the depth of drains and the nature of the soil 
— that no tiles smaller than one and a half inch bore will 
be used, and none less than two inches except for the first 
one hundred yards, there still remains the application of 
all these principles to the particular work in hand. With 
the hope of assisting the deliberations of the farmer on 
this point, some additional suggestions will be made under 
appropriate heads. 

AEEANGEMENT MUST HAVE EKFEEBNOE TO SYSTEM. 

The absolute necessity of some regularity of plan in our 
wM-t. must be manifest. Without system, we can ncTer, 
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in the outset, estimate the cost of our operation ; we can 
never proportion our tiles to tLe quantity of water that 
will pass through them ; we can never find the drains 
afterwards, or form a correct opinion of the cause of anv 
failure that may await us. 

We prefer, in general, where practicable, parallel lines 
for our minor drains, at right angles with the mains, 
because this is the simplest and most systematic arrange- 
ment ; but the natural ravines or water-coiirses in fields, 
seldom run parallel with each other, or at right angles 
with the slope of the hills, so that regular work like this, 
can rarely be accomplished. 

If the earth were constructed of regular slopes, or plains 
of uniform character, we could easily apply to it all our 
rules ; but, broken as it is into hills and valleys, filled with 
stones here, with a bank of clay there, and a sand-pit close 
by, we are obliged to sacrifice to general convenience, 
nften, some special abstract rule. 

We prefer to run drains up and down the slope ; but if 
the field be filled with undulations, or hills with various 
slopes, we may often find it expedient, for the sake of 
system, to vary this course. 

If the question were only as to one single drain, we 
could adjust it so as to conform to our perfect ideal ; but 
as each drain is, as it were, an artery in a complicated 
system, which must run through and affect eve"y part of 
it, all must be located with reference to every other, and 
to the general effect. 

Keeping in mind, then, the importance of some regular 
system that shall include the whole field of operation, the 
work should be laid out, with as near a conformity to 
established principles as circumstances will permit. 

ARRANGEMENT MUST HAVE EEFEEENCE TO THE FALL. 

In considering what fall is necessary, and what is deeir 
•Me, we have seen '^^"'- -'''^''^ ^ u-i,* :„„i;„„f;„„ 
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may carry oflF water, yet a proportionably larger drain 
is necessary as the fall decreases, because the water runs 
slower. 

" It is surpriBing," says Sicphens, '■ what a small descent is required 
for the flow of water in a well-constructed duct. People frequently 
complain that they cannot find sufficient fall to carry off the water from 
the drains. There are few situations where a sufficient fall cannot be 
found if due pains are exercised. It has been found in practice, that a 
water-course thirty feet wide and six feet deep, giving a transverse sec- 
tional area of one hundred and eighty square feet, will discharge three 
hundred cubic yards of water per minute, and will flow at the rate of 
one mile per hour, with a fall of no more than six inches per mile." 

Messrs. Shedd and Edson, of Boston, have superintended 
Bome drainage works in Milton, Mass., where, after obtain- 
ing permission to drain through the land of an adjacent 
owner, not interested in the operation, they could obtain 
but three inches fall in one hundred feet, or a lialf inch to 
the rod, for three quarters of a mile, and this only by 
blasting the ledges at the outlet. Tliis fall, liowever, 
proves sufficient for perfect drainage, and by their skill, a 
very unhealthful swamp has been rendered lit for gardens 
and building-lots. In another instance, in Dorciiester, 
Mass., Mr. Shedd informs us that in one thousand feet, 
they could obtain only a fall of two inclies for their main, 
and this, by nice adjustment, he expects to make sufficient. 
In another instance, he has found a fall of two and a half 
inches in one hundred feet, in an open paved drain to be 
effectual. 

It is certainly advisable always to divide the fall as even 
as possible throughout the di-ains, yet this will be found a 
difficult rule to follow. Very often we have a space oi 
nearly level ground to pass through to our outfall; and, 
usually, the mains, in order that the minor drains may be 
carried into them from both sides, must follow up the na- 
tural valleys in the Held, thus controlling, in a great mea 
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sure, onr cnoice as to the fall. We are, in fact, often com 
polled to use the natural fall nearly as we find it. 

It is thought advisable to have the mains from three to 
six inches lower than the drains discharging into them, so 
that there may be no obstruction in the minor drains by 
the backing up of water, and the consequent depr^sition of 
•and ar other obstructing substances. Wherever one 
stream flows into another, there must be more or less in- 
terruption of the course of each. If the water from the 
minors enters the main with a quick fall, the danger of 
obstruction in the minor, at least, is much lessened. A 
frequent cause of partial failure of drains, is their not 
having been laid with a regular inclination. If, instead 
of a gradual and uniform fall, there should be a slight 
rising in the bed of a drain, the descending water will be 
interrupted there till it accumulate so high as to be above 
the level of the rising. At this point, therefore, the water 
nmst have a tendency to press out of the drains, and will 
deposit whatever particles of sand or other earthy matter 
it may bring down. 

Drains must, therefore, be so arranged, that in cutting 
them, their beds may be as nearly as possible, straight, or, 
at least, have a constant, if not a regular and equal fall. 

AEKAUGEMENT MUST HAVE KKFEEENCE TO THE OUTLET. 

All agree that it is best to have but few general outlets. 
" In the whole process of draining," says an engineer of 
experience, " there is nothing so desirable as permanent 
and substantial work at the point of discharge." The out- 
let is the place, of all others, where obstruction is most 
likely to occur. Everywhere else the work is protected 
by the earth above it, but here it is exposed to the action 
of frost, to cattle, to mischievous boys, to reptiles, as well 
as to the obstructing deposits which are discharged from 
the drains themselves. In regular work, under fbe dij 
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tijn of enginoers, iron pipes, with swing gratings set in 
masonry, are used, to protect permanently this important 
part of the system of drainage. 

It may often be convenient to run parallel di'ains down 
a slope, bringing each out into an open ditch, or at the 
bottom of some bank, thus making a separate outlet for 
each. This practice, however, is strongly deprecated. 
These numerous outlets cannot be well protected without 
great cost ; they will be forgotten, or, at least, neglected, 
and the work will fail. 

Regarding this point, of few and well-secured outlets, aa 
of great importance, the arrangement of all the drains 
must have reference to it. When drains are brought 
down a slope, as just suggested, let them, instead of dis- 
charging separately, be crossed, near the foot of the slope, 
by a submain running a little diagonally so as to secure 
Bufiicient fall, and so carried into a main, or discharged 
at a single outlet. 

It may be objected, that by thus uniting the whole sys- 
tem, and discharging the water at one point, there may be 
difficulty in ascertaining by inspection, whether any of the 
drains are obstructed, or whether all are performing their 
appropriate work. There is prudence and good sense in 
this suggestion, and the objection may be obviated by 
placing wells, or " peep-holes," at proper intervals, in 
which the flow of the water at various points may be ob- 
■crved. On the subject of wells and peep-holes, the reader 
will find in another chapter a more particular description 
of their construction and usefulness. 

The position of the outlet must, evidently, be at a point 
sufficiently low to receive all the water of the field ; or, 
in other words, it must be the lowest point of the work. 
It will be fortunate, too, if the outlet can be at the same 
time high enough to be at all times above the back- 
water of the Btream, or pond, or marsh, into which it 
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empties ; and high enough, too, to be protected by solid 
eartli about it. In any case, great care should be taken 
to make the outlet secure and permanent. The process 
of thorough-drainage is expensive, and will only repay 
cost, upon the idea that it is perraanent^that once well 
ione, it is done forever. The tiles may be expected to 
operate well, for a lifetime ; and the outlet, the only exposed 
portion of the work, should be constructed to endure aa 
long as the rest. 

It is true that this portion of the work may be readied 
and repaired more conveniently than the tiles themselves; 
but it must be remembered that the decay of the outlet 
obstructs the flow of the water, produces a general stag- 
nation throughout the drains, and so may cause tlieir 
permanent obstruction at various points, hard to be ascer- 
tained, and difficult to be reached. Considering our lia- 
bility to neglect such things as perish by a gradual decay, 
as well as the many accidental injuries to which the out- 
let is exposed, there is no security but in a solid and per- 
manent structure at the first. 

To illustrate the importance attached to this point in 
England, as well as to indicate the best mode of secur- 
ing the outlet, the drawings below have been taken from 
a pamphlet by Mr. Denton. Fig. 37 represents the mode 
of rcnstructing the common small outlets of field drainage. 




Fig. 81.— Shall Ootlbt. 

The distinguisned engineer, of whose labors we haveao 
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fre6l/ availed ourselves, remarks as follows upon the 
subjoct: 

•' Too many outlets are objectionable, »n account of the labor of theii 
mnintenaiioe ; too few are objectionable, because they can only exist 
where there are mains of excessive Ifngth. A limit of twenty acres 
to an sutlel, resulting in an average of, perhaps, fourteen acres, will 
appear, by the practices of the best drainers, to be about the proper 
thing. If a shilling an acre is reserved for fixing the outlets, which 
ihould be iron pipes, with swing gratings, in masonry, very substantial 
work may be done." 

Figures 38 and 39 represent the elevation and sectio*) 
of larger outlets, used in more extensive works. 
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Fig. 88.— Labos Ottlet. 

It is almost essential to the efficiency of drains, that 
there be fall enough beyond the outlet to allow of the 
quick flow of the water discharged. At the outlet, must 
be deposited whatever earth is brought down by the 
drains ; and, in many cases, the outlet must be at a swamp 
vr pond. If no decided fall can be obtained at the outlet, 
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there must be care to provide and keep an open iitch or 
passage, so that the drainage-water may not be dammed 
back in the drains. It is advised, even, to follow down the 
bank of a stream or river, so as to obtain suiEcient fall, 
rather than to have the outlet flooded, or hack-water in 
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Fig. 89.— LaESB OtTTLBT. 

the drains. Still, there may be cases where it will be im- 
possible to have an outlet that shall be always above the 
level of the river or pond which may receive the Jrain 
age-water. If the outlet must be so situated as to be at 
times overflowed, great care should be taken to excavate 
a place at the outlet, into which any deposits brought 
down by the drain, may fall. If the outlet be level with 
the ground beyond it, the smallest quantity of earth will 
operate as a dam to keep back the water. Therefore, at 
the outlet, in such cases, a small well of brick or stone 
work should be constructed, into which the water should 
pour. Tliere even if the vnter stand above the outlet^ 
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will 36 deposited the earth brought along in the di-ain. 

This ■well must at times, when the water is low, be 
cleared of its contents, and kept ready for its work. 

The effect of back-water in drains cannot ordinarily je 
injurious, except as it raises the water higher in the land, 
and occasions deposits of earthy matter, and so obstructs 
the drains. We have in mind now, the common case of 
«rater temporarily raised, by Winter flowage or by Summer 
freshets. 

It should be remembered that even when the outlet is 
under water, if there is any current in the stream into 
which the drain empties, there must be some current in 
the drain also ; and even if the drain discharge into a still 
pond, there must be a current greater or less, as water 
from a level higher tlian the surface of the pond, presses 
into the drains. Generally, then, under the most unfavor- 
able circumstances, we may expect to have some flow of 
water through the pipes, and rarely an 
utter stagnation. If, then, the tiles be 
carefully laid, so as to admit only well- 
iiltered water, there can be but little 
deposit in the drain ; and a temporary 
stagnation, even, will not injure them, 
and a trifling flow will keep them clean. 
Much will depend, as to the obstruc- 
tion of drains, in this, and indeed in all 
cases, upon the internal smoothness, and 
upon the nice adjustment of the pipes. 
In case of the drainage of marshes, and 
L other lands subject to sudden flood, a 

Sj^^^^b flap, or gate, is used to exclude the 
rig. 4o._o«TL« p». water of flowage, until counterbalanced 
?^,f;i™. ^"''™ by the drainage-water in the pipes. 

We are quite sure that it is not in us a work of superero- 
gation to urge upon our farmers the importance of careful 
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attention to this matter of outlets. This is one of that 
class of things whicli win never be attended to, if left to 
be daily \vatched. We Americanshave so much work to 
do, that we liave no time to be careful and watchful. II 
a child fall into the lire, we take time to snatch him 
oiit If a sheep or ox get mired in a ditch, we leavo 
our other business, and fly to the rescue. Even if the 
cows break into the corn, all hands of us, men and boys 
and dogs, leave hoeing or haying, and drive them out. 
And, by the way, the frequency with whicli most of us 
have had occasion to leave important labors to drive back 
unruly cattle, rendered lawless by neglect of our fences, 
well illustrates a national characteristic. We are earnest, 
industrious, and intent on doing. We can h)ok forward 
to accomplish any labor, however difiicult, but lack the 
conservatism which preserves the fruit of our labors — the 
"old fogyism " which puts on its spectacles with most 
careful adjustment, after wiping the glasses for a clear 
fiight, and at stated periods, revises its afi'airs to see if some 
screw has not worked loose. A steward on a large estate, 
or a corporation agent, paid for inspecting and superin- 
tending, may be relied upon to examine his drainage 
works, and maintain them in repair ; but no farmer in 
this country, who labors with his own hands, has time 
even for this most essential duty. His policy is, to do hia 
work now, while he is intent upon it, and not ir^t *.: fu 
tare watchfulness. 

We speak from personal experience in this matter of 
outfalls. Our first drains ran down into a swamp, and 
the fall was bo slight, that the mains were laid ae low 
R8 possible, BO that at every freshet they are overflowed. 
We have many times, each sea&on, been compelled to go 
down, with spade and hoe, and clear away the mud which 
has been trodden up by 'iattle around the outlet. Although 
a small river flows througli the pasture, the cows find 
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amusement, or better water, about these drains, and keep 
ns in constant apprebension of a total obstruction of our 
works. "We propose to relieve ourself of this care, by 
connecting the drains together, and building one or more 
reliable outlets. 

GRATINGS OE SCEEENS AT THE OUTLET. 

Tiiere are many species of " vermin," both " creeping 
things" and " slimy things, that crawl with legs," which 
seem to imagine that drains are constructed for their 
especial accommodations. In dry times, it is a favorite 
amusement of moles and mice and snakes, to explore the 
devious passages thus fitted up for them, and entering at 
the capacious open front door, tliey never suspect that the 
spacious corridors lead to no apartments, that their ac- 
commodations, as they progress, grow "fine by degrees 
and beautifully less," and that these are houses with no 
back doors, or even convenient places for turning about 
for a retieat. Unlike tlie road to Hades, the descent to 
which is easy, here the ascent is inviting ; though, alike in 
both cases, '■'■ revoca/re graduTn, hoc opus hie labor est." 
They persevere upward and onward till they coine, in more 
senses than one, to "an untimely end." Perhaps stuck fast 
in a small pipe tile, they die a nightmare death ; or, per- 
haps overtaken by a sliower, of the effect of whicli, in 
their ignorance of the scientific principles of diaiiiage, 
they had no conception, tliey are drowned before thoy have 
time for deliverance from the straight in wliich they find 
themselves, and so are left, as the poet strikingly expresses 
it, " to lie in cold ohstruotion and to rot." 

In cold weather, water from the drains is warmer than 
the open ditch, and the poor frogs, reluctant to submit to 
the law of Nature which requires them to seek refuge in 
mud and oblivious sleep, in Winter, gather round the 
outfalls, as they do about springs, to bask in the warmth 
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»f the running water. If the flow is small, they leap np 
into the pipe, and follow its course upward. In Summer, 
the drains furnish for them a cool and shady retreat from 
the mid-day sun, and they may be seen in single file by 
scores, at the approach of an intruding footstep, scrambling 
np the pipe. Dying in this way, affects these creatures, 
as " sighing and grief" did Falstaff, " blows them up like 
a bladder;" and, like Sampson, they do more mischief in 
their death, than in all their life together. They swell 
np, and stop the water entirely, or partially dam it, so 
that the effect of the work is impaired. 

To prevent injuries from this source, there should be, 
at every outlet, a grating or screen of cast iron, or of 
copper wire, to prevent the intrusion of vermin. The 
screen should be movable, so that any accumulation in 
the pipe may be removed. An arrangement of this kind 
is shown in Fig. 40, as used in England. We know of 
vothing of the kind used in this country. For ourself, 
fre have made of coarse wire-netting, a screen, which is 
attached to the pipe by hinges of wire. Holes may be 
bored with a bit through even a hard tile, or a No. 9 
wire may be twisted firmly round the end of it, and the 
screen thus secured. 

This has thus far, been our own poor and unsatisfactory 
mode of protecting our drains. It is only better than 
none, but it is not permanent, and we hope to see some 
successful invention that may supply this want. So fax 
as we have observed, no such precaution is used in this 
country ; and in England, farmers and others who take 
charge of their own drainage works, often run their pipes 
into the mud in an open ditch, and trust the water to force 
its own passage. 

OF WELLS AND BELIEF PIPES. 

In draining' large tracts of land of uniform surface, it 
is sften convenient to have single mains, or even mmors, 
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f>i great length. Obstructions are liab.e to occur from 
various causes ; and, moreover, there is great satisfaction 
in being certain that all is going right, and in watching 
the operation of our subterranean works. It is a common 
practice, and to be commended, to so construct our drains, 
that they may be inspected at suspicious points, and that 
BO we may know their real condition. 

For this purpose, wells, or traps, are introduced at suit- 
able points, into which tlie drains discharge, and from 
which the water proceeds again along its course. 

These are made of iron, or of stone or brick work, of 
any size that may be thought convenient, secured by 
covers that may be removed at pleasure. 

Where there is danger of obstruction below the wells, 
relief pipes may be introduced, or the wells may over- 
flow, and so discharge temporarily, the drainage water. 
These wells, sometimes called silt basins, or traps, are 
frequently used in road drainage, or in sewers where large 
deposits are made by the drainage water. The sediment 
is carried along and deposited in the traps, while the 
water flows past. 

These traps are large enough for a man to enter, and 
are occasionally cleared of their contents. 

When good stone, or common brick, are at hand, occa- 
sional wells may be easily constructed. Plank or timber 
might be used ; and we have even seen an oil cask made 
to serve the purpose temporarily. In most parts of New 
England, solid iron castings would not be expensive. 

The water of thorough-drainage is usually as pure as 
spring-water, and such wells may often be conveniently 
nsed as places for procuring water for both maji and beast, 
a consideration well worth a place in arrangements so 
permanent as those for drainage. 

The following figures represent very perfect arrange 
ments of this kind, ia actual use. 
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Plan of CoTer 




Iftgs. 41 & 42.— Wm,!, WITH Silt Basin, oe Teap, and Com. 

Tlie flap attachcfl to a chain at A, is designed to close 
the incoming drain, so as to keep back the water, and thus 
dnsh tlie drain, a? it is termed, by filling it with water, 
and then suddenly releasing it. It is fomid that by this 
process, obstructions by sand, and by per-oxide of iron, 
may be brought down from the drains, when the flow if 
usually feeble. 
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SMALL WELLS, OR PEEP-HOLES. 

By the significant, though not very elegant name of 
peep-holes, are meant openings at junctions, or other con- 
venient points, tor watching the pulsations of our subter- 
ranean arteries. 

In addition to the large structures of wells and traps, 
such as have been represented, we need small and cheap 
arrangements, by which we may satisfy ourselves and our 
questioning friends and neighbors, that every part of our 
buried treasure, is steadily earning its usury. It is really 
gratifying to be able to allow those who " don't see how 
water can get into the tiles," and who inquire so distrust- 
fully whether you " don't think that land on the hill would 
be just as dry without the drains," to satisfy themselves, by 
actually seeing, that there is a liberal flow through all the 
pipes, even in the now dry soil. And then, again, 

" The best laid schemes o' mice an' men 
Gang aft agley." 

and drains will get obstructed, by one or other of the 
various means suggested in another place. It is then con- 
venient to be able to ascertain with certainty, and at once, 
the locality of the difiBcnlty, and this may be done by 
means of peep-holes. 

These may be formed of cast iron, or of well-burnt 
clay, or what is called stone-ware, of 4, 6, or 10 inchei 
internal diameter, and long enough to reach from the 
bottom of the drain to the surface, or a little above it. 

The drain or drains, coming into this little well, should 
enter a few inches above the pipe which carries ofl" the 
water, so that the incoming stream may be plainly seen. 
A strong cover should be fitted to the top, and secured so 
as not to cause injury to cattle at work or feeding on the 
land. The arrangement will be at once seen by a sketch 
(fiven on the following page. 
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Vlgs. 43 & 44. — Small Well, ob Feif-holk, ahd Cotck 

In our own fields, we have adopted several exju-isdienta 
to attain this object of convenient inspection. In one 
case, where we have a sub-main, which receives the small 
drains of an acre of orchard, laid at nearly five feet depth, 
we sunk two 40-gallon oil casks, one upon the other, at the 
junction of this sub-main with another, and fitted upon 
the top a strong wooden cover. The objections to this 
contrivance are, that it is temporary ; that it occupies too 
much room ; and that it is more expensive than a well of 
cast iron or stone-ware of proper size. 

In another part of the same field, we had a spring of 
excellent water, where, " from the time whereof the 
memory of man runneth not to tlie contrary," people 
had fancied they found better water to drink, than any- 
where else. It is near a ravine, through which a mftia 
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drain is located, and which is now graded up into con- 
venient plow land. 

To preserve this spring for use in the Summer time, we 
procured a tin-worker to make a well, of galvanized iron, 
five feet long and ten inches diameter, into which are con- 
ducted the drain and the spring. A friendly hand ha» 
sketched it for us very accurately ; thus : 




Figs. 45 & 46. — Hot to Psisxete a Spbino a a Dbaibes Fnu>. 

The spring is brought in at a by a few tiles laid into 
the bank where the water naturally bursts out. The pipe 
b brings in the drain, which always flows largely, and the 
pipe c carries away the water. The small dipper, marked 
d, liangs inside the well, and is used by every man, 
woman, and boy, wlio passes tliat way. The spring enters 
six inches above the drain, for convenience in catching its 
water to drink. 

By careful observation the present "Winter of 185S 9, 
the impression tliat there is some peculiar quality in tliia 
water is confirmed, for it is ascertained that 't is six 
degrees warmer in cold weather than any other water 
upon the farm. The spring preserves a temperature of 
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about 47°, while the drain running through the same well, 
and the other drains in the field, and the well at the housoi 
vary from 39° to 42". 

We confess to the weakness of taking great satisfaction 
in sipping this water, cool in Snrniner and warm in Winter, 
aul in watching the mingled streams of spring and drain- 
age water, and listening as we pass by, to their tinkling 
sound, which, like the faithful watchman of the night, 
proclaims that " all is well." 

POSITION AND SIZE OF THE MAINS. 

Having fixed on the proper position of the outlet, for 
the whole, or any portion of our work, the next con- 
sideration is the location of the drains that shall discharge 
at that point. It is convenient to speak of the different 
drains as mains, suh-mains, and minors. By mains, are 
understood the principal drains, of whatever material, the 
oflBce of which is, to receive and carry away water 
collected by other drains from the soil. By minors, are 
intended the small drains which receive the surplus water 
directly from the soil. By suh-m.ains, are meant such 
intermediate drains as are frequently in large fields, 
interposed across the line of th.e minors, to receive their 
discharge, and conduct their water to the mains. 

They are principally used, where there is a greater 
length of small drains in one direction than it is thought 
expedient to use ; or where, from the unequal surface, it 
is necessary to lay out subordinate systems of drains, to 
reach particular localities. 

Whether after the outlet is located, the mains or minora 
should next be laid out, is not perhaps very important. 
The natural course would seem to be, to lay out the mains 
according to the surface formation of the land, through 
the principal hollows of the field, although we have high 
authority for commencing with the minors, and allowing 
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Iheir appropriate direction to determine the location of 
the mains. 

This is, however, rather a question of precedence and 
etiquette, than of practical importance. The only safe 
mode Df executing so important a work as drainage, is by 
careful surveys by persons of sufficient skill, to lay out the 
whole field of operations, before tlie ground is broken ; to 
take all the levels ; to compare all the different slope? ; 
consider all the circumstances, and arrange the woik as a 
systematic whole. Generally, there will be no conflict of 
circumstances, as to where the mains shall be located. 
They must be lower than the minors, because they receive 
their water. They must ordinarily run across the direc- 
tion of the minors, either at riglit angles or diagonally, 
because otherwise they cannot receive their discharge. 
If, then, in general, the minors, as we assume, run down 
the slope, the mains must run at the foot of the slope and 
across it. 

It will be found in practice, that all the circumstances 
alluded to, will combine to locate the mains across the 
foot of regular slopes ; and whether in straigiit or curved 
lines, along through the natural valleys of the field. 

In locating the mains, regard must always be had to 
the quantity of water and to the fall. Where a field is 
of regular slope, and the descent very slight, it will be 
necessary, in order to gain for the main the requisite fall, 
to run it diagonally across the bottom of the slope, thus 
taking into it a portion of the fall of the slope. If the 
fall requires to be still more increased, often the main 
may be deepened towards the outlet, so as to gain fall 
sufficient, even on level ground. 

If the fall is very slight, the size of the main may be 
made to compensate in ])art for want of fall, for it will 
hot be forgotten, that the capacity of a pipe to convey 
_~* — ri«,^ar,ria mnoli Oil t\\& velocitv of tho current, sud 
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the velocity increases in proportion to the falL If 
fall and consequent velocity be small, the water w 
require a larger drain to carry it freely along. The sizt 
of the mains should be sufficient to convey, with such fall 
«s is attain ablcj the greatest quantity of water that may 
ever be expected to reach them. Beyond this, an increase 
of size is rather a disadvantage than otherwise, because a 
small flow of water runs with more velocity when com- 
pressed in a narrow channel, than when broadly spread, 
and so has more power to force its way, and carry before 
it obstructing substances. 

We have seen, in considering the size of tiles, that in 
laying the minor drains, their capacity to carry all the 
water that may reach them is not the only limit of their 
size. A one-inch tile might in many cases be sufficient 
to conduct the water; but the best drainers, after much 
controversy on the point, now all agree that this is a size 
too small for prudent use, because so small an opening is 
liable to be obstructed by a very slight deposit from tha 
water, or by a slight displacement, and because the joints 
furnish small space for the admission of water. 

Maius, however, being designed merely to carry olf 
such water as they may receive from other drains, may in 
general be limited to the size sufficient to convey such 
water, at the greatest flow. It might seem a natural 
course, to proportion the capacity of the main to the 
capacity of the smaller drains that fall into it; and this 
would be the true rule, were the small drains expected to 
run full. 

If our smallest drain, however, be of two-inch, or even 
one and a half inch bore, it can hardly be expected to fill 
at any time, unless of great lengtli, or in some peculiarly 
wet place. Conuidering, then, what quantity of water 
will be likely to be conducted into the main, proportion 
the main not to tb@ sacacitv ef ff^l fh" "'i^rl^'^r ■'«•<>•'' 
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.eading into it, but to the probable maximum flow — not 
to what they might bring into it, but to what they will 
bring. 

If the mains be of three-inch pipes, other things being 
equal, their capacity is nine times that of a one-inch pipe, 
and two and a quarter times the capacity of a two-inch 
pipe. 

A three-inch main may, then, with equal fall and 
directness, be safely relied on to carry nine streams of water 
equal each to one inch diameter, or two and a quarter 
streams, equal to a two-inch stream. The three-inch 
main will, in fact, from the less amount of friction, carry 
much more than this proportion. 

The allowance to be made for a less fall in the mains, 
has already been adverted to, and must not be overlooked. 
It is believed that the capacity of a three or four-inch 
pipe to convey water, is in general likely to be much 
under-estimated. 

It is a common error, to imagine that some large stona 
water-course must be necessary to carry oif so large a flow 
as will be collected by a system over a ten or twenty-acre 
field. Any one, however, who has watched the full flow 
of even a three-inch pipe, and observed the water after it 
has fallen into a nearly level ditch, will be aware, that 
what seems in the ditch a large stream, impeded as it is 
by a rough, uneven bottom, may pass through a three 
inch opening of smooth, well-jointed pipes. When we 
consider that a four-inch pipe is four times as capacious 
as a two-inch pipe, and sixteen times as large as a one- 
inch pipe, we may see that we may accommodate any 
quantity of water that may be likely anywhere to be 
collected by drainage, without recourse to other matoriala 
than tiles. 

When one three or four-inch pipe is not sufficient to 
, 4.i,„ ,.rn^af muins mav conveniently be formed of 
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two or more tiles of any form. A main crain is ootne' 
times formed by combining two horse-shoe tiles, with a 
tile solo or slate between thein, to prevent slipping, as in 
fig. 47. 



liC.4T 



Fig. 4a 




Mftin Drain of two or more llorBe-sboe Tiles. 

Tlie combinations represented in the above figures, will 
furnish sufiBcient suggestions to enable any one to select 
or arrange such forms as may be deemed best suited to the 
case in liand. Wliere the largest obtainable tile is not 
large enougli, two or more lines of pipes may be laid 
abreast. 

POSITION OF THE MINOK DRAINS. 

Assuming that it is desirable to run the small drains, as 
far as practicable, up and down tlie slope, tlie following 
directions, from the Cyclopedia of Agriculture, are given : 

" There is a very simple mode of laying out these (tie minor drains), 
which will apply to most cases, or, indeed, to all. although in some ilf 
application may be more difficult. The surface of each field must be 
regarded as being made up of one or more planes, as the case may be, 
for each of -which the drains should be laid out separately. Level lines 
are to be set out, a little below the upper edge of each of these planes, 
»nd the drains must be then made to cross these lines at right angles. 
By this means, the drains will run in the line of the greatest slope, no 
matter how distorted the surface of tl>e field may be." 

Much is said, in the English books, about 'furrows," 
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»na tbe " direction of the furrows," in connecticn with 
the laying out of drains. Much of the land in Engjand, 
especially in moist places, was formerly laid up by re- 
peated plowings, into ridges varying in breadth from ten 
to twenty feet, so as to throw off, readily, the water from 
the surface. 

These ridges were sometimes so high, that two boya 
m opposite furrows, between the ridges, could not see 
each other. In draining lands thus ridged, it is found far 
more easy to cut the ditches in the furrows, rather than 
across or upon the ridges. After thorough-drainage, in 
most localities, these ridges and furrows are dispensed 
with. The fact is, probably, only important here, as ex- 
plaining the constant reference by English writers to this 
mode of working the land. 

Whether we shall drain " down the furrows," or " across 
the ridges," is not likely to be inquired of, by Americans. 

The accompanying diagram represents a field of about 
thirty acres, as drained by the owner, B. F. Nourse, Esq., 
tf Orrington, Me., a particular description of which will 
be found in another place. 

The curves of the ends of the minors, at their junction 
with the mains, will indicate their course — the minors 
curving always so as to more nearly coincide, in course, 
with the current of water in the mains. 

THE JUNCTION OF DRAINS. 

Much difficulty arises in practice, as to connecting, in a 
secure and satisfactory manner, the smaller with the larger 
drains. It has already been suggested, that the streams 
should not meet at right angles, but that a bend should 
be made in the smaller drain, a few feet before it enters 
the main, so as to introduce the water of the small drain 
in the direction of the current in the main. In another 
place, an instance is given where it was fonnd that • 
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qnautitj of water wsla discharged with a turn, or junction 
with a gentle curve, in 100 seconds, that required HO 
seconds with a turn at right angles ; and that while run- 
ning direct, that is, without any turn, it was diachargeu '«i 
90 seconds. This is given as a mere illustration of the 
principle, which is obvious enough. Different experiments 
would vary with the velocity, quantity of water, and 
Bmoothnoss of the pipe ; but nothing is more certain, than 
that every change of direction impedes velocity. 

Thus we see that if we had but a single drain, the 
necessary turns should be curved, to aflFord the least ob- 
Btrnction. 

Where the drain enters into another current, there is 
yet a further obstruction, by the meeting of the two 
streams. Two equal streams, of similar velocity and size, 
thus meeting at right angles, would have a tendency to 
move off diagonally, if not confined by the pipe ; and, 
confined as they are, must both be materially retarded in 
their flow. In whatever manner united, there mast be 
much obstruction, if the main is nearly full, at the point 
of junction. The common mode of connecting horse-shoe 
tile-drains is shown thus : 

Having no tiles made fot 
the purpose, we, at first, formed 
the union by means of common 
hard bricks. Curving down 
the small drain toward the di- 
rection of the main, we left a 
space between two tiles of the 
Fig. 50.— JoNOTioN OF deaihs. main, of two or three inches, 
and brought down the last tile of the small drain to this 
opening, placing under the whole a flat stone, s'ate, or 
bricks, or a plank, to keep all firm at the bottim. Then 
ire set bricks on edge on all sides, afid covered the space 




POSITION, SEE, AND JUNCTION OF DEAIN8. 197 

at the top with one or more, as necessary, and secured 
carefully against sand and the like. 

We have since procured branch-pipes to be made at 

the tile-works, such as are in use in Eng 

land, and find them much more satisfac 

tory. The branches may be made to join 

the mains at any angle, ani it might be 

»A»oH Pam. advisable to make this part of both drains 

larger than the rest, to allow room for the obstructed waters 

to unite peacefully. 

The mains should be from three to six inches deeper 
than the minors. The fall from one to the other may 
usually be made most conveniently, by a gradual descent 
of three or four feet to the point of junction ; but with 
branch-pipes, the fall may be nearly vertical, if desired, 
by turning the branch upward, to meet the small pipe. 
It will be necessary, in procuring branches for sole-tiles, 
to bear in mind that they are " rights and lefts," and must 
je selected accordingly, as the branch comes in upon the 
me or other side of the main. 

The branch should enter the larger pipe not level with 
the bottom, but as high as possible, to give an inch fall to 
the water passing out of the branch into the main, to pre- 
vent possible obstruction at the junction. 

DEAINAGB INTO WELLS, OE SWALLOW HOLES. 

In various parts of our country, there are lands lying 
too flat for convenient drainage in the ordinary methods, 
or too remote from any good outlet, or perhaps enclosed 
by lands of others who will not consent to an outfall 
through their domain, where the drainage water may bo 
discharged into wells. 

In the city of Washii gton, on Capitol Hill, it is a com- 
mon practice to drain cellars into what are termed " dry 
wells." The surface formation is a close r«>d clay, of a 
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few feot thickness, and then comes a stratum of coarsa 
gravel ; and the wells for water are sunk often as deep as 
sixty feet, indicating that the water-table lies very low. 
The heavy storms and showers fill the surface soil beyond 
saturation, and the water gushes out, literally, into tha 
cellars and other low places. A dry well, sunk through 
the clay, conducts this water into the gravel bed, and this 
carries it away. This idea is often applied to land 
drainage. It is believed that there are immense tracts of 
fertile land at the West, upon limestone, where the surface 
might readily be relieved of surplus water, by conducting 
the mains into wells dug for the purpose. In some places, 
there are openings called " sink-holes," caused by the sink- 
ing of masses of earth, as in the neighborhood of the city 
of St. Louis, which would afibrd outlets for all the water 
that could be poured into them. In the Keport of the 
Tioga County Agricultural Society for 1857, it is said in 
the Country Gentleman, that instances are given, where 
swamps were drained through the clay bottom into the 
underlying gravelly S9il, by digging wells and filling them 
with stones. 

In Fig. 7, at page 82, is shown a " fault" in the stratifi- 
cation of the earth ; which faults, it is said, so completely 
carry off water, that wells cannot be sunk so as to reach 
it. 

Mr. Denton says that in several parts of England, 
advantage is taken of the natural drainage existing 
beneath wet clay soils, by concentrating the drains to 
holes, called "swallow-holes." He says this practice ia 
open to the objection that those holes do not always absorb 
the water with sufiicient rapiditj^, and so render tho 
drainage for a time, inoperative. 

These wells are liable, too, to be obstructed in their 
operation by their bottoms being puddled with the clay 
Sarried into them bv the water, and so becoming imper 
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irious. This point wonld require occasional attention, and 
the removal of sucli deposits. 

This principle of drainage was alluded to at the 
American Institute, February 14, 1859, by Professor 
Nash. He states, tliat there are large tracts of land having 
clay soil, with sand or gravel beneath the clay, which yet 
need drainage, and suggests that this may be effected by 
merely boring frequent holes, and filling them with peb- 
bles, without ditches. In all such soils, if the mode 
suggested prove insufficient, large wells of proper depth, 
stoned up, or otherwise protected, might obviously serve 
as cheap and convenient outlets for a regular system of 
pipe or stone drains. 

Mr. Bergen, at the same meeting, stated that such 
clayey soil, based on gravel, was the character of much 
of the land on Long Island ; and we cannot doubt 
that on the prairies of the West, where the wells 
are frequently of great depth to obtain water for use, 
wells or swallow-holes to receive it, may often be found 
useful. Whenever the water-line is twenty or thirty feet 
below the surface, it is certain that it will require a large 
amount of water poured in at the surface of a well to 
keep it filled for any considerable length of time. The 
same principle that forces water into wells, that is, pres- 
sure from a higher source, will allow its passage out when 
admitted at the top. 

We close this chapter with a letter from Mr. Denton, 
The extract referred to, has been here omitted, because 
we have already, in the chapter preceding this, given Mr. 
Denton's views, expressed more fully upon the same 
subject, with his own illustrations. 

It should be stated that the letter was in reply to 
inquiries upon particular points, which, although discon- 
nected, are all of interest, when touched upon by one 
(vhosc opinions are so valuable 
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"London, 52 Parliament Street, Westmmgter, S. W, 

" Mr Dear Sir: — I have received your letter of the 17th August^ 
and hasten to reply to it. 

" I am gratified at the terms in which you speak of my roughly-writ- 
ten ' Essays on Land Drainage.' If you have not seen my published 
uCtter to Lord Berners, and my recent essay ' On the Advantages .f i 
Daily Record of Rain-fall,' I should much like you to look over them, 
for my object in both has been to check the uniformity of treatment 
which too much prevails with those who are officially called upon to 
direct draining, and who still treat mixed soils and irregular surfaces 
pretty much in the same way as homogeneous clays and even surfaces, 
the only difference being, that the distance between the drains is 
increased. We have now, without doubt, arrived at that point in th« 
practice of draining in this country, which necessitates a revision of all 
the principles and rules which have been called into force by the 
Dramage Acts, and the institution of the Drainage Commission, whose 
duty it is to administer those Acts, and to protect the interests of 
Reversioners. 

•' This protection is, in a great measure, performed by the interven- 
tion of ' Inspectors of Drainage,' whose subordinate duty it is to see that 
the improvements provisionally sanctioned are carried out according to 
certain implied, if not fixed, rules. This is done by measuring depth 
and distance, which tends to a parallel system (4 feet deep) in all soils, 
ivhich was Smith of Deanston's notion, only his drains were shallower, 
«., from 2 to 3 feet deep. 

" Some rules were undoubtedly necessary when the Commissioners 
first commenced dispensing the public money; and I do not express my 
objection to the absurd position to which these rules are bringing us, 
from any disrespect to them, nor with an idea that any better co'jxM 
eould have been followed by the Goveinment, in the first instaiKSe 
than the adoption of the ' Parkes — Smith, frequent drain system.^ This 
system was correctly applied, and continues to be correctly applied k 
absorbent and retentive soils requiring the aeration of frequent drains 
to counteract their retentive nature ; but it is altogether misapplied 
when adopted in the outcropping surfaces of the free water-bearing 
strata, which, though equally wet, are frequently drained by a com- 
paratively few drains, at less than half the cost. 

" The only circumstance that can excuse the indiscriminate adoption 
of a parallel system, is the fact, that all draiits do some good, and Ihf 
ih^nccp of a cure being greater in proportion to the number of drains 
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H ■wag not necessary to insist upon that judgment 'which ten yean* 
•xperience should now give. 

" My views on this point will perhaps be oest understood by th« 
following extract from an address I recently delivered. [Extract 
(imitted, seep. 161]. 

* * * " I use one and a half inch pipes for the upper end ol 
drains {though I prefer two-inch), one half being usually one and a half 
and the other half two-inch. This for minor drains ; the mains run up 
to 9 or 10 inches, and even 18 inches in size, according to their service. 

" There is no doubt sufficient capacity in one-inch pipes for minor 
drains ; but, inasmuch as agricultural laborers are not mathematical 
•cholars, and are apt to lay the pipes without precise junctions, it is 
best to have the pipes so large as to counteract that degree of careless- 
ness which cannot be prevented. The ordinary price of pipes in this 
tountry will run thus: + meaning above, and — below, the prinni 
named . 

H inch ISs.-J 

2 " 20s.- 

3 " 30s. 

4 " 40s. -^ 

9 " 50S.+ 

6 " 60S.-H 

"The price of cutting clays 4 feet deep, will vary from Id. to IJd 
per yard, according to density and mixture with stone : and the price of 
cutting in mixed soils will vary from l^d. to 6d., according to the quau- 
tity of pick- work and rock, and with respect, also, to the price of agri- 
cultural labor. (See my tabular table of cost in Land Drainage and 
Drainage Systems.) 

" I should have thought it would have been quite worth the while 
of the American Government to have had a farm of about 500 acres, 
drained by English hands, under an experienced engineer, as a practi- 
tical sample of English work, for the study of American agriculturists, 
with every drain laid down on a plan, with the sizes of the pipes, and 
•11 details of soil, ind prices of labor and material, set forth. 
" I am, dear Sir, 

" Yoors very faith illy, 

"The Hon H F. French. Exeter. "J. BAILED DFNTON. ' 
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CHAPTEK IX. 

THE COST OF TILES TILE MACHINES. 

Prices far too high ; Albany Prices. — Length of Tiles. — Cost in Suffolk G*, 
England. — Waller's Machine. — Williams' Machine. — Cost of Tiles compared 
with Bricks. — Mr. Denton's Estimate of Cost— Other Estimates. — Two- 
inch Tiles can be Made as Cheaply as Bricks. — Process of Rolling Tiles. — 
Tile Machines — Descriptions of Daines'. — Pratt & Bro.'s. 

The prices at whicli tiles are sold is only, as the lawyers 
say, primA facie evidence of their cost. It seems to us, 
that the prices at which tiles have thus far be"-n sold in 
this country, are very far above those at which they may 
be profitably manufactured, when the business is well un- 
derstood, and pursued upon a scale large enough to justify 
the use of the best machinery. The following is a copy 
of the published prices of tiles at the Albany Tile "Works, 
and the same prices prevail throughout New England, sc 
far as known : 



Hort^hot TiU-PitCM. 








Salt-TOt—PUcM, 




2i inches 


rise. . . 


.. $12 per 1000 


2 inches 


rise . . . 


.. $12 


361 10« 


34 " 


i( 


... 15 




3 


11 


II 


... 18 


11 


41 " 


(C 


... 18 




4 


(1 


II 


... 40 


II 


6t " 


II 


... 40 




5 


II 


II 


... 60 


ti 


6i " 


(( 


... 60 




6 


14 


II 


... 80 


It 


7* « 


<i 


... 75 




8 


II 


II 


... 125 


IC 



Pew round pipe-tiles have yet been used in ttiis coiinti/, 
although they are the kind generally preferred by engi- 
neers in England. The prices of round tiles would vary 
little from those of sole-tiles. 

Tiles are usually cut fourteen inches long, and 8b'>rt;'^n 
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m drying and bttrning, to about twelve and a half inches, 
80 that, with breaking and other casualties, they may be 
calculated to layabout one foot each ; that is to say, 1,000 
tiles rnay be expected to lay 1,000 feet of drains. 

To assist those who desire to manufacture tiles for sale^ 
or for private use, it is proposed to give such information 
as has been gathered from various sources as to the cost 
of making, and the selling prices of tiles, in England. 
The following is a memorandum made at the residence of 
Mr. Thomas Crisp, at Butley Abbey, in SuflFolk Co., Eng., 
from information given the author on the 8th of July, 
1857 : 

" Mr. Crisp makes his own tiles, and also supplies his 
neighbors who need them. He sells one and a half inch 
pipes at 128. ($3) per 1,000. He pays 5s. ($1.25) per 
1,000 for having them made and burnt. His machine is 
"Waller's patent, No. 22, made by Garrett and Son, Leiston, 
Saxemundham, SuflFolk. It works by a lever, makes five 
one and a half inch pipes at once, or three sole-tiles about 
two-inch. The man at work said, that he, with a man to 
carry away, &c., could make 4,000 one and a half inch 
pipes per day. They used no screen, but cut the clay 
with a wire. The machine cost £25 (about $125). At the 
kiln, which is permanent, the tiles are set on end, and 
bricks with them in the same kiln. They require less heat 
than bricks, and cost about half as much as bricks here, 
which are moulded ten inches by five. 

" Two girls were loading bricks into a horse-cart, and 
two women receiving them, and setting them in the 
kiln. They made roof-tiles with the same machine, and 
also moulded large ones by hand. The wages of the womec 
are about 8d. (sixteen cents) per day." 

At the exhibition of the Koyal Agricultural Society, In 
Englnnd, the author saw Williams' Tile Machine in oper- 
ation and Tas there informed by the exhibitor, who said 
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he was a tile-maker, that it requires fioe-sevenths as muoh 
coal to burn 1,000 two-inch tiles, as 1,000 bricks — the size 
of bricks being 10 by 5 ; and he declared, that he, with 
one boy, could make with the machine, 7,000 two-inch 
tiles per day, after the clay is prepared. Of course, one 
other person, at least, must be employed to carry off the 
tiles. 

Ml. Denton gives his estimates of the prices at which 
pipe-tiles may be pi'ocured in England, as follows — the 
prices, wliicli lie gives in English currency, being trans- 
lated into our own : 

" When ordinary agricultural labor is worth $2 50 per week, pipei 
half one and a half inch, and half two-inch, may be taken at an averaga 
cost of $1 38 per 1,000. When labor is $3 00 per week, the pipes wiL 
average $5 00 per 1.000, and when labor is $3 50, they will rise ti 
$5 62." 

He adds : " In giving the above average cost of materials, those dis- 
tricts are excluded from consideration, where clay suitable for pipes, 
exists in the immediate vicinity of coal-pits, which mu.«t necessarily 
reduce the cost of producing them very considerably." 

Taking the averages of several careful estimates of the 
cost of tiles and bricks, from the " Cyclopaedia of Agii- 
culture," we have the price of tiles in England about $5 
per 1,000, and tlie price of bricks $7.87, from which the 
duty of Ss. 6d. should be deducted, leaving tlie average 
price of bricks $6.50. Upon tiles there is no such duty. 
Bricks in the United States are made of different sizes, 
varying from 8 X 4 in. to the English standard 10 X 5 in. 
Perhaps a fair average price for bricks of the latter size, 
would be not far from $5 per 1,000 ; certainly below $6.50 
per 1,000. There is no reason why tiles may not be manu- 
factured in the United States, as cheaply, compared with 
the prices of bricks, as in England ; and it is quite clear 
that tiles of the siies named, are far cheaper there than 
common bricks. 

What 18 wanted in this country is, first, a demand suf 
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doient to authorize the establishment ol works extensive 
enough to make tiles at the best advantage ; next, com- 
petent skill to direct and perform the labor ; and, finally, 
the best machinery and fixtures for the purpose. It ia 
conl. iently predicted, that, whenever the business of tile- 
making becomes properly established, the ingenuity of 
American machinists will render it easy to manufacture 
tiles at English prices, notwithstanding the lower price of 
labor there ; and that we shall be supplied with small tiles 
in all parts of the country at about the current prices of 
bricks, or at about one half the present Albany prices of 
tiles, as given at the head of this chapter. It should be 
'mentioned here, perhaps, that, in England, it is commoB 
to burn tiles and bricks together in the same kiln, placing 
the tiles away from the hottest parts of the furnace ; as, 
being but about half an inch in thickness, they require 
less heat to burn them than bricks. 

In the estimates of labor in making tiles in England, a 
small item is usually included for " rolling." Round 
pipes are chiefly used in England. When partly dried, 
they are taken up on a round stick, and rolled upon a 
small table, to preserve their exact form. Tiles usually 
flatten somewhat in drying, which is not of importance in 
any but round pipes, but those ought to be uniform. By 
this process of rolling, great exactness of shape, and a 
great degree of smoothness inside, are preserved. 

TILE MACHINES. 

Drainage with tiles is a new branch of husbandry ir 
America. The cost of tiles is now a great obstacle in 
prosecuting much work of this kind which land-ownerf 
desire to accomplish. The cost of tiles, and so the cost 
of drainage, depends very much — ^it may be said, chiefly 
— upon the perfection of the machinery for tile-making; 
and here, as almost everywhere else, agriculture and th« 
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mechanic arts go hand in hand. Labor Is much dearer in 
America than in Europe, and there is, therefore, mora 
occasion here than theve, for applying mechanical power 
to agriculture. "We can have no cheap drainage until we 
nave cheap tiles ; and we can have cheap tiles only by 
having them made with the most perfect machinery, and 
at the lowest prices at whish competing manufacturers, 
who understand their business, can afford them. 

In the preceding remarks on the cosi of tiles, may be 
found estimates, which will satisfy any thinking man that 
tiles have not yet been sold in America at reasonably low 
prices. 

To give those who may desire to establish tileries, either 
for public or private supply, information, which cannot 
readily be obtained without great expense of English 
books, as to tlie prices of tile machines, it is now proposed 
to give some account of the best English machines, and 
of such American inventions as have been brought to 
notice. 

It is of importance that American machinists and in- 
ventors should be apprised of the progress that has been 
made abroad in perfecting tile machines ; because, as the 
subject attracts attention, the ingenuity of the universal 
Yankee nation will soon be directed toward the discovery 
of improvements in all the processes of tile-making. Tiles 
were made by hand long before tile machines were 
inverited. 

A Mr. Read, in the " Royal Agricultural Jonrnal," 
claims to have used pipe tiles as early as 1795, made by 
hand, and formed on a round stick. No machine for 
making tiles is described, before that of Mr. Beart's, in 
1840, by wliich "common tile and sole (not pipes oi 
tubes) were made." This machine, however, was of simple 
structure, and n:t adapted to the varieties of tiles now 
ued. 
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All tile maciiines seem to operate on ihe same general 
principle — that of forcing wet clay, of the consistency c f 
that used in brick-making, through apertures of the desired 
shape and size. To make the mass thus forced through 
the aperture, hollow, the hole must have a piece of metal 
in the centre of it, around which the clay forms, as it is 
pushed along. This centre piece is kept in position by 
one or two thin pieces of iron, which of course divide the 
clay which passes over them, but it unites again as it ia 
forced through the die, and comes out sound, and is then 
cut olf, usually by hand, by means of a small wire, of the 
required length, about fourteen inches. 

Tile machines work either vertically or horizontally. 
The most primitive machine which came to the author's 
notice abroad, was one which we saw on our way from 
London to Mr. Mechi's place. It was a mere upright 
cylinder, of some two feet height, and perhaps eight 
inches diameter, in which worked a piston. The clay 
was thrown into the cylinder, and the piston brought 
down by means of a brake, like an old-fashioned pump, 
and a single round pipe-tile forced out at the bottom. 
The force employed was one man and two boys. One 
boy screened the clay, by passing through it a wire in 
various directions, holding the wire by the ends, atd 
cutting through the mass till he had found all the small 
stones contained in it. The man threw the masses thus pre- 
pared, into the cylinder, and put on the brake, and the other 
boy received the tiles upon a round stick, as they came 
down through the die at the bottom, and laid them away. 
The cylinder held clay enough to make several, perhaps 
twenty, two-inch pipes. The work was going on in a shed 
without a floor, and upon a liberal estimate, the whole 
establishment, including shed and machine, could not 
cost more than fifty dollars. Yet, on this simple plan, 
tiles were moulded much more rapidly than bricki were 
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made in the same yard, where they were moulded siiiglj, 
AS they usually are in England. It was said that thii 
force could thus mould about 1,800 small tiles per day. 

This little machine seems to be the same described by 
Mr. Pai'kes as in general use in 1843, in Kent and SufiFolk 
Counties 

Most of the tile machines now in use in England and 
America, are so constructed, as to force out the tiles upon 
a horizontal fi'ame-work, about five two-inch, or three 
three-inch pipes abreast. The box to contain the clay 
may be upright or horizontal, and the power may be 
applied to a wheel, by a crank turned by a man, or bj 
lorse, steam, or water power, according to the extent of 
the works. 

We saw at the Exhibition of the Koyal Agricultura 
Society, at Salisbury, in England, in July, 1857, the 
" pipe and tile machine," of W. Williams, of Bedford. 
It was in operation, for exhibition, and was worked by 
one man, who said he was a tile maker, and that he and 
one boy could make with the machine 7,000 two-inch 
tiles per day, after the clay was prepared in the pug mill. 
Four tiles were formed at once, by clay passed tnrougb 
four dies, and the box holds clay enough for thirty-two 
two-inch tiles, so that thirty-two are formed as quickly as 
they can be removed, and as many more, as soon as the 
box can be refilled. 

The size, No. 3, of this machine, such as we then saw 
in operation, and which is suitable for common use, costs 
at Bedford $88.50, with one set of dies; and the extra 
dies, for making three, four, and six-inch pipes, and other 
forms, if desired, with the Iwrses, as they are called, foi 
removing the tiles, cost about five dollars each. 

This, like most other tile machines, is adapted to making 
tiles for roofs, much used in England instead of shiuglei 
?r slates, as well as for draining purposes. 

Thero are several Eaffis,te:'.?:sa« Effl-ss- s??, v>.!/,i " ■ ^. 
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namely: Etheridge's, Clayton's, Scragg's, Whitehead's, 
and Garrett's — either of which would be satisfactory, 
according to the amount of work desired. 

We have in America several patented machnes for 
making tiles, of the comparative merits of which we are 
enable to give a satisfactory judgment. We will, how- 
ever, allude to two or three, advising those who are desir- 
ous to purchase, to make personal examination for them- 
selves. We are obliged to rely chiefly on the statements 
of the manufacturers for our opinions. 

Daines' American Drain Tile Machine is manufactured 
at Birmingham, Michigan, by John Daines. This machine 
is in use in Exeter, N. H., close by the author's residence, 
and thus far proves satisfactory. The price of it is about 
$100, and the weight, about five hundred pounds. It 
occupies no more space than a common three-and-a-half 
foot table, and is worked by a man at a crank. It is 
tapable of turning out, by man power, about two hundred 
and fifty two-inch tiles in an hour, after the clay is prepared 
in a pug mill. Horse or water power can be readily 
attached to it. 

We give a drawing of it, not because we are sure it is 
the best, but because we are sure it is a good machine, 
and to illustrate the principle upon which all these 
machines are constructed. 

Pratt's Tile Machine is manufactured at Canandaigua, 
New York, by Pratt & Brothers, and is in use in various 
places in that State as well as elsewhere. This machine 
difi'ers from Daines' in this essential matter, that here the 
clay is pugged, or tempered, and formed into tiles at one 
operation, while with Daines' machine, the clay is first 
passed througli a pug mill, as it is for making bricks in 
the common process. 

Pratt's machine is worked by one or two horseS; or by 
steam or water power, as is convenient. The price of the 
st! T'-w rfTii-n. Tim'sfi \a SSI 50, and the pricB 
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of the larger size, worked by two horses, $200. frotessoi 
Mapes says he saw this machine in operation and consider! 




Fig. 68.— Pbatt'b TiiB Maohihi. 

it " perfect in all its parts." The patentees claim that taey 
can make, with the one-horse machine, 5,000 large tiles a 
day. They state also that "two horses will make tilea 
about as cheap as bricks are usually made, and as fast, 
with the large-sized machine." 

These somewhat indefinite statements are all that we 
can give, at present, of the capacity of the machineo. We 
should have no hesitation in ordering a Pratt machine 
were we desirous of entering into an extensive business of 
Til.e-making, and we should feel quite safe with a Daines' 
machine for a more limited manufacture. 

SALISBURl's TILE MACHINE. 

S. C. Salisbury, at the Novelty Works, in the city of 
New York, is manufacturing a machine for making tiles 
and bricks, which exhibits some new and peculiar features, 
worthy of attention by those who propose to jnirchase tilfl 
machines. Prof. Mapes expresses the confident opiniuii 
that this machine excels all others, in its capacity to form 
tiles with rapidity and economy. We have examinod only 
a working model. It is claimed that the large size, with 
horse-power, will make 20,000 two-inch tiles per day, and 
the hand-power machine 3,000 per day. We advise tile 
makers to examine all these machines in operation, befor* 
purchasing either. 
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CHAPTEE X. 

THE COST OF DBAINAGB. 

I>raming no more expensive than Fencing. — Engineering. — Oaewingnot 
accurate enough. — Slight Fall sufficient. — Instances. — Two Inches to One 
Thousand Feet. — Cost of Excavation and Filling. — Narrow Tools required. 
— Tables of Cubic contents of Drains. — Cost of Drains on our own Farm. — 
Cost of Tiles. — Weight and Freight of Tiles. — Cost of Outlets.— Cost of 
Collars. — Smaller Tiles used with Collars. — Number of Tiles to the Acre, 
with Tables. — Length of Tiles varies. — Number of Rods to the Acre at 
different Distances. — Final Estimate of Cost. — Comparative Cost of Tile- 
Drains and Stone-Drains. 

A PKUDENT man, intending to execute a work, whether 
(t be "to build a tower," or drain a field, "sitteth down 
first and counteth tho cost, whether he hath sufficient to 
finish it." There is good sense and discretion in the in- 
qnisitiveness which suj^gests so often the inquiry, "How 
much does it cost to drain an acre?" or, "How much 
does it cost a rod to lay drains?" These questions cannot 
be answered so briefly as they are asked; yet much in- 
fortnation can be given, which will aid one who will 
investigate the subject. 

The process of drainage is expensive, as compared with 
the price of land in our new settlements ; but its cost will 
not alarm those who have been accustomed to see the 
improvements made in New England upon well cultivated 
farms. Compared with the labor and cost of building 
and maintaining fences upon the highways, and in the 
subdivisions of lots, common in the Eastern States, th« 
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drainage of land is a small matter. We see in matij 
places long istretcbes of faced walls, on the line of our 
roads near towns and villages, which cost from two to five 
dollars per rod. Our common "stone walls" in these 
States cost about one dollar per rod to build originally ■ 
and almost any kind of wooden fence costs as much. Upon 
fences, there is occaaion for annual repairs, while drains 
properly laid, are permanent. 

These suggestions are thrown out, that farmers may not 
be alarmed without cause, at the high cash estimates of 
the cost of drainage operations. Money comes slowly tc 
farmers, and a cash estimate looks larger to them than 
an estimate in labor. The cost of fencing seems no great 
burden ; though, estimated in cash, it would seem, as in 
fact it is, a severe charge. 

Drainage can be performed principally by the same 
kind of labor as fencing, the cost of the tiles being a small 
'*x>m in the whole expense. The estimates of labor will 
ue made at one dollar per day, in investigating this 
matter. 

This would be the fair cash value of work by the day, 
perhaps ; but it is far more than farmers, who have work 
in hand on their own farms, which may be executed in 
the leisure season after haying, and even into the Winter, 
when convenient, will really expend for such labor. Few 
farm operations would pay expenses, if every hour of 
superintendence, and every hour of labor by man and boj 
and beast, were set down at this high rate. 

The cost of the tiles will, ordinarily, be a cash item, and 
the labor may be performed like that of planting, hoeing, 
haying, and harvesting, by such "help" hired by the 
month or day, or rendered by the family, as may be found 
convenient. 

The cost of drainage may be considered conveniently, 
to borrow a clerical phrase, " under the following heads." 
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1. Laying out, or Engineering. — In arranging our 
Spring's work, we devote time and attention to laying it 
out, though this hardly forms an item in the expense of 
the crop. Most farmers may think themselves competent 
to lay out their drainage- works, without paying for the 
Bcientific skill of an engineer, or even of a surveyor. 

It is believed, however, that generally, it will be found 
true economy, to procure the aid of an experienced en- 
gineer, if convenient, to lay out the work at the outset. 
Certainly, in most cases, some skill in the use of levelling 
instruments, at least, is absolutely essential to systematic 
work. No man, however experienced, can, by the eye, 
Wm any safe opinion of the fall of a given tract of land. 
Fields which appear perfectly level to the eye, will be 
found frequently to give fall enough for the deepest drain- 
age. The writer recently had occasion to note this fact 
on his own land. 

A low wet spot had many times been looked at, as a 
place which should be drained, both to improve its soil, 
and the appearance of the land about it ; but to the eye, 
it seemed doubtful whether it was not about as low as the 
stream some forty rods off, into which it must be drained. 
Upon testing the matter carefully with levelling instru- 
ments, it was found that from the lowest spot in this little 
Bwamp, there was a fall of seven and a half feet to the 
river, at its ordinary height! Again, there are cases 
where it will be found upon accurate surveys, that the 
fall is very slight, so that great care will be requisite, to 
lay the drains in such a way tliat the descent may be con- 
tinuous and uniform. 

"Without competent skill in laying out the work, land- 
owners will be liable not orly to errors in the fall of tha 
drains, but to very expensive mistakes in the location of 
them. A very few rods of drains, more than are neces 
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sary, would cost more than any charge of a competeat 
person for laying them out properly. 

Again, experience gives great facility in judging of the 
under-ground flow of water, of the permeability of soil, of 
the probability of finding ledges or other rock formatiou, 
and many other particulars which might not suggest theiri' 
selves to a novice in the business. 

The laying out of drains is important, not only with 
reference to the work in hand, but to additional work to 
be executed in future on adjoining land, so that the whole 
may be eventually brought into one cheap and efficient 
system with the smallest effective number of drains, both 
minors and mains, and the fewest outlets possible; with 
such wells, or other facilities for inspection, as may be 
necessary. 

In the English tables of the cost of drainage by the 
Prainage Companies, an estimate of $1.25 per acre is 
usually put down for "superintendence," which includes 
the engineering and the supervision of the whole process 
of opening, laying and filling, securing outfalls, and every 
other process till the work is completed. The general 
estimate of the cost of drainage is about $25.00 per acre, 
and this item of $1.25 is but a small per centage on that 
amount. The point has been dwelt upon here, more for 
the purpose of impressing upon land owners, the import- 
ance of employing competent skill in the laving out of 
their drainage works, than because the expense thus in- 
curred, forms any considerable item of the cost of tha 
whole work. 

2. Meca/oation and Filling. The principal expense of 
drainage is incurred in the excavation of the ditch, whether 
t be for tiles or for stones. The labor of excavation de- 
pends much upon the nature of the soil to be moved. 

' Draining ob a sound clay." gays the writer of a prise essay, " fre* 
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•torn stones, maybe executed at a cheaper rate per rod, in length, than 
on almost any other kind of soil, as, from the firmnpss of tho clay, the 
x-ork may be done with narrow spades, and but a small quantity of soil 
requires to be removed. The draining of wet sands or grounds, or clays 
in which veins of sand abound, is more expensive than on sound clays, 
Decause a broader spade has to be used, and consequently a larger 
amount of soil removed ; and draining stony or rocky soils is still mora 
expensive, because the pick has to be used. This adds considerably to 
the expense." 

Great stress is laid, by all experienced persons, upon 
asing narrow spades, and opening ditches as narrow as 
possible. 

It is somewhat more convenient for unskillful laborers tft 
work in a wide ditch than in a narrow one, and although 
the laborers frequently protest that they cannot work so 
rapidly in narrow ditches, yet it is found that, in contract 
work, by tlie rod, they usually open the ditches very nai» 
row. 

Indeed, it will be found that, generally, the cost of ex 
cavation bears a pretty constant proportion to the numbei 
of cubic feet of earth thrown out. 

It will surprise those unaccustomed to these estimates, to 
obsei ve how I'apidly the quantity excavated, increases with 
the increased width of the ditch. 

To enable the reader accurately to compute the meas 
urement of drains of any dimensions likely to be adopted, 
a tal)le and explanations, found in the Report of the Board 
ol Health, already quoted, are given below. The dimen- 
sions, or contents of any drain, are found by multiplying 
together the length, depth, and mean width cf the drain. 

"Thus, if a drain is 300 yards long, and the cutting 3 feet deep, 20 
inches wide at the top, and 4 inches wide at the bottom, the mean 
width would be 12 inches (or the half of the sunr of 20 and 4), and if 
we D.ultiply 300, the length, by 1, the depth in yards, and by 1, lh« 
mean width .n yards, and the product would be 100 culic yards, fh* 
loUowing table will sejve to facilitate such calculatioui 



216 



FABU DB&mAOB. 



liAU ihoaiing the number of Oubie Yards of Earth in eaen R d (5} Fiinli 

in length), in Drains or Ditches of various Dimensions. 



DiFTH. 
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1-54 
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2-38 |2-52 


86... 


1-07 


1-22 


1-375 


1-58 


1-68 


1-88 


1-986 


2-14 


2-29 


2-244 


2-60 2-75 


89.... 


1-16 


1-824 


1-49 


1-655 


1-82 


1-986 


2-15 


2-82 


2-48 


2-65 


2-81 


2-38 


42.... 


1.25 


1-426 


1-604 


1-78 


1-96 


2-14 


2-82 


2-495 


2-674 


2-85 


3-03 


8.21 


45.... 


1-84 


1-53 


1-72 


1-91 


2-10 


2-29 


2-48 


2-67 


2-865 


3-055 


8-246 


8-488 


48.... 


1-426 


1-68 


1-8S8 


2-04 


2-24 


2-444 


2-65 


2-85 


8-056 


8-26 


8-46 


3-667 


51.... 


1-515 


1-78 


1-95 


2-164 


2-88 


2-60 


2-81 


3-03 


8-25 


3-46 


8-68 


8-896 


64.... 


1-604 


1-88 


2-06 


2-29 


2-52 


2-75 


2-98 


8-20 


8-44 


8-666 


3-895 


4-125 


67.... 


1-69 


1-935 


2-18 


2-42 


2-66 


2-90 


8-14 


3.88 


8-63 


8-87 


4-11 


4-854 


60.... 


1-7H 


2-086 


2-29 


2-546 


2-80 


8-056 


8-81 


3-564 


8-82 


4-074 


4-88 


4-584 



"Along the top of the table is placed the mean widths in inches, and 
on the left-hand side the depths of the drains, extending from 30 inchei 
to 5 feet. The numbers in the body of the table express cubic yards, 
and decimals of a yard. In making use of the table, it is necessary 
first to find the mean width of the drain, from the widths at the top and 
bottom. Thus, if a drain 3 feet deep were 16 inches wide at the top, 
and 4 inches at the bottom, the mean width would be half of 1 6 added 
to 4, or 10; then, by looking in the table for the column under 10 
(width), and opposite 36 (inches of depth), we find the number of cubio 
yards in each rod of such a drain to be 1 .53, or somewhat more than one 
and a half. If we compare this with another drain 20 inches wide at 
the top, 4 inches at the bottom, and 4J feet deep, we have the mean 
width 12, and looking at the table under 12 and opposite 54, we find 
2.75 cubic yards, or two and three-quarters to the rod. In this case, 
the quantity of earth to be removed is nearly twice as much as ii the 
other, and hence, as far as regards the digging, the cost of the labor will 
be nearly double. But in the case of deep drains, the cost increasei 
•lightly for another reason, namely, the increased labor of lifting th« 
earth to the surface from a greater depth." 

Under the title of the " Depth of Drains," other reasons 
are suggested why shallow drains are more easily wrougnt 
than deeper drains. The widths given in English treat- 
ises, and found perfectly practicable there, with proper 
drainage-tools, will seem to us exceedingly narrow. Mr. 
Parkes gives the width of the top of a four-foot drain 18 
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inches, of a three-and-a-half foot drain 16 inches, and of a 
three-foot drain 12 inches. He gives the width of drains 
for tiles, three inches at bottom, and those for stones, eight 
inches. Of the cost of excavating a given number of cubic 
yards of earth from drains, it is difficult to give reliable 
estimates. In the writer's own field, where a pick was used 
to loosen the lower two feet of earth, the labor of opening 
and filling drains 4 feet deep, and of the mean width of 14 
inches, all by hand labor, has been, in a mile of drains, 
being our first experiments, about one day's labor to three 
rods in length. The excavated earth of such a drain, 
measures not quite three cubic yards. (Exactly, 2.85.) 

In work subsequently executed, we have opened our 
drains of 4 foot depth, but 20 inches at top, and 4 inches 
at bottop, giving a mean width of 12 inches. In one 
instance, in the Summer of 1858, two men opened 14 roda 
of such drain in one day. In six days, the same two men 
opened, laid, and filled 947 feet, or about 57| rods of such 
drain. Their labor was worth $12.00, or 21 cents per rod. 
The actual cost of this job was as follows : 

847 two-inch tiles, at $13 per 1,000 $11.01 

IOC three-inch " " for main.. ... 2.50 

70 bushels of tan, to protect the joints 70 

Horse to haul tiles and tan... . 50 

Labor, 12 days, at $1 12.00 

Total $26.71 

This is 46| cents per rod, besides our own tince and skill 
in laying out and superintending the work. The work 
was principally done with Irish spades, and was in a sandy 
soil. In the same season, the same men opened, laid, and 
filled 70 rods of four-foot drain, of the same mean width 
of 12 inches, in the worst kind of clay soil, where the 
pick was constantly used. It cost 35 days' labor to com- 
plete the job, being 50 cents per rod for the labor alone. 
The least cost of the labor of draining 4 feet deep, on out 
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own land, is thus shown to be 21 cents per rod, and tht 
greatest cost 50 cents per rod, all the labor being by hand. 
One-half these amounts would have completed the drains 
at 3 feet depth, as has been already shown. 

But the excavation here is much greater than is usual in 
England, Mr. Parkes giving the mean width of a four-foot 
drain but 10| inches, instead of 14 or 12, as just given 
Mr. Denton gives estimates of the cost, in England, of cut- 
ting and filling four-foot drains, which vary from 12 cents 
per rod upwards, according to the prices of labor, and 
other circumstances. 

In New England, where labor may be fairly rated at 
one dollar per day, the cost of excavating and filling four- 
foot drains by hand labor, must vary from 20 to 50 cents 
per rod, according to the soil, and half those amounts for 
drains of three-foot depth. 

Of the aid which may be derived from the use of drain- 
ing plows, or of the common plow, or subsoil plow, oul 
views may be found expressed under the appropriate 
heads. That drains will long continue to be opened in 
this fast country by hand labor, is not to be supposed, but 
we give our estimates of the expenses, at this first stage 
of our education in drainage. 

3. Cost of the Tiles. Under the title of " The Cost of 
Tiles," we have given such information as can be at pre- 
sent procured, touching that matter. It will be assumed, 
in these estimates, that no tiles of less than 1^ inch bore 
will be used for any purpose, and for mains, usually those 
of three-inch bore are sufficient. The proportion of length 
of mains to that of minors is small, and, considering the 
probable reduction of prices, we will, for the present, 
assume $10 per 1,000 as the prices of such mixed sizes aa 
may be used. 

Add to this, the freight of them to a reasonable dis- 
tance, and we have the cost of the tiles on the field. Tlit 
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vrelglu of two-inch tiles is usually rated at about 3 lbs. 
eacL, tliougb they fall short of this weight until wet. 

4. Outlets. A small per-centage should be added to the 
(loins already noticed, for the cost of the general outfall, 
which should be secured with great care; although, from 
Buch examination as the writer has made in tliis country, 
and in England also, in the large majority of cases, drains 
are discharged with very little precaution to protect th« 
outlets. Works comp.eted under the charge of regulai 
engineers, form an exception to this remark ; and an item 
of 37 cents per acre, for iron outlets and masonry, is 
usually included in the estimated cost per acre of drainage. 

5. Collars. It is not known to the author that collars 
have been at all used in America, except at the New 
York Central Park, in 1868 ; round pipes, upon which 
they are commonly used abroad, when used on any, no/ 
being yet much in use here. 

In the estimates of Mr. Denton, in his tables, collars ar« 
set down at about half the cost of the mixed tiles. The 
bore of them being large enough to receive the end of 
the tile, increases the price in proportion to the increase 
in size. It is believed, however, that a smaller size of tiles 
may prudently be used with collars than without, because 
the collars keep the tiles perfectly in line, and freely admit 
water, while they exclude roots, sand, and other obstruc- 
tions. A drain laid with one and a half inch tiles with 
collars is, no doubt, better in any soil than two-inch tiles 
without collars. Some compensation for the cost of collai-g 
may Ihus be found in the less price of the smaller tiles. 

6. Laying. The cost of laying tiles is so trifling aa 
hardly to be worth estimating, except to show its insig- 
nificance. The estimate, by English engineers, is two 
cents per rod for " pipe laying and finishing." What ia 
included in " finishing," does not appear. From the per- 
sonal oliservations of the writer, it is believed that an 
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active man may lay from 60 to 100 rods of tiles per day 
in ditches well prepared. Indeed, we have seen our mac 
James lay twelve rods of two-inch tiles, in a four-foot 
ditch, in forty-five minutes, when he was not aware that 
he was working against time. This is at the rate of six- 
teen rods an hour, which would give just 160 rods, or a 
half-mile, in a day of ten hours. 

7. Number of Tiles to the Acre. The number of tiles 
used depends, of course, upon the distances apart of the 
drains, and upon the length of the tiles used. 

The following table gives the number of tiles of various 
length, per acre, required at different intervals: 



Intemla between the 


Twelve Inch 
Pipe. 


Thirteen Inch 
Pipe. 


Fonrteen Inch 
Pipe. 


Fineeninoh 
Pipe. 


15 


2904 
2420 
2074 
1815 
1613 
1452 
1320 
1210 
1117 
1037 


2680 
2234 
1915 
1676 
1489 
1340 
1219 
1117 
1031 
958 


2489 
2074 
1778 
1555 
1383 
1244 
1131 
1037 
957 
888 


2323 


18 


1936 


21 


1659 


24 


1452 


27 


1290 


30 


1161 


33 


1056 


36 


968 


39 


893 


42 


829 







The following table gives the number of rods per acre 
of drains at different distances : 



Interrale between the DrainB, in feet 


Eodi per ta%, 


15 


176 


18 


146| 
125^ 
110 


21 


24 


27 


97J 

88 


30 


33 


80 


36 


If 


39 


42 
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It may be remarked here, that tiles, moulded of the 
game length, vary nearly two inches when burned, accord- 
ing to the severity of the heat. It may be suggested, too, 
that the length of the tile, in the use of any machine, is 
entirely at the option of the maker. It is not, perhaps, 
an insult to our common humanity, to suggest to buyers 
the propriety of measuring the length as well as calibre 
of tiles before purchasing. In the estimates which will 
be made in this detail, it will be assumed that tiles will lay 
one foot each, with allowance for imperfections and break- 
age. This is as near as possible to accuracy, according to 
our best observation ; and, besides, there is convenience 
in this simple estimate of one tile to one foot, which is 
important in practice. 

We have now the data from which we may make some 
tolerably safe estimates of the cost of drainage. With 
labor at one dollar per day, and tiles at $10 per 1,000, or 
one cent each, or one cent a foot, and ditches four feet 
deep, opened and filled at one-third of a day's labor to the 
rod, we maj* set down the principal items of the cost ol 
drainage by the rod, as follows : 

Cutting and filling per rod .... 33j cte. 

Tiles 161 " 

60 

This is putting the tiles at one cent a foot, and the labor 
at two cents a foot, or just twice as much as the cost of 
tiles, and it brings a total of half a dollar a rod, all of 
them numbers easily remembered, and convenient for 
calculation. 

By reference to the table giving the number of rods to 
the acre, the cost of labor and tiles per acre may be at 
once found, by taking half the number of rods in dollars. 
A-t 42 feet distarce, the cost will be $31.42 per acre; at 
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80 feet distance, $44; and at 60 feet, half that amount, 
or $22 per acre. 

Our views as to the frequency of drains, may be found 
under the appi Dpriate head. 

Our estimate thus far, is of four-foot drains. We have 
ihown, under the head of the " Depth of Drains," that 
the cost of cutting and filling a four-foot drain is double 
that cf cutting and filling a three-foot drain. There is no 
doubt, that, after all the good advice we have given on 
this subject, many, who " grow wiser than their teachers 
are," will set aside the teachings of the best draining 
engineers in the world, and insist that three feet deep is 
enough, and persist in so laying their tiles. 

This shallowness will reduce the cost of labor about one 
half, so that we shall have the cost of labor and tiles 
equal — one cent a foot, making 33J cents per rod, or one- 
third of a dollar, instead of one-half a dollar per rod. To 
the cost of labor and tiles, we should add a fair estimate 
of the cost of the other items of engineering and outlets 
These are trifling matters, which English tables, as has been 
shown, estimate together, at about $1.67 per acre. 

Briefly to recapitulate the elements of computation oi 
the cost of drainage, we find them to be these : the price 
of labor, the price of tiles, and freight of them ; the char- 
acter of the soil, the depth of the drains, and their dist- 
ance apart, with the incidental expense of engineering 
and of outfalls, and the large additional cost of collars, 
where they are deemed necessary. 

COMPAEATIVE COST OF TILE AND STONE DRAINS. 

It is not possible to answer, with precision, the question 
BO often asked, as to the comparative cost of drainage 
with tiles and stones. 

The estimates given of the cost of tile drains, are based 
upon the writer's own experience, upon his own farm 
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mainlj; ana the mean width of four-foot tile, drains, may 
be assumed to be H inches, instead of 10| inches, as 
actually practiced in England. 

For a stone drain of almost any form, certainly for any 
regular water-course laid with stones, our ditch must be 
at least 21 inches wide from top to bottom. This is just 
60 per cent, more than. our own estimate, and 100 per 
cent., or double the English estimate for tile drains. 

It will require at least two ox-cart loads of stones to 
the rod, to construct any sort of a stone drain, costing, 
perhaps, 25 cents a load for picking up and hauling. In 
most cases, where the stones are not on the farm, it will 
cost twice that sum. We will say 25 cents per rod for 
laying the stones, though this is a low estimate. We have, 
then, for cutting and filling the ditch, 50 cents per rod, 50 
cents for hauling stone, and for laying, 25 cents per rod, 
making $1.25 a rod for a stone drain, against 50 cents per 
rod for tile drains. 

Tlien we have a large surplus of earth, two cart-loada 
to the rod, displaced by tlie two loads of stone, to be dis- 
posed of; and in case of the tiles, we have just earth 
enough. There are many other considerations in favor of 
tiles: such as the cutting up of the ground by teaming 
heavy loads of stones ; the greater permanancy of tiles ; 
and the fact tiiat they furnish no harbor for mice and 
other vermin, as the English call such small beasts. In 
favor of stones, is the fact, that often they are on the land, 
and must be moved, and it is convenient to dispose of 
them in the ditches. 

Again, there are many parts of the couniiy where tiles 
are not to be procured, without great cost of freight, and 
where labor is abundant at certain seasons, and money 
scarce at all seasons, so that the question is really between 
stone drains and no drains. 

Stone drains, if laid very deep, are far more secure than 
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when shallow; because, if shallow, they are usually ruined 
by the breaking in of water at the top, in the Spring time, 
by the action of frost, and by the mining of mice and 
moles. If laid four feet deep, and the earth rammed 
hard above the stones, and rounded on the surface to throw 
off surface water, they may be found eflBcient and per- 
manent. 

The conclusion, however, is, that where it can be pro- 
cured, at any reasonable cost, drainage with tiles will gener- 
ally cost less than one-half the expense of drainage with 
dtoaes, and be incomparably more satisfactory in the end. 
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CHAPTEE XI. 

DEAININO IMPLEMENTS. 

Giueasonable Expectations about Draining Tools. — Levelling Instnments j 
Guessing not Accurate. — Level by a Square. — Spirit Level. — Span, or A 
Level — Grading by Lines. — Boning-rod. — Challoner's Drain Level. — Spades 
and Shovels. — Long-handled Shovel. — Irish Spade, Description and Cut- 
Bottoming Tools. — Narrow Spades. — English Bottoming Tools. — Pipe- 
layer. — Pipe-laying Illustrated. — Pickaxes. — Drain Gauge. — Drain Plows, 
and Ditch-Diggers. — Fowler's Drain Plow. — Pratt's Ditch-Digger. — 
McEwan's Drain Flow. — Routt's Drain Plow 

It seems to be a characteristic of Americans, to be di* 
satisfied with every recent improvement in art or science, 
and the greater the step in advance of former times, the 
more captious and critical do we become. There is many 
a good lady, who cannot tolerate a sewing-machine, 
although she knows it will do the work of ten seam- 
stresses, because it will not sew on buttons and work button- 
holes I Most of us are very much out of temper with 
the magnetic telegraph, just now, because it does not 
bring us the Court news from England every morning be- 
fore breakfast, though we have hourly dispatches from 
Washington, New Orleans, and St. Louis ; and, returning 
to our moutons, everybody is finding fault with us just 
now, because we cannot tell them of some universal, all- 
pene*:rating, cheap, strong, simple, enduring little imple- 
ment, by means of which any kind of a laborer, Scotch, 
Irish, or Yankee, may conveniently open all kinds of 
drains in all kinds of land, whether sand, hard-pan. 
gravel, or clay. 
lO* 
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Having personally inquired and examined, touching 
Qraining tools in England, and having been solicited by 
an extensive agricultural implement house in Boston, to 
furnish them a list and description of a complete set of 
draining tools, and feeling the obligation which seemed to 
be imposed on us, to know all about this matter, we wrote 
to Mr. Denton, one of the first draining engineers in the 
wcrld, to send us a list, with drawings and descriptions of 
Buch implements as he finds most useful, or, if more con- 
venient the implements themselves. 

Mr. Denton kindly replied to our inquiry, and his an- 
swer may be taken as the best evidence upon this point 
He says : 

" As to tools, it is the same with them as ii -s with the art of drain- 
ing itself — too much rule and too much drawing upon paper ; all very 
tight to begin with, but very prejudicial to progress. I employ, as en- 
gineer to the General Land Drainage Company, and on my privata 
account, during the drainage season, as many as 2,000 men, and it is 
an actual fact, that not one of them uses the set of tools figured in 
print. I have frequently purchased a number of sets of the Birming- 
ham tools, and sent them down on extensive works. The laborers 
would purchase a few of the smaller tools, such as Nos. 290, 291, and 
301, figured in Morton's excellent Cyclopaedia of Agriculture, and 
would try them, and then order others of the country blacksmith, dif- 
fering in several respects; less weighty and much less costly, and, more- 
over, much better as working tools. All I require of the cutters, is, 
that the bottom of the drain should be evenly cut, to fit the size of iha 
pipe. The rest of the work takes care of itself; for a good wcrkniin 
will economize his labor for his own sake, by moving as little earth as 
practicable; thus, for instance, a first-class cutter, in clays, will get 
down four feet with a twelve-inch opening, ordinarily ; if he wisles to 
Bhow off, he will sacrifice his own comfort to appearance, and will do it 
with a ten-inch opening." 

Having thus " freed our mind " by way of preliminary, 
we propose to take up our subject, and pursue it as prac- 
tically and quietly as possible to the end. It may be 
wq\ perhaps, first to suggest by way of explanation of 
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Mr. Denton's letter, above quoted, that drains are usually 
opened in England by the yard, or rod, the laborer finding 
his own tools. 

As has been intimated, the implements convenient for 
draining, depend on many circumstances. They depend 
upon the character of the earth to be moved. A sharp^ 
liglit spade, which may work rapidly and well in a light 
loam or sand, may be entirely uniit to drive into a stifl 
clay ; and the fancy bottoming tools which may cut out a 
soft clay or sand in nicely-measured slices, will be found 
quite too delicate for a hard-pan or gravel, where iLe pick- 
axe alone can open a passage. 

The implements again must be suited to the workman 
who handles it. Henry Ward Beecher, in speaking of 
creeds, which he, on another occasion, had said were "the 
skins of religion set up and stuffed," remarked, that it was 
of more importance that a man should know how to make 
a practical use of his faith, than that he should subscribe 
to many articles; for, said he, "I have seen many a man 
who could do more at carpenter's work with one old jack 
knife, than another could do with a whole chest of tools!" 

What can an Irishman do with a chopping ax, and what 
cannot a Yankee do with it? Who ever saw a Scotchman 
or an Irishman who could not cut a straight ditch with a 
spade, and who ever saw a Yankee who could or would 
cut a ditch straight with any tool ? One man works best 
with a long-handled spade, anotlier prefers a short handle; 
one drives it into the earth with his right foot, another 
with his left. A laboring man, in general, works most 
easily with sucli tools as he is accustomed to handle ; while 
theorizing irnplement-iiiakers, working out their pattern by 
the light of reason, may produce such a tool as a man 
ought to work with, without adapting it at all to the capa- 
city or taste of t]ie laborer. A man should be measm-ed 
for his tools, as much as for his garment, and not ba 
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expected to fit himself to another's notions more thpn to 
another's coat. 

If the land-owner proposes to act as his own engineer, 
the first instrument he will want to use is a Spinn 
Level, or some other contrivance by which he maj 
ascertain the variations of the surface of his field. Tht 
natural way for a Yankee to get at the grades is to 
ffuess at them, and this, practically, is what is usually 
done. Ditches are opened where there appears to be a 
descent, and if there is water running, the rise is estima-ted 
by its current ; and if there is no water rising in the drain, 
a bucketfull is occasionally poured in to guide the laborei 
in his work. No one who has not tested the accuracy, or, 
rather, inaccuracy, of his judgment, as to the levels of 
fields, can at all appreciate the deceitfulness of appear- 
ances on this point. The human eye will see straiglit; 
but it will not see level without a guide. It forms con- 
clusions by comparison ; and the lines of upland, of forest 
tops and of distant hills, all conspire to confuse the judg- 
ment, so that it is quite common for a brook to appear to 
the eye to run up hill, even when it has a quick cur- 
rent. A few trials with a spirit-level will cure any man 
of his conceit on this subject. 

And so it is as to the regular inclination of the bottom 
of drains. It is desirable not only to have an inclination 
all the way, but a regular inclination, as nearly as possible, 
especially if the descent be small. Workmen are very apt 
to work at a uniform depth from tlie surface, and so give 
the bottom of the drain the same variations as tho surface 
line ; and thus at one point there may be a fall of one inch 
in a rod ; at another, twice that fall ; and at another, a dead 
level, or even a hollow. On Dur own farm, we have found, 
in twelve rods, a variation of a foot in the bottom line of a 
drain openeii by skillful workmen on a nearly level field, 
where they had no water to guide them, and where they 
had supposed their fall was regular throuffhout 
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The following sketch shows the diffeience between lines 
of tiles laid with and without instruments. Next to guessing 
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at the fall in onr field, may be placed a little contrivance, 
of which we have made use sufficiently to become satis- 
fied of its want of practical accuracy. It is tbus figured 
-t i |iiM ' /4M i i'i i i i m 'i'i'i'iii' i'| and described in the excellent 

treatise of Thomas, on Farm 

Implements. 

" ^ 18 a common square, placed 
in a slit in the top of the stake B. 
By means of a plumb-line the square 
is brought to a level, when a thumb 
screw, at C, fixes it fast If thf 
square is two feet long, and is so 
carefully adjusted as not to vary more 
than the twentieth of an inch from 
a true level, which is easily accom- 
plished, then a twentieth of an inch 
in two feet will be one inch in forty 

feet— a sufficient degree of accuracy 

Fig. 65.-B„Tlii7Ii.D PtraB-LKvn. for many cases." 
We do not so much object to the principle of the above 
.evel, as to its practical working. We find it difficult, 
without cross sights, to take an accurate level ^ith^any 
instrument. However, those who are used to rifle-shoot- 
ing may hit tolerably near the mark with the square. 
Mr. Thomas only claims that it is accurate enough tor 

many cases." . , 

A proper spirit-level, such as is used by engineers of 

railroads and canals, attached to a telescope, rs t)-. best 

of all instruments. "So great is th-* p^^'ecti* jf thii 
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iiistruDient," gays the writer just quoted, " that soparate 
lines of levels have been run with it, for sixty miles, with- 
out varying two-thirds of an* inch for the whole distance." 
A. cheap and convenient spirit-level, for our purpose, ia 
thus constructed. 

It is furnished with eye sights, a fc, and 
when in use, is placed into a framing of 
brasB whicli operates as a spring to adjust 
it to the level posilion, d, by the action of 
the large-headed brass screw, t. A stud 
is affixed to the framing, and pushed firmly 
into a gimlet-hole in the top of the short 
rod, which is pushed or driven into the 
ground at the spot from whence the level 
is desired to be ascertained. It need 
scarcely be mentioned, that the height of 
the eye sight, from the guard, is to be 
deducted from the height of observation, 
which quantity is easily obtained by hav- 
ing the rod marked off in inches and feet , 
but it may be mentioned, that this instru- 
ment should be used in all cases of draining 
on level ground, even when one is con- 
fident that he knows the fall of the ground ; 
for the eye is a very deceitful monitor for 
informing you of the levelness of ground. 
It is so light as to admit of being carried 
in the pocket, whilst its rod may be used 
as a staff or cane. 




Fig. B8.-BnEiT Letm.. 



A staff of ten feet in length, graduated in feet and 
inches, and held by an attendant at the various points of 
observation, is necessary in the use of the spirit-level in 
the field. A painted target, arranged with a slide to be 
moved up and down on this staff, and held by a thumb 
Bcrew, will be found useful. 
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We have made for our own use a level ^^ 

like the above, and find it sufficiently 
accurate for drainage purposes. Small 
spirit-levels set in iron can be had at the 
hardware shops for twenty cents each, and 
can be readily attached to wood by a 
screw, in constructing our implement ; or 
a spirit-level set in mahogany, of suitable 
size, may be procured for a half dollar, 
and any person, handy with tools, can do 
the rest. The sights should be arranged 
both ways, with a slit cut with a chisel 
through the brass or tin, and an oblong 
opening at each end. The eye is placed 
at the slit, and sight is taken by a hair 
or fine thread, drawn across the opening 
at the other end. Then, by changing ends, 
and sighting through the other end at a bta™ and t*». /i. 
given object, any error in the instrument may be deteci-tjd. 
The hair or thread may be held in place by a little 
wax, and moved up or down till it is carefully adjusted 
The instrument should turn upon the staff' in all directions^ 
80 that the level of a whole field, so far as it is within 
r»nge, may be taken from one position. 

To maintain a uniform grade in the bottom of a drain. 
80 as to economize the fall, and distribute it equally 
through the whole length, several diflferent instramente 
and means may be adopted. The first which we will 
figure, is what is called the Span, or A Level. Such a 
le 'el may be easily constructed of common inch-board. 
If it be desired to note the fall in feet, the span may con- 
veniently ])e ten feet. If a notation in rods be preferred, 
the span should be a i-od, or half rod long. 

The two fee^ being placed on a floor, and ascertained 
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to be perfectly level by a spirit-level, the plamb-line will 
hang in the centre, where a distinct mark should be made 
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on the cross-bar. Then place a block of wood, exactly an 
inch thick, under one leg, and mark the place where the 
line crosses the bar. Put another block an inch thick 
under the same leg, and again mark where the line crosses 
the bar, and so on as far as is thought necessary. Then 
put the blocks under the other leg in the same manner, 
and mark the cross-bar. If the span be ten feet, the 
plumb-line will indicate upon the bar, by the mark which 
it crosses, the rise or fall in inches, in ten feet. If the 
span be a rod, the line will indicate the number of inches 
per rod of the rise or fall. 

This instrument is used thus: The fall of the ditch 
from end to end being ascertained by the spirit-level, and 
the length also, the fall per rod, or per one hundred feet, 
may be computed. The span is then placed in the bottom 
of the drain, from time to time, to guide the workman, oi 
for accurate inspection of the finished cut. We have 
constructed and used this level, and found it very con- 
venient to test the accuracy of the workmen, who had 
opened drains in our absence. A ten-foot span will be found 
as large as can be conveniently carried about the farm. 

For the accurate grading of the bottom of drains, ag 
the work proceeds, we have in practice found nothing so 
convenient and accurate as the arrangement which w« 
are about to illustrate. 
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The ubject is simply to draw a line parallel with the 
proposed bottom of the drain, for the laborers to work 
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under, so that they, as they proceed, may measure down 
from it, as a guide to depth. Having with the spirit- 
level, ascertained the fall from end to end of the drain, a 
short stake is set at each end, and a line is drawn from 
one to the other at the requisite height, and snp^' '-■-' by 
the cross-pieces, at suitable distances, to p.^-.^. ,ue 
Bagging of the line. 

Suppose the drain to be ten rodB long, and that it is in- 
tended to cut it four feet deep, the natural fall being, from 
end to end, sufficient. We drive a stake at each end of 
the drain, high enough to attach to it a line three feet 
above the surface, which will be seven feet above the 
bottom of the finished drain — high enough to be above the 
heads of the cutters, when standing near the bottom. 

Before drawing the line, the drain may be nearly com- 
pleted. Then drive the intermediate stakes, with the pro- 
jecting arms, which we will call squares, on one side of 
the drain, carefully sigliting from one end of the stake to 
the other, at the point fixed for the line, and driving the 
squares till they are exactly even. Then attach a strong 
small cord, not .arger than a chalk line, to one of the 
■takes, and draw it as tight as it will bear, and secure it 
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at the other stake. The line is now direstly over the 
middle of the drain, seven feet from the bottom. Give 
the cutters, then, a rod seven feet long, and let them cut 
just deej; enough for the rod to stand on the bottom and 
touch the line. Practically, this has been found by the 
ftuthor, the most accurate and satisfactory method of 
bringing drains to a regular grade. 

Instead of a line, after the end stakes have been placed, 
a honing rod, as it is called, may be used thus : A staff la 
used, with a cross-piece at the top, and long enough, when 
resting on the proper bottom of the drain, to reach to the 
level of the marks on the stakes, three feet above the 
surface. Cross-pieces nailed to the stakes are the most 
conspicuous marks. A person stands at one stake sight- 
ing along to the other ; a second person then holds the 
rod upright in the ditch, just touching the bottom, and 
carries it thus along. If, while it is moved along, its top 
is always in a line with the cross-bars on the end stakes, 
the fall is uniform; if it rise above, the bottom of the 
drain must be lowered ; if it fall below, the bottom of the 
drain must be raised. This may be convenient enough 
for mere inspection of works, but it requires two persona 
besides the cutters, to finish the drain by this mode ; 
whereas, with the lines and squares, any laborer can com- 
plete the work with exactness. 

Another mode of levelling, by means of a mammc'uh 
mason's level, with an improvement, was invented by 
Colonel Challoner, and published in tiie Journal of thi 
Royal Agricultural Society. It may appear to some per- 
sons more simple than the span level. We give the cut 
aiid explanation. 

' I first ascertain what amount of fall I can obtain, from the head 
of every drain to my outfall. Suppose the length of the drain to b€ 
B6 yards, and I find 1 have a fall of two feet, that gives me a fall of 
» quarter of an inch in every yard. I take a common bricklaver'i 
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leT€i 12 feet long, to the boitom of -which I attach with Bcreiirg, c, 
piece of wood the whole length, one inch wider at one end than at thr 
other, thereby throwing the level one inch out of the true horisouta 




Fig. to. — Ghai.lohbb'b Level. 

line. When the drain has got to its proper depth at the outfall, I apply 
the broadest end of the level to the mouth ; and when the plumb-boh 
indicates the level to be correct, tne one-inch fall has been gained in 
the four yards, and so on. I keep testing the drain as it is dug, quite 
up to the head, when an unbroken, even, and continuous fa'l of two 
feet in the whole 96 yards has been obtained." 

SPADES AND SHOVELS. 

peculiar tool is essential in opening that part of the 
drain which is more than a foot in 
width. Shovels and spades, of the 
forms usually found upon well-fur- 
nished farms, and adapted to its 
soil, will be found suflBcient. A 
Boston agricultural houso, a year 
or two since, sent out an order to 
London for a complete set of drain- 
ing to"ls. In due season, they re- 
ceived, in compliance with theii 

three spades of different width, like those repre- 

in the cut, 

- _^- ^■^Ar.-r.t^^^A tr> ha. tba tools in common use is 




Fig. 61, 62, 63.— Dbain Spades. 



order, 
sented 
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England and Scotland, for Bod-draining, and 

for any other drains, indeed, except tiles. The 
widest is 12 inches wide, and is nsed to re- 
move the first spit, of about one foot depth. 
The second is 12 inches wide at top, and 8 
at the point, and the third, eight at top, and 
four at the point. The narrowest spade is 
usually made with a spur in front, or what 
the Irish call a treader, on which to place the 
foot in driving it into the earth. 

For wedge drains, these spades are made 
narrower than those above represented, the 
finishing spade being but two and a half inches 
wide at the point. It will be recollected that 
this kind of drainage is only adapted to clay 
land. The shovels and spades which have 
been heretofore in most common use in New England 
are made with short handles, thus — 

They are of cast-steel, and 
combine great strength and 
lightness. Long-handled shov- 
els and spades are much pre- 
ferred, usually, by Irish labor- 
ers, whose fancy is worth con- 
sulting in matters with which 
they have so much to do. We 
believe their notion is correct, 
that the long-handled tool is 
the easier to work with, at 
almost any job. 

In our own draining, we 
find the common spade, with 
long or short handle, to he 
best in marking out the lines 
in turf ; and either the spade 
or common Bhove 
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to the nature of the soil, most convenient In removing the 
first foot of earth. 

After this, if the pick is nsed, a long-handled round- 
pointed shovel, now in common use on our farms, is found 
convenient, until the ditch is too narrow for its use. Then 
the same shovel, turned up at the sides so as to form a 
Barrow scoop, will be found better than any tool we yet 
have to remove this loosened earth. 

Of all the tools that we have 
ever seen in the hands of an 
Irishman, in ditching, nothing 
approximates to the true Irish 
spade. It is a very clumsy, un- 
gainly-looking implement used 
in the old country both for ditch- 
ing, and for ridging for potatoes, 
being varied somewhat in width, 
according to the intended use. 
For stony soil, it is made narrower 
and stronger, while for the bog 
it is broader and lighter. The 
Irish blacksmiths in this country 

n , , . 1 .1 Figs. 67, 68.— LOSO-HANDIKD EOOSB 

usually know how to make them, shotbl. sooop shovkl. 
and we have got up a pattern of them, which are manufac- 
tured by Laighton and Lufkin, edge-tool makers, of Au- 
burn, N. H., which have been tested, and found to suit the 
ideas of the Irish workmen. 

This is a correct portrait of an Irish spade of our own 
pattern, which has done more in opening two miles of 
drains on our own farm, than any other implement. 

The spade of the Laighton and Lufkin pattern weighs 
5 lbs., without the handle, and is eighteen inches long. 
It is of iron, except about eight inches of the blade, 
which is of cast steel, tempered and polished like a chop- 
ping axe. It is considerably curved, and the workmen 
Buit theiiL.awu.iaste as to the def^ee of curvature, by put- 
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ting the tool under a log or rock, and bonding It to suit 
themselves. It is a powerful, strong imple- 
ment, and will cut off a root cf au inch ot 
two diameter as readily as an axe. Ihe han- 
dle is of tough ash, and held in place jj a 
wedge driven at the side of it and can be 
knocked out readily when the spade needs 
new steel, or any repair. The length of the 
handle is three feet eight inches, and the 
diameter about one and one-fourth inches. The 
wedge projects, and forms a " treader." broad 
and firm, on which the foot comes down, 
to drive the spade into the ground. 

We have endeavored to have the market 
supplied with the Irish spades, because, in the 
hands of such Irishmen as have used them 
"at home," we find them a most effective 
tool. We are met with all sorts of reason- 
able theoretical objections on the part of im 
plement sellers, and of farmers, who never 
saw an Irisli spade in use. " Would not the 
tool be better if it were wider and lighter,'' 
isks one. "I think it would be better if the 
spur, or "treader," were movable and of 
iron, so as to be put on the other side or in 
front," suggests another. " It seems as if 
it would work better, if it were straight," 
adds a third. " Would it not hold the 
dirt better if it were a little hollowing on the front," 
queries a fourth " No doubt," we reply, " there might 
be a very good implement made, wider and lighter, 
without a wooden treader, and turned up at the sides, to 
hold tlio eartli better, but it would not be an Irish spade 
when finished. Your theories may be all correct and de- 
monstrable by the purest mathematics, but the question 
% with what tool will Patrick do the most work ? U ha 
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recognizes the Irish spade as an institution of his country, 
as a part of ' home,' you might as well attempt to reason 
him out of 1..S faith in the Fope, as convince him that hii 
spade is not perfect." Our man, James, believes in the in- 
fallibility of both. There is no digging on the farm that 
'lis spade is not adapted to. To mark out a drain in 
iie nirf by a line, he mounts his spade with one foot, and 
ho]5S backward on the other, with a celerity surprising to 
behold. Tlien he cuts the sod in squares, and, with a 
sleight of hand, which does not come by nature, as Dog- 
berry says reading and writing come, throws out the first 
spit. When he comes on to the gravel or hard clay, 
where another man would use a pick-axe, his heavy boot 
comes down upon the treader, and drives the spade a foot 
or more deep ; and if a root is encountered, a blow or two 
easily severs it. The last foot at the bottom of the four- 
foot drain, is cut out for the sole-tile only four and a hall 
inches wide, and the sides of the ditch are kept trimmed, 
even and straight, with the sharp steel edge. And it is 
pleasant to hear James express his satisfaction with his 
national implement. " And, sure, we could do nothing 
at this job, sir, without the Irish spade !" "And, sure, I 
should like to see a man that will spade this hard clay 
with anything else, sir!" On the whole, thougli the Irish 
spade does wonders on our farm, we recommend it only 
for Irishmen, who know how to handle it. In our own 
hands, it is as awkward a thing as we ever took hold 
of, and we never saw any man but an Irishman, who could 
use it gracefully and effectively. 

Bottoming Tools. — The only tools whicli are wanted of 
peculiar form in draining, are sucli as are used in forming 
the narrow part of the trendies at the bottom. We can 
get down two feet, or even three, with the common spade 
and pick-axe, and in most kinds of drainage, except with 
'.iies, it is necessary to have the lot torn as wide, at least, 
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08 a spade. In tile-draining, the narrower the trench tha 
better, and in laying cylindrical pipes without collars, the 
bottom of the drain should exactly fit the pipes, to hold 
them in line. 

Although round pipes are generally used in England, 
we have known none used in America until the past 
season — the sole-pipe taking their place. As the sole-pipe 
has a flat bottom, a different tool is required to finish its 
resting-place, from that adapted to the round pipe. As 
we have not, however, arrived quite at the bottom, we 
will return to the tools for removing the last foot of 
earth. 

And first, we give from Morton, the Birmingham spades 
referred to by Mr. Denton, in his letter, quoted in this 
chapter. They are the theoretically perfect tools for 
removing the last eighteen or twenty inches of soil iu a 
four or five-foot drain. Mr. Gisborne says of the drain 
properly formed : 



" It is wrought in tlie shapa 
of a wedge, brought in the bot- 
tom to the narrowest limit which 
will admit the collar, by tools 
admirably adapted to that pur- 
pose. The foot of the operator 
is never within twenty inches of 
the floor of the drain ; his tools 
are made of iron, plated on steel, 
and never lose their sharpness, 
even when worn to the stumps ; 
because, as the softer material, 
the iron, wears away, the sharp 
steel edge is always prominent." 

This poetical view of 
digging drains, meets us at 
every turr, and we are 
besot witl inquiries for 
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thes« wonderful implements. We do not intimate that 
Mr. Gisborne, and those who so often quote the above 
language, are not reliable. Mr. Gisborne " is an honorable 
jnan, so are they all honorable men ;" but we must reform 
our tiles, and our land too, most of it, we fear, before we 
can open four-foot trenches, and lay pipes in them, with- 
out putting a foot " within twenty inches of the floor of 
the drain." 

In the first place, we have great doubt whether pipes 
can be laid close enough to make the joints secure with- 
out collars, unless carefiilly laid by hand, or unless they 
are round pipes, rolled in the making, when half dried, 
and so made straight and even at the ends. In laying 
such sole-pipes as we have laid, it requires some care to 
adjust them, so as to make the joints close. Most of tliem 
are warped in drying or burning, so that spaces of half an 
inch will often be left at the top or side, where two are 
laid end to end. Now, if tlie foot never goes to the bottom 
of the drain, the pipes must be laid with a hook or pipe- 
layer, such as will be presently described, which may do 
well for pipes and collars, because the collar covers the 
joint, so that it is of no importance if it be somewhat 
open. 

Again, we know of no method of working with a pick 
axe, except by standing as low as the bottom of the work. 
No man can pick twenty inches, or indeed any inches, 
lower than he stands, because he must move forward in 
this work, and -not backward. Each land-owner may 
judge for himself, whether his land requires the pick in 
its excavation. 

In soft clays, no doubt, with suitable tools, the trench 
may be cut a foot, or more, lower than the feet of the 
Workman. We have seen it done in our land, in a sandy 
soil, with the Irish spade, though, as we used sole-pipes, 
our " pipe-layer" was a live Irishman, who walked in the 
11 
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Fig-U 



trench backwards, putting down the pipes with hit 
hand. 

We are satisfied, tliat the instances in which trenches 
may be opened a foot or two below the feet of tlie work- 
men, a''C the exceptions, and not the rule, and that in 
laying sole-tiles, the hand of a careful workman must 
adjust each tile in its position. 

We have found a narrow spade, four inches wide, with 
a long handle, a convenient tool for finishing drains for 
sole-tiles. 

We have thoroughly tested Fig, ra 
the matter ; and in all kinds of 
soil, give a decided preference 
to spades as broad at the point 
as at the heel. We have used 
common long-handled spades, 
cut down with shears at a ma- 
chine-shop, into these shapes. 

The spade of equal width, 
works much more easily in the 
bottom of a trench, because its 
corners do not catch, as do 
those of the other. The pointed 
spade is apparently nearer the 
shape of the sloping ditch, but 
such tools cannot be used ver- 
tically, and when the heel of 
the pointed spade is lowered, it 
catches in the side of the trench, 
before the point reaches the 
bottom. 

Very strong spades, of various width, from three to 
eight inclies, and thick at the lieel, to operate as a wedge, 
will be found most suitable for common use. The 
BArrowest spades should have the spur, as shown in Fig. 
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64, because there is not ruom for the foot by the side o< 
the handle. 

The various tools for finishing the bottoms of drains, a 
figured in Morton, are the following 
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Fig. 75. Fig. T6. Fig. 77. Fig. TS. Fit f> 

English Bottouiho Tools. 

The last implement, vhich is a scoop for the bottom of 
ti.mches for round pipes, is one of the tools mentioned in 
JL'. Den ton's letter, as not being found to the taste of his 
wi -kmen. For scooping out our flat-bottomed trenches, 
we use a tool like Fig. 17. For boggy land, soft clay, or, 
i'ndi ed, any land where water is running at the time of 
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the excavation, scoops like the following wiJ be foiod 
convenient for flat bottoms. 





Fig. 80. Fig. 81. Fig. a. 

Dbawihq akd Fdbhiss Sooop, Aim Pipi-Latke. 

The pushing scoop (Fig. 81), as it is called, may be made 
of a common long-handled shovel, turned up at the (lidea 
by a blacksmith, leaving it of the desired width. 

The pipe-layer, of which mention has so often been 
made, is a little implement invented by Mr. Parkes, for 
placing round pipes and collars in narrow trenches, with- 
out stepping into them. 

The following sketch, by our friend Mr. Shedd, shows the 
pipe-layer in use. The cross section of the land, shown in 
front, represents it as having had the advantage of 
draining, by which tlie water-table is brought to a level 
with the bottom of the drain, as shown by the heavy shad- 
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Ing. An " Irish spade" and a pipe-layer are shown lying 
on the ground. 




Fig. 83.— Pipb-Layimq. 

The pick-axes commonly used in excavation of trenchos, 
»re in the following forms : 




rig. 84, S5.— PiOK-AXxa. 
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Pick-axes may be light or heavy, according to tho oa 
tnre of the soil. A chisel at one end, and point at the 
other, is found best in most cases. 

A Drain-gauge is usually mentioned in a 
list of draining tools. It is used when ditciies 
are designed for stone or other material thai 
tiles, and where the width is important. In 
tile-draining the width is entirely immaterial 
If opened by the rod, it is only important that 
they be of proper depth and inclination, with 
the bottom wide enough for the tile. 

The above figure shows the usual form of 
the drain-gauge. Below, we give from Mor- 
ton, drawings, and a description of Elkington's 
augers for boring in the bottoms of ditches. 

" The cut annexed represents the auger employed 
by Elkington, where a h and c are different forms of 
the tool ; rf, a portion of the shaft ; e, with the wedges, h h, the cross 
handle ; and / and g additional pieces for grasping the shaft, and so 
enalling more than one person to work at it." The auger-hole ought 
to be a little at one side of the drain, as in Fig, 3, at page 35, ic 
that the water may not rise at right angles to the flow of water in it 
and obstruct its current. 



Fig. 86.— Dginr 
Gatjob. 
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DEAINING-PL0W8 AND DITCH-DIGGERS. 

The man who can invent and construct a machine mat 
fihall be capable of cutting four-foot ditches for pipe-drains, 
with facility, will deserve well of his country. 

It is not essential that the drain be cut to its 'full dej, th 
at one operation. K worked by oxen or horses, it may go 
Beveral times over the work, taking out a few inches at 
each time. If moved by a capstan, or other slowly-oper- 
ating power, it must work more thoroughly, so as not to 
consume too much time. 

With a lever, such as is used in "Willis's Stump Puller, 
sufficient power for any purpose may be applied. An 
implement like a subsoil plow, constructed to run four 
feet deep, and merely doing the work of the pick, would 
be of great assistance. Prof. Mapes says he has made 
use of such an implement with great advantage. For tile- 
drains, the narrower the ditch the better, if it be only 
wide enough to receive the tiles. A mere slit, four inches 
wide, if straight and of even inclination at the bottom, 
would be the best kind of ditch, the pipes being laid in 
with a pipe-iayei*. But if the ditch is to be finished by 
the machine, it is essential that it be so contrived that it 
will grade the bottom, and not leave it undulating like 
the surface. Fowler's Drain Plow is said to be so arrang- 
ed, by improvements since its first trials, as to attain this 
object. 

Having thus briefly suggested some of the points to be 
kept in mind by inventors, we will proceed to give some 
account of such machines as come nearest to the wants of 
the community. Fowler's Draining-Plow would meet 
the largest wants of the public, were it cheap enough, 
and really reliable to perform what it is said to perform. 
The author eaw this implement in England, but not in 
ODcration, and it seems impossible, from inspection of it, 
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as well ad from the theory of its operation, that it lan ano 
ceed, if at all, in any but soft homogeneous clay. The 
idea is, however, so bold, and so much is claimed for the 
implement, that some description of it seems indispensa- 
ble in a work like this. 

The pipes, of common drain tiles, are strung on a rope 
*nd this rope, with the pipes, is drawn through the 
ground, following a plug like the foot of a subsoil plow, 
leaving the pipes perfectly laid, and the drain completed 
at a single operation. (See Fig. 88.) 

The work is commenced by opening a short piece of 
Jitch by hand, and strings of pipes, each about 50 .'"et 
long, are added as tlie work proceeds; and when the ditch 
is completed, the rope is withdrawn. When the surface 
is uneven, the uniform slope is preserved by means of a 
wheel and screw, wliich governs the plug, or coulter, 
raising or lowering it at pleasure. A man upon the 
framework controls this wheel, guided by a sight on the 
frame, and a cross-staff at the end of the field. 

Drains, 40 rods long, are finished at one operation 
This plow has been carefully tested in England. Its work 
has been uncovered when completed, and found perfect in 
every respect. The great expense of the machine, and 
the fact that it is only adapted to clay land free from ob- 
Btructions, has prevented its general use. We cannot 
help believing that, by the aid of steam, on our prairies 
at least, some such machine may be found practicable and 
economical. 

Pratt's ditch diogek, 

Patented by Pratt & Bro., of Canandaigua, is attracting 
much attention. We have not seen it in operation, nor 
have we seen statements which satisfy us that it is just 
what is demanded. It is stated, in the CoimPry Oentle- 
nan, to be incapable of cutting a ditch more than two 
and a half feet deen. A machine that will do so much 'i 
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not to be despised ; but more than one half the digging 
remains of a four-foot ditch, after two and a half feet are 
opened, and we want an implement to do the lowest and 
worst half. It is stated that, in one instance, a ditch, 60 
rods long, about two feet deep, in hard clay, was cut with 
this machine, worked by two horses, in five hours. 

We trust that the enterprising inventors will perfect 
their implement, so that it will open drains four feet 
deep, and thus meet the great want of the public. It ia 
not to be expected that any such implement can be made 
to operate in ground full of stones and roots ; and inven- 
tors should not be discouraged by the continual croakinga 
of those sinister birds, which see nothing but obstacles, 
and prophecy only failure. 




Fig. 89. — Peatt'8 Ditoh Diggbb. 

The drain plow was first introduced into Scotland by 
M'Ewan. The soil in his district vas mostly a strong 
unctuous clay, free from stones. Ho constructed an im- 
mense plow, worked by 12 or 16 horses, by means of which 
a furrow-slice, 16 inches in depth, was turned out ; and, 
by a modification of the plow, a second slice was removed, 
to the depth, in all, of two feet. This plow is expensive 
and heavy, and incapable of working to suflicient depth. 

Mr. Paul, of Norfolk Co., England, has lately invented 
an ln<renious machine for cutting drains, of which we give 
an elevation. 

It is worked by a chain and capstan, by horses, and, of 
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course, may be operated by steam or lever power, li is 
drawn forward, and, as it moves, it acts as a slotting ma- 
chine on the land, the tools cm the circumference of the 
acting-wheel taking successive bites of the soil, each 
lifting a portion from the full depth to which it is desired 

that the trench should be 
cut, and laying the earth 
thus removed on the sur 
face at either side. There 
is a lifting apparatus at the 
end of the machine, by 
which the cutting - wheel 
may be raised or lowered, 
according to the unevennesa 
of the surface, in order to 
secure a uniform fall in the 
bottom of the drain. The 
whole process is carried on 
at the rate of about four 
feet per minute, and it re- 
sults, on suitable soils, in 
cutting a drain from three 
to five feet deep, leaving it 
in a finished state, with a 
level bottom for the tiles to 
rest upon. We give the 
cut and statement from the 
Cyclopaedia of Agriculture, 
and if the machine shall 
prove what it is represented 
to be, we see but little more 
to be desired in a ditching 
machine. The principle of 
this implement appears to 
n*. ML~PAin.i DiroHiHa Hunmn US to be the correct oney 
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and we see no reason to doubt the statement of Ita 
performance. 

Eoiitt's drain plow is designed for surface-draining 
merely. "We give, from the New England Farmer, a 
statement of its merits, as detailed by a correspondent 
wlic saw it at tlie exhibition of the U. S. Agricultural 
Society at Richmond, in 1858 : 

" One of the most attractive implements on the Fail 
ground, to the farmer, was A. P. Koutt's patent drain 
plow. This implement makes a furrow a foot deep, two 
feet and a half wide at the top, and four inches wide at 
the bottom, the sides sloping at such an angle as to insure 
the drain from falling in by the frost, the whole being 
perfectly completed at one operation by this plow, or 
tool. Those who have tried it say it is the very thing for 
surface-draining, which, on wet lands, is certainly very 
beneficial where under-draining has not been done. The 
manufacturer resides in Somerset, Orange Coiinty, Ya. 
The plow is so made that it opens a deep furrow, turning 
both to tlie right and left, and is followed by a heavy iron 
roller that hardens the earth, both on the sides and the 
botton\ of the surface-drain, thus doing very handsome 
work. The price, as heretofore stated, is $25, and witli it, 
a man can, with a good pair of team horses, surface-drain 
80 acres of land a day." 
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CHAPTER XIL 

PBAOTIO^I. DIBEXO'IONS FOR OPENINO DRAINS AND LAnNS 

TILES. 

Begin at the Outlet. — Use of Plows. — Levelling the Bottom. — Where t« 

begin to lay Pipes. — Mode of Procedure. — Covering Pipes Securing 

Joints. — Filling. — Securing Outlets. — Plans. 

In former chapters, we have spoken minutely of the 
arrangement, depth, distance, and width of drains; and in 
treating of tools for drainage, we have sufficiently de- 
Bcribed the use of levelling instruments and of the varioue 
digging tools. 

We assume here, that the engineering has been already 
done, and that tlie whole system has been carefully stakeo 
out, so that every main, sub-main, and minor is distinctlj 
located, and the fall accurately ascertained. Until sc 
much has been accomplished, we are unprepared to pul 
the first spade into the ground. 

We propose to give our own experience as to the con- 
venient method of procedure, with such suggestions ai 
occur to ua, for those who are differently situated from 
ourselves. 

The work of excavation must begin at the outlet, bo 
that whatever water is met with, may pass readily away; 
and the onflet must be kept always low enough for this 
purpose. If there is considerable fall, it may not be best 
to deepen the lower end of the main to its full extent, at 
first, because the main, though first opened, must bo th« 
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last in which the pipes are laid, and may cave in, if un- 
necessarily deep at first. In many cases there is fall 
enough, so that the upper minors may be laid and find 
sufficient fall, before the lower end of the main is half 
opened. 

"With a garden line drawn straight, mark out the drain, 
ifith a sharp spade, on both sides, and remove the turf. 
Lt it is desired to use the turf for covering the pipes, or 
to replace it over the drains, when finished, it should at 
first be placed in heaps outside the line of the earth to be 
thrown out. 

A plow is used sometimes to turn out the sod and soil; 
but we have few plowmen who can go straight enough ; 
and in plowing, the soil is left too near to the ditch for 
convenience, and the turf is torn in pieces and buried, so 
as not to be fit for use. Usually, it will be found con- 
venient to remove the turf, if there be any, with a spade, 
by a line. Then, a plow may be used for turning out the 
next spit, and the drain may be kept straight, which is 
indispensable to good work. A good ditcliing-machine 
is, of course, the thing needful ; but we are endeavoring 
in these directions to do our best without it. "We have 
opened our own trenches entirely by hand labor, finding 
laborers more convenient than oxen or horses, and no 
more expensive. 

Many have used the plow in the first foot or two of the 
cutting, but it is not here " the first step which costs," but 
the later steps. After tlie first foot is removed, if the 
ground be hard, a pick or subsoil plow must be used. A 
subsoil plow, properly constructed, may be made very 
useful in breaking up the subsoil, tjiough there is a diffi- 
culty in working catt_e astride of a deep ditch, encum- 
bered with banks of earth. A friend of ours used, in 
opening drains, a large bull in single harness, trained to 
walk in the ditch ; but the width of a big bull is a some- 
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what larger pattern for a drain, than will be found eco 
nomical. 

The ingenuity of farmers in the use of a pair of heavy 
wheels, with a chain attached to the axle, so that the cattle 
may both walk on one side of the ditch, or by the use of 
long double-trees, so that horses may go outside the banka 
of earth, will generally be found suflScient to make the 
most of their means. 

It will be found convenient to place the soil at one side, 
and the subsoil at the other, for convenience in returning 
both right side up to their places. 

Having worked down to the depth of two feet or more, 
the ditch should be too narrow for the use of common 
spades, and the narrow tools already described will be 
found useful. The Irish spade, on our own fields, is in 
use from the first to the last of the excavation ; and at three 
feet depth, we have our trench but about six inches in 
width, and at the bottom, at four feet depth, it is but four 
inches — just wide enough for the laborer to stand in it, with 
one foot before the other. 

Having excavated to nearly our depth, we use the lines, 
as described in another place, for levelling, and the men 
working under them, grade the bottom as accurately as 
possib.e. If flat-bottomed tiles are used, the ditch is ready 
for them. If round pipes are used, a round bottoming 
too! must be used to form a semi-circular groove in which 
the pipes are to lie. 

We have not forgotten that English drainers tell us cf 
tools an J their use, whereby drains may be open twenty 
inches lower than the feet of the workman ; but we have 
never chanced to see that operation, and are skeptical as 
to the fact that work can thus be performed economically, 
except in very peculiar soils. That such a crack may be 
thus opened, is not doubted ; but we conceive of no means 
by which earth, that requires the pick, can be moved to 
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advantage, without the workman standing as low as his 
work. 

Having opened the main, and finished, as we have de 
icribed, the minor which enters the main at its highest 
point, we are ready to lay the tiles. 

By first laying the upper drain, it will be seen that we 
may finish and securb our work to the junction of the first 
minor with its main. 

Convey the pipes by wagon or otherwise, as is con- 
venient, to the side of the ditch where the soil lies, and 
where there is least earth, and lay them close to the edge 
of the ditch, end to end the whole way, discarding all im- 
perfect pieces. If it is designed to use gravel, turf, or 
other covering for the pipes, lay it also in heaps along the 
trench. Then place the first pipe at the upper end of the 
ditch, with a brick or stone against its upper end, to ex- 
clude earth. We have heretofore used sole-tiles, with flat 
bottoms, and have found that a thin chip of wood, not an 
eighth of an inch thick, and four by two inches in size, such 
as may be found at shoe shops in New England, assists 
very much in securing an even bearing for the tiles. It 
is placed so thsit the ends of two tiles rest on it, and serves 
to keep them in line till secured by the earth. A man 
walking backward in the ditch, takes the tiles from the 
bank, carefully adjusting them in line and so as to maka 
good joints, and he can lay half a mile or more in a day, 
if the bottom is well graded. Another should follow on 
tiie bank, throwing in a shovel full of gravel or tan, if 
either is used, upon the joint. 

If turf is to be used to secure the joint, pieces should be 
cut thin and narrow, and laid along the bank, and the 
man in the ditch must secure each joint as he proceeds. 
It will be found to cost twice the labor, at least, to use 
lurf, as it is to use gravelor tan, if they are at hand. 

If the soil be clay, we do not believe it is best to return 
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it diiectl/ upon the tiles, because it is Halle to puddla and 
stop the joint, and then to crack and admit silt at the joint, 
while gravel is not thus affected. We prefer to place the 
top soil of clay land, next the pipes, rather than the clay 
in the condition in which it is usually found. 

As to small stones above the pipes, we should decid- 
edly object to them. They are unnecessary to the opera- 
tion of the drain, and they allow the water to come in, in 
currents, on to the top of the pipes, in heavy storms or 
showers, and so endanger their security. The practice of 
placing stones above the tiles is abandoned by all scien- 
tific drainers. 

"We have, in England, seen straw placed over the joints 
of pipes, but it seems an inconvenient and insecure prac- 
tice. Long straw cannot be well placed in such narrow 
openings, and it is likely to sustain the earth enough, so 
that when thrown in, it will not settle equally around the 
pipes ; whereas a sliovelfuU of gravel or other earth sifted 
in carefully, will at once fasten them in place. 

Having laid and partially covered the first or upper 
drain, proceed with the next in the same way, laying and 
secnring the main or sub-main, at the same time, to each 
intersection, thus carrying the work from the highest point 
down towards the outlet. After sufficient earth has been 
thrown in to make the work safe against accidents by 
rain, or caving in of eartli, the filling may be completed 
at leisure. Mr. Johnston, of Geneva, uses for this purpose 
a plow, having a double-tree nine and a half feet long, to 
enable a horse to go on each side of the ditch. 

We suggest that a side-hill plow might well enough be 
used with horses tandem, or with oxen and cart wheels 
and draughts. 

The filling, however, will be found a small matter, 
compared with the digging. In laying pipes in narrow 
trenches, a tool called a pipe-iayer is sometimes used,* 
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cut of which, showing its mode of use, may be found in 
another place. 

In filling drains where the soil is partly clay, and partly 
sand or gravel, we recommend that the clay be placed in 
the upper part of the drain, so as to prevent water from 
passing directly down upon the pipes, by which they are 
frequently displaced as soon as laid. 

If the work is completed in Autumn, it is well to turn 
two or three furrows from each side on to the drains, so 
as to raise the surface there, and prevent water from 
cutting out the ditch, or standing above it. If the land 
is plowed in Autumn, it is best to back-furrow on to the 
drains, leaving dead furrows half way between them, the 
first season. 

As to the importance of securing the outlets, and the 
manner of doing it, we have spoken particularly else- 
where. 

And here, again, we will remind the beginner, of the 
necessity of making and preserving accurate plans of the 
work, so that every drain may be at any time found by 
measurement. After a single rotation, it is frequently 
utterly impossible to perceive upon the surface any indica- 
tion of the line of the drains. 

In this connection, it may be well perhaps to remind 
the reader, that whatever arrangements are made as to 
oilt-basins, or peep-holes, must be included in the general 
plan, and executed as the work proceeds. 
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CHAPTEK Xm. 

EFFECTS OF DKAINAGB UP(;N THE CONDITION OF THE SOIL. 

Ditinage deepens the Soil, and gireg the roots a larger pasture. — Oobbett'i 
Lucerne SO feet deep. — Meclii's Parsnips 13 feet long! — Drainage pro- 
motes Pulverization. — Prevents Surfacr-Washing. — Lengthens the Season. 
— Prevents Freezing out. — Dispenses with Open Ditches. — Saves 25 per 
cent, of Labor. —Promotes absorption of Fertilizing Substances from the 
Air. — Supplies Air to the Roots. — Drains run before Kain ; so do some 
Springs. — Drainage warms the Soil. — Corn sprouts at 55^ ; Rye on Ice. — 
Cold from Evaporation. — Heat will not pass downward in Water. — Count 
Rumford's Experiments with Hot Water on Ice. — Aeration of Soil by 
Drains. 

The benefits which high-lands, as we ordinarily call 
them, in distinction from swamp or flowed lands, derive 
from drainage, may be arranged in two classes, mechan- 
ical and chemical; though it is not easy, nor, indeed, is 
it important, to maintain this distinction in all points. 
Among those which partake rather of the nature of 
mechanical changes, are the following : 

Drainage deepens the soil. Every one who has at- 
tempted to raise deep-rooted vegetables upon half-drained 
Bwamp-land, has observed the utter impossibility of induc- 
ing them to extend downward their usual length. Pars- 
nips and carrots, on such land, frequently grow large at 
the top, but divide into numerous small fibres just below 
the surface, and spread in all directions. No root, except 
those of aquatic plants, will grow in stagnant water. If, 
therefore, it is of any advantage to liave a deep, rather 
than a shallow soil, it is manifestly necessary, from this 
Rpnsideration alone, to lower the line of standingj watePi 
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kt least, to the extent to which the roots of our cultivated 
crops descend. A deep soil is better than a shallow one, 
because it furnishes a more extensive feeding-ground for 
the roots. The elements of nutrition, which the plant 
finds in the soil, are not all upon the surface. Many of 
them are washed down by the rains into the subsoil, and 
some are found in the decomposing rocks themselves. 
These, the plants, by a sort of instinct, search out and 
find, as well in the depths of the earth as at its surface, 
if no obstacle opposes. By striking deep roots again, the 
plants stand more firmly in the earth, so that they are 
not so readily drawn out, or shaken by the winds. In- 
deed, every one knows that a soil two feet deep is better 
than one a foot deep ; and market-gardeners and nursery- 
men show, by their practice, that they know, if others do 
not, that a trenched soil three feet deep is better than one 
of any less depth. We all know that Indian corn, in a 
dry soil, sends down its rootlets two feet or more, as well 
as most of the grasses. Cobbett says : " The lucerne wfll 
send its roots thirty feet into a dry bottom !" The Chi- 
nese yam, recently introduced, grows downward two or 
three feet. The digging of an acre of such a crop, by the 
way, on New England soil generally, would require a 
corps of sappers and miners, especially when we consider 
that the yam grows largest end downward. However, 
the yam may prove a valuable acquisition to the country. 
Every inch of additional soil gives 100 tons of active soil 
per acre. 

Says Mr. Denton : 

" I have evidence now before me, that the roots of the wheat 
plant, the mangold wurzel, the cabbage, and the white turnip, fre- 
quently descend into the soil to the depth of three feet. I have myself 
traced thf roots of wheat nine leetr"d^gp. I have discovered the 
roots of perennial grasses itrtfrains four feeHS^ ; and I may refer tc 
Mr. Mercer, of Newton, in Lancashire, who has traced the roots of ry« 
grass running for many feet along a small pipe-drain, after descending 
four feet through the soil. Mr. Hetlcj, of Orton, assures me that ha 
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di(coverfl(? the roots of the mangolds, in t, recently made drain, 5t« 
feet deep ^ and the late Sir John Conroy had many newly.made drain*, 
four feet deep, stopped by the roots of the same plants." 

Mr. Slieriff Mechi's parsnips, however, distance any- 
thing in the way of deep rootins that has yet been re- 
'iorded. The Sheriff is a very deep drainer, and an en- 
thusiast in agriculture, and Nature seems to delight to 
humor his tastes, by performing a great many experiments 
at his famous place called Tiptree Hall. He stated, at a 
public meeting, that, in his neighborhood, where a crop 
of parsnips was growing on the edge of a clay pit, the 
roots were observed to descend 13 feet 6 inches ; in fact, 
the whole depth to which this pit had once been tilled up 1 

Drainage assists pulverisation. It wa,s Tull's theory 
that, by the comminution, or minute division, of soils 
alone, without the application of any manures, their fer- 
tility might be permanently maintained ; and he so far 
supported this theory as, by repeated plowings, to pro- 
duce twelve successive crops of wheat on the same land, 
without manure. The theory has received support from 
the known fact, that most soils are benefitted by Summer 
fallowing. The experiments instituted for the purpose of 
establishing this theory, although they disproved it, 
showed the great value of thorough pulverization. It ia 
manifest that a wet soil can never be pulverized. Plowing 
clayey, or even loamy soil, when wet, tends rather to prcs« 
't together, and render it less pervious to air and water. 

The first effect of under-draining is to dry the surface- 
Boil, to draw out all the water that will rrn out of it, so 
that, in early Spring, or in Autumn, it may be worked 
with the plow as advantageously as undrained lands in 
mid-Summer. 

Striking illustrations of the benefits of thorough pul- 
verization will be found in the excellent remarks of Dr 
Madden, given in a subsequent chapter. 
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Dratnage prevents surface-washing. All land wliicb ia 
uot level, and is not in grass, is liable to great loss by 
heavy rains in Spring and Autumn. If the land is already 
filled with water, or has not sufficient drainage, the rain 
cannot pass directly downward, but runs away upon the 
surface, carrying with it much of the soil, and washing 
out of what remains, of the valuable elements of fertility 
which have been applied with such expense. If the land 
be properly drained, the water falling from the clouds ia 
at once absorbed, and passes downwards, saturating the 
soil in its descent, and carrying the soluble substances 
with it to the roots, and the surplus water runs away in 
the artificial channels provided bv the draining process. 
So great is the absorbent power of drained land, that, 
after a protracted drought, all the water of a heavy rain- 
storm will be drunh up and held by the soil, so that, for a 
day or two, none will find its way to the drains, nor will 
ft run upon the surface. 

Drainage lengtliens the season for labor and vegetation. 
In the colder latitudes of our country, where a long Win- 
ter is succeeded by a torrid Summer, with very little cere- 
mony by way of an intervening Spring, farmers have need 
of all their energy to get their seed seasonably into the 
ground. Snow often covers the fields in New England 
into April ; and the ground is so saturated with water, that 
the land designed for corn and potatoes, frequently can- 
not be plowed till late in May. The manure is to be 
hauled from the cellar or yard, over land lifted and. soft- 
ened by frost, and all the processes of preparing and plant- 
ing, are necessarily hurried and imperfect. In the Annual 
Eejort of the Secretary of the Board of Agriculture, of 
the State of Maine, for 1856, a good illustration of this 
idea is given : " Mr. B. F. Nourse, of Orrington, plowed 
and planted with corn a piece of his drained and subsoiled 
»and, in a drizzling rain, after a storm of two days. Thfl 
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corn cam 3 up and grew well ; yet tins was a clayey loam, 
form.erly as wet as the adjoining grass-field, upon which 
oxen and carts could not pass, on the day of this planting, 
without cutting through the turf and miring deeply. The 
nearest neighbor said, if he had planted that day, it must 
have been from a raft." Probably two weeks woul i be 
gained in New England, in Spring, in which to prepare 
for planting, by thorough-drainage, a gain, which no one 
can appreciate but a New England man, who has been 
obliged often to plow his land when too wet, to cut it 
up and overwork his team, in hauling on his manure over 
soft ground, and finally to plant as late as the 6th of June, 
or leave his manure to waste, and lose the use of his field 
till another season ; and all because of a surplus of cold 
water. 

Mr. Yeomans, of New York, in a published statement 
of his experience in draining, says, that on his drained 
lands, " the ground becomes almost as dry in two or three 
days after the frost comes out in Spring, or after a heavy 
rain, as it would do in as many weeks, before draining." 
But the gain of time for labor is not all. We gain time 
also for vegetation, by thorough-drainage. Ten days, fre- 
quently, in New England, may be the security of our 
corn-crop against frost. In less than that time, a whole 
field passes from the milky stage, when a slight frost 
would ruin it, to the glazed stage, when it is safe j-om 
cold ; and twice ten days of warm season are added by 
this removal of surplus water. 

Drainage prevents freezing out. Mr. John Johnston, of 
Seneca County, New York, in 1851, had already made 
sixteen miles of tile drains. He had been experimenting 
with tiles from 1835, and had, on four acres of his drained 
clayey land, raised the largest crop of Indian corn ever 
produced in that county — eighty-three bushels of shelled 
coi n to the acre. 
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He states, that on this clayey soil, when laid down to grass, 
" not one square foot of the clover froze out." Again he 
Bays, " Heretofore, many acres of wheat were lost on the 
upland by freezing out, and none would grow on the low- 
lands. Now there is no loss from that cause." 

The growing of Winter wheat has been entirely aban 
doned in some localities on account of freezing out, or 
Winter-killing ; and one of the worst obstacles in the way 
of getting our lands into grass, and keeping them so, ie 
this very difficulty of freezing out. The operation seeing 
to be merely this : The soil is pulverized only to the depth 
of the plow, some six or eight inches. Below this is a 
stratum of clay, nearly impervious to water. The Au- 
tumn rains saturate the surface soil, which absorbs water 
like a sponge. Tlie ground is suddenly frozen ; the water 
contained in it crystallizes into ice ; and the soil is thrown 
ap into spicules, or honey-combs ; and the poor clover 
roots, or wheat plants, are drawn from their beds, and, by 
a few repetitions of the process, left dead on the field in 
Spring. Draining, followed by subsoiling, lets down the 
falling water at once through the soil, leaving the root bed 
of the plants so free from moisture, that the earth is not 
" heaved," as the term is, and the plants retain their na- 
tural position, and awaken refreshed in the Spring by their 
Winter's repose. 

There a/re no open ditches on under-drained la/nd. An 
open ditch in a tillage or mowing-field, is an abomi- 
nation. It compels us, in plowing, to stop, perhaps 
midway in our field ; to make short lands ; to leave head- 
lands inconvenient to cultivate ; and so to waste our time 
and strength in turning the team, and treading up the 
ground, instead oi profitably employing it in drawing a 
long and handsome furrow the whole length of the field, 
as we might do were there no ditch. Open ditches, as 
Qsuallj made, obstruct the movement of our teaias m 
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mucb as fences, and a farm cut into squares by ditclie^ 
is neaily as objectionable as a farm fenced off into half 
or quarter-acre fields. 

In haying, we have the same inconvenience. We muai 
turn the mowing-machine and horse-rake at the ditch, 
and finish by hand-labor, the work on its banks ; we must 
construct bridges at frequent intervals, and then go out 
of oui way to cross them with loads, cutting up the smooth 
fields with wheels and the feet of animals. Or, what is a 
familiar scene, when a shower is coming up, and the load 
is ready, Patrick concludes to drive straight to the barn, 
across the ditch, and gets his team mired, upsets his load, 
and perhaps breaks the leg of an animal, besides swearing 
more tlian half a mile of hard ditching will expiate. Such 
accidents are a great temptation to profanity, and under- 
draining might properly be reckoned a moral agent, to 
counteract such traps and pitfalls of the great adversary. 

A moment's thought will satisfy any farmer who has 
the means, that true economy dictates a liberal expenditure 
of labor, at once, to obviate these difficulties, rather than 
be subject for a liietime to the constant petty annoyances 
which have been named. 

Open ditches, even when formed so skillfully that they 
may be conveniently crossed, or water-furrows which 
remain where land is laid into ridges by back-furrowing, 
as mnch of our flat land must be, if not under-drained, 
are serious obstructions, at the best. 

Tliey render the soil unequal in depth, taking it from 
one point where it is wanted, and heaping it upon another 
where it is not wanted, thus giving the crops an uneven 
growth. They render the soil also unequal in respect to 
moisture, because the back or top of the ridge must always 
be drier than the furrow. 

Thorough-drained land may be laid perfectly flat, giving 
US, thue, the control of the whole fleld. to divide and cul 
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tivate according to convenience, and making it of uniform 
texture and temperature. 

Attempts have been made, to estimate the saving in the 
number of horses and men by drainage, and it is thcught 
to be a reasonable calculation to fix it at one in four, or 
twentj-five per cent. It probably will strike any farmoi 
as a fair estimate, that, on land which needs drainage, it 
will require four horses and four men to perform the same 
amount of cultivation, that three men and three horses 
may perform on the same land well drained. 

Drained land will not reqvire re-planting. There ia 
hardly a farmer in New England, who does not, each 
Spring, -find himself compelled to re-plant some portion 
of his crop. He is obliged to hurry his seed into 
the ground, at the earliest day, because our season for 
planting is short at the best.- K, after this, a long cold 
storm comes, on wet land, the seed rots in the ground, 
and he must plant again, often too late, incurring thus 
the Joss of the seed, the labor of twice doing the same 
work, the interruption of his regular plan of business, and 
of^'en the partial failure of his crop. 

Upon thorough-drained land, this cost and labor could 
rarely be experienced, because nothing short of a small 
deluge could saturate well drained land, so as to cause tUu 
seed to fail, if sowed or planted with ordinary care and 
prudence, as to the season. 

Drained land is lighted' to work. It is often difficult to 
find a day in the year, when a wet piece of land is in 
suitable condition to plow. Usually, such tracts are 
unequal, some parts being much wetter than others, 
because the water settles into the low places. In sur.h 
fields, we now drive our team knee deep into soft mud, 
and find a stream of water following us in the furrow, and 
now we rise upon a knoll, baked hard, and sun-cracked 
and one half the surface when finished is shining with the 
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plastered mud, ready to dry into the consistency of bricks, 
while the other is already in hard dry lumps, like paving 
stones, and about as easily pulverized. 

This is hard work for the team and men, hard in tlia 
plowing, and hard through the whole rotation. The same 
field, well drained, is friable and porous, and uniform in 
texture. It may be well plowed and readily pulverized, 
if taken in hand at any reasonable season. 

Land which has been puddled by the tread of cattle, 
or by wheels, acquires a peculiar consistency, and a 
singular capacity to hold water. Certain clays are wet 
and beaten up into this consistency, to form the bottoms 
of ponds, and to tighten dams and reservoirs. A soil thus 
puddled, requires careful treatment to again render it 
permeable to water, and fit for cultivation. This puddling 
process is constantly going on, under the feet of cattle, 
under the plow and the cart-wheels, wherever land 
containing clay is worked upon in a wet state. Thus, by 
performing a day's work on wet land, we often render 
necessary as much additional labor as we perform, to 
cure the evil we have done. 

We may haul loads without injury on drained land^ 
On many farms, it is difficult to select a season for hauling 
out manure, or carting stones from place to place, when 
great injury is not done to some part of the land by the 
operation. Many farmers haul out their manure in Winter, 
to avoid cutting up their farms ; admitting that the manure 
is wasted somewhat by the exposure, but, on the whole, 
choosing this loss as the lesser evil. In spreading manure 
in Spring, we are often obliged to carry half loads, because 
the land is soft, not only to spare our beasts, but also to 
spare our land the injui-y by treading it. Drained land 
is comparatively solid, especially in Spring, and will beai 
up heavy loads with little injury 
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Drained land is least injured hy cattle in feeding. 
Whether it is good husbandry to feed our mowing fields 
at any time, is a question upon which farmers liave a right 
to diifer. Without discussing the question, it is enough 
for our purpose, tliat most farmers feed their' fields late in 
I ho Autumn. Whether we approve it, or not, when the 
pastures are bare and burnt up, and the second crop in the 
home-field is so rich and tempting, and the women are 
complaining that the cows give no milk, we usually bow 
to the necessity of the time, and "turn in "the cows. 
The great injury of " Fall-feeding " is not usually so much 
the loss of the grass-covering from the field, as the poach- 
ing of the soil and destruction of the roots by treading. 
A hard upland field is much less injured by feeding, 
than a low meadow, and the latter less in a dry than a 
wet season. By drainage, the surplus water is taken from 
the field. None can stand upon its surface for a day after 
the rain ceases. The soil is compact, and the hoofs of cat- 
tle make little impression upon it, and the second or third 
crop may be fed off, with comparatively little damage. 

Weeds are easily destroyed on drained land. If a 
weed be dug or pulled up from land that is wet and sticky, 
it is likely to strike root and grow again, because 
earth adheres to its roots ; whereas, a stroke of the hoe en- 
tirely separates the weeds in friable soil from the earth, 
and they die at once. Every farmer knows the different 
effect of hoeing, or of cultivating with the horse-hoe or 
harrow, in a rain storm and in dry weatlier. In one case, 
the weeds are rather refreshed by the stirring, and, in the 
Dthi3r, they are destroyed. The difference between the 
surface of drained land and water-soaked land is much 
the same as that between land in dry weatlier under good 
cultivation, and land just saturated by rain. 

Aga'.n, there are many noxious weeds, such as wild 
grasses, which thrive only on wet land, and which are 
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diflBcuIt to exterminate, and which give us no trouble aftei 
the land is lightened and sweetened by drainage. Among 
the effects of drainage, mainly of a chemical nature, on the 
Boil, are tJie following : 

Drainage promotes abso7'ptioii of fertilizing substances 
from the air. The atmosphere bears upon its boson:, not 
jn':^ the oxygen essential to the vitality of plants, not only 
water in the form of vapor, to quench their thirst in 
Summer droughts, but also various substances, which rise 
in exhalations from the sea, from decomposing animals and 
vegetables, from the breathing of all living creatures, 
from combustion, and a thousand other causes. These 
would he sufficient to corrupt the very air, and render it 
unfit for respiration, did not Nature, with her wondrous 
laws of compensation, provide for its purification. It has 
already been stated, how the atmosphere returns to the 
hills, in clouds and vapor, cohdensed at last to rain, all 
the water which the rivers can-y to the sea ; and how the 
well-drained soil derives moisture, in severest time of need, 
from its contact with the vapor-loaded air. But the rair 
and dew return not their waters to the earth without trea- 
sures of fertility. Ammonia, which is one of the most 
valuable substances found in farm-yard manures, and 
which is a constant result of decomposition, is absorbed in 
almost incredible quantities by water. About 780 times 
its OM'n bulk of ammonia is i-eadily absorbed by water at 
tJie commijn temperature and pressure of the atmosjihere ; 
and, freighted thus with treasures for the fields, the mois 
tun. of the atmosphere descends upon the earth. The 
rain cleauses the air of its impurities, and conveys them 
to the plants. The vapors of the marshes, and of the ex- 
posed manure heaps of the thriftless farmer, are gently 
wafted to the well-drained fields of his neighbor, and there, 
amidst the roots of the well-tilled crops, deposit, at th« 
same time, their moisture and fertilizing wealth. 
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Of tte wonderful power of the soil to absorb moisture, 
both from the heavens above and the earth beneath — ^by 
the deposition of dew, as well as by attraction — we shall 
treat more fully in another chapter. It will be found to 
be intimately connected with the present topic. 

Thorough di'ainage supplies air to the roots. Plants, il 
they do not breathe like animals, require for their life 
almost the same constant supply of air. " All plants," 
says Liebig, " die in soils and water destitute of oxygen ; 
absence of air acts exactly in the same manner as an ex- 
cess of carbonic acid. Stagnant water on a marshy soil 
excludes air, but a renewal of water has the same effect 
as a renewal of air, because water contains it in solution. 
When the water is withdrawn from a marsh, free access is 
given to the air, and the marsh is changed into a fruitful 
meadow." Animal and vegetable matter do not decay, 
or decompose, so as to furnish food for plants, unless freely 
supplied with oxygen, which they must obtain fj-om 
air, A slight quantity of air, however, is sufficient for 
putrefaction, which is a powerful deoxydizing process that 
extracts oxygen even from the roots of plants. 

We are accustomed to think of the earth as a compact 
body of matter, vast and inert ; subject, indeed, to be up- 
heaved and rent by volcanoes and earthquakes, but aa 
quite insensible to slight influences which operate upon 
living beings and upon vegetation. This, however, is a 
great mistake ; and it may be interesting to refer to otie or 
two facts, which illustrate the wonderful effect of changes 
of the atmosphere upon the soil, and upon the subterra- 
nean currents of the earth. The following is frc m remarks 
by Mr. Denton, in a public address : 

" But, as a proof of the sensibility of a soil drained four feet deep, to 
atmospheric changes, i may mention, that my attention has been, on 
more than one occasion, called to the circumstance that drains hav« 
been observed to run, after a iiscontinuance of that duty, without any 
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fall of rain on the surface of the drained land ; and, up;n reference it. 
tlie barometer, it has been found that the quicksilver has fallen iylun- 
•ver this has occurred. Mr. George Beaumont, jun., who first afforded 
tangible evidence of this extraordinary circumstance, has permittLd me 
to read the following extracts of his letter : 

" ' I can verify the case of the drains running without rain, during a 
&lling barometer, beyond all doubt. 

" ' The case I named to you last year of the barometer falling four 
iays jonseeutively, and with rapidity, was a peculiarly favorable time 
for noticing it. as it occurred in a dry time, and tiie drains could be seen 
distinctly. My man, on being questioned and cautioned by me not to 
exaggerate, has declared the actual stream of water issuing from one 
particular drain to be as thick as a, three-eighth-inch wire. All the 
drains ran — they did more than drop — and ditches, which were previ. 
ously dry, became quite wet, with a perceptible stream of water ; this 
gradually ceased with the change in the density of the atmosphere, an 
shown by the barometer. 

" ' During last harvest, 1855, the men were cutting wheat, and on 
getting near to a drain outlet, the ditch from the outlet downwards 
was observed to be wet, and the drain was dripping. No rain fell ir. 
sufficient quantity to ertter the ground. The men drank of the water 
while they were cutting the wheat. A few days after, it was dry again 
I have seen and noticed this phenomenon myself 

" A correspondent of the Agricultural Gazette has stated, tiiat Pro- 
fessor Brocklesby, of Hartford, in America, had observed the same phen- 
omena, in the case of two springs in that country; and explained, that 
the cause was ' the diminished atmospheric pressure whicii exists before 
a rain.' " 

Dr. Lardner states many facts whicli suppoit the ideas 
»bo\ e suggested. In his lectures on science, he says : 
'' When storms are breaking in the heavens, and some- 
times long before their commencement, and when their 
approach has not yet been manifested by any appearances 
in the iirmament, phenomena are observed, apparently 
Bympathetic, proceeding from the deep recesses of the 
earth, and exhibited under very various forms at its sur- 
face." Dr. Lardner cites many instances of fountains 
whicli, when a storm is approaching, burst forth with a 
vifilcut flow of water, before any rain has fallen, 
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The cases named by Prof. Brocklesby, referred to by 
Mr. Denton, are those of a spring in Rutland, Vermont, 
and a brook in Concord, Massachusetts. Prof. Bi-ocklesbj 
gtates, as the result of his personal observation, that the 
spring referred to, supplies an aqueduct; that, in several 
instances, when the spring had become so low, in a time 
of drought, that no water ran in the aqueduct, it suddenly 
rose so as to iill the pipes, and furnish a supply of water, 
before any rain had fallen in the neighborhood. This oc- 
currence, he says, was familiar to the occupants of the 
premises, and they expected rain in a few days after this 
mysterious flow of water; which expectations were usually, 
"f not always, realized. 

The other instance is that of a brook in Concord, Mass., 
called Dodge's brook, which Prof. B. says, he was informed, 
commenced frequently to rise very perceptibly before c 
drop of rain liad fallen. 

We have inquired of our friends in Concord about this 
matter, and find that this opinion is entertained by many 
of the people who live near this brook, and it is probably 
well founded, though we cannot ascertain that accurate 
observations have been made, so as to afford any defi- 
nite results. 

Thorough drainage warms the soil. It has been stated, 
on high authority, that drainage raises the temperature of 
the soil, often as much as 15° F. Indian corn vegetates at 
about 55°. At 45°, the seed would rot in the ground, 
without vegetating. The writer, however, has seen rye 
sprouted upon ice in an ice-house, with roots two inches 
long, so grown to the ice that they could only be separated 
by thawing. "Winter rye, no doubt, makes considerable 
growth under snow. Cultivated plants, in general, how- 
ever, do not grow at all, unless the soil be raised above 
45°. The sun has great power to warm dry soils, and, it 
is s^id, will often raise their temperature to 90° or 100*, 
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when the air in the shade is only 60° or 70°. But the sun 
has no sich power to warm a wet soil, and for severa. 
reasons, which are as follows : 

1. The soil is rendered cold by evaporation. If water 
cannot pass through the land by drainage, cither natural 
or artificial, it must escape, if at all, at the surface, by 
evaporation. Now, it is a fact well known, that the heal 
disappears, or becomes latent, by the conversion of water 
into vapor. Every child knows this, practically, at least, 
who, in "Winter, has washed his hands and gone out with- 
out drying them. The same evaporation which thus 
affects the hands, renders the land cold, when filled with 
water, every gallon of which thus carried ofi' requires, and 
actually carries off, as much heat as would raise five and 
a half gallons of water from the freezing to the boiling 
point. 

Morton, in his " Encyclopaedia of Agriculture," esti- 
mates that it would require an expenditure of nearly 1,200 
pounds of coal per day, to evaporate artificially one half 
the rain which falls on an acre during the year. In other 
words, about 219 tons of coals annually, would be i-equired 
for every acre of undrained land, so as to allow the free 
use of the sun's rays for the legitimate purpose of growing 
and maturing the crops cultivated upon it. It will not 
then be surprising that undrained soils are, in the Ian 
guage of the farmer, " cold." 

2. Heat will not pass downwa?'d in water. If, there 
fore, your soil be saturated with water, the heat of the 
sun, in Spring, cannot warm it, and your plowing and 
planting must be late, and your crop a failure. Count 
Rumford tried many experiments to illustrate the mode 
of the propagation of heat in fluids, and his conclusion, it 
is presumed, is now held to be the true theory, fhat heat 
ia transmitted in water only by the motion of the particlef! 
of water; so that, if you could stop the heated particloH 
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from ri«ing, water coiald not be warmed except where it 
touches the vessel containing it. Heat applied to the bot- 
tom of a vessel of water warms the particles in contact 
with the vessel, and colder particles descend, and so the 
whole is warmed. 

Heat, applied to the , surface of the water, can never 
warm it, except so far as it is conducted downward by 
some other medium than the water itself. Count Rum- 
ford confined cakes of ice in the bottom of glass jars, and, 
covering it with one thickness of paper, poured boiling- 
hot water on the top of it, and there it remained for 
hours without melting the ice. The paper was placed 
over the ice, so that the hot water could not be poured on 
it, which would have thawed it at once. Every man who 
has poured hot water into a frozen pump, hoping to thaw 
out the ice by tliis means, has arrived at the fact, if not at 
the theory, that ice will not melt by hot water on the top 
of it. If, however, a piece of lead pipe be placed in the 
pump, resting on tlie ice, and hot water be poured through 
it, the ice will melt at once. In the nrst instance, the hot 
water in contact with the ice becomes cold; and there it 
••emains, because cold water is heavier than warm, and 
there it will remain, though the top be boiling. But 
when hot water is poured through the pipe, the downward 
current drives away the cold water, and brings heated 
particles in succession to the ice. 

Heat is propagated in water, then, only by circulation ; 
that is, by the upward movement of the lieated particles, 
and the downward movement of the colder ones to take 
their place. Anything which obstructs circulation, pre- 
fents the passage of heat. Chocolate retains heat longer 
than tea, because it is thicker, and the hot particles can- 
not so readily rise to be cooled at the surface. Count 
Runifo2'd illustrated this fact satisfactorily, by putting 
eider-down into water, which was found to obstruct tlio 
12* 
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circulation, and to prevent the rapid heating and cooling 
of it. The same is true of all viscous substances, as starch 
and glue ; and so of oil. They retain heat much longei 
than water or spirits. 

In a soil saturated with water, or even in water thick- 
»5ned with mud, there could then be but little circulation 
of the particles, even were the heat applied at the bottom 
instead of the top. Probably the soil, though saturated 
Arith water, does, to some extent, transmit heat from one 
particle of earth to another, but it must be but very slowly. 

In the chapter upon Temperature as aii'ected by Drain- 
age, farther illustrations of this point may be found. 

AERATION BY DRAINS. 

Among the advantages of thorough-drainage, is reckoned 
by all, the circulation of air through the soil. No drop 
of water can run from the soil into a drain without its 
place being supplied by air, unless there is more water to 
supply it ; so that drainage, in this way, manifestly pro- 
motes the permeation of air through the soil. 

But it is claimed that drains may be made to promote 
cireulation of air in another way, and in dry times, when 
no water is flowing through them, by connecting them 
together by means of a header at the upper ends, an^ 
leaving an opening so that the air may pass freely through 
the whole system. Our friend. Prof. Mapes, is an advo- 
cate for this practice, and certainly the theory seems well 
supported. It is said that in dry, hot weather, when the 
air IS most highly charged with moisture, currents thug 
passing constantly through the earth, must, by contact 
with the cooler subsoil, part with large quantities of 
moisture, and tend to moisten the soil from the drains tc 
the surface, giving off also with the moisture whatever of 
fertilizing elements the air may bear with it. 

This point has not escaped the notice of English drain- 
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ars. Mr. J. H. CLarnock, an assistant commissioner 
under the Drainage act, in 1843, read a paper in favor of 
this practice, but in 1849 he published a second article in 
which he suggests doubts of the advantages of such 
arrangements, and says he has discontinued their applica- 
tion. He says they add to the cost of the work, and tend 
to the decay of the pipes, and to promote the growth into 
the pipes, of any roats that may approach them. 

Mr. ParkeSj.in a published article in 1846, speaks of thia 
idea, but passes it by as of very little importance. Mr. 
Denton quotes the authority of some of his correspondents 
Etrongly in favor of this theory. After trying some 
experiments himself upon clay soil, he admits the advan- 
tages of such an arrangement for such soil, in the follow- 
ing not very enthusiastic terms : 

" It will be readily anderstood that as clay will always 
contract rapidly under the influence of a draught of air, ia 
consequence of the rapid evaporation of moisture from its 
surface, one of the benefits of draining is thus very cheaply 
acquired ; and for the denser clays it may possibly be a 
desirable thing to do, but in the porous soils it would 
appear that no advantage is gained by it." 

Yet, notwithstanding this summary disposition of the 
question in England, it is by no means clear, that in the 
tropical heat of American summers, when the diffeience 
between the temperature of the air and the subsoil is sc 
much greater than it can ever be in England, and when 
we suffer from severer droughte than are common there, 
we may not find substantial practical advantage from the 
passage of these air currents through tlie soil. 

We are not aware of experiments in America, accurate 
enough to be quoted as authority on the subject. 



976 FASH OBAJNAOB. 



CHAPTER XIV. 

DBAINAGE ADAPTS THE SOIL TO GERMINATION AHD 
VEGETATION. 

Process of Germination. — Two Classes of Fores in Soils, illustrated b> 
Cuts. — Too much Water excludes Air, reduces Temperature. — How muoK 
Air the Soil Contains. — Drainage Improves the Quality of Crops.— 
Drainage prevents Drought. — Drained Soils hold most Water. — Allow 
Koots to go Deep. — Various Facts. 

No apology will be necessary for the long extract which 
we are about to give, to any person who will read it with 
attention. It is from a lecture on Agricultural Science, 
by Dr. Madden, and we confess ourselves incompetent 
to condense or improve the language of the learned 
author. 

We think we are safe in saying that it has never been 
before published in America : 

" The first thing which occurs after the sowing of the seed is, of 
jourse, germination ; and before we examine how this process may be 
influenced by the condition of the soil, we must necessarily obtain some 
correct idea of the process itself. The most careful examination has 
proved that the process of germination consists essentially of various 
iioemioal changes, which require for their development the presence of 
»ir, moisture, and a certain degree of warmth. Now it is obviously 
unnecessary for our present purpose that we should have the least idea 
af the nature of these processes : all we require to do, is to ascertain 
the conditions under which they take place ; having detected these, we 
know at once what is required to make a seed grow. These, we have 
seen, are air, moisture, and a certain degree of warmth ; and it con- 
sequently results, that wherever a seed is placed in these circumstances, 
lerminaticn will take place. Viewing matteri in this light, it appean 
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that soil does not act chemically in the process of germination that iti 
»oie action it confined to its being the vehicle, by means ot which a 
supply of air and moisture and warmth can be continually kept np, 
With this simple statement in view, we are quite prepared to consider 
the various conditions of soil, for the purpose of determining how fal 
these will influence the future prospects of the crop, and we shall 
accordingly at once proceed to examine carefully into the mechanical 
relations of the soil. This we propose doing by the aid of figures. 
Soil examined mechanically, is found to consist entirely of particles of 
all shapes and sizes, from stones and pebbles, down to the finest powder ; 
and, on account of their extreme irregularity of shape, they cannot lie 
so close to one another as to prevent there being passages between 
them, owing to which circumstance soil in the mass is always more or 
less porous. If, however, we proceed to examine one of the smallest 
particles of which soil is made up, we shall find that even this is not 
always solid, but is much more frequently porous, like soil in the mass. 
A considerable proportion of this finely-divided part of soil, the impal- 
pable matter as it ie generally called, is found, by the aid of the micros- 
cope, to consist of broken-down vegetable tissue, so that when a small 
portion of the finest dust from a garden or field is placed under th« 
microscope, we have exhibited to us particles of every variety of shape 
axii structure, of which a certain part is evidently of vegetable origin. 





Fig. 91. Fig 92. 

In these figures I have given a very rude repi'esentation of these 
particles ; and I must beg you particularly to remember that they are 
not meant to represent by any means accurately what the microscope 
exhibits, but are only designed to serve as a plan by which to illustrate 
the mechanical properties of the soil. On referring to Fig. 91, we per- 
ceive that there are two distinct classes of pores ; first, the large ones, 
which exist between the panicles of soil, and second, the very minute 
ones, which occur in the particles themselves ; and you will at ths 
same time notice, that whereas all the larger pcres — those between tit* 
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particles of soil — communicate most I'reely with eauli other, 80 thai 
they form canals, the small pores, however freely the; may commu- 
nicate with one another in the interior of the particle in which they 
occur, have no direct connection with the pores of the surrounding 
particles. Let us now, therefore, trace the effect of this arrangement. 
In Fig. 91, we perceive that these canals and pores are all empty, the 
Boil being perfectly dry ; and the canals communicating freely at the 
surface with the surrounding atmosphere, the whole will of course be 
filled witlt air. If in this condition, a seed be placed in the sail, as at 
a, you at once perceive that it is freely supplied with air, but there is 
no moisture; therefore, when soil is perfectly dry, a seed cannot grow. 
" Let us turn our attention now to Fig. 92. Here we perceive that 
both the pores and canals are no longer represented white, but black, 
this color being used to indicate water ; in this instance, therefore, 
water has taken the place of air, or, in other words, the soil is very wet. 
If we observe our seed a now, we find it abundantly supplied with 
water, but no air. Here again, therefore, germination cannot take 
place. It may be well to state here, that this can never occur exactly 
in nature, because water having the power of dissolving air to a certain 
extent, the seed a in Fig. 92 is, in fact, supplied with a certain amount 
of this necessary substance ; and, owing to this, germination does take 
place, although by no means under such advantageous circumstances 
as it would were the soil in a better condition. 





rig. 9& Fig. 94. 

" We pass on now to Fig. 93. Here we find a different state of 
matters. The canals are open and freely supplied with air, while the 
pores are filled with water : and consequently you perceive that, while 
the seed a has quite enough of air from the canals, it can never be 
without moisture, as every particle of soil which touches it, is well 
supplied with this necessary ingredient. This, then, is the proper con- 
dition of soil for germination, and in fact for every period of the plant'l 
development ; and this condition oocura when soil ia moist hut not Ui4 
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—that it to «ay, when it hag the color and appearance of being well 
watered, but when it is still capable of being crumbled to pieces by 
the hands, without any of its particles adhering together in *he familial 
form of mud. 

" Turning our eyes to Fig. 94, we observe still another condition of 
soil. In this instance, as far as water is concerned, the soil is in iti 
healthy condition — it is moist, but not wet, the pores alone being filled 
with water. But where are the canals? We see them in a few 
places, but in by far the greater part of the soil none are to be per- 
ceived ; this is owing to the particles of soil having adhered together, 
and thus so far obliterated the interstitial canals, that they appear only 
like pores. This is the state of matters in every clod of earth, b ; and 
you will at once perceive, on comparing it with c, which represents a 
stone, that these two differ only in possessing a few pores, which latter, 
while they may form a reservoir for moisture, can never act as vehicles 
for the food of plants, as the roots are not capable of extending their 
fibres into the interior of a clod, but are at all times confined to tha 
interstitial canals. 

" With these four conditions before us, let us endeavor to apply them 
practically to ascertain when tney occur in our fields, and how those 
which are injurious may be obviated. 

" The first of them, we perceive, is a state of too great dryness, a very 
rare condition, in this climate at least ; in fact, the only case in which 
it is likely to occur is in very coarse sands, where the soil, being chiefly 
made up of pure sand and particles of flinty matter, contains compara- 
tively much fewer pores ; and, from the large size of the individual par- 
ticles, assisted by their irregularity, the canals are wider, the circula- 
tion of air freer, and, consequently, the whole is much more easily dried. 
When this state of matters exists, the best treatment is to leave all the 
itones which occur on the surface of the field, as they cast shades, and 
Vereby prevent or retard the evaporation of water. 

" We will not, however, make any further observations on this very 
rare case, but will rather proceed to Fig. 92, a much more frequent, and, 
in every respect, more important condition of soil : I refer to an escett 
ofvratet 

" Wh«n water is added to perfectly dry soil, it, of course, in the first 
instance, fills the interstitial canals, and from these enters the pores ol 
each particle ; and if the supply of water be not too great, the canalr 
speed.ly become empty, so that the whole of the fluid is taken up by 
the pores : this, we have already seen, is the healthy condition of the 
■oil If, however, the supply of water be too great, as is the oase whan 
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a spring gains admission into the soil, or when ine sinking ot itu. flui4 
through the canals to a snfficient depth helow the surface is prevented, 
it is clear that these also must get filled with water so soon as the 
pores have become saturated. This, then, is the condition of undrained 

Kit. 

" Not only are the pores filled, but the interstitial canals are likewise 
full ; and the consequence is, that the whole process of the germination 
and growth of vegetables is materially interfered with. We shall here, 
therefore briefly state the injurious effects of an excess of water, for the 
purpose of impressing more strongly on your minds the necessity ol 
thorough-draining, as the first and most essential step towards the im- 
provement of your soil. 

" The^ St great effect of an excess of water is, that it produces a cor- 
responding diminution of the amount of air beneath the surface, which 
air is of the greatest possible consequence in the nutrition of plants ; in 
fact, if entirely excluded, germination could not take place, and the seed 
sown vrould, of course, either decay or lie dormant. 

" Secondly, an excess of water is most hurtful, by reducing consider- 
ably the temperature of the soil : this I find, by careful experiment, to 
be to the extent of six and a-half degrees Fahrenheit in Summer, which 
amount is equivalent to an elevation above the level of the sea of 1,950 
feet. 

" These are the two chief injuries of an excess of water in soil which 
affect the soil itself. There are very many others affecting the climate, 
tie, ; but these not so connected with the subject in hand as to call for 
an explanation here. 

" Of course, all these injurious effects are at once overcome bj 
thorough-draining, the result of which is, to establish a direct commun- 
ication between the interstitial canals and the drains, by which means it 
fallows, that no water can remain any length of time in these canals 
without, by its gravitation, finding its way into the drains. 

" The 4th Fig. indicates badly-cultivated soil, or soil in which large 
unbroken clods exist ; which clods, as we have already seen, are very 
little better than stones, on account of their impermeability to air and 
the roots of plants. 

" Too much oannct be said in favor of pulverizing the soil ; even 
Jhorough-draining itself will not supersede the necessity of performing 
this most necessary operation. The whole valuable effects of plowing, 
harrowing, grubbing, &c., may be reduced to this : and almost the wkole 
superiority ol garden over field produce is referable to the greater par 
feotion to which this pulverizing of the soil can be carried 
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" The vrhole success of the drill husbandry is owing in a great mea- 
•ure, to .ts enabling you to stir up the soil well during the progress ol 
your crop: which stirring up is of no value beyond its effects in mora 
minutely pulverizing the soil, increasing, as far as possible, the size and 
number of the interstitial canals. 

" Lest any one should suppose that the contents of these interstitial 
eauals must be so minute that their whole amount can be of but little 
eonseqi,3nce, I may here notice the fact, that, in moderately well pul- 
verized soil, they amount to no less than one-fourth of the whole bulk 
of the soil itself ; for example, 100 cubic inches of moist soil (that is, 
of soil in which the pores are filled with water while the canals are 
filled with air), contain no less than 25 cubic inches of air. According 
to this calculation, in a field pulverized to the depth of eight inches, a 
depth perfectly attainable on most soils by careful tillage, every impe- 
rial acre will retain beneath its surface no less than 12,545,280 cubic 
mches of air. And, to take one more element into the calculation, 
supposing the soil were not properly drained, the sufficient pulverizing 
of an additional inch in depth would increase the escape of water frop 
the surface by upwards of one hundred gallons a day." 

Drainage improves the quality of crops. In a dry sea- 
Bon, we frequently hear the farmer boast of the quality 
of ills products. His hay-crop, he says, is light, but will 
" spend" much better than the crop of a wet season ; his 
potatoes are not large, but they are sound and mealy. 
Indeed, this topic need not be enlarged upon. Every 
farmer knows that his wheat and corn are heavier and 
more sound when grown upon land sufficiently drained. 

Drainage prevents drought. This proposition is some- 
what startling at first view. How can draining land 
make it more moist? One would as soon think of water- 
ing land to make it dry. A drought is the enemy we all 
dread. Professor Espy has a plan for producing rain, by 
lighting extensive artificial fires. A great objection to 
his theory is, that he cannot limit his shDwers to his own 
land, and all the public would never be ready for a show- 
er on the same day. If we can really protect our land 
from drought, by underdraining it, everybody may at onc« 
engage in the work without offence to his neighbor. 
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If we take up a handfull of rich son of almoBt any kind, 

after a heavy rain, we can squeeze it hard enough with 
the hand to press out drops of water. If we should take 
of tlie same soil a large quantity, after it was so dij that 
ncit a drop of water could be pressed out by hand, and 
subject it to the pressure of machinery, we should force 
from it more water. Any boy, who has watched the pro- 
cess of making cider with the old-fashioned press, haa 
seen the pomace, after it had been once pressed appa- 
rently dry and cut down, and the screw applied anew to 
the " cheese," give out quantities of juice. These facta 
illustrate, first, how much water may be held in the soil 
by attraction. They show, again, that more water is held 
by a pulverized and open soil, than by a compact and 
close one. Water is held in the soil between the minute 
particles of earth. If these particles be pressed together 
compactly, there is no space left between them for water. 
Tiie same is true of soil naturally compact. This com- 
pactness exists more or less in most subsoils, certainly in 
all through which water does not readily pass. Hence, 
all these subsoils are rendered more permeable to water 
by being broken up and divided ; and more retentive by 
having the particles of which they are composed separat- 
ed, one from another — in a word, by pulverization. This 
increased capacity to contain moisture by attraction, is 
the greatest security against drought. The plants, in a dry 
time send their rootlets throughout the soil, and flourish in 
the moisture thus stored up for their time of need. The 
pulverization of drained land may be produced, partly by 
deep, or subsoil plowing, which is always necessary to 
perfect the object of thorough-draining; but it is much 
aided, in stiif clays, also, by the shrinkage of the soil by 
drying. 

Drainage resists drought, again, uy the very deepening 
of the soil of which we have already spoken. The root* 
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of plants, we have seen, will not extend into stagnant 
water. If, then, as is frequently the case, even on sandy 
plains, the water-line be, in early Spring, very near the 
surface, the seed may he planted, may vegetate, and throw 
up a goodly show of leaves and stalks, which may flourish 
OS long as the early rains continue ; but, suddenly, the 
rains cease ; the sun comes out in his June brightness; the 
water-line lowers at once in the soil ; the roots have no 
depth to draw moisture from below, and the whole field of 
clover, or of corn, in a single week, is past recovery. 
Kow, if this light, sandy soil be drained, so that, at the 
first start of the crop, there is a deep seed-bed free from 
water, the roots strike downward, at once, and thus pre- 
pare for a drought. The writer has seen upon deep- 
trenched land in his own garden, parsnips, which, before 
midsummer, had extended downward three feet, before 
they were as large as a common whiplash ; and yet, 
through the Summer drouglit, continued to thrive till they 
attained in Autumn a length, including tops, of about 
seven feet, and an extraordinary size. A moment's reflec- 
tion will satisfy any one that, the dryer the soil in Spring, 
the deeper will the roots strike, and the better able will be 
the plant to endure the Summer's drought. 

Again, drainage and consequent pulverization and deep- 
ening of the soils increase their capacity to absorb moisture 
from the atmosphere, and thus afford protection against 
drought. "Watery vapor is constantly, in all dry weather, 
rising from the surface of the earth ; and plants, in the 
day-time, are also, from their leaves and bark, giving off 
moisture which they draw from the soil. But Nature has 
provided a wonderful law of compensation for this waste, 
which would, without such provision, parch the earth to 
barrenness in a single rainless month. 

The capacity of the atmosphere to take up and convey 
water, furnishes one of the grandest illustrations of the 
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perfect work of the Author of the Uiiiverse. "All tK« 
rivers run into the sea, yet the sea is not full ;" and th« 
sea is not full, because the numerous great rivers and 
their millions of tributaries, ever flowing from age to age, 
convey to the ocean only as much water as the atmos 
phere carries back in vapor, and discharges upon the 
hills. The warmer the atmosphere, the greater its capa- 
eity to hold moisture. The heated, thirsty air of the 
..ropics drinks up the water of the ocean, and beai's it 
away to the colder regions, where, through condensation 
by cold, it becomes visible as a cloud; and as a huge 
sponge pressed by an invisible hand, the cloud, condensed 
Btill further by cold, sends down its water to the earth 
in rain. 

The heated air over our fields and streams, in Summer, 
is loaded with moisture as the sun declines. The earth 
has been cooled by radiation of its heat, and by constant 
evaporation through the day. By contact with the coolei 
soil, the air, borne by its thousand currents gently along 
its surface, is condensed, and yields its moisture to the 
thirsty earth again, in the form of dew. 

At a Legislative Agricultural Meeting, held in Albany, 
New York, January 25th, 1855, " the great drought of 
1854:" being the subject, the secretary stated that ''the 
experience of the past season has abundantly proved that 
thorough-drainage upon soils requiring it, has proved a 
very great relief to the farmer ;" that " the crops upon 
Buch lands have been far better, generally, than those 
upon undrained lands, in the same locality ;" and that, 
" in many instances, the increased crop has been suflBcient 
to defraj' the expenses of the improvement in a single 
year." 

Mr. Joseph Harris, at the same meeting, said : " An 
underdrained soil will be found damper in diy weather, than 
ar. uuiraiued one, and the thermometer shows a drained 
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Boil warmer in cold weather, and cooler in hoi weather, 
than one which is undrained." 

The secretary of the New York State Agricultural 
Society, in his Keport for 1855, says : "The testimony of 
farmers, in different sections of the State, is almost unani- 
mous, that drained lands have suffered far less from 
drought than undrained," Alleghany county reports that 
"drained lands have been less affected by the drought 
than undrained ;" Chatauque county, that " the drained 
lands have stood the drought better than the undrained." 
The report from Clinton county says : " Drained lands 
have been less affected by the drought than undrained." 
Tvlontgomery county reports : " We find that drained 
lands havf a better crop in either wet or dry seasons than 
undrained." 

B. F. Nourse, of Orrington, Maine, states that, on hia 
drained land, in that State, " during the drought of 1851, 
there was at all times sufficient dampness apparent on 
scraping the surface of the ground with his foot in pass- 
ing, and a crop of beans was planted, grown and gathered 
therefrom, without as much rain as will usually fall in a 
shower of fifteen minutes' duration, while vegetation on 
the next field was parching for lack of moisture. 

A committee of the New York Farmers' Club, which 
visited the farm of Prof. Mapes, in New Jersey, in the 
time of a severe drought, in 1865, reported that the Pro- 
fessor's fences were the boundaries of the drought, all the 
lands outside being affected by it, while his remained free 
from Injury. This was attributed, both by the committee 
and by Prof. Mapes himself, to thorough-drainage and 
deep tillage with the subsoil plow. 

Mr. Shedd, in the N. E. Farmer, says : 

" A simple illustration will show the effect which stagnaii water 
within a foot or two of the surface, has on the roots of plants. 
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^ PerhapB it ^11 aH the reader, who donbts the henefit of thorenRk 
Iraining in ease of drought, to see why it is bene&oial. 
Fis.t& Ftg.tt. 




Section of land before 
it Is drained. 



Section of land after 
It Is drained. 



" In the first figure. 1 represents the surface soil, through -wliieli 
evaporation takes place, using up the heat which might otherwise gu 
to the roots of plants ; 2, represents the water table, or surface of stag 
nant water below which roots seldom go; 3, water of evaporation; 4, 
water of capillary attraction ; S, water of drainage, or stagnant 
water. 

" In the second figure, 1 represents the surface-soil warmed by the 
sun and Summer rains ; 2, the water-table nearly four feet below the 
surface— roots of the wheat plant have been traced to a depth of moN 
than four feet in a free mold ; 3, water of capillary attrattion ; 4, watai 
of drminage, or stagnant water." 
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1 CHAPTER XV. 

TKMPEKATUKB AS AFFECTED BT DBAINAGE. 

Drainage Warms the Soil in Spring. — Heat cannot go down in Wet Land — 
Drainnge causes greater Deposit of Dew in Summer. — Dew warms Plaati 
in Night, Cools them in the Morning Sun. — Drainage varies Temperature 
by Lessening Evaporation. — What is Evaporation. — How it produces Cold, 
— Drained Land Freezes Deepest, but Thaws Soonest, and the Seasons. 

Drainage raises the temperature of the soil, iy allowi/iig 
the rain to pass downwards. In the growing season, espe- 
cially in the Spring, the rain is considerably warmer than 
the soil. If the soil be saturated with the cold snow-water, 
the water which falls must, of course, run away upon the 
surface. If the soil be drained, the rain-water finds ready 
admission into it, carrying and imparting to it a portion 
jf its heat. The experiments of Count Eumford, show- 
ing that heat is not propagated downward in fluids, may 
be found at page 273. This is a principle too important 
to be overlooked, especially in New England, where we 
need every aid from Nature and Art, to contend success 
fully against the brevity of the planting season. Soil sat 
arated with cold water, cannot be warmed by any amount 
of heat applied to the surface. Warm water is lighter 
than cold water, and stays at the suiface. In boiling 
water in a kettle, we apply fire at the bottom, and no 
amount of heat at the surface of the vessel would produce 
the desired eflfect. So rapid is the passage of heat upward 
in water, that the hand may without injury be held upon 
the bottom of a kettle of boiling water one minute after it 
has been removed from the *"" 
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The following experiments and iUustrations, from the 
Horticulturist of Nov. 1856, beautifully illustrate thia 
point : 

"eationale of draining land explained. 

" The reason why drained land gains heat, and waier-Iogged land ii 
always cold, consists in the well-known fact that heat cannot be trans^ 
mitted downwards through water. This may readily be seen by tht 
following experiments : 

" Experiment No. 1 . — A square box was made, of the form repre* 

sented by the annexed diagram, eight- 
een inches deep, eleven inches wide 
at top, and six inches wide at bottom. 
It was filled with peat, saturated 
with water to e, forming to that 
depth (twelve and a half inches) a 
sort of artificial bog. The box was 
then filled with water to d. A ther- 
mometer a, was plunged, so that its 
bulb was within one inch and a half 
of the bottom. The temperature of 
the whole mass of peat and watei 
was found to be 39J° Fahr. A gal- 
lon of boiling water was then added ; 
it raised ihe surface of the water to 
e. In five minutes, the thermometer, 
o, rose to 44°, owing to the conduc- 
tion of heat by the thermometer and 
its guard tube ; at ten minutes from the introduction of the hot water, 
the thermometer, a, rose to 46°, and it subsequently rose no higher. 
Another thermometer, 6, dipping under the surface of the water at c, 
was then introduced, and the following are the indications oi the two 
thermometers at the respective intervals, reckoning from the time the 

hot water was supplied : 

ThermometiT b. 

20 minutes 150° 

1 hour 30 " 101° 




Flg.»T. 



Thervu>n«ltr a 
46° 
45° 



2 hours 30 
12 " 40 



SOi" 
45* 



42° 
40° 



'' The mea& temperature of the external air to which the box wv ei 
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^ed during the above period, was 42°, the maximum being 47°, and 
the minimum 37". 

" Experiment No. 2. — With the same arrangement as in thepiecedinj 
case, a gallon of boiling water was introduced above the peat and 
walor, when the thermometer a, was at 36° ; in ten minutes it rose to 
40°. The cock was then turned for the purpose of drainage, whioh 
was but slowly efTected ; and, at the end of twenty minutes, the ther- 
mometer a, indicated 40° , at twenty-five minutes, 42°, whilst the 
thermometer b, was 142°. At thirty minutes, the cock was withdrawn 
from the box, and more free egress of water being thus afforded, 
at thirty-five minutes the flow was no longer continuous, and the ther- 
mometer b, indicated 48°. The mass was drained, and permeable to a 
fiesh supply of water. Accordingly, another gallon of boiling water 
via.? poured over it ; and, in 

3 minutes, the thermometer a, rose to 77°. 

5 « " fell to 76i° 

15 " " " 704* 

20 " remained at. . . 71°. 

1 hour 50 " " " «... 70i°. 

" In these two experiments, the thermometer at the bottom of the box 
suddenly rose a few degrees immediately after the hot water was 
added ; and it might be inferred that the heat was carried downwards 
by the water. But, in reality, the rise was owing to the action of the 
hot water on the thermometer, and not to its action upon the cold 
water. To prove this, the perpendicular thermometers were removed. 
The box was filled with peat and water to within three inches of the 
top, a horizontal thermometer, a f, having been previously secured 
through a hole made in the side of the box, by means of a tight-fitting 
cork, in which the naked stem of the thermometer was grooved. A 
gallon of boiling water was then added. The thermometer, a very 
delicate one, was not in the least affected hy the boiling water in the top 
of the box. 

" In this experiment, the v.'ooden box may be supposed to be a field j 
the peat and cold water represent the water-logged portion ; rain falls 
on the surface, and beco.iiss warmed by contact with the soil, and, thus 
heated, descends. But it is stopped by the cold water, and the heal 
will go no further. But, if the soil is drained, and not water-logged, 
the warm rain trickles through the crevices of the earth, carrying to 
the drain-level the high temperature it had gained on the surface, parti 
13 
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with it to the soil as it passes down, and thus produces that bottom henl 
w^hich is so essential to plants, although so few suspect its existence." 

"Water, although it will not conduct heat downwards, is a 
ready vehicle of cold from the surface towards the bottom. 
Water becomes heavier by cooling till it is reduced to ahou* 
89°, at which point it attains its greatest density, and baa 
a tendency to go to the bottom until the whole mass is 
reduced to this low temperature. Thus, the circulation 
of water in the saturated soil, in some conditions of the 
temperature of the surface and subsoil, may have a chil- 
ling effect which could not be produced on drained soil. 

After water is reduced to about 39°, instead of obeying 
Ihe common law of becoming heavier by cooling, it forms 
a i-emarkable exception to it, and becomes lighter until it 
freezes "Were it not for this admirable provision of 
Nature, all our ponds and rivers would, in the Winter, 
become solid ice from the surface to the bottom. Now 
as the surface water is chilled it goes to the bottom, and 
is replaced by warmer water, which rises, until the whole 
is reduced to the point of greatest density. Then the 
circulation ceases, and the water colder than 39° remains 
at the surface, is converted into ice which becomes still 
lighter, by crystallization, and floats upon the surface. 

Ifo experiments, showing the temperature of undrained 
Boils at various depths, in the United States, have come 
to our knowlege. Mr. Gisborne says : " Many experi- 
ments have shown that, in retentive soils, the temperature, 
at two or three feet below the surface of the water-table, 
is, at no period of the year, higher than fi-om 46° to 48° in 
agricultural Britain." Prof. Henry states in the Patent 
Office Keport for 1857, that in the cellars of the observa- 
tory, at Paris, at the depth of sixty-seven and a half feet, 
in fifty years, the temperature has never varied a tenth of 
a degree from 53" 28', iu all that period, Summer oi 
Winter. 
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Mr. Parkes gives the results of a valuable series of 
experiments, in which he compared the temperature of 
drained and undrained portions of a bog. He found the 
temperature of the undrained portion to remain steadily 
at 46°, at all depths, from one to thirty feet ; and at seven 
inches from the surface, the temperature remained at 47° 
during the experiments. During the same period, the 
temperature of the drained portion was 48y° at two feet 
seven inches below the surface, and at seven inches, 
reached as high as 66° during a thunder-storm ; while, on 
a mean of thirty-five observations, the temperature at the 
the latter depth was 10° higher than at the same depth in 
the undrained portion of the bog. 

We find in the " Agriculture of New York," the results 
of observations made at Albany and at Scott, in that 
State, in the year 1848, upon temperature at different 
depths. The condition of the soil is not described, but it 
is presumed that it was soil naturally drained in both 
cases. A few of the results may give the reader some 
Idea of the range of underground temperature, as coin- 
pared with that of the air. 

Temperature at Albany at two feet depth. 

" '' " highest August 17 and 1 8, 70° 

u u u lowest February 28 32f^ 

« « " Range, 37£ 

« " " at four feet depth. 

« " « highest July 29, 641' 

«' " " lowest February 25, 36f^ 

" " " Range, 29^ 

" « " of the air, February 12 —3' 

" " " " « August, 3, P.M...... 90^ 

« •' Range, 93* 

Temperature at Scott at two feet depth, 

" " " highest, August 17 and 18, 64« 

" " " atfour ft. depth, 17 days in Aug. 60«> 

" " " of the air, at 3, P.M., highest... 90* 
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The temperature of falling rain, however, in the hot 
reason, is many degrees cooler tlian the lower stratum ot 
the atinospliere, and the surface of the earth upon which 
it falls. The effects of rain on drained soil, in the heat of 
Summer, are, then, twofold ; to cool the burning surface, 
whi:;li is, as we liave seen, much warmer than the rain, 
and, at the same time, to warm the subsoil whicli is coder 
than the rain itself, as it falls, and veiy much cooler than 
the rain-water, as it is warmed by its passage throngh tlie 
hot surface soil. These are beautiful provisions of Nature, 
by which the excesses of heat and cold are mitigated, and 
the temperatiire of the soil rendered more uniform, upon 
land adapted, by drainage, to her genial influences. 

Upon the saturated and water-logged bog, as we have 
seen.^ the effect of the. greatest heat is insufficient to raise 
the temperature of the subsoil a single degree, while the 
surface may be burned up and " shrivelled like a parched 
scroll." 

Drainage also raises the temperature of the soil by the 
admission of warm air. This proposition is closely con- 
nected with that just discussed. When the air is warmer 
than the soil, as it always is in the Spring-time, the water 
from the melting snow, or from rain, upon drained land, 
passes downward, and runs off by its gravitation. Aa 
" Nature abhors a vacuum," the little spaces in the soil, 
from which the water passes, mubt be filled with air, and 
this air can only be supplied from the surface, and, being 
warmer than the ground, tends to raise its temperature. 
No such effect can be produced in land not drained, 
because no water runs out of it, and there are, conse- 
quently, no such spaces opened for the warm air to enter. 

Drainage equalizes the temperature of the soil in Sum- 
mer by increasing the deposit of dew. Of this we slialJ 
speak further, in a future chanter. 
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Drainage raises ike temperature in Spring hy diminish- 
ifi.g evaporation. Evaporation may be defined to be the 
conversion of liquid and solid bodies into elastic fluids, by 
the influence of caloric. 

By heating water over a flre, bubbles rise from the 
bottom of the vessel, adhere awhile to the sides of it, aud 
then ascend to the surface, and burst and go off" in visible 
vapor, 01, in other words, by evaporation. Water is 
evaporated by the heat of the sun merely, and even with- 
out this heat, in the open air. It is evaporated at very 
low temperatures, when fully exposed to the air. Even 
ice evaporates in the open air. We often observe in 
Winter, that a thin covering of ice or snow disappears 
from our roads, although there has been no thawing 
weather. 

In another chapter, we have considered the subject of 
" Evaporation and Filtration," and endeavored to give some 
general idea of the proportion of the rain which escapes 
by evaporation. We have seen, that evaporation proceeds 
much more rapidly from a surface of water, as a pond or 
river, than from a land surface, unless it be fully saturated, 
and that evaporation from the water exceeds the whole 
amount of rain, about as much as evaporation from the 
land falls short of the amount of rain. Thus, by this 
simple agency of evaporation, the vast quantities of water 
that are constantly flowing, in all the rivers of the earth, 
into the sea, are brought back again to the land, and so 
the great system of circulation is maintained throughout 
the ages. 

As evaporation is greatest from « water-surface, tso it is 
greater, other things being equal, according to the wetness 
of the surface of any given field. If the field be covered 
with water, it becomes a water-surface for the time, and 
the evaporation is like that from a pond. If, as is often 
the case, the water stands on it in spots, over half its 
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Burface, and the rest is saturated, the evaporation in 
scarcely less, and has been said to be even more ; while, 
if the surface be comparatively dry, the evaporation ia 
very little. 

But what harm does evaporation do? and what has all 
this scientiiic talk to do with di-ainage ? These, my friend, 
are very practical questions, and just the ones which it ii 
proposed to answer ; but we must bear in mind that, as 
K"ature c inducts her grand affairs by systematic laws, the 
small portion of her domain which for a brief space of 
time we occupy, is not exempted from their operation. 
Some of these laws we may comprehend, and turn our 
knowledge of them to practical account. Of others, we 
may note the results, without apprehending the reasons 
of them ; for it is true — 

" There are more things ia Heaven and earth, Horatio, 
Than are dreamt of in your philosophy." 

Discussions of this kind may seem dry, though the sub ■ 
ject itself be moisture. They belong, certainly, to the 
topic under consideration. 

Evaporation does harm in the Spring-time, because it 
produces cold, just when we most want heat. How it 
produces cold, is not so readily explained. The fact may 
be made as evident as the existence of sin in the world, 
and, possibly, the reason of it may be as unsatisfactory. 

The books say, that heat always disappears when a solid 
body becomes a liquid ; and so it is, that the air always 
remains cool while the snow and ice are melting in Spring- 
Again, it is said that heat always disappears, when a fluid 
becomes vapor. These are said to be laws or principles 
of nature, and are said to explain other phenomena. To 
a practical mind, it is perhaps just as satisfactory to say 
that evaporation produces cold, as to state the principle 
or law in the language of science. 

Th«t the fact ia so, may be proved by many illustr» 
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tions. Stockhardt gives the following experiment, which 
is strikingly appropriate : 

" Fill a tube half full of water, and fasten securely round the bulb 
of it, a piece of cloth. Saturate the cloth with cold water, and then 
twirl the tube rapidly between the hands ; presently the water in tha 
tube will become sensibly colder, and the degree of cold may be accu- 
fiValy determined by the tliermometer. Moisten the cloth with ether 
a very volatile liquid, and twirl it again in the same mann'jr as before, 
by which means, its contents, even in Summer, may be converted inUi 
ice." 

It is very fortunate for us, that our Spring showers 
are not of ether ; for then, instead of thawing, our land 
would freeze the harder ! The heat of the blood is 
about 98°; yet man can endure a heat of many degrees 
more, and even labor under a Summer sun, which would 
raise the thermometer to 130°, without the temperature 
of his blood being materially affected, and it is because 
of perspiration, which absorbs the surplus heat, or, in other 
words, creates cold. It is said, too, that on the same 
principle, if two saucers, one filled with water warm 
enough to give off visible vapor, the other filled with 
water just from the well, are exposed in a sharp frosty 
morning, that filled with the warm water will exliibit ice 
soonest. Wine is cooled by evaporation, by wrapping 
the bottle in wet flannel, and exposing it to the air. 

If, after all this, any one doubts the fact that evapora- 
tion tends to produce cold, let him countenance his skep- 
ticism, by wetting his face with warm water, and going 
into the air in a Winter's day, and his faith will be greatly 
strengthened. 

We have, in the northern part of America, most water 
in the soil in the Spring of the year, just at the time 
when we most need a genial warmth to promote germina- 
tion. If land is well drained, this water sinks downward, 
and runs away in the drains, instead of passing upward by 
vvaporatioL. 
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Drainage, therefore, diminishes evapoid,tion simply bj 
removing the surplus snow and rain-water by filtration. 
It thus raises the temperature of the soil in that part ol 
the season, when water is flowing from the drains ; but, in 
the heat of Summer, the influence of the showers which 
refresh without saturating the soil, and are retained in it 
by attraction, is not lessened. As a good soil retains by 
attraction about one-half its weight of water that cannot 
be drained out, there can be no reasonable apprehension 
that the " gentle Summer showers " will be wasted by fil- 
tration, even upon thorough-drained land, while an avenue 
is open, by the drains, for the escape of drowning floods. 

To show the general effect of drainage, in raising the 
temperature of wet lands in Summer, the following state- 
ment of Mr. Parkes is valuable. An elevation of the tem- 
perature of the subsoil ten degrees, will be seen to be 
very material, when we consider that Indian corn will not 
vegetate at all at 53°, but will start at once at 63°, 65° 
being its lowest point of germination : 

" As regards the temperature of the water derived from drainage at 
different seasons of the year, I am unacquainted with any published 
facts. This is a subject of the highest import, as thermometrio obser- 
vations ma) be rendered demonstrative, in the truest manner, of the 
effect of drainage on the climate of the soil. At present, I must lioiil 
myself to saying, that I have never known the water of drainage issue 
from land drained at Midsummer, to depths of four and five feet, at a 
higher temperature than 52° or 53° Fahrenheit : whereas, in the follow- 
ing year and subsequent years, the water discharged from the same 
drains, at the same period, will issue at a temperature of 60* ind evet 
10 high as 63°; thus exhibiting the increase oj heat conferred during 
the Summer months on the terrestrial climate by drainage. This is the 
all-importfknt fact connected with the art and science of land-drainage.'' 

Besides affecting favorably the temperature of the par 
ticular field which is drained, the general effeet of the 
drainage of wet lands upon the climate of the neighbor- 
hood has often been noticed. In the paper already cited, 
emanating from the Board of Health, we find the follow 
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mg remarks, which are in accordance with all observation 
in districts where undei'-drainago has been generally prac- 
ticed : 

" Every one must have remarked, on passing from u district with a 
retentive soil to one of an open porous nature — respectively charac- 
terised as cold and warm soils — that, often, whilst the air on the reten- 
live soil is cold and raw, that on the drier soil is comparatively warm 
and ge:iial. The same effect which is here caused naturally, may be 
produced artificially, by providing for the perfect escape of superfluoui 
water by drainage, so as to leave less to cool down the air by evapora- 
tion. The reason of this difference is two-fold. In the first place, 
much heat is saved, as much heat being required for the vaporization 
of water, as would elevate the temperature of more than three million 
times its bulk of air one degree. It follows, therefore, that for every inch in 
depth of water carried off by drains, which must otherwise evaporate, as 
much heat is saved per acre as would elevate eleven thousand million 
cubic feet of air one degree in temperature. But that is not all. Not only 
is the temperature of the air reduced, but its dew point is raised, by water 
being evaporated which might be drained off; consequently, the want of 
drainage renders the air both colder and more liable to the formation of 
dew and mists, and its dampness affects comfort even more than its tem 
perature. It is easy, then, to understand how local climate is so much 
affected by surplus moisture, and so remarkably improved by drainage. 
A farmer being asked the effect on temperature of some new drainage 
works, replied, that all he knew was, that before the drainage he could 
never go out at night without a, great coat, and that now he could, sc 
that he considered it made the difference of a great coat to him." 

Drainage increases the coldness of the subsoil in Winter 
Whether this is a gain or loss to the agriculturist, is not 
for us to determine. The object of our labor is, to lay the 
whole subject fairly before the reader, and not to extol 
drainage as the grand panacea of bad husbandry. 

Although water will not conduct heat downwards, yet 
it doubtless prevjnts the deep freezing of the ground. It 
has already been seen, that the temperature of the earth, a 
few feet below the surface, is above the freezing point, at 
a. times. The fact thart the ground does not freeze, usu- 
ally, even in New England, where every Winter bringi 
13* 
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weather below Zero, more than four or five feet deep, in th« 
most exposed situations, shows conclusively the conipara- 
tivelj even temperature of the subsoil. The water which 
flows underground is of this subsoil temperature, and, iu 
Winter, warms the ground through which it flows. In 
land thoroughly drained, this warm water cannot ri*3 
&bove the drains, and so cannot defend the soil from frost. 

Drained land will, undoubtedly, freeze deeper than un- 
drained land, and this is a fact to be impressed upon all 
who lay tiles in a cold climate. It is a strong argument 
for deep drainage. " Drain deep, or drain not," is a con- 
venient paraphrase of a familiar quotation. How often 
do we hear it said, " My meadow never freezes more that 
a foot deep ; there will never be any trouble from frost in 
that place, if the tiles are no more than two feet deep." 
Be assured, brother farmer, that the frost will follow the 
water-table downward, and, unless the warm water move 
in sufficient quantity through your pipes to protect them 
in Winter, your work may be ruined by frost. So long 
as much water is flowing in pipes, especially if it be from 
deep springs, they will be safe from frost, even at a slight 
depth. 

Dr. Madden says, that it has been proved that one 
great source of health and vigor in vegetation, is the 
great difference which exists between the temperature of 
Summer and Winter, which, he says, in dry soils, often 
amounts to between 30° and 40° ; while, in very wet soils, 
it seldom exceeds 10°. This idea may have value in a 
mild climate ; but, probably, in New England, we get 
cold enough for our good, without artificial aids. In 
another view, drainage is known to be essential, even in 
Winter. 

Fruit trees are almost as suT-ely destroyed by standing 
with their feet in cold water all Winter, as any of us 
" nnfe^thered bipeds" would be ; while the solid freezing 
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of the earth around their roots does not harm them. 
Perhaps the same is true of most other vegetation. 

The deep freezing of the ground is often mentioned as 
B mode of pulverization — as a sort of natural subsoiling 
thrown in by a kind Providence, by way of compensation 
for some of the evils of a cold climate. Most of those, 
however, who have wielded the pick-axe in laying four- 
foot drains, in clay or hard-pan, will have doubts whether 
Jack Frost, though he can pull up our fence-posts, and 
throw out our Winter grain, has much softened the earth 
two feet below its surface. 

That the frost comes out of drained land earlier than 
nndrained, in Spring, we are satisfied, both by personal 
observation, and by the statements of the few individuals 
who have practiced thorough-drainage in our cold cli 
mate. 

B. F. Kourse, Esq., wliose valuable statement will be 
found in a later chapter, says, that, in 1858, the frost came 
out a week, at least, earlier from his drained land, in 
Maine, than from contiguous undrained land; and that, 
usually, the drained land is in condition to be worked as 
Boon as the frost is out, quite two weeks earlier than any 
other land in the vicinity. Our observations on our own 
land, fully corroborate the opinion of Mr. Nourse. 

Tlie reasons why the frost should come out of drained 
land soonest, are, that land that is dry does not freeze so 
solid as land that is wet, and so spaces are left for the 
permeation of warm air. Again, ion, like water, is almost 
a Eonconductor of heat, and earth saturated with water 
and frozen, is like unto it., so that neither the warmth of 
the subsoil or surface-soil can be readily imparted to it. 
Dry earth, on the other hand, although frozen, is still a 
good conductor, and readily dissolves at the first warm 
breath of Spring abo\ e, or the pulsations of the great heart 
of Nature beneath. 
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CHAPTEE XVI 
rowKK or SOILS to absoeb and retain moistukb. 

Why does not Drainage make the Land too Dry ? — Adhesive Attraction.— 
The Finest Soils exert most Attraction. — How much Water different Soili 
hold by Attraction.— Capillary Attraction, Illustrated. — Power to Imbibe 
Moisture from the Air. — Weight Absorbed by 1,000 lbs. in 12 Hours.— 
Dew, Cause of.— Dew Point. — Cause of Frost. — Why Covering Plantt 
Protects from Frost. — Dew Imparts Warmth. — Idea that the Moon Pro- 
motes Putrefaction. — Quantity of Dew. 

Thb first and most natural objection made, by those not 
practically familiar with drainage operations, to the wholt 
system is, that the drains will draw out so much of the 
water from the soil, as to leave it too dry for the crops. 

If a cask be filled with round stones, or with musket 
balls, or with large shot, and with water to the surface, 
and then an opening be made at the bottom of the cask, 
all the water, except a thin film adhering to the surface 
of the vessel and its contents, will immediately run out. 

If now, the same cask be filled with the dried soil of 
any cultivated field, and this soil be saturated with water, 
fi part only of the water can be drawn out at the bottom. 
The soil in the cask will remain moist, retaining more or 
less of the water, according to the character of the soil. 

Why does not the water all run out of the soil, and 
leave it dry ? An answer may be found in the books, 
wliicli is, in reality, but a re-statement of the fact, by 
reference to a principle of nature, by no means intelligible 
to finite minds, called attraction. If two substances ar* 



POWEE TO ABSOEB MOISTUEE. 301 

placed in close contact with each other, they cannot b« 
separated without a certain amount of force. 

" If we wet the surfaces of two pieces of glsiss, and place then 
ai contact, we jihall find that they adhere to each other, and that, in 
dspcndently ct the effect of the pressure of the air, they oppose con 
tiderable resistt.nce to any attempt to separate them. Again, if we briny 
»ny substance, as the blade of a knife, in contact with water, the watei 
tdheres to the blade in u thin film, and remains, by what is termed 
idhesive attraction. This property resides in the surface of bodies, 
and is in proportion to the extent of its surface. 

" Soils possess thi» property, in common with all other bodM^s, and 
possess it, in a greater or less degree, according to the aggregate surface 
which the particles of a given bulk present. Thus, clay may, by means 
of kneading, be made to contain so large a quantity of water, as that, 
at last, it may almost be supposed to be divided into infinitesimally 
thin layers, having each a film of water adhering to it on either side. 
Such soils, again, as sand or chalk, the particles of which are coarser 
exert a less degree of adhesive attraction for water." — Cyc. of Ag., 695. 

Professor Schiibler, of Tubingen, gives the results of 
experiments upon tliis point. Bj dropping water upon 
dried soils of different kinds, until it began to drop from 
the bottom, he found that 100 lbs. of soil held by attrac- 
tion, as follows : 

Sand 25 lbs. of water. 

Loamy Soil 40 " 

niayLoam 50 " 

Pure Clay 70 " 

Mr. Shedd, of Boston, gives the result of a recent ex- 
periment of his own on this point. He writes thus : 

" I have made an experiment with a soil of ordinary tenacity, to 
ascertain how much w^ater it would hold in suspension, with the follow- 
ing result : One cubic foot of earth held 0.4826434 cubic feet of water; 
three feet of dry soil of that charactsr will receive 1.44793 ft. vertical 
depth of water before any drains off, or seventeen and three-quarter 
inches, equal to nearly six month's rain-fall. One cubic foot of earth 
held 3.53713 gallons of water, or if drains are three feet deep, one 
iquare fopt of surface would receive 10.61 gallons of water, befor* 
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latnration. Other loils would snstain a greater or leas fuantit) 

MMsording to their character.-" 

Besides this power of retaining water, when brought 
into contact with it, the soil has, in common with other 
porous bodies, the power of drawing up moisture, or of 
absorbing it, independent of gravitation, or of the weight 
of tho water which aids to carry it down into the soil. 
This power is called cwpillary attraction, from the hair- 
like tubes used in early experiments. If very minute 
tubes, open at both ends, are placed upright, partly im- 
mersed in a vessel of water, the water rises in the tubes 
perceptibly higher than its general surface in the vessel. 
A sponge, from which water has been pressed out, held 
over a basin of water, so that its lower part touches the 
surface, draws up the water till it is saturated. A com- 
mon flower-pot, with a perforated bottom, and filled with 
dry earth, placed in a saucer of water, best illustrates this 
point. The water rises at once to a common level in the 
pot and outside. This represents the water-table in tho 
soil of our fields. But, from this level, water will con- 
tinue to rise in the earth in the pot, till it is moistened to 
the surface, and this, too, is by capillary attraction. 

The tendency of water to ascend, however, is not ihe 
same in all soils. In coarse gravelly soils, the principle 
may not operate perfectly, because the interstices are too 
large, the weight of the water overcoming the power of 
attraction, as in the cask of stones or shot. In very fine 
clay, on the other hand, although it be absorptive and reten- 
tive of water, yet the particles are so fine, and the spaces 
between them so small, that this attraction, though sure, 
would be slow in operation. A loamy, light, well pul- 
verized soil, again, would perhaps furnish the best medium 
for the diflFusion of water in this way 

It is impossible to set limits to so uncertain a power aa 
this of capillary attraction. We see that in minute tAsua 
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tubes, it has power to raise water a small fraction of an 
inch only. We see that, in the sponge or flower-pot, it 
has power to raise water many inches ; and we know that, 
in the soil, moisture is thus attracted upwards several feet. 
By observing a saturated sponge in a saucer, we shall see 
that, although moist at the top, it holds more and more 
water to the bottom. So, in the saturated earth in a flower- 
pot, the earth, merely moist at the surface, is wet mud 
just above the water-table. So, in drained land, the capil- 
lary force which retained the water in the soil to the 
height of a few inches, is no longer able to sustain it, when 
the height is increased to feet, and a portion descends into 
the drain, leaving the surface comparatively dry. 

Thus, it would seem, that draining may modify the force 
of capillary attraction, while it cannot afiect that of ad- 
hesive attraction. It may drain off surplus water, but, 
unaided, can never render any arable land too dry. If, 
however, the surplus water be speedily taken off by 
drainage, and the capillary attraction be greatly impaired, 
BO that little water is drawn upwards by its force, will not 
the soil soon become parched by the heat of the sun, or, in 
other words, by evaporation ? 

Without stopping in this place, to speak of evaporation, 
we may answer, that, in our burning Summer heat, the 
earth would be burnt up too dry for any vegetation, were 
it not for a beneficent arrangement of Providence, which 
counteracts the effect of the sun's rays, and of which we 
will now make mention. 

Power to imbihe moisture from the air. — We have 
spoken, in another place, of the absorption, by drained land, 
of fertilizing substances from the atmosphere. Dry soil 
has, too, a wonderful power of deriving moisture from the 
same source. 

" When a portion of soil," says Johnston, " is dried caufully ovei 
boiling water, or in an oven, and is then spread out upon a sheet of 
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paper in Ihe open air, it -will gradually drink in watery vapor from th« 
atmosphere, and will thus increase in weight. 

" In hot climates and in dry seasons, this property is of great import- 
ance, restoring as it does, to the thirsty soil, and bringing within tha 
reach of plants, a portion of the moisture, which, during the day, they 
had so copiously exhaled." 

Different soils possess this power in unequal degrees. 
During a night of 12 hours, and when the air is mnst, 
according to Schiibler, 1000 lbs. of perfectly dry 

Quartz sand will gain Ira 

Calcareous sand . 2 '• 

Loamy soil 21 " 

Clay loam 25 •' 

Pure agricultural clay 27 ' 

Sir Humphrey Davy found, that the power of attraction 
for water, generally proved an index to the agricultural 
value of soils. It is, however, but one means of judging 
of their value. Peaty soils and strong clays are very ab- 
Borbent of water, although not always the best for culti- 
vation. 

Sir H. Davy gives the following results of his experi- 
ments. When made perfectly dry, 1000 lbs. of a 

Very fertile soil from East Lothian, gained in an hour 18 lb» 

Very fertile soil from Somersetshire . . 16 " 

Soil, worth 45*., (rent) from Essex 13 ' 

Sandy soil, worth 28s., from Essex 11 '• 

Coarse sand, worth 15s. 8 ' 

Soil of Bagshot Heath 3 '' 

" This sort of attraction, however," suggests a writer in the Cyclopedia 
of Agriculture, " it may be believed, depends upon other causes besidei 
the attraction of adhesion. The power of attraction, which certain sub- 
stances exhibit for the vapor of water, is more akin to the force which 
enables certain porous bodies to absorb and retain many times theit 
volume of the different gases; as charcoal, of ammonia, of which it il 
■aid to absorb ninety times its own bulk." 

Here again, we find in the soil, an inexplicable Out be 
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neficent power, by which it supplies itself with moisture 
when it most needs it. 

"Warm air is capable of holding more vapor than cooler 
air, and the very heat of Summer supplies it with moisture 
by evaporation from land and water. As the air is cooled, 
at I'.ightfall, it must somewhere deposit the water, whict 
the hand of the Unseen presses out of it by condensation. 

The sun-dried surface of fertile, well drained soil, is in 
precisely the condition best adapted to receive the refresh- 
ing draught, and convey it to the thirsting plants. 

We may form some estimate of the vast amount ab- 
sorbed by an acre of land in a dry season, by considering 
that the clay loam, in the above statement, absorbed in 
12 hours a fortieth part of its own weight. 

OF DEW. 

Dev/ is one of the most ordinary forms in which mois- 
ture is deposited in and upon the soil, in its natural con- 
ditions. The absorbent power of artificially-dried soils, as 
has been seen, seems to depend much upon their chemical 
constitution ; and that topic has been considered, without 
special reference to the comparative temperature of the 
soil and atmosphere. The soil, as we have seen, absorbs 
moisture from the air, when both are of the same temper- 
ature, the amount absorbed depending also upon the phys- 
ical condition of the soil, and upon the comparative 
moisture of the soil and atmosphere. 

The deposition of dew results from a different law. All 
bodies throw off, at all times, heat, by radiation, as it ia 
termed. In the day-time, the sun's rays warm the earth, 
and the air is heated by it, and that nearest the surface ia 
heated most. Evaporation is constantly going on from 
the earth and water, and loads the air with vapor, and the 
warmer the air, the more vapor it will hold. 

When the sun gies down, the earth still continues to 
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thr jw off heat by radiation, and soon becomes cooler than 
the air, unless the same amount of heat be returned, by 
radiation from other surfaces. Becoming cooler than the 
air, the soil or plants cool the air which comes in contact 
with them ; and thus cooled to a certain point, the air can- 
not hold all the vapor which it absorbed while warmer, 
and part of it is deposited upon the soil, plant, or other 
cool surface. This is dew ; and the temperature at which 
the air is saturated with vapor, is called the dew-point. 
If saturated at a given temperature with vapor, the air, 
when cooled below this point, must part with a portion of 
the vapor, in some way ; in the form of rain or mist, if in 
the air ; in the form of dew, if on the surface of the earth. 

If, however, other surfaces, at night, radiate as much 
heat back to the earth as it throws off, the surface of the 
earth is not thus cooled, and there is no dew. Clouds 
radiate heat to the ea;th, and, therefore, there is less dew 
in cloudy than in clear nights. If the temperature of the 
earth sinks below the freezing-point, the aqueous vapor is 
frozen, and is then called frosi. 

To radiate back a portion of the heat thus thrown off by 
the soil and plants, gardeners cover their tender plants and 
vines with mats or boards, or even with thin cloth, and 
thus protect them from frost. If the covering touch the 
plants, they are often frozen, the heat being conducted off, 
by contact, to the covering, and thence radiated. Dew 
then is an effect, but not a cause, of cold. It imparts 
warmth, because it can be deposited only on objects cooler 
than itself. 

It has been supposed by many that the light of the moon 
promotes putrefaction. Pliny and Plutarch both affirm 
this to be true. Dew, by supplying moisture in the warm 
season, aids this process of decay. We have seen that 
dew is most abundant in clear nights ; and although all 
clear nights are not moonlight nights, yet all moonlight 
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nights are clear nights ; and this, perhaps, furnishes suffl 
cient grounds for this belief, as to the influence of the 
moon. 

The qnantity of dew deposited is not easily measured, 
it has, however, been estimated by Dr. Dalton, to amount, 
in England, to five inches of water in a year, or 500 tong 
to the acre, equal to about one quarter of our rain-fall 
during the six summer months 1 

Deep and well-pulverized soils attract much more 
moisture, in every form, from the atmosphere, than shal- 
low and compact soils. They, in fact, expose a much 
larger surface to the air. This is the reason why stirring 
the ground, even in the Summer drought, refreshes our 
fields of Indian corn. 
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CHAPTER XVn. 

INJUBT OF LAND BY DRAINAGE. 

Most Land cannot be Over-drained. — Nature a Deep drainer, — Over-drainin| 
of Peaty Soils. — Lincolnshire Fens; Visit to them in 1857. — 56 Bushels of 
Wheat to the Acre. — Wet Meadows subside by Drainage. — Conclusions. 

Is there no danger of draining land too much? May 
not land be over-drained ? These are questions often and 
very naturally asked, and which deserve careful consider- 
ation. The general answer would be that there is no 
danger to be apprehended from over-draining; that no 
water will run out of land that would be of advantage to 
our cultivated crops by being retained. In other words, 
Boils generally hold, by capillary attraction, all the 
moisture that is of any advantage to the crops cultivated 
on them ; and the water of drainage would, if retained 
for want of outlets, be stagnant, and produce more evil 
than good. 

We say this is generally true; but there are said to be 
exceptional cases, which it is proposed to consider. If we 
bear in mind the condition of most soils in Summer, wo 
shall see that this apprehension of over-draining is ground- 
less. The fear is, that crops will suffer in time of drought, 
if thoroughly drained. Now, we know that, in almost all 
New England, the water-table is many feet below tlie sur- 
face. Our wells indicate pretty accurately where the 
(rater-table :.-, and drains, unless cut as low as the surface 
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of the water la the wells, would not run a drop of water 
in Summer. 

Our farmers dig their wells twenty, and even fifty, feet 
deep, and expect that, every Summer, the water will sink 
to nearly that depth ; but they have no apprehension that 
their crops will become dry, because the water is not kept 
up to within three feet of the surface. 

The fact is, that Nature drains thoroughly the greater 
portion of all our lands ; so that artificial drainage, though 
it may remove surplus water from them more speedily 
in Spring, cannot make them more dry in Summer. And 
what thus happens naturally, on most of the land, with- 
out injury, cannot be a dangerous result to eft'ect by 
drainage on lands of similar character. By thorough- 
drainage, we endeavor to make lands which have an Im- 
pervious or very retentive subsoil near the uurface, suffi- 
ciently open to allow the surplus water to pass off, as it 
does naturally on our most productive upland, 

OVEE-DEAINING OF PEATT SOILS. 

No instance has yet been made public in America, of 
the injury of peat lands by over-drainage ; but there is a 
general impression among English writers, that peat soils 
are often injured in this way. The Lincolnshire Fens are 
cited by them, as illustrations of the fact, that these lands 
do not require deep drainage. 

Mr. Pusey says, "Every one who is practically ac- 
quainted with moory land, knows that such land may bo 
easily over-drained, so that the soil becomes dusty or 
kmhy, as it is called — that is, like a dry sponge — the 
white crops flag, and the turnip leaves turn yellow in a 
long drought." 

These Fens contain an immense extent of land. The 
Great Level of the Fern, H is paid, contains 600,000 acres 
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Mucb of this was formerly covered by the tides, and alt 
of it, as the name indicates, was of a marshy character. 
The water being excluded by embankments against the 
sea and rivers, and pumped out by steam engines, and 
the land under-drained generally with tiles, so that the 
height of the water is under the control of the proprietors, 
grave disputes have arisen as to the proper amount of 
drainage. 

An impression has heretofore prevailed, that these lands 
would be too dry if the water were pumped out, so as to 
reduce the water-table more than a foot or two below the 
surface, but this idea is now controverted. 

In July 1857, in company with three of the best farm- 
ers in Lincolnshire, the writer visited the Fens, and care- 
fully examined the crops and drainage. We passed a day 
with one of the proprietors, who gave us some information 
upon the point in question. He stated, that in general, the 
occupants of this land entertain the opinion, that the 
crops would be ruined by draining to the depth of four 
feet. So strongly was he impressed with the belief that 
a deeper drainage was desirable, that he had enclosed his 
own estate with separate embankments, and put up a steam- 
engine, and pumped out the water to the depth of four 
feet, while from the land all around him, it is pumped out 
only a foot and a half below the surface, though in Sum- 
mer it may sometimes fall somewhat lower. 

The crops on this land were astonishing. Our friends 
estimated that the wheat then growing and nearly ripe, 
would yield fifty-six bushels to the acre. Although this 
was considered a very dry season, the crops on the land 
of our host were fully equal to the best upon the Fens. 

The soil upon that part of the Fens is now a fine black 
loam of twelve or eighteen inches depth, resting upon 
clay. Upon other portions, the soil is of various depth 
and character, resting sometimes upon gravel. 
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Attention is called to these facts here, to show that the 
eommon impression that these lands will not bear deep 
drainage, is controverted among the occupants themselves, 
and may prove to be one of those errors which becomes 
traditional, we hardly know how. 

Most peat meadows, in New England, when first re- 
lieved of stagnant water, are very light and spongy. The 
eoil is filled with acids which require to be neutralized 
by an application of lime, or what is cheaper and equally 
effectual, by exposure to the atmosphere. These soils, 
when the water is suddenly drawn out of them, retain 
their bulk for a time, and are too porous and unsubstantial 
for cultivation. A season or two will cure this evil, in 
many cases. The soil will become more compact, and 
will often settle down many inches. It is necessary to 
bear this in mind in adjusting the drains, because a four- 
foot drain, when laid, may, by the mere subsidence of the 
land, become a three-foot drain. 

A hasty judgment, in any case, that the land is over- 
drained, should be suspended until the soil has acquirea 
compactness by its own weight, and by the ameliorating 
effect of culture and the elements. 

Mr. Denton, alluding to the opinion of "many intelli- 
gent men, that low meadow-land should be treated differ- 
ently to upland pasture, and upland pasture differently to 
arable land," says, "My o\yn observations bring me to 
the conclusion, that it is not possible to lay pasture-land 
too dry; for I have invariably remarked, during the recent 
dry Summer and Autumn particularly, that both in low- 
land meadows, and upland pastures, those lands which 
have been most thoroughly drained by deep and frequent 
drains, are those that have preserved the freshest ard 
most profitable herbage." 

While, therefore, we have much doubt whether any 
land, high or low, can be over-drained for general cultiva^ 
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tion, it is probable that a less expensive mode of drainage 
may be sometimes expedient for grass alone. 

While we believe that, in general, even peat soils maj 
be safely drained to the same depth with other soil, there 
seems to be a well-founded opinion that they may fre- 
quently be rendered productive by a less thorough system. 

The only safety for us, is in careful experiment with our 
own lands, which vary so riuch in character and location, 
tliat no precise rules can be prescribed for their treat 
pf«at. 
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CHAPTER XVm. 

OBSTEtTCTION OP DRAIN8. 

niM will fill up, unless well laid.— Obstruction by Sand or Silt.- Ob^trno 
tions at the Outlet from Frogs, Moles, Action of Frost, and Cattle. — Obstruc- 
tion by Roots. — Willow, Ash, &c.. Trees capricious. — Roots enter Peren- 
nial Streams. — Obstruction by Mangold Wurtzel. — Obstruction by Per- 
Oxide of Iron. — How Prevented — Obstruction by the Joints Filling. — 
No Danger with Two-Inch Pipes. — Water through the Pores. — Collars. — ■ 
How to Detect Obstructions. 

BtJT won't these tiles get filled up and stopped ? asks 
almost every inquirer on the snbject of tile draining. 

Certainly, they will, if not laid with great care, and 
with all proper precautions against obstructions. It can- 
not be too often repeated, that tile-drainage requires 
science, and knowledge, and skill, as well as money ; and 
no man should go into it blindfold, or with faith in his 
innate perceptions of right. If he does, his education will 
be expensive. 

It is proposed to mention all the various modes by 
which tiles have been known to be obstructed, and to 
iuggest how the danger of failure, by means of them, may 
bo obviated. 

Let not enterprising readers be alarmed at such an array 
of diflBculties, for the more conspicuous they become, the 
less is the danger from them. 

Obstruction ly Sand or Silt. Probably, more drains are 
rendered worthless, by being filled up with earthy matter, 
which passes with water through the joints of the tiles, 
than by every other cause 
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Fine sand will pass through the smallest aperture, if 
there is a current of water sufficient to moye it, and silt, 
or the fine deposit of mud or other earth, which is held 
almost in solution in running water, is even more insinuat- 
iLg in itfl ways than sand. 

Very often, drains are filled up and ruined by these 
deposits; and, uniess the fall be considerable, and the 
drain be laid with even descent, if earth of any kind find 
entrance, it must endanger the permanency of the work. 
To guard against the admission of everything but water, 
lay drains deep enough to be beyond the danger of water 
brusting in, in streamlets. Water should enter the drain 
at the bottom, by rising to the level of the tiles, and 
not by sinking from the surface directly to them. If the 
land is sandy, great care must be used. In draining 
through flowing sand, especially if there be a quick 
descent, the precaution of sheathing tiles is resorted to. 
That is done by putting small tiles inside of larger ones, 
breaking joints inside, and thus laying a double drain. 
This is only necessary, however, in spots of sand full of 
epring-water. Next best to this mode, is the use of collars 
over the joints, but tliese are not often used, though recom 
mended for sandy land. 

At least, in all laud not perfectly sound, be careful to 
secure the joints in some way. An inverted turf, care- 
fully laid over the joint, is oftenest used. Good, clean, 
fine gravel is, perhaps, best of all. Spent tan bark, when 
it is to be conveniently procured, is excellent, because it 
strains out the earth, while it freely admits water; and any 
particles of tan that find entrance, are floated out upon 
the water. The same may be said of sawdust. 

To secure the exit of earth that may enter at the joints, 
there should be care that the tiles be smooth inside, that 
they be laid exactly in line, and that there be a continuoua 
descent. If there be anv olace where the water rises in t.ha 
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tiles, IE that place, every particle of sand, or «.thei 
mattor heavier than water, will be likely to stop, until a 
barrier is formed, and the drain stopped. 

In speaking of the forms of tiles, the superiority of 
rounded openings over those wfth flat bottom has been 
shown. The greater head of water in a round pipe, gives 
it force to drive before it all obstructions, and so tends to 
keep the drain clear. 

Obstructions at the Outlet. The water from deep drains 
is usually very clear, and cattle find the outlet a conve- 
nient place to drink at, and constantly tread up the soft 
ground there, and obstruct the flow of water. All earthy 
matter, and chemical solutions of iron, and the like, tend 
to accumulate by deposit at the outlet. Frogs and mice, 
and insects of many kinds, collect about such places, and 
creep into the drains. The action of frost in cold regions 
displaces the earth, and even masonry, if not well laid ; 
and back-water, by flowing into the drains, hinders the 
free passage of water. 

All these causes tend to obstruct drains at the outlet 
If once stopped there, the whole pipe becomes filled with 
stagnant water, which deposits all its earthy matter, and 
3oon becomes obstructed at other points, and so becomes 
useless. The outlet must be rendered secure from all 
these dangers, at all seasons, by some such means as are 
suggested in the chapter on the Arrangement of Drains. 

Obstruction by roots. On the author's farm in Exeter, 
a wooden drain, to carry off waste water from a watering 
place, was laid, with a triangular opening of about four 
inches This was found to be obstructed the second year 
after it was laid ; and upon taking it up, it proved to be 
entirely filled for several feet, with willow roots, which 
grew like long, fine grass, thickly matted together, so as 
entirely to close the drain. There was a row of large 
willows al out thirty feet distant, and as the drain was but 
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about two fest deep, they found their way easily to it, and 
entering between the rough joints of the boards, not very 
carefully fitted, fattened on the spring water till they out- 
grew their new house. 

A aeighbor says, he never wants a tree within ten roda 
of any land he desires to plow ; and it would be unsafe to 
andertake to set limits to the extent of the roots of trees, 
'*No crevice, however small," says a writer, "is proof 
against the entrance of the roots of water-loving trees." 

The behavior of roots is, however, very capricious in 
this matter; for, while occasional instances occur of draine 
being obstructed by them, it is a very common thing for 
drains to operate perfectly for indefinite periods, where 
they run through forests and orchards for long distances 
They, however, who lay drains near to willows and ashes, 
and the like cold-water drinkers, must do it at the peril of 
which they are warned. 

Laying the tiles deep and with collars will afford the 
oest security from all danger of this kind. 

Thos. Gisborne, Esq., in a note to the edition of his 
Essay on Drainage published in 1852, says: 

'■ My own experience as to roots, in connection with deep pipe drain- 
ing, :a as follows : — I iiave never known roots to obstruct a pipe through 
which there was not a perennial stream. The flow of water in Supi- 
mer and early Autumn appears to furnish the attraction. I have never 
discovered that the roots of any esculent vegetable have obstructed a 
pipe. The trees which, by my own personal observation, I have found 
to be most dangerous, have been red willow, black Italian poplar, aldei 
ash. and broad-leaved elm. I have many aldiM'E in close contiguitj 
with important drains ; and, though I have never convicted one, I can 
not doubt that they are dangerous. Oak, and black and white thorns, 
I have not detected, nor do I suspect them The guilty trees have, io 
e^cry instance, been young and free growing ; I have never convicted 
an adult." 

Mangold-wnrzel, it is said by several writers, will some- 
times grow down into tile drains, even to the depth of foul 
feet, and entirely obstruct them ; but those are cases of 
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rerj rare occurrence. In thousands of instanaes, mangolds 
have been cultivated on drained land, even where tiles 
were but 2\ feet deep, without causing any obstruction of 
the drains. Any reader who is curious in such matters, 
may find in the appendix to the 10th Vol. of the Journal 
of the Eoyal Ag. Soc, a singular instance of obstruction 
oi drains by the roots of the mangold, as well as instances 
of obstructions by the roots of trees. 

Obstruction by Per-oxide of Iron. In the author's 
barn-cellar is a watering place, supplied by a half-inch 
lead pipe, from a spring some eight rods distant. This pipe 
several times in a year, sometimes once a week, in cold 
weather, is entirely stopped. The stream of water is never 
much larger than a lead pencil. We usually start it with 
a sort of syringe, by forcing into the outlet a quantity of 
water. It then runs very thick, and of the color of iron 
rust, sometimes several pails full, and will then run clear 
for weeks or months, perhaps. In the tub which receives 
the water, there is always a large deposit of this same col- 
ored substance ; and along the street near by, where the 
water oozes out of the bank, there is this same appearance 
of iron. This deposit is, in common language, called per- 
oxide of iron, though this term is not, by chemists of the 
present day, deemed sufficiently accurate, and the word 
Besqui-oxide is preferred in scientific works. 

Iron exists in all animal and vegetable matter, and in 
all soils, to some extent. It exists as protoxide of iron, in 
which one atom of iron always combines with one atom 
of oxygen, and it exists as sesqni-oxide of iron, from the 
Latin sesqui, which means one and a half, in which one 
and a half atoms of oxygen combine with one atom of 
iron. The less accurate term, per-oxide, has been adopted 
here, because it is found in general use by writeis on 
drainage. 

The thejry is that the iron exists in the soil, and is te'd 
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in soluilon in water as a protoxide, and is converted into 
per-oxido by contact with the air, either in the drains or 
at their outlets, and is then deposited at the bottom of th# 
water. 

In a pipe running full there would be, upon this theory, 
Qo exj)asure to the air, which should form the per-oxide. 
In the case stated, it is probable that the per-oxide is formed 
at the exposed surface of a large cask, at the spring, and 
is carried into the pipe, as it is precipitated. Common 
drain pipes would be full of air, which might, perhaps, in 
a feeble current, be sufficient to cause this deposit. 

Occasionally, cases have occurred of obstruction from 
this cause, and whenever the signs of this deposit are vis- 
ible about the field to be drained, care must be used to 
guard against it in draining. 

To guard against obstruction from per-oxide of iron, 
tiles should be laid deep, closely jointed or collared, with 
great care that the fall be continuous, and especially that 
there be a quick fall at the junctions of minor drains with 
mains, and a clear outlet. 

Mr. Beattie, of Aberdeen, says : " Before adopting 4 
feet drains, 1 had much difficulty in dealing with the iron 
ore which generally appeared at two to three feet from 
the surface, but by the extra depth the water filters off to 
the pipes free of ore. Occasionally, iron ore is found at a 
greater depth, but the floating substance is then in most 
cases lighter, and does not adhere to the pipes in the same 
way as that found near the surface." Arrangements should 
also be made for examining the drains by means of wells, 
and for flushing them by holding back the water until the 
drains are filled, and then letting it suddenly off, or, by 
occasionally admitting a stream of water at the upper end, 
when practicable, and thus washing out the pipes. Mr. 
Denton says * " It is found that the use of this contri ranof 
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for flushing, will get rid of the per-oxide of iron, about 
which so mHch complaint is made." 

Obstruotion hy Filling at the Joints. One would sup- 
pose that tiles might frequently be prevented from receiv- 
ing water, by the tilling up of the crevices betwean them. 
If water poured on to tiles in a stream, it would be likely 
to carry into these openings enough earthy matter to fill 
them ; but the whole theory of thorough-drainage rests 
upon the idea of slow percolation — of the passage of water 
in the form of fine dew, as it were — through the motion- 
less particles which compose the soil; and, if drains are 
properly laid, there oan be no motion of particles of earth, 
either into or towards the tiles. The water should soak 
through the ground precisely as it does through a wet 
cloth. 

In an article in the Journal of the Society of Arts, 
published in 1855, Mr. Thomas Arkell states that in 1846 
he had drained a few acres with 1\ inch pipes, about three 
feet deep, and 21 to 25 feet apart. The drains acted well, 
and the land was tolerably dry and healthy for the first 
few j'ears; but afterwards, in wet seasons, it was very wet, 
and appeared full of water, like undrained land, although 
<it the time all the drains were running, but very slowly. 
His conclusion was that mud had entered the crevices, and 
stopped the water out. He says he has known other per- 
sons, who had used small pipes, who had suffered in the 
same way. There are many persons still in England, who 
are so apprehensive on this point, that tliey continue to 
use horse-shoe tiles, or, as they are sometimes called, 
" tops and bottoms," which admit water more freely alon^ 
the jo'ats. 

The most skillful engineers, however, decidedly preter 
round pipes, but recommend that none smaller than one- 
and-a-half-inch be used, and prefer two-inch to any smaller 
lize. The circumference of a two-inch pipe is not fai 
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from nine inches, while that of a one-inch pipe, of com- 
mon thickness, is about half that, so that the opening ig 
^-wice as extensive in the two-inch, pipes as in the one-inch 
pipe. 

The ascertained instances of the obstruction of pipes, bj 
excluding the water from the joints, are very few. No 
doubt that clay, puddled in upon the tiles when laid, might 
have this effect ; but they who have experience in tile- 
drainage, will bear witness that there is far more difficulty 
in excluding sand and mud, than there is in admitting 
water. 

It is thought, by some persons, that sufficient water to 
drain land may be admitted through the pores of the tiles. 
We have no such faith. The opinion of Mr. Parkes, that 
about 500 times as much water enters at the crevices be 
tween each pair of tiles, as is absorbed through the tiles 
themselves, we think, to be far nearer the truth. 

Collars have a great tendency to prevent the closing up 
of the crevices between tiles ; but injuries to draina laid 
at proper depths, with two-inch pipes, even without collars, 
must be very rare. Indeed, no single case of a drain ob- 
structed in this way, when laid four feet deep, has yet 
come within our reading or observation, and it is rather 
as a possible, than even a probable, cause of failure, that 
it has been mentioned. 

HOW TO DETECT 0B8TRDCTI0N8 IN DRAINS. 

When a drain is entirely obstructed, if there is a con- 
siderable flow of water, and the ground is much descend- 
ing, the water will at once press through the joints of th« 
pipes, and show itself at the surface. By thrusting down 
a bar along the course of the drain, the place of the cb- 
Btruction will be readily determined ; for the water M'ill, at 
the point of greatest pressure, burst up in the hole mada 
■3J the bar, like a spring, while below the point of obstnac 



oBsrEucnoH of drains 821 

lion, there will be no upward pressure of the water, and 
above it, the pressure will be less the farther we go. 

The point being determined, it is the work of but few 
minutes to dig down upon the drain, remove carefully a 
few pipes, and take out tlie frog, or mouse, or the broken 
tile, if such be the cause of the difficulty. If silt or earth 
has caused the obstruction, it is probably because of a de- 
pression in the line of the drain, or a defect in some junc- 
tion with other drains, and this may require the taking up 
of more or less of the pipes. 

If there be but little fall in the drains, the obstruction 
will not be so readily found ; but the effect of the water 
will soon be observed at the surface, both in keeping the 
soil wet, and in chilling the vegetation upon it. If pro- 
per peep holes have been provided, the place of any ob- 
struction may readily be determined, at a glance into 
them. 

Upon our owu land, we have had two or three instances 
of obstruction by sand, very soon after the tiles were laid, 
and always at the junction of drains imperfectly secured 
with bricks, before we had procured proper branch-pipea 
for the purpose. 

A little experience will enable the proprietor at once to 
ietect any failure of his drains, and to apply the proper 
remedy. Obstructions from silt and sand are much more 
likely to occur during the first season after the drains are 
laid, than afterwards, because the earth is loose about the 
pipes, and more liable to be washed into the joints, that 
after it has become compact. 

On the whole, wa believe the danger to tile-drains, of 
obstruction, is very little, provided good tiles are used, and 
proper care is exercised in laying them. 
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CnAPTER XIX. 

DEAINAGK OF STIFF 0LAT8. 

OUj not Impervious, or it could not be wet and dried. — Puddling, what ta. 
— Water will stand over Drains on Puddled Soil. — Cracking of Clays bj 
Drying. — Drained Clays improve by time. — Passage of Water through 
Clay makes it permeable. — Experiment by Mr. Pettibone, of Vermont. — 
Pressure of Water in saturated Soil. 

It is a common impression that clay is impervious to 
water, and that, therefore, a clay soil cannot be drained, 
especially by deep under-drains. A moment's reflection 
will satisfy any one that such land is not absolutely im- 
[lervious. We find such land is wet in Spring, at any 
depth ; and, in the latter part of Summer, we find it com- 
paratively dry. How comes it wet, at any time, if water 
does not go into it ? And how comes it dry, at any time, 
if water does not come out of it ? 

In treating of the power of the soil to absorb moisture, 
we have shown that a clay soil will absorb more than 
half its weight and bulk of water, and that it holds mora 
water than any other soil, with, perhaps, the single excep- 
tion of peat. 

The facts, however, that clay may be wet, and may bo 
dried, and that it readily absorbs large quantities of 
water though they prove conclusively that it is not im- 
pervious to water, yet do not prove that water will pass 
through it with suificient rapidity to answer the practical 
purposes of drainage for agriculture. This point can only 
be satisfactorily determined by experiment. It is not neces- 
sary, however, that each farmer should try the experiment 
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for himself; because, although we ire very apt to think our 
owu case au exception to all general rules, it is not really 
probable that any new kind of clay will be discovered 
hereafter, that is so different from all other clay that is 
known, that established principles will not apply to it 
So far as our own observation extends, owners of claj 
farms always over-estimate the dilSculty of draining theii 
land. There are certain notorious facts with regard to 
clay, which mislead the judgment of men on this point. 
One of these facts is, that clay is used for stopping water, 
by the process called puddling. Puddled clay is used 
for the bottom of ponds, and of canals, and of reservoirs, 
and, for such purposes, is regarded as nearly, or quite 
impervious. 

We see that, on our clay fields, water stands upon the 
surface, especially in the ruts of wheels, and on headlands 
much trodden, late *n the season, and when, in other 
places, it has disappeared. This is due, also, to puddling. 

Puddling is merely the working of wet clay, or other 
soil, by beating, or treading, or stirring, until its particles 
are so finely divided that water has an exceedingly slow 
passage between them, with ordinary pressure. We see 
the effect of this operation on common highways, where 
water often stands for many days in puddles, because the 
surface has been ground so fine, and rendered so compact, 
by wheels and horses, that the water cannot find passage. 
This, however, is not the natural condition of any clay ; 
nor can any clay be kept in this condition, except by 
being constantly wet. If once dried, or subjected to the 
action of frost, the soil resumes its natural condition ot 
porosity, as will be presently explained. They who object 
to deep drainage, or to the possibility of draining stiff 
clays, point to the fact that water may be seen standing 
directly over the drains, on thorough-dj-ained fields. We 
bave seen this on our own fields. In one iustauoe, we 
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had, after laying tiles through a field, at 50 feet intervals, 
in the same Autumn, when the land was wet, teamed 
across it a large quantity of soil for compost, with a heavy 
ox-team. The next Spring, the water stood for many 
days in that track which passed across tile-drains, after it 
had disappeared elsewhere in the field. A fine crop of 
Indian corn grew on the field that year, but the effect of 
the puddling was visible the whole season. " One 'nch 
of wet and worked clay," says a scientific writer, " will 
prevent water from passing through, so long as it is kept 
wot, as effectually as a yard will do." 

" If," says Gisborne, " you eat off turnips with sheep, if you plow 
the land, or cart on it, or in any way puddle it, when it is wet, of 
course the water will lie on the surface, and will not go to your drains. 
A. four-foot drain may go very near a. pit, or a water- course, without 
attracting water from either, because ■water-courses almost invariably 
puddle their beds ; and the same effect is produced in pits by the treading 
of cattle, and even by the motion of the water produced by wind. A 
very thin film of puddle, always wet on one side, is impervious, because 
it cannot crack." 

In those four words, we find an allusion to the whole 
mystery of the drainage of clays — a key which unlocks 
the secret by which the toughest of these soils may bo 
converted, as by a fairy charm, to fields of waving grain. 

CRACKING OF CLAYS BY DETING. 

" In drying under the influence of the sun," says Pro£ 
Johnston, "soils shrink in, and thus diminish in bulk, in 
proportion to the quantity of clay, or of peaty matter, 
they contain. Sand scarcely diminishes at all in bulk by 
drying ; but peat shrinks one-fifth in bulk, and strong 
agricultural clay nearly as much." By laying drains in 
land, we take from it that portion of the water that will 
ran out at the bottom. The sun, by evaporation, then 
takes out a portion at the top. Tlie soil is thus contracted, 
and, as the ends of the field cannot approach each other, 
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both soil and Bubsoil are torn apart, and divided by a 
network of cracks and iissiires. Every one who is familiar 
with clay land, or who has observed the bottom of a ditch 
or frog pond by the roadside, must have observed these 
cracks, thus caused by the contraction of the soil in dry- 
ing. Tlie same contraction occurs in drier land, by cold, 
in Winter ; by which, in cold regions, deep rents are made 
in the earth, and reports, like those of cannon, are often 
heard. The cracking by drying, however, is more quiet 
in its effects, merely dividing the ground, noiselessly, into 
smaller and umaller masses, as the process proceeds. 
Were it not for this process, it may well be doubted 
whether clay lands could be effectually drained at all. 
Nature, however, seems to second our efforts here, for we 
have seen that the stiffer the clay, the greater the con- 
traction, and the more the soil is split up and rendered 
permeable by this operation. 

TTiese cracks are found, by observation, to commence 
at the drains, and extend further and further, in almost 
straight lines, into the subsoil, forming so many minor 
drains, or feeders, all leading to the tiles. These main 
fissures have numerous smaller ones diverging from them, 
so that the whole mass is divided and subdivided into the 
most minute portions. The main fissures gradually en- 
large, as the dryness increases, and, at the same time, 
lengthen out ; so that, in a very dry season, thoy may be 
traced tlie whole way between the drains. The following 
cut will give some idea of these cracks, or fissurcB, aa 
they exist in a dry time: 
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326 FASM DBAINAOX. 

Mr. GiBborne gays : '■' Clay lands always shrink and crack witi 
drought ; and the stiffer the clay, the greater the shrinking, as bricit 
makers well know. In the greit drought thirty-six years ago, wo saw 
in a very retentive soil in the Vale of Bel voir, cracks which it wai 
not very pleasant to ride among. Tliis very Summer, on land, which, 
wit"! reference to this very subject, the owner stated to be imper- 
vious, we put a walking-stick three feet into a sun-crack with' 
out finding a bottom, and the whole surface was a net-work ol 
cracks. In the drained soil, the roots follow the threads of vegetable 
mould which have been washed into the cracks, and get an abiding 
tenure. Earth-worms follow either the roots or the mould. PermanonI 
schisms are established in the clay, and its whole character ii 
changed." 

In the United States, the supply of rain is far less uni 
form than in England, and much severer droughts are ex- 
perienced. Thus the contraction, and consequent cracking 
of the soil, must be greater here than in that country. 

In laying drains more than four feet deep, in the stiffest 
clay which the author has seen, in a neighborhood furnish- 
ing abundance of brick and potter's clay, these cracks 
were seen to extend to the very bottoms of the drains, not 
in single fissures from top to bottom, but in innumerable 
seams running in all directions, so that the earth, moved 
with the pickaxe, came up in little cubes and flakes, and 
could be separated into pieces of an inch or less diameter. 
This was on a ridge which received no water except from 
the clouds, having no springs in or upon it, yet so nearly 
impervious to water, that it remained soft and muddy till 
late in June. In Midsummer, however, under our burn- 
ing sun, it had, by evaporation, been so much dried as to 
produce the effect described. 

In England, we learn, that these cracks extend to the depth of toul 
feet or more. Mr. Hewitt Davis stated in a public discussion, with re- 
ference to draining strong soils, that, " he gave four feet as the mini- 
mum depth of the drains in these soils, because he had always found 
that the cracks and fissures formed by the drought and changes of tena- 
perature, on the strongest clay, and which naade these bqUi permeablk 
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iztendad below this depth, and the water from the eurface might be 
■nade to reach the drains at this distance." 

In clay that lias never been dried, as for instance, that 
found under wet meadows from which the water has but 
recently been drawn, we should not, of course, expect to 
find these cracks. Accordingly, we find sometimes in clay 
pits, excavated below the permanent water-line, and in 
wells, that the clay is in a compact mass, and tears apart 
Hrithout exhibiting anything like these divisions. 

"We should not expect that, on such a clay, the full effect 
of drainage would be at once apparent. The water falling 
on the surface would very slowly find its way downward, 
at first. But after the heat of Summer, aided by the 
drains underneath, had contracted and cracked the soil, 
passages for the water would soon be found, and, after 
a few years, the whole mass, to the depth of the drains, 
would become open and permeable. As an old EnglisL 
farmer said of his drains. " They do better year by year ; 
the water gets a habit of coming to them." Although 
this be not philosophical language, yet the fact is correctly 
stated. Water tends towards the lowest openings. A 
deep well often diverts the underground stream from a 
shallower well, and lays it dry. A single railroad cut some- 
times draws off the supply of water from a whole neigh- 
borhood. Passages thus formed are enlarged by the pres- 
sure of the water, and new ones are opened by the causes 
already suggested, till the drainage becomes perfect for 
all practical purposes. So much is this cracking process 
relied on to facilitate drainage, that skillful drainers fre- 
quently leave their ditches partly open, after laying the 
tiles, that the heat may produce the more effect during 
the first season. 

As to the depth of drains in stiff clays, enough haa 
ali'eady been said, under the appropriate title. In Eng- 
land, the weight of authority is in favor of four-foot drainSi 
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In this country, a less depth has thus far, in gMtneral, been 
adopted in practice, but it is believed that this has been 
because a greater depth has not been tried. It is under- 
stood, thattlie most successful drainers in the State of New 
York, have been satisfied with three-foot drains, not, as it 
is believed, because there is any instance on record, in this 
country, of the failure of four-foot drains, but because the 
effect of more shallow drains has been so satisfactory, that 
it has been thought a useless expense to go deeper. To 
Mr. Johnston and to Mr. Delatield, of Seneca County, 
the country is greatly indebted for their enterprise and 
leadership in the matter of drainage. Mr. Johnston gives 
it as his opinion, that " three feet is deep enough, if the 
bottom is hard enough to lay tiles on ; if not, go deeper." 
Without intimating that any different mode of drainage 
than that adopted, would have been better on Mr. John 
ston's farm, we should be unwilling to surrender, even to 
the opinion of Mr. Johnston and his friends, our convic- 
tion that, in general, three-foot drains are too shallow. 
Mr. Johnston expressly disclaims any experience in drain- 
ing a proper clay soil. In the Country Oentlemcm, of 
June 10th, 1848, he says : 

" In a subsoil that is impervious to water, either by being a red 
day, blue clay, or hard-pan, within a foot of the surface, I would re- 
commend farmers to feel their way very cautiously in draining. If 
tiles and labor were as low here as in Great Britain, we could afford to 
make drains sixteen feet apart in such land, and then, by loosening the 
•oil, say twenty inches deep, by the subsoil plow, I think such land 
might be made perfectly dry ; but I don't think the time is yet come, 
considering the cost of tiles and labor, to undertake such an outlay ; 
but still it might pay in the end. I have found only a little of red 
day subsoil in draining my farm. I never had any blue day on 
my farm, or hard-pan, to trouble me ; but I can readily perceive 
that it must be equally bad to drain as the tenacious red clay. II 
I were going to purchase another farm, I would look a great deal 
more \jo the subsoil than the surface soil. If the subsoil is right 
the sorfaoe soil, I think, cannot be wrong." 
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In the same paper, under date of July 8th, Mr. John 
iton says, " The only experience I have had in digging 
Jito soils, to judge of draining out of this county (Seneca), 
was in Niagara." He states the result of his obsorvations 
thus : 

" A few inches below the surface I found a stiflfblue clay for about ten 
Uches deep, and as impervious to water as so much iron. Underneath that 
olue clay, I found a red clay, apparently innpervious to water ; but, as 
water could not get through the blue, I could only guess at that ; 
and, after spending the greater part of the day, with five men dig- 
ging holes from four to five feet deep, I found I knew no more how 
luch land could be drained, than a man who had never seen n drain 
dug. I advised the gentleman to try a few experiments, by digging 
a few ditches, as I laid them out, and plowing as deep as possible 
with a subsoil plow, but to get no tile until he saw if he could get a run 
of water. He paid my traveling expenses, treated me very kindly 
and I have heard nothing from him since.. 

" Now, if your correspondent's soil and subsoil is similar to that soil 
I would advise him to feel his way cautious'ly in draining. Certainly, 
no man would be fool enough to dig ditches and lay tile, if there is no 
water to carry off." 

In the Country Oentleman of Nov. 18th, 1858, we find 
an interesting statement, by Jolm S. Pettibone, of Man 
Chester, Vermont, partly in reply to the statement of Mr 
Johnston. 

The experiment by Mr. Pettibone, showing the increased 
permeability of clay, merely by the passage of water through 
it, is very interesting. He says, in his letter to the 
editor : 

" When so experienced a drainer as Mr. Johnston expresses an opin- 
ion that some soils cannot be drained, it is important we should know 
what the soil is which cannot be drained. He uses the word stiff Mm 
clay, as descriptive of the soil which cannot be drained. * * * 

" I had taken a specimen of what I thought to be stiff blue clay. 
Tnat clay, when wet, as taken out, would hold water about as well ai 
iron ; yet, from experiments I have made, I am confident that sue i clay 
■oil can be drained, and at much less expense than a hard-pan soil 
W«ter will paaa throngh sucli clay, and the clay become dry ; and aftc. 
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it becomes once dry, water -vrill, I am convinced, readily pas* dow« 
through such stiff hlue clay. The gpecimen was taken about three feet 
below the surface, and on a level with a brook which runs through thii 
clay soil. I filled a one hundred-pound nail-keg with clay taken from 
the same place. It was so wet, that by shaking, it came to a level, and 
water rose to the top of the clay. I had made holes in the bottom of 
the keg, and set it up on blocks. After twenty-four hours I came almost 
to the conclusion Mr. Johnston did, that water would not pass through 
this clay. This trial was during the hot, dry weather la£t Summer 
After some ten or twelve days the clay appeared to be dry. I thei 
made a basin-like excavation in the top of the clay, and put water in, 
and the water disappeared rather slowly. I filled the basin with watei 
frequently, and the oftener I filled it, the more readily it passed off. I 
left it for more than a week, when we had a heavy shower. After the 
<hower I examined the keg, and not a drop of water was to be seen. ] 
ihen took a chisel and cut a hole six inches down. I took out a piece 
like the one I dried in the house, and laid that up till it was perfectly 
dry. There was a plain difference between the appearance of the twc 
pieces. The texture, I should say, was quite different. That through 
lYhioh the water had passed, after it had been dried, was more open and 
porous. It did not possess so much of the blue cast. In less than one 
hour after the rain fell, the clay taken six inches from the top of the 
keg would crumble by rubbing in the hand." 

When we observe the effect of heat in opening clays to 
water by cracking, and the effect of the water itself, aided, 
as it doubtless is, by the action of the air, in rendering the 
soil permeable, we hardly need feel discouraged if the 
question rested entirely on this evidence ; but when we 
consider that thousands upon thousands of acres of the 
Btiffest clays have been, in England and Scotland, rescued 
from litter barrenness by drainage, and made to yield the 
largest crops, we should regard the question of practica- 
bility as settled. The only question left for decision ifl 
whether, under all the circumstances of each particulai 
case, the operation of draining our clay lands will be 
expedient — whether their increased value will paj' the 
exi)ense. It is often objected to deep drains in clays, that 
it is so far down to the drains that the water cannot read 
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fly pass through so large a mass. If we think merely of 
a drop of rain falling on the surface, and obliged to find it? 
devious way through the mazes of cracks and particles till 
: t gams an outlet at the bottom of four feet of clay, it doea 
seem a discouraging journey for the poor little solitary 
thing ; but there is a more correct view of the matter, 
which somewhat relieves the difficulty. 

All the wa,ter that will rim out of the soil has departed ; 
but the soil holds a vast amount still, by attraction. The 
rain begins to fall ; and when the soil is saturated, a portion 
passes into the drain; but it is, by no means, the water 
which last fell upon the surface, but that which was next 
the drain before the rain fell. If you pour water into a 
tube that is nearly full, the water which will first run 
from the other end is manifestly not that which you pour 
.n. So the ground is full of little tubes, open at both 
ends, in which the water is held by attraction. A drop 
upon the surface drives out a drop at the lower end, into 
to the drain, and so the process goes on — the drains begin- 
ning to run as soon as the rain commences, and ceasing to 
flow only when the principle of attraction balances the 
power of gravitation. 

PKESSUEE OF WItKE IN THE SOIL. 

In connection with the passage of water through clay soil, 
''t may be appropriate to advert to the question sometimes 
mooted, whether in a soil filled with water, at four feet 
Cepth, there is the same pressure as there would be, at the 
same depth, in a river or pond. The pressure of fluids oi: 
a given area, is, ordinarily, in proportion to their vertical 
height ; and the pressure of a column of water, four feet high 
would be sufficient to drive the lower particles into an 
opening like a drain, with considerable force, and the upper 
part of such a column would essentially aid the lower part 
in its downward passage. Does this pressure exist 3 Mr. 
Gisborne sneaks undoubtindy on this point, thus : 
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" We will assume the drain to be four feet deep,' and the wat«r-'.abl« 
to be at one foot below the surface of the sarth. Every particle of 
water which lies at three feet below the water-table, has on it the 
pressure of a column of water three feet high. This pressure will Arivt 
the particle in any direction in which it finds no resistance, with » 
rapidity varying inversely to the friction of the medium through whiob 
the column acts. The bottom of our drains will offer no resistance, and 
into it particles of water will be pushed, in conformity with the rule 
we have stated ; rapidly, if the medium opposes little friction ; slowly 
if it opposes much. The water so pushed in runs off by the I'ain, th« 
column of pressure being diminished in proportion to the water which 
runs oif." 

Mr. Thomas Arkell, in a paper read before the Society 
of Arts, in 1855, says, on this point : 

" The pressure due to a head of water of four or five feet, may be 
imagined from the force with which water will come through the crev- 
ices of a hatch, with that depth of water above it. Now, there is tht 
same pressure of water to enter the vacuum in the pipe-drain, as there 
18 against the hatches, supposing the land to be full to the surface." 

We do not find any intimation that there is any error in 
the view advanced by the learned gentleman quoted ; and 
if there is none, we have an explanation of the faculty 
which water seems to have, of finding its way into drain- 
pipes. Yet, we feel bound to confess, that, aside from 
authoi'ity, we should have supposed that tlie pressure 
due to a column of pure water, would be essentially les- 
sened, by the interposition of solid matte: between it» 
particlen. 
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CHAPTEE XX 

EFFECT OF DRAINAGE ON STEKAM8 AND IIIVEBS. 

Oiunuge Hastens the Supply to the Streams, and thus Creates Freshets.— 
Eifeot of Drainage on Meadows below; on Water Privileges. — Conflict 
of Manufacturing and Agricultural Interests. — English Opinions and 
Facts. — Uses of Drainage Water. — Irrigation. — Drainage Water for Stock. 
— How used by Mr. Mechi. 

The effect of drainage upon streams and rivers, has, 
perhaps, little to interest merely practical men, in this 
country, at present ; but the time will soon arrive, when 
mill-owners and land owners will be compelled to inves- 
tigate the subject. Men unaccustomed to minute inves- 
tigation, are slow to appreciate the great effects produced 
by apparently small causes ; and it may seem to many, 
that the operations of drainage for agriculture, are too 
insignificant in their details, perceptibly to affect the flow 
of mill-streams and rivers. A moment's thought will 
convince the most skeptical, that the thorough-drainage 
of the wet lands, even of a New England township, must 
produce sensible effects upon the streams which convey 
Its surplus water toward the sea. 

In making investigations to ascertain what quantity ot 
water may be relied upon to supply a reservoir, whether 
natural or artificial, for the use of a town or city, a survey 
is first taken of the district of territory which naturally is 
drained into the reserv'oir, and thus the number of square 
miles of surface is ascertained. Then the rain-tables are 
consulted, and the fall of rain upon the surveyed district 
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is computed. The ascertained proportion of raia-fall, 
which usually goes off by evaporation, is then deducred, 
which leaves with sufficient accuracy, the amount of water 
which flows both upon tlie surface, and through the soil, 
to the reservoir. "With proper deductions for waste by 
freshets, when the water will overflow the reservoir, nud 
for other known losses, a reliable estimate is readily made, 
im advance, of the quantity of water supplied to the 
reservoir. 

Now, these reservoirs Nature has placed in ail our 
valleys, in the form of lakes and ponds, and the drainage 
into them is by natural springs and streams ; and the 
annual amount of the water thus naturally flowing into 
them may be readily computed, if the area within their 
head-waters be known. If the earth's surface were, like 
iron, impervious to water, the rain-water would come in 
torrents "down the hill-sides, and along the gentle decli- 
vities, into the streams, creating freshets and inundations 
in a few hours. But instead of that, the soft showers fall, 
often on the open, thirsty soil, and so are gradually 
absorbed. A part of the rain-water is there held, until it 
returns by evaporation, to the clouds, wnile a part slowly 
percolates downward, finding its way into swamps and 
springy plains, and finally, after days or weeks of wander- 
ing, slowly, but surely, finds its outlet in the stream or 
pond. 

If now, this surplus of water, this part which cannot be 
evapo]-ated, and must therefore, sooner or later, enter the 
Stream or pond, be, by artificial chaimels, carried directly 
to its destination, without the delay of filtration through 
Bwamps and clay-banks ; the effect of rain to raise the 
streams and ponds, must be more sudden and immediate. 
Agricultural drdins furnish those artificial channels. The 
flat and mossy swamp, which before retained the water 
*ntil the Midsummer drought, and then slowly parted 
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with it, by evaporation or gradual filtration, now, by 
thorougli-drainage, in two or three days at most, sends all 
lis surplus water onward to the natural stream. The stag- 
nant clay-beds, which formerly, by slow degret s, allowed 
the water to filter through them to the wayside ditch, 
and then to the river, now, by drainage, contribute their 
proportion, in a few hours, to swell the stream. Thus, 
evaporation is lessened, and the amount of water which 
enters the natural channels largely increased ; and, what 
IS of more importance, the water which flows from the 
land is sent at once, after its fall from the heavens, into 
the streams. This produces upon the mill-streams a two- 
fold effect ; first, to raise sudden freshets to overflow the 
dams, and sweep away the mills ; and, secondly, to dry 
up their supply in dry seasons, and to diminish their 
water-power. 

Upon the low meadows which border the streams, the 
elfects of the drainage of lands above them are various, 
according to their position. In many cases, it must sub- 
ject them to inundation by Summer freshets, and must 
require for their protection, catch- waters and embank- 
ments, and large facilities for drainage. 

The effect of drainage upon "water privileges," must 
inevitably be, to lessen their value, by giving thcsm a 
sudden surplus, followed by drought, instead of a regular 
supply of water. Water-power companies and mill 
owners are never careless of their interests. Through the 
patriotic desire to foster home-manufactures, our State le- 
gislatures have granted many peculiar privileges to manu- 
facturing corporations. Indeed, all the streams and rivers 
of New England are chained to labor at their whee s. 

Agriculture has thus far taken care of herself, but is 
destined soon to come in collision with- the chartered 
privileges of manufactures. Many questions, touching 
ibe right of land-owners to change the naturil flow of th« 
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water, to the injury of mill-owners; many quostioui 
touching the right of mill-owners to obstruct the natural 
course of streams, to the injury of the farmer, will in- 
evitably arise in our Courts. Slowly, and step by step, 
must the lesser interest of manufactures, recede before thp 
advance of the great fundamental interest of agriculture, 
antil, in process of time, steam, or some yet undiscovered 
giant power, shall put its hand to the great wheel of the 
factory and the mill, and the pent-up waters shall subside 
to their natural banks. 

That these are not mere speculations of our own, may 
be seen from extracts which will be given from answers 
returned by distinguished observers of these matters in 
England and Scotland, to a question proposed to tbem as 
to the actual effects produced by extensive drainage. 
Some diversity of opinion is observable in the diflerent 
replies, which were made, independently in writing, and 
30 are more valuable. 

Mr. Smith. — " During dry periods, more particularly in Summer, the 
water in the streams is greatly lessened hy thorough-draining ; for 
there is so great a, mass of comparatively dry and absorbent soil to 
receive the rain, that Summer shower*, unless very heavy and contin- 
uous, will be entirely absorbed." 

Mr. Parkes. — " The intention and effect of a eompleto and system- 
atic under-drainage is the liberation of the water of rain more quioBly 
from the land than if it were not drained ; and therefore the natural 
rents, or rivers, very generally require enlargement or 'eepening it 
order to pass off the drainage water in sufficiently quick time, and so 
as to avoid flooding lower lands. 

" The sluggish rivers of the midland and southern counties of Eng- 
land especially, oppose great obstacles to land-drainage, being usually 
full to the banks, or nearly so, and converted into a series of ponds, by 
mill-dams erected at a few miles distance below each other ; so that, 
frequently, no effectual drainage of the richest alluvial soil composing 
the meadows, can be made, without forming embankments, or by pump- 
ing, or by resort to other artificial and expensive means. 

" The greater number of the corn and other water-mills throughout 
England ought to be demolished, for the advantage of agriculture, and 
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itoam-power should to be provided for the millers. I believe that such 
an arrangement would, in most cases, prove to be sconomical both to 
the landholder and the miller. 

" Every old authority, and all modern writers on land drainage in 
England, have condemned water-mills and mill-dams ; and if all t&e 
rivers of England were surveyed from the sea to their source, the milli 
upon them valued, the extent of land injured or benefitted by such 
mill-dams ascertained, and the whole question of advintage or injjry 
done to the land-owner appreciated and appraised, I have little doubt 
but that the injury done, would be found so greatly to exceed the rental 
of the mills, deduction being made of the cost of maintaining them, that 
it would be a measure of national economy, to buy up the mills, and 
give the millers steam-power." 

Mr. Spooner. — " The effect which extensive drainage produces on the 
main water-oouisos of districts, is that of increasing the height of their 
rise at flood times, and rendering the flow and subsidence more rapid 
than before. I have repeatedly heard the River Tweed adduced as a 
striking instance of this fact, and that the change has taken place within 
the observation of the present generation." 

Mr. Maccaw. — " It has been observed that, after extensive surface- 
drainage on the sheepwalks in the higher parts of the country, and 
when the lower lands were enclosed by ditches, and partially drained 
for the purposes of cultivation, all rivers flowing therefrom, rise more 
rapidly after heavy rains or falls of snow, and discharge their surplus 
waters more quickly, than under former circumstances." 

Mr. Beaitie. — " It renders them more speedily flooded, and to a 
greater height, and they fall sooner. Rivers are lower in Summer and 
higher in 'Winter." 

Mr. Nielson. — " The immediate effect of the drainage of higher lands 
has ctten been to inundate the lower levels." 

In a prize essay of Jolin Algernon Clarke, speaking of 
the effect of drainage along the course of tlic River Nene, 
in England, he says: 

"The upland farms are delivering their drain-water in much larger 
quantities, and more immediately after the downfall, than formerly, and 
swelling to the depth of three to six feet over the 20,000 acres of open 
ground, which form one vast reservoir for it above anrl below Peterborough. 
The Nene used to overflow its banks, to the extreme lieiulit, about the 
third day after rain; the floods now reach the .■<anic height in about 
half that time. Twelve hours' rain will generally cause au overflow 
of the land, which all lies unembanked from the sl-eain ; and where it 
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is already Ratnrated, thit takes place m six or e\'en in two hovrt 
Such a quick rise will cause one body of flood-'water to extend foi 
forty or fifty miles in succession, -with a widtli varying from a quar- 
ter of a mile to a mile ; but it stays sometimes for six yreeks, or even 
two months, upon the ground. And those floods come down with ari 
alarming power and velocity — ^bridges which have stood for a century 
are washed away, and districts where floods were previously unknowa 
have became liable to their sudden periodical inundations. The land 
being wholly in meadow, suffers very heavily from the destruction of its 
hay. So sudden are the inundations, that it frequently happens that 
hay made in the day has, in the night been found swimm.iig and gone. 
A public-house sign at Wansford commemorates the locally-famed cir- 
cumstance of a man who, having fallen asleep on a hay-cock, was 
carried down the stream by a sudden flood ; awakening just under the 
bridge of that town, and being informed where he was, he demanded, 
in astonishment, if this were ' Wansford in England.' " 

The fact that the floods in that neighborhood now reach 
their height in half their former time, in consequence of 
the drainage of the "upland farms," is very significant. 

Mr. Denton thus speaks upon the same point, though 
his immediate subject was '■hat of compulsory outfalls. 

" Although the quantity of land drained was small, in comparison to 
that which remained to be drained, the water which was discharged by 
the drainage already effected found its way so rapidly to the outfalls, 
•hat the consequences were becoming more and more injurious every 
day. Tne millers were now suffering from two causes. At times of 
tfxoess, after a considerable fall of rain, and when the miller was injuri- 
ously overloaded, the excess was increased by the rapidity with which 
the under-drains discharged themselves ; and as the quantity of water 
thus discharged, must necessarily lessen the subsequent supply, th« 
period of drought was advanced in a corresponding degree. As ihe 
millers already saw this, and were anticipating increasing losses, they 
would join in finding a substitute for water-power upon fair terms." 

It is not supposed, that any considerable practical effects 
of drainage, upon the streams of this country, have been 
observed. A treatise, however, upon the general snbjec( 
of Drainage, which should omit a point like this, which 
must, before many years, attract serious attention, would 
be quite incomplete. "Whether the effect of a system of 
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thorongb-drainage make for or against the interest of mill 
and meadow owners on the lower parts of streams, should 
have no influence over those who design only to present 
the truth, in all its varied aspects. 

As some compensation for the evils which may fall 
upon lands at a lower level, by drainage of uplands, it may 
be interesting to notice briefly in this place, some of the 
uses to which drainage-water has been applied, for the 
advantage of lower lands. In many cases, in Great 
Britain, the water of drainage has been preserved in re- 
servoirs, or artificial ponds, and applied for the irrigation 
of water meadows ; and as is suggested by Lieut. Maury, 
in a letter quoted in our introductory chapter, the same 
may, in many localities, be done in this country, and thus 
our crops of grass be often tripled, on our low meadows. 
In many cases, water from deep drains, will furnish the 
most convenient supply for barn yards and pastures. It 
is usually sufficiently pure and cool in. Summer, and is 
preferred by cattle to the water of running streams. 

On Mr. Mechi's farm at Tiptree Hall, in England, we 
observed a large ci'^tern, in which all the manure neces- 
sary for the highest culture of 170 acres of land, is liqui- 
fied, and from which it is pumped out by a steam engine, 
over the farm. All the water, which supplies the cistern, 
is collected from tile drains on the farm, where there had 
before been no running water. 
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CHAPTER XXI 

LEGISLATION ^DEAINAGE COMPANHS. 

England protects her Farmers. — Meadows ruined by Corporatiln danA- 
Old Mills often Nuisances.— Factory KeserToirg. — Flowage extends aboTi 
level of Dam. — Rye and Derwent Drainage. — Give Steam for Water-Power. 
— Sight to Drain through land of others. — Right to natural flow of Water, 
— I.<aw8 of Mass. — Right to Flow ; why not to Drain ? — Land-drainage 
Companies in England. — Lincolnshire Fens. — Government Loans for 
Drainage. 

Nothing more clearly shows the universal interest and confidence of 
Ihe people of Great Britian, in the operation of land-drainage, than tha 
acts of Parliament in relation to the subject. The conservatism of 
England, in the view of an American, is striking. She never takes a 
step till she is sure she is right. Justly proud of her position among 
the nations, she deems change an unsafe experiment, and what ha« 
been, much safer than what might be. Vested rights are sacred in 
England, and especially rights in lauds, which are emphatically real 
estate there. 

Such are the sentiments of the people, and such the sentiments of 
their representatives and exponents, the Lords and Commons. 

Yet England has been so impressed with the importance of improving 
the condition of the people, of increasing the wealth of the nation, ol 
enriching both tenant and landlord, by draining the land, that the Ui- 
tory of her legislation, in aid of such operations, affords a lesson of 
progress even to fast Young America. Powers have been granted, by 
which encumbered estates may be charged with the expenses of drain- 
age, so that remainder-men and reversioners, without their consent, 
ihall be compelled to contribute to present improvements ; so that care- 
less or ebstinate adjacent proprietors shall be compelled to keep open 
their ditches for outfalls to their neighbor's drains ; so that mill-damg, 
and other obstructions to the natural flow of the water, may be removed 
for Ibe benefit of agriculture ; and, finally, the Government has itsel/ 
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Airiushed funds, b) vray of loans, of millions of pounds, In aid of im- 
provements of this character. 

In America, where private individual right is usually compelled to 
yield to the good of the whole, and where selfishness and obstinacy do 
not long stand in the pathway of progress, obstructing manifest im- 
provement in the condition of the people ; we are yet far behind Eng 
land in legal facilities for promoting the improvement ot land culture 
This is because the attention of the public has not been particularly 
tailed to the subject. 

Manufacturing corporations are created by special acts of legislaticn. 
In many States, rights to flow, and ruin, by inundation, most valuable 
lands along the course of rivers, and by the banks of ponds and lakes, 
to aid the water-power of mills, are granted to companies, and the 
land-owner is compelled to part with his meadows for such oompensa 
tion as a committee or jury shall assess. 

In almost every town in New England there are hundreds, and 
often thousands, of acres of lands, that might be most productive to the 
farmer ; overflowed half the year with water, to drive some old saw-jnill, 
or grist-mill, or cotton-mill, which has not made a dividend, or paid 
expenses, for a quarter of a century. The whole water-power, which, 
perhaps, ruins for cultivation a thousand acres of fertile land, and 
divides and breaks up farms, by creating little creeks and swamps 
throughout all the neighboring valleys, is not worth, and would not be 
assessed, by impartial men, at one thousand dollars. Yet, though there 
IS power to take the farmer's land for the benefit of manufacturers, there 
is no power to take down the company - dam for the benefit of agricul- 
ture. An old saw-mill, which can only run a few days in a Spring 
freshet, often swamps a half-township of land, because somebody's 
great-grandfather had a prescriptive right to flow, when lands were of 
no value, and saw-mills were a public blessing. 

There are numerous cases, within our own knowledge, where the Tory 
land overflowed and ruined by some incorporated company, woui'd, if 
allowed to produce its natural growth of timber and wood, furnish ten 
times the fuel necessary to supply steam-engines, to propel the machinery 
carried by the water-power. 

Not satisfied with obstructing the streams in their course, the larger 
companies are, of late, making use of the interior lakes, fifty or a hun- 
dred miles inland, as reservoirs, to keep back water for the use of the 
mills in the summer droughts. Thus are thousands of acres of land 
drowned, and rendered worse than useless ; for the water is kept up till 
Midiummer and drawn off when a dog-day climate is juBt ready to 
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convert the rich and slimy sediment of the pond into pestilential rapon 
These waters, too, controlled by the mill-owners, are thus let down in 
floods, in Midsummer, to overflow the meadows and corn-fielde of tha 
farmer, or the intervals and bottom-lands below. 

Now, while we would never advocate any attack upon the rights of 
mill-owners, or ask them to sacrifice their interests to those of agricul- 
ture, it surely is proper to call attention to the injury which the produc 
tive capacity of the soil is suffering, by the flooding of our best tracti 
in sections of country where land is most valuable. Could not mill 
owners, in many instances, adopt steam instead of water-power, ana 
becoming la,nA-draining companies, instead of \&ad-drowning companies ; 
at least, let Nature have free course with her gently-flowing rivers, and 
allow the promise to be fulfilled, that the earth shall be no more cursed 
with a flood. 

We would ask for the land-owner, simply equality of rights with tha 
mill-owner. If a legislature may grant the right to flow lands, against 
the will of the owner, to promote manufactures, the same legislature 
may surely grant the right, upon proper occasion, to remove dams, and 
other obstructions to our streams, to promote agriculture. The rights 
of mill-owners are no more sacred than those of land-owners ; and the 
interests of manufactures are, surely, no more important than thosa 
of agriculture. 

We would not advocate much interference with private rights. In 
some of the States, no special privileges have been conferred upon 
water-power companies. They have been left to procure their rights 
of flowago, by private contract w' .a the land-owners ; and in such States, 
probably, the legislatures would be as slow to interfere with rights of 
flowage, as with other rights. Yet, there are cases where, for the prer 
Bervation of the health of the community, and for the general conve- 
■nience, governments have everywhere exercised the power if interfere 
ing with private property, and limiting the control of the owners. To 
preserve the public health, we abate as nuisances, by process of law 
•laughter -houses, and other establishments offensive to healtli and com- 
fort, and we provide.-by compulsory assessments upon land-owners, fo» 
•ewerage, for side- walks, and the like, in our cities. 

Everywhere, for the public good, we take private property for high 
ways, upon just compensation, and the property of corporations m thui 
taken, like that of individuals 

Again, we compel adjacent owners to fence their lands, and maintaia 
their proportion of division fences of the legal height, and we eleo 
fence viewers, with power to adjust equita' ly, the expenses of suoL 
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tencds. We assess bachelors and maidens, in most States, for the con- 
itruction of schoolhouses, and the education of the children of otliers 
and, in various ways, compel each member of society to contribute to the 
common welfare. 

How far it may be competent, for a State legislature to provide for, or 
insist in, the drainage of extensive and unhealthy marshes ; or how 
fav individual owners should be conr.pelled to contribute to a common 
improvement of their lands ; or how far, and in what cases, one land 
owner should be authorized to enter upon land of another, to secure or 
maintain the best use of his own land — these are questions which it ii 
unnecessary for us to attempt to determine. It is well that they should 
be suggested, because they will, at no distant day, engage much atten- 
tion. It is well, too, that the steps which conservative England has 
thought it proper to take in this direction, should be understood, that 
we may the bettor determine whether any, and if any, what course oui 
States may safely take, to aid the great and leading interest of our 
country. 

The swamps and stagnant meadows along our small streams and our 
rivers, which are taken from the farmer, by flowage, for the benefit of 
mills, are often, in New England, the most fertile part of the townships — 
equal to the bottom lands of the West ; and they are right by the doors 
of young men, who leave their homes with regret, because the rich 
land of far-off new States offers temptations, which their native soil can- 
not present. 

It is certainly of great importance to the old States, to inquire into 
these matters, and set proper bounds to the use of streams for water- 
powers. The associated wealth and influence of manufacturers, is 
always more powerful than the individual efforts of the land-owners. 

Reservoirs are always growing larger, and dams continually grow 
higher and tighter. The water, by little and little, creeps insidiously 
on to, and into, the meadows far above the obstruction, and the land- 
owner must often elect between submission to this aggression, and a 
tedious law-suit with a powerful adversary. The evil of obstructions 
to streams and rivers, is by no means limited to the land visibly flowed, 
nor to land at the level of the dam. Running water is never level, or 
it could not flow ; and in crooked streams, which flow through meadowsj 
obstructed by grass and bushes, the water raised by a dam, often stands 
many feet higher, at a mile or two back, than at the dam. It is ei- 
tremely difficult to set limits to the effect of such a flowage Water is 
flowed into the subsoil, or rather is prevented from running out j the 
natural drainage of the country is prevented ; and jiand whici> lusht well 
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be drained artificially, vrers the stream nol'obstructed, is found to lit 
BO near tlie level, as to he deprived of the requisite fall by back water, 
or the sluggish current occasioned by the dam. 

These obstructions to drainage have become subjects of much atten- 
tion, and of legislative intervention in various forms in England, and 
lome of the facts elicited in their investigations are very instructive. 

In a discussion before the Society of Arts, in 1855, in which man; 
gentlemen, experienced in drainage, took a part, this subject of obstruj- 
Hon by mill-dams came up. 

JMr. G. Donaldson said he had been much engaged in works of land, 
drainage, and that, in many instances, great difficulties were expe- 
rienced in obtaining outfalls, owing to the water rights, on the course ol 
rivers for mill-power, &c. 

Mr. R. Grantham spoke of the necessity of further legislation, " so ai 
to give power to lower bridges and culverts, under public roads, and 
straighten and deepen rivers and streams." But, he said, authority was 
wanting, above all, " for the removal of mills, dams, and other obstruo 
tions in rivers, which, in many cases, did incalculable injury, many 
times exceeding the value of the mills, by keeping up the level of 
rivers, and rendering it totally impossible to drain the adjoining 
lands." 

Mr. R. F. Davis said, " If they were to go into the midland districts, 
they would see great injury done, from damming the water for mills." 

In Scotland, the same difficulty has arisen. '■' In many parts of this 
country," says a Scottish writer, " small lochs (lakes) and dams are 
kept up. Tor the sake of mills, under old tenures, which, if drained, the 
land gained by that operation, would, in many instances, be worth ten 
times the rent of such mills." 

In the case of the Rye and Derwent Drainage, an account of 
which is found in the 14th Vol. of the Journal of the Royal Agri- 
cultural Society, a plan of compensation was adopted, where it becam* 
necessary to remove dams and other obstructions, which is worthy 
of attention. The Commissioners under the Act of 1846, removed 
the mill-wheels, and substituted steam-engines corresponding to the 
powei actually used by the mills, compensating, also, the proprietor! 
for utcouveuieuce, and the future additional expensiveness of the new 
power. 

" The claims of a short canal navigation, two fisheries, and tenant*' 
damages through derangement of business during the alterations, were 
disposed of without much outlay ; and the pecuniary advantiges of the 
Tork are apparent from lh« fact, that a single flood, such as frequeutll 
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orerflowed the land, has been known to dc more damage, if fairlf 
valued in money, than the whole sum expended undfr the act." 

Under this act, it became necessary for the Commissioners to esti- 
mate the comparative cost of steam and water-power, in order to carr» 
pat thuir idea of giving to the mill-owners a steam-power equi 'aleui 
u) their water-power. 

" As the greater part of their water-power was employed on corn 
»*<i flour-mills, upon these the calculations were chiefly based. It 
srais generally admitted to be very near the truth, that to turn a pair 
Df flour-mill stones properly, requires a power equal to that of two- 
and-a-lialf horses, or on an average, twenty horses' power, to turn and 
work a mill of eight-pairs of stones, and that the total cost of a twenty- 
borse steam-engine, with all its appliances, would be $5,000, or $250 
per horse power." 

Calculations fbr the maintenance of the steam-power are also given , 
but this depends so much on local circumstances, that English esti- 
mates would be of little value to us. 

The arrangements in this case with the mill-owners, were made by 
contract, and not by force of any arbitrary power, and the success of 
the enterprise, in the drainage of the lands, the prevention of damage 
by floods, especially in hay and harvest-time, and in the improvement 
of the health of vegetation, as well as of man and animals, is said to be 
strikingly manifest. 

This act provides for a " water-bailiff)" whose duty it is to inspect 
the rivers, streams, water-courses, &c., and enforce the due mainte 
nance of the banks, and the uninterrupted discharge of the waters at all 
times. 

COMPIJLBOBT OUTFALLS. 

It often happens, especially in New England, wiiere farms are small, 
and the country is broken, that an owner of valuable lands overcharged 
with water, perhaps a swamp or low meadow, or perhaps a field of 
apland, lying nearly level, desires to drain his tract, but cannot find 
iufficient fall, without going upon the land of owners below. These 
adjacent owners may not appreciate the advantages of drainage ; or 
their lands may not requirfi it ; or, what is not unusual, they may from 
various motives, good and evil, refuse to allow their lands to be meddled 
with. 

Now, without desiring to le understood as speaking judicially, we 
know of no authority of law by which a land-owner may enter upon 
the territory of his neighbor for the purpose of draining his own land, 
and perhaps no such power should ever be conferred. All owners upon 
ttreams, great and small, have however, the right to the natural flow 
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of the water, both ab« :e and below. Their neighbors below oannM 
obstruct a stream to as to flow back the water upon, or into, ths land 
above ; and where artificial water-courses, as ditches and drains haT« 
iong been opened, tlie presumption would be that all persons benefitted 
by them, have the right to have them Icept open. 

Parliament is held to be omnipotent, and in the act of 1847, known 
u Lord Lincoln's Act, its power is well illustrated, as is also the deter- 
mination of the British nation that no trifling impediments shall hindel 
the progress of the great work of draining lands for agriculture. The 
act, in effect, authorizes any person interested in draining his lauds, to 
elear a passage through all obstructions, wherever it would be worth 
the expense of works and compensation. 

Its general provisions may be found in the 15th Vol. of the Journal 
of the Royal Agricultural Society. 

It is not the province of the author, to decide what may properly be 
done within the authority of different States, in aid of public or private 
drainage enterprises. The State Legislatures are not, like Parliament, 
omnipotent. They are limited by their written constitutions. Perhaps 
no better criterion of power, with respect to compelling contribution, bj 
persons benefitted, to the cost of drainage, and with interfering with 
individual rights, for public or private advantage, can be found, than 
the exercise of power in the cases of fences and of flowage. 

If we may lawfully compel a person to fence his land, to exclude the 
cattle of other persons, or, if he neglect to fence, subject him to their 
depredations, without indemnity, as is done in many States ; or if we 
may compel him to contribute to the erection of division fences, of a 
given height, though he has no animal in the world to be shut in or out 
of his field, there would seem to be equal reason, in compelling him to 
dig half a division ditch for the benefit of himself and neighbor. 

If, again, as we have already hinted, the Legislature may authorize 
a corporation to flow and inundate the land of an unwilling citizen, to 
riiiie a water-power for a cotton-mill, it must be a nice discrimination 
of powers, that prohibits the same Legislature from authorizing the 
enlry into lands of a protesting mill-owner, or of an unknown or cross- 
grained proprietor, to open an outlet for a valuable, health-giving syi 
tem of drainage. 

In the valuable treatise of Dr. Warder, of Cincinnati, recently pub 
lished in New York, upon Hedges and Evergreens, an abstract is given 
of the statutes of most of our States, upon the subject of fenecs, and 
we know of no other book, in which so good an idea of the legislatioi 
in this subject, can be so read y obtimed. 
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By the statuteg of Massachusetts, any peisoj may erect and meiatain 
» water-mill, and dam to raise water for working it, upon and acrost 
any stream that is not navigable, provided he does not interfere with 
existing mills. Any person whose land is overflowed, may, on complaint 
have a trial and a verdict of a jury ; which may fix the height of the 
dam, decide whether it shall be left open any part of the year, and fix 
eompensation, either annual or in gross, for the injury. All other reme- 
iies for such flowage are taken away, and thus the land of the owner 
may be converted into a mill-pond against his consent. 

We find nothing in the Massachusetts statutes which gives to land- 
• nnerp, desirous of improving their wet lands, any power to inte-fere 
m any way with the rights of mill-owners, for the drainage of landt 
The statutes of the Commonwealth, however, make liberal and strin 
lent provisions, for compelling unwilling owners to contribute to tne 
irainage of wet lands. 

For the convenience of those who may be desirous of procuring legis 
lation on this subject, we will give a brief abstract of the leading 
'tatute of Massachusetts regulating this matter. It may be found in 
Chapter 115 of the Revised Statutes, of 1836. The first Section ex- 
plains the general object. 

" When any meadow, swamp, marsh, beach, or other low land, shall 
be held by several proprietors, and it shall be necessary or useful to 
drain or flow the same, or to remove obstructions in rivers or streams 
leading therefrom, such improvements may be effected, under the direc- 
tion of Commissioners, in the manner provided in this chapter.'' 

The statute provides that the proprietors, or a greater part of them 
in interest, may apply, by petition, to the Court of Common Pleas, 
letting forth the proposed improvements, and for notice to the proprie- 
tors who do not join in the petition, and for a hearing. The court may 
then appoint three, five, or seven commissioners to cause the improve- 
ments to be effected. The commissioners are authorized to "causa 
dams or dikes to be erected on the premises, at such places, and in such 
manner as they shall direct ; and may order the land to be flowed 
theieby, for such periods of each year as they shall think most benefi. 
eiai, and also cause ditches to be opened on the premises, and obstruo' 
tions in any rivers or streams leading therefrom to be removed." 

Provision is made for assessment of the expenses of the improvement*, 
upon all the proprietors, according to the benefit each will derive from it, 
and for the collection of the amount assessed. 

" When the commissioners shall find it necessary or expedient to 
reduce or raise the waters, for the purpose of obtaining a view of thf 
gremises, or for the more eonvenient oi expeditious removal •/ obstme 
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tions therein, they may open the flood-gates of any mill, or make othei 
needful passages through or round the dam thereof or erect a temporary 
dam on the land of any person, who is not a party to the proceedings, 
and may maintain such dam, or such passages for the water, as long ai 
riiall be necessary for the purposes aforesaid." 

Provision is made for previous notice to persons who are not par 
ties, and for compensation to them for injuries occasioned by the inter 
ferecce, and fc ; appeal to the courts. 

This statute gives, by no means, the powers necessary to compel 
contribution to all necessary drainage, because, first, it is limited in iti 
application to " meadow, swamp, marsh, beach, or other low land." 
The word meadow, in New England, is used in its original sense of flal 
and wet land. Secondly, the statute seems to give no authority to open 
permanent ditches on the land of others than the owners of such low 
land, although it provides for temporary passages for the purposes of 
" obtaining a view of the premises, or for the more convenient or expe- 
ditious removal of obstructions therein" — the word "therein" referring 
to the " premises " under improvement, so that there is no provision for 
outfalls, under this statute, except through natural streams. 

By a statute of March 28, 1855, the Legislature of Massachusetts 
has exercised a pouter as extensive as is desirable for all purposes of 
drainage, although the provisions of the act referred to are not, per- 
haps, BO broad as may be found necessary, in order to open outfalls and 
remove all obstructions to drainage. As this act is believed to be pecu- 
liAr, we give its substance : 

" All Act to authorize the making of Roads and Drains in certam 
cases. 

"Sect. 1. Any town or city, person or persons, company or body 
eorporate, having the ownership of low lands, lakes, swamps, quarries, 
inines, or mineral deposits, that, by means of adjacent lands belonging 
to other persons, or occupied as a highway, cannot be approached, 
worked, drained, or used in the ordinary manner without crossing said 
lands or highway, may be authorized to establish roads, drain*, ditches, 
tunnels, and railways to said places in the manner herein provided. 

" SioT. 2. The party desiring to make such improvements shall file 
a petition therefor with the commissioners of the county in which the 
premises are situated, setting forth the names of the persons interested 
if known to the petitioner, and also, in detail, the nature of the pro- 
posed improvement, and the situation of the adjoining lands." 

Skct 3 provides for nitice to owners and town authorities. 

Sect 4 provides for a hearing, and laying out the improvement, aai 
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Mieesment of damages upon the respective parties, " having strict re- 
gard to the benefits which they will receive." 

Sbct. 5 provides for repairs by a majority of those benefitted ; and 
Sect. 6 for tq peals, as in the rase of highways. 

By an act of 1867, this act was so far amended as to authorize the 
application for the desired improvement, to be made to the Selectmen 
of the town, or the Mayor and Aldermen of the city, in case the lands 
over which the improvement is desired are all situated in one town oi 
eity. 

It is manifest certainly, that the State assumes power sufficient to 
authorize any interference with private property that may be necessary 
for the most extended and thorough drainage operations. The power 
which may compel a man to improve his portion of a swamp, may 
apply as well to his wet hill-sides ; and the power which may open 
temporary passages through lands or dams, without consent of the 
owner, may keep them open permanently, if expedient. 

LAND DRAINAGE COMPANIES. 

Besides the charters which have at various times, for many centuries, 
been granted to companies, for the drainage of fens and marshes, and 
other lowlands, in modern times, great encouragement has been given 
by the British Government for the drainage and other improvement of 
highlands. Not only have extensive powers been granted to compa- 
nies, to proceed with their own means, to effect the objects in view, but 
the Government itself has advanced money, by way of loan, in aid of 
drainage and like improvements. 

By the provisions of two acts of Parliament, no less than $20,000,009 
have been loaned in aid of such improvements. These acts are gene- 
rally known as Public Moneys Drainage Acts. There are already 
four chartered companies for the same general objects, doing an immensB 
amount of business, on private funds. 

It will be sufficient, perhaps, to state, in general terms, the mode of 
operation under these several acts. 

Most lands in England are held under inoumbrsvnces of some kinO. 
Many are entailed, as it is termed ; that is to say, vested for life in 
certain persons, and then to go to others, the tenant for life having no 
power to sell the property. Often, the life estate is owned by one per 
eon, and the remainder by a stranger, or remote branch of the family, 
whom the life-tenant has no desire to benefit. In such cases, the tenant, 
or occupant, would be unwilling to make expensive improvements at 
ms ovm cost, which might benefft himself but a fevr vears, and then go 
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On tlie otUor hand, the remainder-man would have no right to meddl* 
with the property while the tenant-for-life was in possession ; and it 
wcnld be rare, that all those interested could agree to unite in efforts to 
Increase the general value of the estate, by such improvements. 

The great object in view was, then, to devise means, by which such 
•states, suffering for want of systematic, and often expensive, drainage 
•perations, might be improved, and the cost of improvement be charged 
»n the estj,te, so as to do no injustice to any party interested. 

The plun finally adopted, is, to allow the tenant or occupant to have 
the impruvement made, either by expending his private funds, or by 
borrowing of the Government or the private companies, and having the 
amount expended, made a charge on the land, to be paid, in annual pay- 
ments, by the person who shall be in occupation each year. Under 
one of these acts, the term of payment is fixed at 22 years, and under 
a later act, at 50 years. 

Thus, if A own a life-estate in lands, and B the remainder, and the 
estate needs draining, A may take such steps as to have the improvo- 
nent made, by borrowing the money, and repaying it by yearly pa; 
ments, in such sums as will pay the whole expenditure, with interest, 
in twenty-two or .fifty years : and if A die before the expiration of the 
term, the succeeding occupants continue the payments until the whole 
is paid. 

A borrows, for instance, $1,000, and expends it in draining the lands. 
St is made a charge, like a mortgage, on the land, to be paid in equal 
annual payments for fifty years. At six per cent., the annual payment 
will be but about $63.33, to pay the whole amount of debt and the 
interest, in fifty years. A pays this sum annually as long as he lives, 
and B then takes possession, and pays the annual installment. 

If the tenant expend his own money, and die before the whole term 
expire, lie may leave the unpaid balance as a legacy, or part of his own 
wtate, to his heirs. 

The whole proceeding is based upon the idea, that the rent or income 
of the property is sufficiently increased, to make the operation advant- 
ageous to all parties. It is assumed, that the operation of drainage, 
under one of these statutes, will be effectual to increase the rent of the 
land, to the amount of this annual payment, for at least fifty years. 
The fact, that the British Government, after the most thorough investi- 
gation, has thus pronounced the opinion, that drainage works, properly 
conducted, will thus increase the rent of land, and remain in full 
operation a half century at least, affords the best evidence possible, botk 
cf the utility and the durability of tile drainage. 
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CHAPTEE XXn. 

DRAIITAOE OF 0ELLAB8. 

Wtt Cellars Unhealthful. — Importance of Cellars in New England. — A 
Olitnce at the Garret, by way of Contrast.— Necessity of Drains. — Sketch 
of an Inundated Cellar. — Tiles best for Drains. — Best Plan of Cellar 
Drain ; Illustration. — Cementing will not do. — Drainage of Barn Cellars.— 
Uses of them. — Actual Drainage of a very Bad Cellar described. — Draini 
Outside and Inside ; Illustration. 

No person needs to be informed that it is unhealthful, 
as well as inconvenient, to have water, at any time of the 
year, in the cellar. In New England, the cellar is an 
essential part of the house. All sorts of vegetables, roots, 
and fruit, that can be injured by frost, are stored in cellars; 
and milk, and wine, and cider, and a thousand " vessels of 
honor," like tubs and buckets, churns and washing- 
machines, that are liable to injury from heat or cold, or 
other vicissitude of climate, find a safe retreat in tho 
cellar. Excepting the garret, which is, as Ariosto repre- 
sents the moon to be, the receptacle of all things useless 
ca earth, the cellar is the greatest " curiosity shop" of th« 
establishment. 

The poet finds in the moon, 

" Whate'er was wasted in our earthly state, 
Here safely treasured — each neglected good. 
Time squandered, and occasion ill-bestowed ; 
There sparkling chains he found, and knots of gold, 
The specious ties that ill-paired lovers hold ; 
Each toil, each loss, each chance that men soatala, 
Sbtc Folly, which alone pervades them all. 
Tor Folly never quits this earthly ball. 
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In the garret, are the old spinning wheel, the clock reel, 
the linen wheel with its distaff, your grandfather's knap- 
sack and cartridge-box and Continental coat, your great- 
aunt's Leghorn bonnet and side-saddle, or pillion, great 
files of the village newspapers — the " Morning Cry''' and 
" Midnight Yell,'^ besides worn out trunks and boxet 
iritliout number. In the cellar, are the substantial— 
barrels of beef, and pork, and apples, " taters " and turnips ; 
in short, the Winter stores of ihe family. 

Many, perhaps most, of the cellars in New England are 
in some way drained, usually by a stone culvert, laid a 
little lower than the bottom of the cellar, into which the 
water is conducted, in the Spring, when it bursts through 
the walls, or rises at the bottom, by means of little ditches 
Bcooped out in the surface. 

In some districts, people seem to have little idea of 
drains, even for cellars ; and on flat land, endeavor to set 
their houses high enough to have their cellars above 
ground. This, besides being extremely inconvenient for 
passage out of, and into the house, often fails to make a 
dry cellar, for the water from the roof runs in, and causes 
a flood. And such accidents, as they are mildly termed 
by the improvident builders, often occur by the failure of 
drains imperfectly laid. 

No child, who ever saw a cellar afloat, during one of 
these inundations, will ever outgrow the impression. You 
Etand on the cellar stairs, and below is a dark waste of 
waters, of illimitable extent. By the dim glimmer of the 
dip-candle, a scene is prssented which furnishes a toler- 
able picture of " chaos and old niglit," but defies all de- 
scription. Empty dry casks, with cider barrels, wash- 
tubs, and boxes, ride triumphantly on the surface, while 
half filled vinegar and molasses kegs, like water-logged 
ships, roll heavily below. Broken boards and planks, old 
hoops, and staTes, and barrel heads innumerable, are buoy- 
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ant with this change of the elements; while fixating turnips 
and apples, with, here and there, a brilliant cabbage head, 
gleam in this subterranean firmament, like twinkling 
stars, dimmed by the efl'iilgence of the moon at her full. 
Magnificent among the lesser vessels of the fleet, " like 
Bcme tall ad.nirai," rides the enormous " mash-tub," while 
the astonished rats and mice are splashing about at its 
base in the dark waters, like sailors just washed, at mid- 
night, from the deck, by a heavy sea. 

The lookers-on are filled with various emotions. The 
farmer sees his thousand bushels of potatos submerged, 
and devoted to speedy decay ; the good wife mourns for 
\er diluted pickles, and apple sauce, and her drowned 
firkins of butter; while the boys are anxious to embark 
on a raft or in ihe tubs, on an excursion of pleasure and 
discovery. 

To avoid such scenes as the above, every cellar which 
is not upon a dry sandbank, should be provided with a 
drain of some kind, which will be at all times, secure. 

For a main drain from the cellar, four or six-inch tiles 
are abundantly suflieient, and where they can be reason- 
ably obtained, much cheaper than stone. The expense of 
excavation, of hauling stone, and of laying them, will 
make the expense of a stone drain far exceed that of a 
tile drain, with tiles at fair prices. The tiles, if well 
jecured at the inlet and outlet of the drain, will entirely 
exclude lats and mice, which always infest stone drains to 
cellars. Care must be taken, if the water is conducted 
on the surface of the cellar into the drain, that nothing 
but pure water be admitted. This may be effected by a 
fine strainer of wire or plate ; or by a cess-pool, which ia 
better, because it will also prevent any draft of a'r through 
the drain. 

The very best method of draining a cellar is that adopted 
hy the writer, on hit own premises. It is, in fact, a mere 
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application of the ordinary principles of field diainaga. 
The cellar was dug in sand, which rests on clay, a foot or 
two below the usual water-line in winter, and a drain of 
chestnut plank laid from the cellar to low land, some 20 
rods off. Tiles were not then in use in the neighborhood, 
and were not thought of, when the house was built. 

In the Spring, water came up in the bottom of the eel» 
lar, and ran out in little hollows made for the purpose, on 
the surface. 

Not liking this inconvenient wetness, we next dug 
trenches a few inches deep, put boards at the sides to ex- 
clude the sand, and packed the trenches with small stones. 
This operated better, but the mice found pleasant accom- 
modations among the stones, and sand got in and choked 
the passage. Lastly, tiles came to our relief, and a perfect 
preventive of all inconvenient moisture was found, by 
adopting the following plan : 

The drain from the cellar was taken up, and relaid 18 
inches below the cellar-bottom, at the outlet. Then a 
trench was cut in the cellar-bottom, two feet from the 
wall, a foot deep at the farthest corner from the outlet, 
and deepening towards it, round the whole cellar, follow- 
ing the course of the walls. In this trench, two-inch pipe 
tiles were laid and carefully covered with tan-bark, and 
the trenches filled with the earth. This tile drain was 
connected with the outlet drain 18 inches under ground, 
and the earth levelled over the whole. This was done two 
years ago, and no drop of water has ever been visible in 
the cellar since it was completed. The water is caught 
by the drain before it rises to the surface, and conducted 
away. 

Vegetables of all kinds are now laid in heaps on the 
cellar-bottom, winch is just damp enough to pack solid, 
and preserves vegetalles better, in a dry cellar, than casks, 
or bins with floors. 
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A. little sketch of this mode of draining cellars, repre- 
lenting the celler referred to, will, perhaps, present the 
matter more clearly. 



Fig. 99— Dbadtasi or OraujL 

Many persons have attempted to exclude water from their 
cellars by cementing them on the bottom, and part waj np 
on the sides. This might succeed, if the cellar wall were 
laid very close, and in cement, and a heavy coating of ce- 
ment afolied to the bottom. A moment's attention to the 
subject will show that it is not likely to succeed, as expe- 
rience shows that it seldoa^, if ever, does. 

The water which enters cellars, frequently runs from 
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the Kiirface behind the cellar wall, where rats always Keep 
open passages, and fills the ground and these passages; 
especially when the earth is frozen, to tlie surface, thus 
giving a column of water behind the wall six or eight 
feet in lieight. Tlie pressure of water is always in 
proportion to its height or head, without reference to 
the extent of surface. The pressure, then, of the water 
against the cemented wall, would be equal to the pres- 
sure of a full niilj-pond against its perpendicular dam 
of six or eight feet height 1 No sane man would think of 
tightening a dam, M'ith seven feet head of water, by plas- 
tering a little cement on the down-stream side of it, which 
might as well be done, as to exclude water from a cellar 
by the process, and under the conditions, stated. 

DEAINAGE OF BARN CELLARS. 

Most barns in New England arc constructed with good 
substantial cellars, from six to nine feet deep, with solid 
walls of stone. They serve a three-fold purpose; of keep- 
mg manure, thrown down from the cattle and horse stalls 
above; of preserving turnips, mangolds, and other vegeta- 
bles for the stock ; and of storing carts, wagons, and other 
farm implements. Usually, the cellar is divided by stone, 
brick, or wood partitions, into apartments, devoted to each 
of the purposes named. The cellar for manure should 
not be wet enough to have water flow away from ;'t, not 
dry enough to have it leach. For the other purposes, a dry 
ellar is desirable. 

Perhaps the details of the drainage of a barn cellar on 
ou own premises, may give our views of the best mode 
of drainage, both for a manure cellar, and for a root and 
implement cellar. Tlie barn was built in 1849, on a site 
sloping slightlj to the south. In excavating for the 
wall, at about seven feet below the height fixed for 
the sills, we came upon a soft, blue clay, so nearly fluid 
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that a ten-foot pole was easily thrust down out of iilght, 
perpendicularly, into it! Here was a dilemmal How 
could a heavy wall and building stand on that found- 
ation ? A skillful engineer was consulted, who had seen 
heavy brick blocks built in just such places, and who pro- 
nDunced this a very simple case to manage. "If," said 
he, '' the mud cannot get up, the wall resting on it cannot 
settle down." Upon this idea, by his advice, we laid our 
wall, on thick plank, on the clay, so as to get an eveu 
bearing, and drove down, against the face of the wall, 
edge to edge, two-inch plank to the depth of about three 
feet, leaving them a foot above the bottom of the wall. 
Against this, we rammed coarse gravel very hard, and left 
the bottom of the cellar one foot above the bottom of the 
wall, so that the weight might counterbalance the pressure 
of the wall and building. The building has been in con- 
stant use, and appears not to have settled a single inch. 

Tlie cellar was first used only for manure, and for 
keeping swine. It was quite wet, and grew more and 
more so every year, as the water found passages into it, 
till it was found that its use must be abandoned, or an 
amphibious race of pigs procured. It was known, that the 
most of the water entered at the north corner of the 
building, borne up by the clay which comes to within 
three feet of the natural surface; and, as it would be ruin- 
ous to the manure to leach it, by drawing a large quan- 
tity of water through it into drains, in the usual mode 
of draining, it was concluded to cut off the water on the 
ontside of the building, and before it reached the cellar. 
Accordingly, a drain was started at the river, some twenty 
rods below, and carried up to the barn, and then eight 
feet deep around two sides of it, by the north corner, 
wiiere most water <ame in. 

We cut through the sand, and four or five feet into the 
clay, and laid one course only of two-inch pipe-tiles at the 
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bottom. As this wab designed for a catch-water, and not 
mereij to take in water at the bottom, in the usual way, we 
filled the trench, after covering the tiles with tan, with 
coarse sand above the level of the clay, and put clay upon 
the top. We believe no water has ever crossed this drain, 
which operates as perfectly as an open ditch, to catch all 
that flows upon it. The manure cellar was then dry 
enough, but tlie other cellar was wanted for roots and im- 
plements, and the water was constantly working up through 
the soft clay bottom, keeping it of the consistency of 
mortar, and making it difficult to haul out the manure, 
and everyway disagreeable. 

One more eflbrt was made to dry this part. A drain 
was opened from the highway, which passes the barn, to 
the south corner ; and about two and a half feet below the 
bottom of the cellar, along inside the wall, at about 
three feet distance from it, on two of the sides ; and an- 
other in the same way, across the middle of the cellar. 
These, laid with two-inch tiles, and filled with gravel, 
were connected together, and led off to the wayside. The 
waste water of two watering places, one in the cellar, and 
another outside, supplied by an aqueduct, was conducted 
into the tiles, and thus quietly disposed of. The reason 
why the drains are filled with gravel is, that as the soft 
claj', in which the tiles were laid, could never have the 
heat of the direct rays of the sun on its surface, there 
might be no cracking of it, sufficient to afford passage for 
the water, and so this was made a catch-water to stop any 
water that might attempt to cross it. 

The work was finished last Autumn, and we have had 
but the experience of a single season with it ; but we are 
satisfied that the object is attained. The surface of the 
implement cellar, which before, had been always soft and 
muddy, has ever since been as dry and solid as a higiiway 
in Summer) and the root cellar, which has a <^omonfn«i 
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bottoija, is as dry as the barn floor. The manure can now 
be teamed out, without leaving a rut, and we are free 
to confess, that the effect is greater than we had deemed 
possible. 

The following cut will show at a glance, how all th« 
drains are laid, the dotted lines representing the tile drains: 



} 





— 


_„_ 




^ 








~^ 








o 




V 








\ 



\ 



o 

t 



The drain outside the barn, on the right, leads ffcm s 
epring, some two hundred feet oflF, into the cellar and into 
the yard, and supplies water to the cattle, at the points ill- 
dicated. The waste water is then conducted into th« 
drains, and passes off. 
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CHAPTER XX:iI. 

DKAINAGE OF 8WAMP8. 

7aat Extent of Swamp Lands in the United States. — Tlieit Soil. — Source* ni 
tbeir Hoistuie. — How to Drain them. — The Soil Subsides by Draining.— 
Catch-water Drains. — Springs. — Mr. RufSn's Drainage in Virginia. — ^b 
there Danger of Over-draining f 

In almost, if not quite every State, extensive tracts of 
ewarap lands are found, not only unfit, in their natural 
condition, for cultivation, but, in many instances, by rea- 
son of obnoxious effluvia, arising from stagnant water, 
dangerous to health. 

Of the vast extent of such lands, some idea may be 
formed, by adverting to the fact, that under the grants by 
Congress, of the public lands given away to the States in 
which they lie, as of no value to the Government and as 
nuisances to their neighborhood, in their natural condition; 
sixty millions of acres, it is estimated, will be included. 

These are only the public lands, and in the new States. 
In every township in New England, there are hundreds 
of acres of swamp land, just beginning to be brought 
to the notice of their owners, as of sufficient value to 
authorize the expense of drainage. 

To say that these swamps are the most fertile and the 
most valuable lands in New England, is but to repeat 
the assertion of all who have successfully tried the expe- 
riment of reclaiming them. 

In their natural state, those swamps are usually covered 
with a heavy growth of limber: bat the greater portion 
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of them have been partially cleared, and many of them 
are mowed, producing a coarse, wild, and nearly wortb 
less grass. 

The soil of these tracts is usually a black mud or peat, 
partly the product of vegetable growth and decay on the 
Bj-ot, and partly the deposit of the lighter portion of the 
upland soil, brought down by the washing of showers, 
and by spring freshets. The leaves of the surrounding 
fo.'-est, too, are naturally dropped by the Autumn winds 
into the lowest places, and these swamps have received 
them, for ages. Usually, these lands lie in basins among 
the hills, sometimes along the banks of streams and rivers, 
always at the lowest level of the country, and not, like 
Irish bogs, upon hill-tops, as well as elsewhere. Their 
surface is, usually, level and even, as compared with other 
lands in the old States. Their soil, or deposit, is of various 
depth, from one foot to twenty, and is often almost afloat 
with water, so as to shake under the feet, in walking over 
it. 

The subsoil corresponds, in general, with that of the 
Rurrounding country, but is oftener of sand than clay, and 
not unfrequently, is of various thin strata, indicating an 
alluvial formation. Frogs and snakes find in these swamps 
an agreeable residence, and wild beasts a safe retreat 
frow t'jcir common foe. Notoriously, such lands are un- 
heal'.hful, producing fevers and agues in their neighbor- 
hood, often traceable to tracts no larger than a very few 
acres. 

In considering how to drain such tracts, the first 
inquiry is as to the source of the water. What makes 
the land too wet ? Is it the direct fall of rain upon it ; 
the influx of water by visible streams, which have no suffi- 
cient outlet ; the downflow of rain and snow water from 
the neighboring hills ; or the bursting up of springs from 
below t 
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Examine and decide, which and how many, of these 
four sources of moisture, contribute to flood the tract ib 
question. We assume, that the swamp is in a basin, or, 
at least, is the lowest land of the neighborhood. The 
three or four feet of rain water annually falling upon it, 
unless it have an outlet, must make it a swamp, for there 
can usually be no natural drainage downward, because the 
swamp itseif is the lowest spot, and no adjacent land can 
draw off water from its bottom. Of conrso, there is lower 
land towards the natural outlet, but usually this is narrow, 
and quite insufficient to allow of drainage by lateral 
percrlation. Then, always, more or less water must run 
upon the surface, or just below it, from the hills, and 
usually, a stream is found in the swamp, if none pours 
into it from above. 

The first step is a survey, to ascertain the fall over the 
whole, and the next, to provide a deep and sufficient out- 
let. Here, we must bear in mind a peculiarity of such 
lands. All land subsides, more or less, by drainage, but 
the soils of which we are speaking, far more than any 
other. Marsh and swamp lands often subside, or settle, 
one or two feet, or even more. Their soil, of fibrous roots, 
decayed leaves, and the like, almost floats ; or, at least, 
expands like a sponge ; and when it is compacted, by re- 
moving the water, it occupies far less space than before 
This fact must be kept in mind in all the process. The 
outlet must be made low enough, and the drains must be 
made deep enough, to draw the water, after the subsidence 
of the soil to its lowest point. 

If a natural stream flow through, or from, the tract, it 
will usually indicate the lowest level ; and the straightening 
and clearing out of this natural drain, may usually be the 
first operation, after opening a proper outlet. Then a 
catch- water open drain, just at the junction of the high 
and low land, entirely round the swamp, will be necessarv 
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to intercept the water flowing into the swamp. This water 
will usually be found to flow in. both on the surface, and 
beneath it, and in greater or less quantities, according to 
the formation of the adjacent land. This catch-water ia 
essential to success. The wettest spot in a swamp is fre- 
quently, just at its edge, because there the surface-water is 
received, and because there too, the water that has come 
down on an impervious subsoil stratum, finds vent. It ia 
in vain to attempt to lay dry a swamp, by drains, however 
deep, through its centre. The water kas done its mischief, 
before it reaches the centre. It should be intercepted, 
before it has entered the tract, to be reclaimed. 

This drain must be deep, and therefore, must be wide 
and sloping, so that it may be kept open ; and it should 
be curved round, following the line of the upland to the 
outlet. Often it has been found, in England, that a single 
drain, six or eight feet deep, has completely drained a 
tract of twenty. or thirty acres, by cutting off all the sourcea 
of the supply of water, except that from the clouds. Thia 
kind of land is very porous and permeable, and readily 
parts with its water, and is easily drained ; so that the fre- 
quent drains necessary on uplands, are often quite unne- 
cessary. Many instances are given, of the effect of single 
deep drains through such tracts, in lowering the water in 
wells, or entirelj' drying them, at considerable distances 
from the field of operation, 

"When the surface-water and shallow springs have thus 
been cut off, the drainer will soon be able to determine, 
whether he has effected a cure of his dropsical patient. 
Often it will be found, that deep seated springs burst up 
in the middle of these Icrw tracts, furnishing g/)od and pure 
water for use. These, being supplied by high and distant 
fountains, run under our deepest drains, and find vent 
through some fractire of the subsoil. They diffuse their 
ice-cold water through the soil, and prevent the growth 
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of all valuable vegetation. To these, we must apply Elk 
ingtoii's system, and hit them right in the eye! by run 
ning a deep drain from some side or central di-ain, straight 
to them, and drawing oflF the water low enough beneath 
the surface to prevent injury. A small covered drain with 
two-inch pipes, will usually be suflScient to afford an out- 
let to any such spring. 

When we have thus disposed of the water from the sur- 
face-flow, the shallow springs and the deep springs, and 
given vent to the water accumulated and ponded in the 
low places, we have then accomplished all that is peculiar 
to this kind of drainage. We have still the water from 
the clouds, which is twice as much as will evaporate from 
a land-surface, to provide for. We assume that this can- 
not pass directly down by percolation, because the subsoil 
is already saturated ; and therefore, even if all the other 
sources of wetness are cnt off, we shall still have a tract 
of land too wet for wheat and corn. If the swamp be very 
small, these main ditches may sufficiently drain it ; but if 
it be extensive, they probably will not. We liave seen 
that we have some eighteen or twenty inches of water to 
be disposed of by drainage ; so much that evaporation 
cannot remove consistently with good cultivation ; and, 
although this amount might, in a very deep peaty soil, per- 
colate to a great distance laterally, to find a drain, yet in 
shallow soil resting on a retentive subsoil, drains might be 
necessary at distances similar to those adopted on wet up- 
land fields. To this part of the operation, we should, 
therefore, apply the ordinary principles of drainage, put- 
ting in covered drains with tiles, if possible, at four feet 
depth or more, ordinarily, and at distances of from forty 
to sixty feet, although four-foot drams at even one hun- 
dred feet distance, in peat and black mud, might often be 
found sufficient. 

Through the kindness of Edmund Buffin. Esq.. of Vir 
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ginia, we have leen furnished with three elaborate and 
valuable essays, en the drainage and treatment of flat and 
wet lands in lower Virginia and JSTorth Carolina, published 
in the Transactions of the Yirginia State Agricultural 
Society, for 1857. The principal feature of his system ia 
based upon his correct knowledge of the geological form- 
ation of that district ; of the fact in particular, that, under- 
lying the whole of that low country, there is a bed of pure 
sand lying nearly level, and filled with water, which may 
be drawn down by a few large deep drains, thus relieving 
the surface-soil of surplus water, by comprehensive but 
simple means. 

"We have before referred to Mr. Euffin as the publisher, 
more than twenty years ago, of " Elkington's Tiieory and 
Practice of Draining, &c., by Johnstone;" and we find in 
his recent essays, evidence of how thoroughly practical 
he has made the system of Elkington in his own State. 
Indeed, we know of no other American writer who re- 
cords any instance of marked success in the use of Elking- 
ton's peculiar idea of releasing pent up waters by boring. 
Mr. Rnflin, however, has applied, with great success, this 
principle of operation, to the saturated sand-beds which 
underlie the tracts of low land in his district of country. 
These water beds in the sand lie at depths varying usually 
from four to eight feet below the surface. This surface 
Itratum is comparatively compact, and very slowly pervi- 
ous to water before it is drained. The water from below, 
1? constantly pressing slowly np through it, of course pre- 
" ven'-ing any downward percolation of the rain-water. By 
running deeji drains at wide intervals, and boring down 
jirougii this surface stratum with an auger, the pent up 
water belov finds vent and gushes up in copious springs 
through the -ioles, and dows off without coming nearer to 
^le surface than the bottom of the drains ; thus relieving 
ili« nrpssnre uuward, and lowering the water-line in pro- 
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Mr. Buffin gives an instance of the drying np of a weU 
half a mile distant, by catting a deep drain into this sand- 
bed, and thus lowering its water-line. 

No doubt in many localities in our country, a competent 
geological knowledge may detect formations where this 
principle of drainage may be applied with perfect success, 
and with great economy. 

Is there da/nger of over-d/raining mowmp lands f In 
speaking of the injury by drainage, we have treated of thia 
question. 

Our conclusions may be briefly stated here. There is 
an impression among English writers, that light peaty soils 
may be too much drained ; but many distinguished drain- 
ers doubt the proposition. No doubt there are soils too por- 
ous and light to be productive, when first drained. They 
may require a season or two to become compact, and may 
require sand, or clay, or gravel, to give them the requisite 
'iensitv ; but these soils would, we believe, be usually 
unproductive if shallow drained. 

In short, our idea is, that, in general, a soil so consti- 
tuted as to be productive under any circumstances, will 
retain, by attraction, moisture enough for the crops, though 
intersected by four-foot drains at usual distances ; and that 
cold water pumped up to the roots from a stagnant pool 
at the bottom, is not, either in nature or art, a successful 
method of irrigation. 

Still we believe that peaty soils may be usually drained 
at greater distances, or by shallower drains, than most up- 
lands, because of their more porous nature ; and we should 
advise inexperienced persons not to proceed with a lavish 
expenditure of labor to put in parallel drains at short dis 
tances, till they have watched, for a season, the operation 
of a cheaper system. Tiiey may thus attain the desired 
object, with the smallest expense. If the first drains ar« 
judiciously placed, and are found insufiScient, others may 
De laid between the first, until the drainage is complete. 
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CHAPTER XXIY 

AMERIGAK EZPBKIMEITrS IK DRAINAOE ^DBAIKAOB IB 

IRELAND. 

lUtementof B. F.Nourse, of Maine. — Statement of Shedd and Edsoc, ofHaas. 
— Statement of H. F. French, of New Hampshire. — Letter of Wm. Boyla, 
Albert Uodel Farm, Olasnerin, Irelani. 

It was part of the original plan of this work, to give a 
large number of statements from American farmers of their 
success in drainage; but, although the instances are abun- 
dant, want of space limits us to a few. These are given 
with such diagrams as will not only make them intelli- 
gible, but, it is hoped, will also furnish good examples of 
the arrangement and modes of executing drains, and of 
laying them down upon plans for future reference. The 
mode adopted by Shedd and Edson, of indicating the size 
of the pipes used, by the number of dots in the lines of 
drains, is original and convenient. It will be seen by 
close attention, that a two-inch pipe is denoted by dots in 
pairs, a three-inch pipe by dots in threes, and so on. 

It is believed that Mr. bourse's experiment is one of 
the most thorougli and successful works of drainage yet 
executed in America. His plan is upon page 195. 

STATEMENT OP B. F. NOUESE, ESQ. 

GooDALES Cohner, Orrington, Mm., 
Sept. 1st, 1858. 

My DB4R Sir ■ So much depends upon the preliminary surveys and 

' leveU " for conducting works of thorough-draining and irrigation 
(heaply, yet to obtain the moEt beneficial results, that a competent pei 
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•on, iuch as an engineer or practiced land-drainer, ihoald be employed 
to make them, if one can be obtained. Unfortunately for me, when I 
began this operation, some years ago, there were no such sk'lled per. 
ions in the country, or I could learn of none professionally guoh, and 
was forced to do my own engineering. Having thus practically acquired 
some knowledge of it, I use and enjoy a Summer vacation from othei 
pursuits, in the prosecution of this ; and this employment, for the last few 
weeks, has delayed ray answer to your inquiries. Nor could I soot.ss 
arrive at the figures of cost, extent, &c., of this season's work. 

This is expected to be completed in ten days, and then I shall ha»? 
laid, of 

Stone drains, including mams 502 rods 

Tile drains (two inches, or larger) 1043 " 

In all 1745 " 

or, about five and one-half miles, layins dry, satisfactorily^ about thirty- 
five acres. The character and extent of the work will better appear bj 
reference to the plan of the fann which I send with this for your in- 
spection. 

The earlier portion was fairly described by the Committee of the 
Bangor Hort. Soc. — (See Report, for 1856. of the Maine Board of Agri- 
culture. ) It was far too costly, as usual in works of a novel character 
conducted yrithout practical knowledge. No part of my draining;, 
even that of this season, has been done so cheaply as it ought to la 
done in Maine, and will be done when tiles can be bought at fair prices 
near at hand. I call your attention particularly to this, because the 
magnitude of the cost, as I represent it, ought not to be taken as a ne- 
cessary average, or standard outlay per acre, by any one conlcmplatiiig- 
similar improvement, when almost any farmer can accomplish it equally 
well at far less cost. My unnecessary expenditures will not have been 
in vain, if they serve as a finger-post to point others in a proltable way. 

My land had upon its surface, and mingled in its sui^ei toil, 3 
large quantity of stones, various in size, from the huge boulders, ns 
|uiring several blasts of powder to reduce them to .T'.ovable size, to tile 
rubble stones which were shoveled from the cart into the drains. To 
make clean fields all these had to be rerioved, besides the many " heaps " 
which had been accumulated by the industry of r.iy predecessors. A 
tile-drain needs no addition of stone above the pipe; indfed, the stone 
may be a positive injury, as harboring field vermin, or, if allowed to 
come within two feet of the surface, as obstructing deep tillage, and 
firoring the accep« of pa't'oles of soil upon or into the tile with tb* 
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rapid access of water which they promote. Carefully placed to the 
depth of six or sight inches in a fcur-foot drs a, quite small stones are, 
perhaps, useful, and they certainly facilHate t;ie drawing of water from 
the surface. Such was, and still is, with many, the i.rescribed method 
01 best drainage in Scotland, and some parts of England. The m- 
Breased cost of adding the stone above the tile is obvious ; and when 
the width of that drain is enlarged to receive them, the cost is mate- 
rially enhanced. Vet such has been my practice, at first, under the im- 
pression of its necessity, and all the time from a desire to put to use, and 
out of sight, the small stones with whioh I was favored in such abun 
dance. The entire cost of moving, and bringing more than 2,500 bear) 
loads of stone, is included in the cost of drains, as set down for the 1,74A 
rods. 

Including this part of expense, which is never necessary with tile, 
and cannot be incurred in plain clay soils, or clay loams free of stones, 
the last 700 rods cost an average of 97 cents per rod completed. This 
includes the largest mains ; of which, one of 73 rods was opened four feet 
wide at bottom of the trench, of which the channel capacity is 18 X 18 
= 324 square inches, and others 1 10 rods of three and one-half and 
three feet width at bottom, all these mains being laid entirely with stone. 
The remainder of the 700 rods was laid with two-inch tile, which cost 
at the farm eighteen dollars per 1,000. These last were opened four 
rods apart, and lay dry about seventeen acres, at a cost, including the 
mains, of $678, or $40 per acre. In this is included every day's labor 
of man and beast, and all the incidental expenses, nothing being con- 
tributed by the farm, which is under lease 

I infer that an intelligent farmer, beginning aright, and availing him- 
self of the use of team and farm labor, when they can best be spared 
from other work — as in the dry season, after haying— or paying fair prices 
for digging his ditches only, and doing the rest of the work from the 
farm, can drain thoroughly at a cost of $20 per acre, drains four rod» 
apart, and four feet deep ; or at 825 per acre, forty feet apart, and three 
feet nine inches deep. 

My subsoil is very hard, requiring constant use of the pick, and 
sharpening of the picks every day, so that the labor of loosening the 
earth was one-third or one-half more than the throwing out with a 
shovel. The price paid per rod, for opening only, to the depth of three 
and a half feet (or, perhaps, three and three-quarters average,) of a 
width for laying tile, was 23 cents per rod. At this price, the indue- 
trious men, skillful with took, earned tl.12 to $1.2A per day, besidei 

1«« 
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board ; and they threw out one-third nore earth than was really neee» 
•ary, for " room to work" as they said But they labored hard, 14 houri 
per day. The same men, working in a soil free from stones, and an 
easier subsoil, would, in the same time, open from 50 to 100 per cent. 
Diore length of ditch. 

The greater part of these drains were laid four rods apart. When 
first trying this distance upon a field, of which the soil was called 
" springy and cold," and was always too y et in the Spring and early 
Summer for plowing, a partial, rather than " thorough" drainage wa» 
attempted, with the design, at some future day, to lay intermediate 
drains. The execution of that design may yet appear expedient, 
although the condition of soil already obtained, is satisfactory beyond 
expectation. 

Owing to the excess of water that saturated the soil in Spring and 
Fall, the former proprietors of the farm had not attempted the cultiva. 
tion of the field alluded to, for many years. Originally producing 
aeavy crops of hay, it had been mowed for thirty years or more, and 
was a good specimen of "exhausted land," yielding one-half or three- 
fourths of a ton of hay per acre. This field is designated in the plan, 
as the " barley field, 1858," lies south-west of the dwelling-house, and 
contains nearly six acres. Its northerly half, being the lower end of 
the field, was drained in 1855, having been Summer-plowed, and 
•owed with buckwheat, which was turned under, when in flower, as a 
fallow crop. The other half was drained in 1 856 ; plowed and sub- 
soiled the same Fall. In 1857, nearly the whole field was planted with 
roots — potatoes, rutabagas, mangolds, carrots, English turnips, &c. — and 
one acre in corn. For these crops, fair dressings of manure were ap- 
plied — say ten or twelve cartloads of barn-manure plowed in, and one 
hundred pounds of either guano or bone-dust harrowed in, or strewed in 
the drill, for each acre ; about fifteen loads per acre of seasoned muck or 
peat were also plowed in. There was a good yield of all the roots ; for 
the corn, the season was unfavorable. Last Spring, a light dressing of 
manure, but all that we could affcrd, was applied, ;he whole weU 
ploughed, harrowed, seeded to grass with barley, harrowed, and rolled. 
The barley was taken off last weekj and, from thu five and thrst quar- 
ter acres seventeen heavy bads were hauled into the barn, each esti- 
mated t,> exceed a ton in weight. The grain from a measured acre 
was put apart to be separately threshed, and I will advise of its yield 
when ascertained.* This was said, by the many farmers who saw it, 

* This WM threflhed about the middle of ITovember, and yielded "61 busbela, tonal 
aeflAore." The entire field averaged 45 bnsbela per aore^ 
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including eonie from the Western States, to be the " handsomest field of 
grain" they had ever seen. The young grass looks well ; and I hope, 
next Summer, to report a good out of " hay from drained land," 

Last Winter, there were no snows to cover the ground for sleighing 
until March ; and, lying uncovered, our fields were all frozen to an UH- 
usual depth. But, our drains did not cease Co rv.n through the Winter 
And Mr. 0. W. Straw, who works the farm, ind was requested to aoi» 
the facts accurately, wrote to me this Spring. " the frost came out of 
the drained land about one week first " (that is, earlier than from the 
undrained land adjacent); and, "in regard to working condition, the 
drained land was in advance of the undrained, ten days, at least." The 
absence of snow permitting this unusual depth of frost, had caused a 
rare equality of condition the last Spring, because, until the frost was 
»ut, the drains would not draw surface-water. Usually, when early 
snows have fallen to protect the ground, and it remains covered through 
the Winter, the frost goes off with the snow, or earlier, and, within ^ 
few days, the land becomes in good condition for plowing — quite two 
weeks earlier than the driest of my undrained fields, or any others in the 
vicinity. 

These remarks apply to land in which the drains are four rods apart 
The farm lies with an inclination northerly and easterly, the fall vary- 
ing from 1 in 33 to 1 in 8; that in most of the drains laid four rods 
apart, being about 1 in 25. The drains in the "barley field" fall 1 in 
27, average, all affording a rapid run of water, which, from the 
mode of construction, and subsequent subsoiling, finds ready access to 
the drain-channels. Hence, we never observe running water upon the 
surface of any of our drained lands, either during the heaviest rains, ol 
when snows are melting, and the wasteful " washing" from the sur- 
face, that formerly injured our plowed grounds, has ceased. 

It is fair to .suppose that it is the considerable descent which rendem 
the drains so effectual at four rods apart ; and that where there is but 
slight fall, other cireumstances being the same, it would be necessary 
to lay drains much nearer, for equal service 

The results of one man's experiments, or practice, whether of succesi 
or failure, should not be conclusive to another, unless all the ciroum- 
stances are identical. These are ever varying from one farm to another; 
and only a right understanding of the natural laws or principles brought 
into use, can determine what is best in each case. Therefore, a de- 
scription of the methods I have used, or any detailed suggestions I may 
give, as the result of experience, would not be worth much, unlen 

k.«4a.1 Iv, ilna 'ar.>1l_aan«r4aitiAll nilAS npnllftfl.hle tO theiQ, Whlch TtlCXi •-' 
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ecience and ekill have adopted and proved, by the immenaely extended 
draining operations in Great Britain, and those begun in this country, 
These are now given in elaborate treatises, and quoted in agricultural 
journals. But they should be made familiar to every farmer, in all 
their practical details, and with methods suited to our country, where 
labor is dear and land cheap, as contrasted with the reversed conditioM 
in England, where the practice of " thorough-draining" has so generally 
obtained, and has so largely improved the conditions of both landlord 
and tenant. Your book will do this, and thus do a great good ; for 
draining will greatly enlarge the productive capacity of our land, and, 
consequently, its value, while it will render labor more effective and 
more remunerative to the employer and the employed. 

The fact of increased production from a given quantity of land, by 
draining, being ascertained beyond question, and .the measure of that 
mcrease, at its minimum, being more than the interest at lix pei- ce^it. 
upon the sura required to effect it — even at $50 per acre — the questioii 
of expediency is answered. To the owner of tillage lands there is no 
other such safe, sure, and profitable investment for his money. H« 
lodges it in a bank that will never suspend payments, and from which 
better than six per cent, dividend can be received annually. 

Very truly, yours, B. F. Nours«. 

Hon. H. F. French, Exeter, N. H. 

STATEMENT OF SHEDD AND BD80N. 

Boston, February 1, 1859. 

Dear Sir i — The plan tor a system of thorough drainage, a copj 
of which we send you herewith, was executed for Mr. I. P. Rand, of 
Roxbury. 

An outfall was obtained, at the expense of considerable labor, by 
deepening the Roxbury and Dorchester Brook for a distance of nearly 
a quartei-of a mile, about four hundred feet of which was through a 
rocky bottom, which required some blasting. The fall thus obtained 
was only about two inches in the whole distance. 

The fall which can be obtained for the main drain is less than two 
mches per hundred feet, but the lateral drains entering into the main, 
will have a fall varying from two inches to a foot per hundred. 

The contour lines, or lines traced along the ground, intersecting 
points on an equal level, are drawn on this plan, showing a fall of four- 
tenths of a foot, each line beirg in eveiy part four-tenths of a fool 
lower than the line above it. Where the lines are near together, ih» 
fall is greater, as a less horizontal distance is passed over before rea«ii 
ing a point which is foi?r-t6!?-tbf( lower th^-^. thp Hha nhn^A 
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It will be seen by the plan, that the fall in the line occupied by th« 
main drain is very slight, while the side drains have a fall much 
greater. 

The lateral drains are run in the line of steepest descent, which is, 
of course, at right angles to the general direction of the contour lines. 

The water from the entire system is collected, and escapes at one out- 
let into the brook 

A peep hole is placed at the intersection of the sub-main drain with 
the main, which commands about one-half the entire area — the other, 
half is commanded by the outlet. 

Two-inch tile will be laid in the lateral drains, and three, four, and 
fire-inch in the sub-main and main. 

It is quite indispensable, to the successful execution of a plan of 
drainage on land so level as this, that careful measurements be made 
on the ground with an engineer's level, and such a representation of its 
surface projected as will show to the eye at a glance what all the 
natural inclinations are. The work can then be laid out with ease in 
the best position, and executed in a systematic manner. The time and 
labor which is devoted to such an examination of the ground is well 
spent, and, with the knowledge gained by it, the work can be carried 
on with such economy as to save the original cost of the examination 
many times over. Very truly, yours, 

Shedd & Edsor 

Hon. H. F. French, Exeter, N. H. 

STATEMENT OF HENRY F. FKENCH, OF EIETEE, N. H. 

The drained field represented in the plan (Fig. 102), contains wbout 
eight acres. 1 purchased it in 1846. The upper part of it is »and, 
with underlying clay at depths of from four to ten feet. The field 
slopes towards the river, and, on the slope, the clay strata coming out 
to the surface, naturally bring out the water, so that the side hill wai 
so wet as to produce cranberries — quite too wet for any hoed crop. At 
the foot of the hill the soil is a stiff clay, with veins of sand and grwel. 
Through the centre was a wet ravine, which served as a natural out- 
let for the springs, and which was so full of black alders as to make an 
excellent cover for woodcock. Until the land Was drained, this <-avina 
was impassable in the hay season even, except by « bridge -fchich 1 
built across it. Now it may be crossed at any season and at any point 

I first attempted to drain the wettest parts with brush draini, run- 
ning them into the wet places merely, and succeeded in drying the land 
•ufflciently to afford good orcps of hay. I laid one brush-drain aoross 
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the brow of the hill, five feet deep, hoping to cut off all the ^^ttt 
which I supposed ran along upon the surface of the cliy. This dried 
the land for a few rods, but the water still ruined the lower parts of the 
field, and the drain produced rery little effect upon the land above it. 
In 1856, finding my brush drains quite insufficient, I thorough-drained 
the side-hill on the lower part of the plan at the reader's left hand, 
dt fifty feet distances, i p and down the slope, at an average of about 
four feet depth, going tve feet deep on the brow of the hill, ts out 
through the brush-drain. I used two-inch sole-tiles for minors, and 
three-inch for the main. 

The effect was instantaneous. The land which, in the Spring of 
1856, had been so wet that it could not, even though partially drained 
with brush-drains, be planted till the 5th of June, was, in 1857, ready 
to work as soon as the snow was off. My farm journal says, under 
date of April 6th, " plowed drained land with double plow two days 
after a heavy storm — dry enough." I spent that Summer in Europe. 
The land was planted with corn, which produced a heavy crop. I 
find an entry in my journal, on my return, " My drained land has 
been in good condition — neither too wet nor too dry — all Summer." 

In the Fall of 1857, I laid about 170 rods in other parts of the field, 
at similar depths and distances, and in 1858 completed the upper part, 
on which is an orchard of apple trees. A part of this orchard wai 
originally so wet as to kill the trees the first year, but by brush-drains 
I dried it enough to keep the next set alive. There was no watei 
visible at the surface, and the land was dry enough for corn and pota 
toes ; still the trees looked badly, and many were winter-killed. I had 
learned the formation of the earth about my premises, of which I had 
at first no adequate conception, and was satisfied that no fruit trcf 
could flourish with its feet in cold water, even in Winter. All nursery 
men and fruit-growers agree, that land must be well drained for fruit 
I therefore laid four-foot tile drains between the rows of trees, in thii 
apparently dry sand. We found abundance of water, in the driest 
season, at four feet, and it has never ceased to flow copiously. 

I measured accurately the discharge of water from the main 'which 
receives the drainage of about one and a half acres of the orchard, at a 
time when it gave, what seemed to me an average quantity for the Win- 
ter months, when the earth was frozen solid, and found it to be about 
480 barrels per day ! The estimate was made by holding a bucket, 
which contained ten quarts, under the outlet, when it was found that it 
would fill in fifteen seconds, equal \o ten gallons per miiLute; and six 
hundred gallons, or twenty barreli per hour, and four hundred end 
eighty barrels per day 
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I have leen the same drain discharge at least foui tioies that q^usji^ 
Illy, at «(ime times ! The peep-holes give opportunity for inspectioD, 
and I find the result to be, that the water-table is kept down four feel 
below the surface at all times, except for a day or two after severs 
rain-storms. 

There is an apparent want of system in this plan, partly to be 
attributed to ray desire to conform somewhat to the line of the fences, 
and partly to the conformation of the land, which is quite uneven. At 
several points near the ravine, springs broke out, apparently from deep 
fountains, and short drains were run into them, to keep them below the 
surface. 

The general result has been, to convert wet land into early warm 
soil, fit for a garden, to render my place more dry and healthful, and to 
illustrate for the good of the community the entire efficiency of tile- 
drainage. The cost of this work throughout, I estimate at fifty cents 
per rod, reckoning labor at $1 per day, and tiles at $12 per thousand, 
and all the work by hand-tools. I think in a few years, we may do 
the same work at one-half this cost. Further views on this point are 
given in the chapter on the " Cost of Drainage." 

After our work was in press, we received from Mr. 
William Boyle, Farmer at the Albert Model Farm in 
Ireland, the paper which is given below, kindly sent m 
reply to a series of questions proposed by the author. 
The Albert Model Farm is one of the Government insti- 
tutions for the promotion of agriculture, by the education 
of young men in the science and the practice of farming ; 
and from what was apparent, by a single day's examination 
of the establishment in our visit to it in August, 1857, we 
are satisfied of its entire success. The crops then growing 
.were equal, if not superior, to any we have seen iu any 
country. Much of the land covered by those crops is 
drained land ; and having confidence that the true prin- 
ciples of drainage for that country must be taught and 
practiced at this institution, w« thought it might be 
instructive, as well as interesting to the farmers of 
America, to give them the means of comparison between 
the system there approved, and those others which w« 
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Had the paper been sooner received, we should hav« 
referred to it earlier in our book ; yet coming as it does, 
after our work was mostly in type, we confess to some 
feeling of satisfaction, at the substantial coincidence of 
views entertained at the Albert Model Farm, with our 
own humble teachings. "With many thanks to Mr. Boyle 
for his valuable letter, which we commend to our readers 
as a reliable exposition of the most approved principles oi 
land-draining for Ireland, we give the paper entire : 

Albert Modbl Farm, Glasnevin, Dublin, 
January 31, 1859. 
To the Hon. Henrt F. French, Exeter, N. H. : 

Sir : — Your queries on land-drainage have been too long unanswered 
I have now great pleasure in sending you, herewith, my views on the 
points noted. * * # 

Pray excuse me for the delay in writing. I am, sir, 

Your obliged and obedient servant, William BoyLi. 

LAND DRAINAGE REPLIES TO QUERIES, ETC. 

Introductory observations. Ireland contains close on to twenty-one 
millions of acres, thirteen and a half millions of which were returned as 
"arable land," in 1841. By "Arterial" and thorough-drainage, &e., 
eifeeted through loans granted by government, the extent of arable land 
has been increased to fifteen and a half millions of acres. The " Board 
of Works " has the management of the funds granted for drainage and 
land improvements generally, and competent inspectors are appointed 
to see that the works are properly executed. The proprietor, or farmer 
who obtai>ns a loan may, if competent, claim and obtain the appoint- 
ment of overseer on his own property, and thus have an opportunity 
of economically expending the sum which he will have to repay (prin- 
eipal and interest) by twenty-two installments. The average cost of 
thorough-drainage, under the Board of Works, has been about £5 pei 
statute acre. In 1847, when government granted the first loan foi 
land-drainage, tiles were not so easily obtained as at present, nor wat 
tile-drainage well understood in this country ; and the greater part ol 
the drains then made — and for some years after — were either sewered 
with stones, formed into a conduit of various dimensions, and covered 
over with finely-broken stones, or the latter were filled into the bottom 
•f the drain, to about ono foot in depth, as recommended by Smith, ol 
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Deanstoc , The dimensions for minor drains, sewered with stones were, 
QBually, three and a half feet deep, fifteen inches wide at top, and thre« 
to four inches wide at bottom (distance apart being twenty-one feet ; 
and the overseer carried about with him a wooden gauge, of a size to 
correspond, so that the workmen could see at a glance what they had 
to do. These drains are reported to have given general satisfaction ; 
md they were cheaply made, as the stones -ivere to be had in gieat 
abundance in almost e^ery field. On new land, trenching was sometimej 
carried on simultaneously with the drainage ; and it very often hap- 
pened that the removal of the stones thus brought to the surface, waa 
very expensive ; but they were turned to profitable account in sewering 
drains and building substantial fences. In almost every case the drains 
were made in the direction of the greatest inclination, or fall of the 
land ; and this is the practice followed throughout the country. Soma 
exceptions occur on hill-sides, where I have seen the drains laid off at 
an acute angle with the line of inclination. It is not necessary that I 
should explain the scientific reasons for draining in the direction of the 
fall of the land, as that point has been fully treated of, and well 
illustrated, in your article already referred to. I shall now pass on to 
the Queries. 

Depth of drains, and distance apart. There is still a, great diversity 
of opinion on these points, and particularly in reference to the drainage 
of stiff' clay soils ; some of the most intelligent and practical farmers in 
this country hold to the opinion that, on such soils, the maximum depth 
should not exceed three feet, and the distance apart sixteen to twenty 
feet. On clay loams, having a subsoil more or less free, the general 
practice is, to make the drains three and a half to four feet deep, and at 
twenty-one to thirty feet apart. On lighter soils, having a free subsoil, 
four feet deep and forty feet apart are the usual limitations. This farm 
may be taken as a fair average of the land in Ireland, as a test for drain- 
age ; the soil is a deep clay loam ; the subsoil a compact mixture of 
strong clay and calcareous gravel, almost free from stones. Thirty miles 
of drains have been made on the farm, the least distance apart being 
twenty-one feet, and the greatest distance thirty feet ; the depth in every 
ease, three and a half to four feet for minor drains. This drainage has 
given the greatest satisfaction; for although the greatest part of the 
work was performed by the Agricultural pupils, in training here, we 
have not had occasion to re-make a single drain, except in oi.e .nstance, 
where the tiles got choked, and which I shall explain hereafter. 

Tiles : Size, Shapt Draining, Capacity, Ife. We use circular pipe 
tiles, af inflh and a half bore, for all parallel drains whose length doei 
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not exceed one hnnired yards, and two-inch pipe: lOr any additional 
length up to one hundred and fifty yards, the greatest length, in my 
opinion, a parallel drain should reach before discharging into a main 
or sub-main drain. We do not find it necessary to use collars on this 
farm, as we have firm ground to place the tiles on, and we can cut the 
dram to fit the tiles exactly. As regards the size of tiles for main and 
sub-main drains, that can only be regulated by the person in charge of 
the drainage at any particular place, after seeing the land opened up 
and the minor drains discharging. As a general rule, a circular pipe of 
three inches internal diameter will discharge the ordinary drainage of 
five or six statute acres, and give sufficient space for the circulation of 
air. It should be observed, however, that this applies to a district 
where the annual rain-fall is from twenty-six to thirty inches, that of 
all Ireland being about thirty-live inches ; besides, we have not the 
immense falls of rain in a /ew hours that occur in other countries. 
All these points should be carefully considered in estimating the water- 
way for drainage. I have said that collars are not used with the tilei 
on this farm, as the bottom of the drains is quite firm and even ; but, 
where the bed for the tile is soft, and the subsoil is of a shifting nature, 
then collars should be used in every case. Collars cost about half the 
price of tiles, which they are made to connect, so that the use of them 
adds one-third to the expense of the sewering material ; and, as I have 
already pointed out, I think it quite unnecessary to use them where the 
subsoil is firm, and where the drain can be bottomed to fit the tile. 
Where large pipes are not to be had conveniently for sewering main or 
sub-drains, I find a proportional number of pipes of lesser diameter to 
answer perfectly. It is very desirable to provide branch pipes for con- 
necting the minor with the main drains. The branch should be 
socketed to receive the end of the last tile in the minor drain, and the 
point of attachment to the main pipe may be on the top or on the side 
of the latter. If the branch be made to lead the water into the side of 
the main pipe, then it should join the latt<ir at an acute angle, that both 
streams may meet with the least possible opposition of forces. 

Fall necessary in Tile Drainage. I consider one foot in one hundrel 
yards the least fall to work upon with safety. 

Securing Outlets. All the outlets from main-drains should be well 
secured against the mtrusion of vermin, by a wrought-iron grating 
built in mason-work. The water may flow into a stone trough pro- 
vided with an overflow-pipe, by which the quantity discharged may be 
ascertained at any time, so as to compire the drainage before and aftei 
rain, Jia 
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Traps, or Silt fmds. Where extensive drainage ii oariled on io 
low-lying districts, and the principal outlet at a considerable distance, 
it may be found necessary to have traps at several points where the silt 
from the tiles will be kept. These traps may be of cast-iron, or mason- 
work, cemented ; and provision should be made, by which they can be 
cleaned out and examined regularly — the drainage at these perioda alio 
undergoing inspection at the different traps. 

Plow-Draining. We have no draining-plows in use in Ireland, 
that I know of; the common plow is sometimes used for marking off 
the drains, cutting the sides, and throwing out the earth to a considera- 
ble depth, thereby lessening the manual labor considerably. Efforts 
have been made in England to produce an efficient implement of this 
description ; but it would appear there is ample room for an inventive 
Jonathan to walk in for a profitable patent in this department, and thus 
add another to the many valuable ones brought out in your great 
country. 

Case of Obstruction tn Tiles. Some years since, one of the principal 
main-dr?ins on this farm was observed not discharging the water freely, 
as it hitherto had done, after a heavy fall of rain ; and the land adjoin- 
ing it showed unmistakable signs of wetness. The drain was opened, and 
traced to the point of obstruction, which was found to be convenient to 
a small poplar tree, the rootlets of which made their way into the tiles, 
at the depth of five and a half feet, and completely filled them, in the 
direction of the stream, for several yards. We have some of the tiles 
(horse-shoe) in our museum here, as they were then lifted from the 
drain, showing clearly the formidable nature of the obstruction. 
Another serious case of obstruction has come to my knowledge, 
occasioned by frogs or toads getting into the tiles of the main-drain in 
large numbers, on account of the outlet being insufficiently protected. 
In this case, a large expenditure had to be incurred, to repair the dam- 
age done. 

I have not observed any case of obstruction from the roots of our 
cultivated plants. It has been said by some that the rootlets of man. 
Hold will reach the drains under them ; and, particularly, where iha 
drains contain most water in rapid motion. I took up the tiles from a 
drain on this farm, in '54, which had been laid down (by a former 
occupier), about the year '44, at a depth not exceeding two-and-a-half 
feet, and not one of these was obstructed in the least degree, although 
parsnips, carrots, cabbages, mangolds, &o., had been grown on this 
Beld Obstructions may oocu- through the agency of mineral springs 
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but very few cases of tnis nature are met 'with, at least in this eountr; 
I would anticipate this class of ohstruction, if from the nature of the 
land there was reason to expect it, by increasing the fall in the drains 
and having traps more frequent, where the main outlets are at a dis. 
tanee to render them necessary. In my opinion, the roots of trees are 
the great intruders to be guarded against, and more particularly the 
*o/i-wooded sorts, such as poplars, willows, alders, &c. The distane* 
of a drain from a tree ought always to be equal to the height of the 
latter. 

Tiles flattening tn the drying process. With this subject^ I am not 
practically familiar. In most tile-works, the tiles, after passing through 
the moulding-machine, are placed horizontally on shelves, which 
rise one above another to any convenient height, on which the tiles 
are dried by means of heated flues which traverse the sheds where 
the work is carried on ; or they are allowed to dry without artifieia'i 
heat I prefer the tiles prepared by the latter method, as, if suiRoient 
time be given them to be well dried, they will burn more equally, and 
be more durable. The tiles will flatten more or less for the flrst day 
or two on the shelves, after which they are rolled. This is done by 
boys (who are provided with pieces of wood of a diameter equal to the 
bore of the tile when made), who very soon learn to get over a large 
number daily. The " roller" should have a shouldered handle at- 
tached, the whole thickness of which should not be greater than that 
of the tile. The shoulder is necessary to make the ends of the tiles 
even, that there may be no vert/ open joints when they are placed in a 
drain. Once rolled, the tiles are not likely to flatten again, if the 
operation be performed at the proper time. 

As good tiles as I ever saw were dried in a different way, and not 
rolled at all. As they were taken from the machine — six at a time- 
each carrier passed off with his tray, and placed them on end carefully, 
upon an evtn floor. When five or six rows of tiles were thus placed, 
th» whole length of the drying-house, a board was set on edge to keep 
them from falling to one side ; then followed five or six other rows ol 
tiles, and so on, till the drying-ground was filled. 

This was the plan adopted in a tilery near Dublin, some years ago. 
It is only a few days since I examined some of the tile* made at 
these works, which had been taken from a. drain, where they had been 
in use for nine years ; and the clear ringing sound produced by strik- 
ing them against each other, showed what little effect that length of 
time produced upon them, and bnw well thevhad been manufactured. 
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(SmI ijf "RXes. We hare recently paid at the works— 

Fot \\ inch pipes 17s. 6d, per thousand. 

« 2 " 258. " 

" 3 «' 45s. « 

£k<iC lUe oae foot in length, and the one and one-half-inch pipes weighi 
inK 16 owt. p>.T thousand. 

One of the great difficulties in connection with tile-making is, a 
many districts, vo procure clay sufhcieutly free from lime. Tiles are 
very often sold b> sample, sent a considerable distance, and it be- 
comes necessary to lo test them, which we do (for lime) by placing 
them in water for & nighi ; and, if lime is present in the tile, it wil. 
of course, swell out, and break the latter, or leave it in a riddled 
state. 

I ha^ve now endeavored to answer the queries in your postscript, 
and I have carefully avoided enlarging on some points in them with 
which your readers are already familiar. If I shall have thrown a 
angle ray of additional light on this subject across ti;a Atlantic, I 
shall be amply repaid for any attention I have given to thorough- 
irainase during the past twelve years. 

I should here observe that I mislaid amongst my papers the por- 
tion of your letter containing the queries (it was a separate sheet), 
•nd it has not as yet turned up, so that I had to depend on a rather 
treacherous memory to keep the queries in my mind's eye. It is highly 
probable, therefore, that I have overlooked some of them. This circum- 
stance was the chief cause of the delay in writing. 

You are quite at liberty to make iny use you please of this com- 
■oitiMtion. 

William Boylb. 
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By William Jasper Spillman. A practical treatise on 
the grass crop, seeding and management of meadows and 
pastures, description of the best varieties, the seed and its 
impurities, grasses for special conditions, lawns and lawn 
grasses, etc., etc. In preparing this volume the author's object 
has been to present, in connected form, the main facts con- 
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The Book of Corn 
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By Herbert Myrick, assisted by A. D. Shambia, E. A, 
Burnett, Albert W. Fulton, B. W. Snow, and other most 
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keting and uses of maize in America and elsewhere for 
farmers, dealers and others. Illustrated. 372 pages. 5x7 
inches. Cloth $1.50 

The Hop — Its Culture and Care, Marketing and 
Manufacture 

By Herbert Myricic. A practical handbook on the most 
approved methods in growing, harvesting, curing and selling 
hops, and on the use and manufacture of hops. The result oi 
years of research and observation, it is a volume destined to 
be an authority on this crop for many years to come. It takes 
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yard, to curing and selling the crop. Every line represents the 
ripest judgment and experience of experts. Size, 5x8; 
pages, 300; illustrations, nearly 150; bound in cloth and gold; 
price, postpaid. $i-SO 
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By J. B. Killebrew and Herbert Myrick. Its Culture and 
Cure, Marketing and Manufacture. A practical handbook 
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tions in every department of tobacco manufacture. The 
contents of this book are based on actual experiments in field, 
curing barn, packing house, factory and laboratory. It is the 
only work of the kind in existence, and is destined to be the 
standard practical and scientific authority on the whole sub- 
ject of tobacco for many years. 506 pages and 150 original 
engravings. 5 x^ inches. Cloth $2.00 
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made bulb growing a specialty, and is a recognized authority 
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tions are plainly stated, practical and to the point. The 
illustrations which embellish this work have been drawn 
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By Dr. R. A. Ckaig, Professor of Veterinary Medicine at 
the Purdue University. A concise, practical and popular guide 
to the prevention and treatment of the diseases of swine. With 
the discussions on each disease are given its causes, symptoms, 
treatment and means of prevention. Every part of the book 
impresses the reader with the fact that its writer is thor- 
oughly and practically familiar with all the details upon which 
he treats. All technical and strictly scientific terms are 
avoided, so far as feasible, thus making the work at once 
available to the practical stock raiser as well as to the teacher 
and student. Illustrated. 5x7 inches, igo pages. Cloth. $0.75 
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By Clarence M. Weed, D.Sc. The present fourth edition 
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Successful Fruit Culture 

By Samuel T. Maynard. A practical guide to the culti- 
vation and propagation of Fruits, written from the standpoint 
of the practical fruit grower who is striving to make his 
business profitable by growing the best fruit possible and at 
the least cost. It is up-to-date in every particular, and covers 
the entire practice of fruit culture, harvesting, storing, mar- 
keting, forcing, best varieties, etc., etc. It deals with principles 
first and with the practice afterwards, as the foundation, prin- 
ciples of plant growth and nourishment must always remain 
the same, while practice will vary according to the fruit 
grower's immediate conditions and environments. Illustrated. 
26s pages. 5x7 inches. Cloth $1.00 

Plums and Plum Culture 

By F. A. Waugh. a complete manual for fruit growers, 
nurserymen, farmers and gardeners, on all known varieties 
of plums and their successful management. This book marks 
an epoch in the horticultural literature of America. It is a 
complete monograph of the plums cultivated in and indigenous 
to North America. It will be found indispensable to the 
scientist seeking the most recent and authoritative informa- 
tion concerning this group, to the nurseryman who wishes to 
handle his varieties accurately and intelligently, and to the 
cultivator who would like to grow plums successfully. Illus- 
trated. 391 pages. 5x7 inches. Cloth $i.SO 

Fruit Harvesting, Storing, Marketing 

By F. A. Waugh. A practical guide to the picking, stor- 
ing, shipping and marketing of fruit. The principal subjects 
covered are the fruit market, fruit picking, sorting and pack- 
ing, the fruit storage, evaporation, canning, statistics of the 
fruit trade, fruit package laws, commission dealers and deal^ 
jng, cold storage, etc., etc. No progressive fruit grower can 
afford to be without this most valuable book. Illustrated. 
832 pages. 5x7 inches. Cloth $1.00 

Systematic Pomology 

By F. A. Waugh, professor of horticulture and landscape 
gardening in the Massachusetts agricultural college, formerly 
of the university of Vermont. This is the first book in the 
English language which has ever made the attempt at a com- 
plete and comprehensive treatment of systematic pomology. 
It presents clearly and in detail the whole method by which 
fruits are studied. The book is suitably illustrated. 2^ 
yages. 5x7 inches. Cloth $i.oa 



Feeding Farm Animals 

By Professor Thomas Shaw. This book is intended alike 
for the student and the farmer. The author has succeeded in 
giving in regular and orderly sequence, and in language so 
simple that a child can understand it, the principles that govern 
the science and practice of feeding farm animals. Professor 
Shaw is certainly to be congratulated on the successful man- 
ner in which he has accomplished a most difficult task. Hfs 
book is unquestionably the most practical work which has ap- 
peared on the subject of feeding farm animals. Illustrated. 
SJ4 X 8 inches. Upward of 500 pages. Cloth. . . . $2.00 

Profitable Dairying 

By C. L. Peck. A practical guide to successful dairy man- 
agement. The treatment of the entire subject is thoroughly 
practical, being principally a description of the methods prac- 
ticed by the author. A specially valuable part of this book 
consists of a minute description of the far-fafned model dairy 
farm of Rev. J. D. Detrich, near Philadelphia, Pa. On the 
farm of fifteen acres, which twenty years ago could not main- 
tain one horse and two cows, there are now kept twenty-seven 
dairy cattle, in addition to two horses. All the roughage, 
litter, bedding, etc., necessary for these animals are grown on 
these fifteen acres, more than most farmers could accomplish 
on one hundred acres. Illustrated. 5x7 inches. 20D pages. 
Cloth $0.75 

Practical Dairy Bacteriology 

By Dr. H. W. Conn, of Wesleyan University. A complete 
exposition of important facts concerning the relation of bac- 
teria to various problems related to milk. A book for the 
classroom, laboratory, factory and farm. Equally useful to 
the teacher, student, factory man and practical dairyman. 
Fully illustrated with 83 original pictures. 340 pages. Cloth. 
55^ X 8 inches $1.25 

Modem Methods of Testing Milk and Milk 
Products 

By L. L. VanSlyke. This is a clear and concise discussion 
of the approved methods of testing milk and milk products. 
All the questions involved in the various methods of testing 
milk and cream are handled with rare skill and yet in so plain 
a manner that they can be fully understood by all. The book 
should be in the hands of every dairyman, teacher or student. 
Illustrated. 214 pages. 5x7 inches $0.75 



Animal Breeding 

By Thomas Shaw. This book is the most complete and 
comprehensive work ever pubhshed on the subject of which 
it treats. It is the first book which has systematized the sub- 
ject of animal breeding. The leading laws which govern this 
most intricate question the author has boldly defined and 
authoritatively arranged. The chapters which he has written 
on the more involved features of the subject, as sex and the 
relative influence of parents, should go far toward setting at 
rest the wildly speculative views cherished with reference to 
these questions. The striking originality in the treatment of 
the subject is no less conspicuous than the superb order and 
regular sequence of thought from the beginning to . the end 
of the book. The book is intended to meet the needs of all 
persons interested in the breeding and rearing of live stock. 
Illustrated. 405 pages. 5x7 inches. Cloth. . . . $1.50 

Forage Crops Other Than Grasses 

By Thomas Shaw. How to cultivate, harvest and use 
them. Indian corn, sorghum, clover, leguminous plants, crops 
of the brassica genus, the cereals, millet, field roots, etc. 
Intensely practical and reliable. Illustrated. 287 pages. 5x7 
inches. Cloth $1.00 

Soiling Crops and the Silo 

By Thomas Shaw. The growing and feeding of all kinds 
of soiling crops, conditions to which they are. adapted, their 
plan in the rotation, etc. Not a line is repeated from the 
Forage Crops book. Best methods of building the silo, filling 
it and feeding ensilage. Illustrated. 364 pages. 5x7 inches. 
Cloth $1.50 

The Study of Breeds 

By Thomas Shaw. Origin, history, distribution, charac- 
teristics, adaptability, uses, and standards of excellence of all 
pedigreed breeds of cattle, sheep and swine in America. The 
accepted text book in colleges, and the authority for 
farmers and breeders. Illustrated. 371 pages. 5x7 inches. 
Cloth $1.50 

Clovers and How to Grow Them 

By Thomas Shaw. This is the first book published which 
treats on the growth, cultivation and treatment of clovers as 
applicable to all parts of the United States and Canada, and 
which takes up the entire subject in a systematic way and 
consecutive sequence. The importance of clover in the econ- 
omy of the farm is so great that an exhaustive work on this 
subject will no doubt be welcomed by students in agriculture, 
as well as by all who are interested in the tilling of the soil. 
Illus,trated, 5x7 inches. 337 pages. Cloth. Net . . $1.00 
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Land Draining 

A handbook for farmers on the principles and practice of 
draining, by Manly Miles, giving tlie results of his extended 
experience in laying tile drains. The directions for the laying 
out and the construction of tile drains will enable the farmer 
to avoid the errors of imperfect construction, and the disap- 
pointment that must necessarily follow. This manual for 
practical farmers will also be found convenient for reference 
in regard to many questions that may arise in crop growing, 
aside from the special subjects of drainage of which it treats. 
Illustrated. 200 pages. 5x7 inches. Cloth. . , . , $1.00 

Barn Plans and Outbuildings 

Two hundred and fifty-seven illustrations. A most valu- 
able work, full of ideas, hints, suggestions; plans, etc., for the 
construction of barns and outbuildings, by practical writers. 
Chapters are devoted to the economic erection and use of 
barns, grain barns, horse barns, cattle barns, sheep barns, 
cornhouses, smokehouses, icehouses, pig pens, granaries, etc. 
There are likewise chapters on birdhouses, doghouses, tool 
sheds, ventilators, roofs and roofing, doors and fastenings, 
workshops, poultry houses, manure sheds, barnyards, root pits, 
etc. 23s pages. 5x7 inches. Cloth $1.00 

Irrigation Farming 

By Lute Wilcox. A handbook for the practical applica' 
tion of water in the production of crops. A complete treatise 
on water supply, canal construction, reservoirs and ponds, 
pipes for irrigation purposes, flumes and their structure, 
methods of applying water, irrigation of field crops, the 
garden the orchard and vineyard, windmills and pumps, 
appliances and contrivances. New edition, revised, enlarged 
and rewritten. Profusely illustrated. Over 500 pages. 5x7 
inches. Cloth ?2.oa 

Forest Planting 

By H Nicholas Jarchow, LL. D. A treatise on the care 
of woodlands and the restoration of the denuded timberlands 
on plains and mountains. The author has fully described 
those European methods which have proved to be nrost useful 
in maintaining the superb forests of the old world. This expe- 
rience has been adapted to the different climates and trees of 
America, full instructions being given for forest planting ot 
our various kinds of soil and subsoil, wrhether on mountain 
or valley. Illustrated. 250 pages. 5^7 inche.«. Cloth. $1.50 



Greenhouse Construction 

By Prof. L. R. Taft. A complete treatise on greenhouse 
structures and arrangements of the various forms and styles 
of plant houses for professional florists as well as amateurs. 
All the best and most approved structures are so fully and 
clearly described that any one who desires to build a green- 
house will have no difficulty in determining the kind best 
suited to his purpose. The modern and most successful meth- 
ods of heating and ventilating are fully treated upon. Special 
chapters are devoted to houses used for the growing of one 
kind of plants exclusively. The construction of hotbeds and 
frames receives appropriate attention. Over lOO excellent 
illustrations, especially engraved for this work, make every 
point clear to the reader and add considerably to the artistic 
appearance of the book. 210 pages. Sx 7 inches. Cloth. $1.50 

Greenhouse Management 

By L. R. Taft. This book forms an almost indispensable 
companion volume to Greenhimse Construction. In it the 
author gives the results of hi;i many years' experience, to- 
gether with that of the most suixessful florists and gardeners, 
in the management of growing plants under glass. So minute 
and practical are the various systems and methods of growing 
and forcing roses, violets, carnations, and all the most impor- 
tant florists' plants, as well as fruits and vegetables described, 
that by a careful study of this work and the following of its 
teachings, failure is almost imposs ible. Illustrated. 382 pages. 
5x7 inches. Cloth $i-SO 

Fungi and Fungicides 

By Prof. Clarence M. Weed A practical manual con- 
cerning the fungous diseases of cultivated plants and the 
means of preventing their ravages. The author has endeav- 
ored to give such a concise account of the most important 
facts relating to these as will enable the cultivator to combat 
them intelligently. 90 illustrations. 222 pages. 5x7 inches. 
Paper, 50 cents; cloth ?i-°° 

Mushrooms. How to Grow Them 

By William Falconer. This is the most practical worlc 
on the subject ever written, and the only book on growing 
mushrooms published in America. The author describes how 
he grows mushrooms, and how they are grown for proht by 
the leading market gardeners, and for home use by the most 
successful private growers. Engravmgs . drawn from nature 
expressly for this work. 170 pages. 5x7 inches. Cloth. ?i.oo 



Rural School Agriculture 

By- Charles W. Davis. A book intended for the use of 
both teachers and pupils. Its aim is to enlist the interest of 
the boys of the farm and awaken in their minds the fact that 
the problems of the farm are great enough to command all the 
brain power they can summon. The book is a manual of exer- 
cises covering many phases of agriculture, and it may be used 
with any text-book of agriculture, or without a text-book. The 
exercises will enable the student to think, and to work out the 
scientific principles underlying some of the most important 
agricultural operations. The author feels that in the teaching 
of agriculture in the rural schools, the laboratory phase is al- 
most entirely neglected. If an experiment helps the pupil to 
think, or makes his conceptions clearer, it fills a useful pur- 
pose, and eventually prepares for successful work upon the 
farm. The successful farmer of the future must be an experi- 
menter in a small way. Following many of the exercises are a 
number of questions which prepare the way for further re- 
search work. The material needed for performing the experi- 
ments is simple, and can be devised by the teacher and pupils, 
or brought from the homes. Illustrated. 300 pages. Cloth. 
5x7 inches $1.00 

Agriculture Through the Laboratory and School 
Garden 

By C. R. Jackson and Mrs. L. S. Daugherty. As its name 
implies, this book gives explicit directions for actual work in 
the laboratory and the school garden, through which agri- 
cultural principles may be taught. The author's aim has been 
to present actual experimental work in every phase of the 
subject possible, and to state the directions for such work so 
that the student can perform it independently of the teacher, 
and to state them in such a way that the results will not be 
suggested by these directions. One must perform the experi- 
ment to ascertain the result. It embodies in the text a com- 
prehensive, practical, scientific, yet simple discussion of such 
facts as are necessary to the understanding of many of the 
agricultural principles involved in every-day life. The book, 
although primarily intended for use in schools, is equally 
valuable, to any one desiring to obtain in an easy and. pleasing 
manner a general knowledge of elementary agriculture. Fully 
illustrated. s;4 x 8 inches. 462 pages. Cloth. Net . $1.50 

Soil Physics Laboratory Guide 

By W. G. Stevenson and I. O. Schaub. A carefully out- 
lined series of experiments in soil physics. A portion of the 
experiments outlined in this guide have been used quite gen- 
erally in recent years. The exercises (of which there are 40) 
are listed in a logical order with reference to their relation 
to each other and the skill required on the part of the student. 
Illustrated. About 100 pages. 5x7 inches. Cloth. . $0.50 
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The New Egg Farm 

By H. H. Stoddard. A practical, reliable manual on 
producing eggs and poultry for market as a profitable business 
enterprise, either by itself or connected with other branches 
of agriculture. It tells all about how to feed and manage, 
how to breed and select, incubators and brooders, its labor- 
saving devices, etc., etc. Illustrated. 331 pages. 5x7 inches. 
Cloth $1.00 

Poultry Feeding and Fattening 

Compiled by G. B. Fiske. A handbook for poultry keep- 
ers on the standard and improved methods of feeding and 
marketing all kinds of poultry. The subject of feeding and 
fattening poultry is prepared largely from the side of the 
best practice and experience here and abroad, although the 
underlying science of feeding is explained as fully as needful. 
The subject covers all branches, including chickens, broilers, 
capons, turkeys and waterfowl ; how to feed under various 
conditions and for different purposes. The whole subject of 
capons and caponizing is treated in detail. A great mass of 
practical information and experience not readily obtainable 
elsewhere is given with full and explicit directions for fatten- 
ing and preparing for market. This book will meet the needs 
of amateurs as well as commercial poultry raisers. Profusely 
illustrated. 160 pages. S x 7J4 inches. Cloth. . . . $0.50 

Poultry Architecture 

Compiled by G. B. Fiske. A treatise on poultry buildings 
of all grades, styles and classes, and their proper location, 
coops, additions and special construction ; all practical in de- 
sign, and reasonable in cost. Over 100 illustrations. 125 pages. 
5 3t 7 inches. Cloth $0.50 

Poultry Appliances and Handicraft 

Compiled by G. B. Fiske. Illustrated description of a 
great variety and styles of the best homemade nests, roosts, 
windows, ventilators, incubators and brooders, feeding and 
watering appliances, etc., etc. Over 100 illustrations. Over 
125 pages. 5x7 inches. Cloth $0.50 

Turkeys and How to Grow Them 

Edited by Herbert Myrick. A treatise on the natural 
history and origin of the name of turkeys; the various breeds, 
the best methods to insure success in the busmess of turkey 
growing With essays from practical turkey growers m 
different parts of the United States and Canada. Copiously 
illustrated. 154 pages. 5x7 inches. Cloth $i-00 
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